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41.2.1.1
Permission to access the network / priority classes
41.2.1.1.1
Conformance requirements

Access to the network is allowed:

-
if packet access is allowed in the cell for the priority class associated with the packet transfer, as indicated by the PRIORITY_ACCESS_THR parameter broadcast in SI 13 message.
References

3GPP TS 04.08 / 3GPP TS 44.018 subclause 3.5.2.1.1.

41.2.1.1.2
Test purpose

To verify that the MS accesses the network only if packet access is allowed in the cell for the priority class associated with the packet transfer.

41.2.1.1.3
Method of test

Initial conditions

System Simulator: 
Network Mode of Operation is set to NMO II.
Mobile Station:


For PRIORITY_ACCESS_THR >2 MS is GPRS attached, a PDP context has been established (with priority level as specified below).


For PRIORITY_ACCESS_THR <=2 MS is Idle Updated.

Related PICS/PIXIT statement

-
Support of PDP context.
Test procedure

Specific test parameters:

PRIORITY_ACCESS_THR is chosen from {0, 1, 2, 3, 4, 5, 6, 7}.

priority level is chosen from {1, 2, 3, 4}.

Expected sequence 

ForPRIORITY_ACCESS_THR >2.

	Step
	Direction
	Message
	Comments

	1
	
	
	The MS is triggered to transfer data 

	2
	SS
	
	See verification

	
	
	
	


Verification:

The SS verifies for 10 s that MS access (or not) to the network according to the PRIORITY_ACCESS_THR values below.

0 1 1
packet access is allowed for priority level 1;

1 0 0
packet access is allowed for priority level 1 to 2;

1 0 1
packet access is allowed for priority level 1 to 3;

1 1 0
packet access is allowed for priority level 1 to 4;

1 1 1
spare, shall be interpreted as(packet access allowed).

For PRIORITY_ACCESS_THR <=2.

	Step
	Direction
	Message
	Comments

	1
	
	
	The MS is triggered to do Attach procedure 

	2
	SS
	
	The SS verifies for 10 s that MS does not try to access 

to the network.
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