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	Reason for change:
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	During a Routing area update procedure the TLLI will be updated. If an MBMS user is sending an MBMS SERVICE REQUEST, that includes the mobile station’s TLLI, directly after (or before) the initiation of a routing area update procedure then, depending on which of the two procedures will be completeted first, a potential mismatch of TLLI may occur that may cause an error of the MBMS assignment procedure as the MBMS ASSIGNMENT message sent from the NW includes the TLLI that addresses the specific MS. This TLLI may, for instance, be the new TLLI and not the old.

	
	

	Summary of change:
(

	The mobile station shall accept both a new and old TLLI during the procedure where an MBMS SERVICE REQUEST message, MBMS ASSIGNMENT message and MBMS MS ID ASSIGNMENT message are exchanged between the MS and the Network due to a cell change requiring a routing area update.   
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7.7.2.1
General

The network may send an MBMS ASSIGNMENT message to the mobile station(s) in order to inform about the establishment of a radio bearer for an MBMS session in the cell or to notify the mobile station(s) that a radio bearer for that MBMS session is not established in the cell. The decision of whether to establish a radio bearer for an MBMS session in a cell is a network dependent choice. 

If the network sends the MBMS ASSIGNMENT message subsequent to an MBMS Notification for the same MBMS session, the MBMS ASSIGNMENT message shall be sent on any PAGCH on the same PCCCH on which the network has sent the MBMS Notification or, if a packet control channel does not exist, on any AGCH on the same CCCH on which the network has sent the MBMS Notification. In case the network sends the MBMS ASSIGNMENT message in response to an MBMS SERVICE REQUEST message which is not sent as a response to an MBMS Notification, the MBMS ASSIGNMENT message shall be sent on any PAGCH on the same PCCCH on which the mobile station sent the PACKET CHANNEL REQUEST or EGPRS PACKET CHANNEL REQUEST message with access type 'Single block MBMS access' or, if a packet control channel does not exist, on any AGCH on the same CCCH on which the mobile station sent the CHANNEL REQUEST or EGPRS PACKET CHANNEL REQUEST message with access type 'Single block MBMS access'.

If the SERVICE REQUEST message has been sent due to a cell change also requiring a routing area update then the mobile station shall treat both the old and new TLLIs as valid when receiving MBMS ASSIGNMENT message or MBMS MS ID ASSIGNMENT message sent as a response from the network.   
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