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	With the 45.008 CR 075 in GP-012487 the abnormal cell reselection was improved and simplified. With this CR the applicability of the RANDOM_ACCESS_RETRY flag was removed. Nevertheless in the corresponding description in TS 44.060 (sub-clause 9.4.2) the RANDOM_ACCESS_RETRY flag is still be used.
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	It is proposed to restore the usage of the RANDOM_ACCESS_RETRY flag in TS 45.008 in order to align it with the never changed description in TS 44.060.
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	Inconsistent definition of the usage of the RANDOM_ACCESS_RETRY flag with the risk of different MS implementations.
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10.1.3.1
Abnormal cell reselection

In the event of an abnormal release with cell reselection (see 3GPP TS 44.060) and 3GPP TS 44.160) the MS shall determine which cell to be used for this cell reselection attempt according to the following rules.

If access to another cell is not allowed, i.e. RANDOM_ACCESS_RETRY bit is not set on the serving the abnormal cell reselection attempt shall be abandoned, and the algorithm of sub-clause 10.1.3 shall be performed.

If access to another cell is allowed, i.e. RANDOM_ACCESS_RETRY bit is set on the serving cell the MS shall within the allowed time attempt an abnormal cell reselection on a suitable cell using one of the following two criteria:

a) The MS shall try cells based on BA(GPRS), in the order of C2, starting from the cell with the highest C2 value according to section 6.6.2 item ii sub-item a, excluding the timing requirement of 5 seconds.

b) The MS shall try cells based on BA(GPRS), in the order of C32, starting from the cell with the highest C32 value according to section 10.1.3 item ii.

The criteria, a) or b), to be used shall be determined by which cell reselection algorithm is currently in use according to section 10.1.

The MS is under no circumstances allowed to access a cell to attempt abnormal cell reselection later than 20 seconds after the detection within the MS of the abnormal release causing the abnormal cell reselection attempt. In the case where the 20 seconds elapses without a successful abnormal cell reselection the attempt shall be abandoned, and normal cell reselection shall be performed.

In case the MS is operating in NC2 mode, abnormal cell reselection shall override the NC2 mode and the MS shall perform the algorithm as described in this section.
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