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26.10.3.2
E-GSM or R-GSM signalling / Structured procedures / emergency call

Emergency call establishment can be initiated by an MS whether location updating has been successful or not and whether a SIM is inserted into the MS or not; but only if the MS is equipped for speech.

This subclause is only applicable to an MS supporting speech.

26.10.3.2.1
Conformance requirement

1)
The MS in the "idle, updated" state, as after a successful location update, after the number 112 has been entered by user, shall send a CHANNEL REQUEST message with correct establishment cause ("emergency call").

2)
After assignment of a dedicated channel the first layer message sent by the MS on the assigned dedicated channel shall be a CM SERVICE REQUEST message specifying the correct IMEI and a non-available CKSN, with CM Service Type "emergency call establishment".

3)
After cipher mode setting acceptance by the network, the MS shall send an EMERGENCY SETUP message.

4, 5)
The emergency call shall be correctly established. The assignment procedure shall be correctly performed.

6)
After receipt of a CONNECT ACKNOWLEDGE message during correct establishment of the emergency call the TCH shall be through connected in both directions if an appropriate TCH is available.

7)
The call shall be cleared correctly.

Requirement Reference:

For conformance requirement 1 and 2:


3GPP TS 04.08 / 3GPP TS 44.018 subclause 3.3.1.1;


3GPP TS 04.08 / 3GPP TS 24.008 subclauses 5.2.1 and 4.5.1.5;


3GPP TS 02.30 clause 4.

For conformance requirement 3:


3GPP TS 04.08 / 3GPP TS 24.008, subclause 5.2.1.2.

For conformance requirements 4 and 5:


3GPP TS 04.08 / 3GPP TS 24.008, subclause 5.2.1.1; and


3GPP TS 04.08 / 3GPP TS 44.018 subclause 3.4.3.

For conformance requirement 6:


3GPP TS 04.08 / 3GPP TS 24.008, subclauses 5.2.1.1.6 and 5.1.3.

For conformance requirement 7:


3GPP TS 04.08 / 3GPP TS 24.008, subclause 5.4.

26.10.3.2.2
Test purpose

1)
To verify that the MS in the "idle, no IMSI" state (no SIM inserted) when made to call the number 112, sends a CHANNEL REQUEST message with establishment cause "emergency call".

2)
To verify that after assignment of a dedicated channel the first layer message sent by the MS on the assigned dedicated channel is a CM SERVICE REQUEST message specifying the correct CKSN and TMSI, with CM Service Type "emergency call establishment".

3)
To verify that after receipt of a CM SERVICE ACCEPT message from the SS, the MS sends an EMERGENCY SETUP message.

4)
To verify that subsequently, the SS having sent a CALL PROCEEDING message and then an ALERT message and having initiated the assignment procedure, the MS performs correctly that assignment procedure.

5)
To verify subsequent correct performance of a connect procedure.

6)
To verify that subsequently the MS has through connected the TCH in both directions.

7)
To verify that the call is cleared correctly.

This is tested in the following case:

Structured procedures / emergency call / idle, no IMSI / accept case.

26.10.3.2.3
Method of test

Related PICS/PIXIT Statements

Support E-GSM or R-GSM.

Speech supported (Y/N).

Classmark.

Initial Conditions

System Simulator:


1 cell, default parameters except:





See Table 26.1

Mobile Station:


The MS is in MM-state "idle, no IMSI", no SIM inserted.

Foreseen Final State of the MS

The MS is in MM-state "idle, no IMSI", no SIM inserted.

Test procedure

The MS is made to initiate an emergency call. The call is established without authentication, without ciphering, with early assignment. Having reached the active state, the call is cleared by the SS.

Maximum Duration of Test

1 minute.

Expected Sequence

	Step
	Direction
	Message
	Comments

	1
	MS
	
	The "called number" 112 is entered

	2
	MS -> SS
	CHANNEL REQUEST
	Establishment cause is "emergency call".

	3
	SS -> MS
	IMMEDIATE ASSIGNMENT
	

	4
	MS -> SS
	CM SERVICE REQUEST
	Message is contained in SABM. The CM service type IE indicates "emergency call establishment". The mobile identity IE specifies the IMEI of the MS. The cipher key sequence number IE indicates "no key is available". The mobile station classmark IE is as specified by the manufacturer in a PICS/PIXIT statement.

	5
	SS -> MS
	CM SERVICE ACCEPT
	

	6
	MS -> SS
	EMERGENCY SETUP
	

	7
	SS -> MS
	CALL PROCEEDING
	

	8
	SS -> MS
	ASSIGNMENT COMMAND
	The rate of the channel is one indicated by the EMERGENCY SETUP message.

	9
	MS -> SS
	ASSIGNMENT COMPLETE
	

	10
	SS -> MS
	ALERTING
	

	11
	SS -> MS
	CONNECT
	

	12
	MS -> SS
	CONNECT ACKNOWLEDGE
	

	13
	MS
	
	The TCH is through connected in both directions.

	14
	SS -> MS
	DISCONNECT
	

	15
	MS -> SS
	RELEASE
	

	16
	SS -> MS
	RELEASE COMPLETE
	

	17
	SS -> MS
	CHANNEL RELEASE
	The main signalling link is released.


Specific Message Contents:

None.
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