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A.1
Version of specification

Table A.1 shows the version of the test specifications which the delivered ATS refers to:

Table A.1: Versions of the test and Core specifications

	Core specifications
	3GPP TS 44.18 [6] (V5.j.0)

	
	3GPP TS 25.331 [7] (V 5.c.1)

	Test specifications
	3GPP TS 51.010-1 [1] (V6.1.0)

	
	3GPP TS 51.010-2 [2] (V6.1.0)

	
	3GPP TS 34.123-3 [4] (V5.0.0)

	
	3GPP TS 34.108 [8] (V5.4.0)


A.2
IR_G ATS

The approved test cases are listed.

Table A.2: IR_G TTCN test cases

	Test case
	Description

	20.25.3
	Intersystem Cell Reselection/Idle Mode/FDD_Qoffset

	20.25.4
	Intersystem Cell Reselection/Idle Mode/Qsearch_I

	26.6.11.3
	Classmark interrogation / UTRAN Classmark Change

	26.6.11.4
	Early UTRAN Classmark Sending

	60.1
	Inter system handover to UTRAN/From GSM/Speech/Success

	60.4
	Inter system handover to UTRAN/From GSM/SDCCH/CC Establishment/Success

	60.5
	Inter system handover to UTRAN/From GSM/Speech/Blind HO/Success

	60.6
	Inter system handover to UTRAN/From GSM/Speech/Failure

	60.10
	Inter system handover to UTRAN/From GSM/Integrity Protection Activation


A.2.1
The TTCN Graphical form (TTCN.GR)

The TTCN.GR representation of this ATS is contained in an Adobe Portable Document Format™ file ( IR_Gv620.PDF contained in archive  IR_G620ATS.ZIP) which accompanies the present document.

A.2.2
The TTCN Machine Processable form (TTCN.MP)

The TTCN.MP representation corresponding to this ATS is contained in an ASCII file ( IR_Gv620.MP contained in archive  IR_G620ATS.ZIP) which accompanies the present document.
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