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	Title:
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	Correction to section 40, missing Cell Id in DTM INFORMATION

	
	

	Source:
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	Work item code:
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	Category:
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	Release: (
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	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
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	Reason for change:
(

	GERAN#23 added Cell Identity to DTM INFORMATION. This change is needed also in 51.010-1 section 40.

Approved GERAN#23 CR’s:

· GP-050594

· GP-050580

	
	

	Summary of change:
(

	Cell Id has been added to section 40 (DTM INFORMATION)

	
	

	Consequences if 
(

not approved:
	Conformant MS’s will fail several DTM test cases.

	
	

	Clauses affected:
(

	40

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	This CR is applicable from R99 and onwards.


40.2.4.38
DTM Information

	RR management Protocol 

Discriminator
	0110 (radio resources management messages)

	Skip Indicator
	0000

	DTM Information 

Message Type
	01001101

	Routeing Area Identification
	Same as the BCCH

	DTM Information Rest Octets
	

	
- < LENGTH_IN_OCTETS : bit(8) >
	00000011

	
- < MAX_LAPDm : bit (3) >
	000 (Any message segmented in up to 5 LAPDm frames)

	        - < GPRS_MS_TXPWR_MAX_CCH : bit (5) >


	arbitrarily chosen

	   - < Cell identity: bit (16) >
	Cell Identity of the Serving Cell
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