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3.4.15.3a
Additional Information procedure

In group receive mode, the network sends the talker’s details in a VGCS ADDITIONAL INFORMATION message. The VGCS ADDITIONAL INFORMATION message is sent in unacknowledged mode on the main DCCH of the voice group channel. In addition it is repeated every T3153 seconds on the SACCH, until the talker is released.

The MS shall pass the information to the upper layers.
9.1.49a
VGCS Additional Information

This message is sent on the main DCCH or SACCH of the voice group channel, in unacknowledged mode using the RR short protocol discriminator by the network to inform the mobile stations of the identity of the current talker.

Mobile stations not supporting VBS or VGCS shall ignore this message.

See table 9.1.49a.

Message type:
VGCS Additional Information
Significance:
dual

Direction:
network to mobile station

Table 9.1.49a: VGCS Additional Information message content

	<VGCS ADDITIONAL INFO> 
::=
<RR short PD : bit>




-- See 3GPP TS 24.007

 





    <message type : bit(5)>



-- See sub-clause 10.4








<short layer 2 header : bit(2)>

-- See 3GPP TS 44.006







    <talker length: bit(5)>






    <filler bits: bit(3)>






    {<talker identity: bit(8 * val (talker length)>}







    { null | 0 bit** = < no string >}
- Receiver backward compatible with earlier version




talker length (5 bit field)

This field contains the length of  the talker identity in (0-19) bytes
filler bits (3 bit field)

This field contains the number of filler bits at the end of the talker identity
talker identity (8 * val (talker length) bit field)

Contains the identity of the current talker
Table 10.4.2: Message types for Radio Resource management messages
using the RR short protocol discriminator

	5
	4
	3
	2
	1
	

	0
	0
	0
	0
	0
	System Information Type 10

	0
	0
	0
	0
	1
	Notification/FACCH

	0
	0
	0
	1
	0
	Uplink Free

	0
	0
	1
	0
	0
	Enhanced Measurement Report (uplink)

	0
	0
	1
	0
	1
	Measurement Information (downlink)

	0
	0
	1
	1
	0
	VBS/VGCS Reconfigure

	0
	0
	1
	1
	1
	VBS/VGCS Reconfigure2

	0
	1
	0
	0
	0
	VGCS Additional Information


11.1
Timers and counters for radio resource management

11.1.1
Timers on the mobile station side

T3122:
This timer is used during random access or during dedicated channel assignment while in packet transfer mode, after the receipt of an IMMEDIATE ASSIGN REJECT message.


Its value is given by the network in the IMMEDIATE ASSIGN REJECT message.

T3124:
This timer is used in the seizure procedure during a hand-over, when the two cells are not synchronized.


Its purpose is to detect the lack of answer from the network to the special signal.


Its value is set to 675 ms if the channel type of the channel allocated in the HANDOVER COMMAND is an SDCCH (+ SACCH); otherwise its value is set to 320 ms.

T3126:
This timer is started either


after sending the maximum allowed number of CHANNEL REQUEST messages during an immediate assignment procedure.

or


on receipt of an IMMEDIATE ASSIGNMENT REJECT message,


whichever occurs first.


It is stopped at receipt of an IMMEDIATE ASSIGNMENT message, or an IMMEDIATE ASSIGNMENT EXTENDED message.


At its expiry, the immediate assignment procedure is aborted.


The minimum value of this timer is equal to the time taken by T+2S slots of the mobile station's RACH. S and T are defined in sub-clause 3.3.1.2. The maximum value of this timer is 5 seconds.

T3128:
This timer is started when the mobile station starts the uplink investigation procedure and the uplink is busy.


It is stopped at receipt of the first UPLINK FREE message.


At its expiry, the uplink investigation procedure is aborted.


The value of this timer is set to 1 second.

T3130:
This timer is started after sending the first UPLINK ACCESS message during a VGCS uplink access procedure.


It is stopped at receipt of a VGCS ACCESS GRANT message.


At its expiry, the uplink access procedure is aborted.


The value of this timer is set to 5 seconds.

T3110:
This timer is used to delay the channel deactivation after the receipt of a (full) CHANNEL RELEASE. Its purpose is to let some time for disconnection of the main signalling link.


Its value is set to such that the DISC frame is sent twice in case of no answer from the network. (It should be chosen to obtain a good probability of normal termination (i.e. no time out of T3109) of the channel release procedure.)

T3134
This timer is used in the seizure procedure during an RR network controlled cell change order procedure. Its purpose is to detect the lack of answer from the network or the lack of availability of the target cell.


Its value is set to 5 seconds.

T3142:
The timer is used during packet access on CCCH and during packet access while in dedicated mode. It is started after the receipt of an IMMEDIATE ASSIGNMENT REJECT or a DTM REJECT message.


Its value is given by the network in the IMMEDIATE ASSIGNMENT REJECT or DTM REJECT message.

T3148:
This timer is used during DTM establishment in dedicated mode.

It is started after sending a DTM REQUEST message during a packet access procedure while in dedicated mode.

It is stopped at the receipt of one of the following messages:

-
DTM ASSIGNMENT COMMAND;

-
PACKET ASSIGNMENT;

-
DTM REJECT;

-
ASSIGNMENT COMMAND;

-
HANDOVER COMMAND.

At its expiry, the packet access procedure is aborted.

Its value is 4 seconds.

T3146:
This timer is started either


after sending the maximum allowed number of CHANNEL REQUEST or EGPRS PACKET CHANNEL REQUEST messages during a packet access procedure.

or


on receipt of an IMMEDIATE ASSIGNMENT REJECT message during a packet access procedure,


whichever occurs first.


It is stopped at receipt of an IMMEDIATE ASSIGNMENT message, or an IMMEDIATE ASSIGNMENT EXTENDED message.


At its expiry, the packet access procedure is aborted.


The minimum value of this timer is equal to the time taken by T+2S slots of the mobile station's RACH. S and T are defined in sub-clause 3.3.1.2. The maximum value of this timer is 5 seconds.

T3164:
This timer is used during packet access using CCCH. It is started at the receipt of an IMMEDIATE ASSIGNMENT message.


It is stopped at the transmission of a RLC/MAC block on the assigned temporary block flow, see 3GPP TS 44.060.


At expire, the mobile station returns to the packet idle mode.


The value of the timer is 5 seconds.

T3190:
The timer is used during packet downlink assignment on CCCH. It is started at the receipt of an IMMEDIATE ASSIGNMENT message when in dedicated mode.


It is stopped at the receipt of a RLC/MAC block on the assigned temporary block flow, see 3GPP TS 44.060.


At expiry, the mobile station returns to the packet idle mode.


The value of the timer is 5 seconds.

T3204:
This timer is used by a mobile station with non-GSM capabilities. The timer is started after sending the first CHANNEL REQUEST during a packet access procedure. The CHANNEL REQUEST was sent requesting a single block packet access and the purpose of the packet access procedure is to send a PACKET PAUSE message.

It is stopped at the receipt of an IMMEDIATE ASSIGNMENT message granting a single block period on an assigned packet uplink resource.

At expiry, the packet access procedure is aborted.

The value of the timer is 1 second.

T3206

The timer is used by a VGCS mobile when receiving segmented notifications on the NCH. The timer is started when receiving a segment of a segmented notification for a group call that the MS is a member for which no previous segment has been received.



It is stopped in the following situations:


-
The MS receives the second segment


-
The MS joins another call


-
The value of NLN changes


-
The MS reselects to another cell

The value of the timer is 5 second.

T3208

The timer is used by a VGCS mobile when receiving segmented notifications on the FACCH. The timer is started when receiving the first segment of a segmented notification for a group call that the MS is a member for which no previous segment has been received.



It is stopped in the following situations:


-
The MS receives the complete message



-
The MS joins another call


-
The MS performs Handover to another cell

The value of the timer is 1 second.

T3210

The timer is used by a VGCS mobile when receiving segmented notifications on the PCH. The timer is started when receiving the first segment of a segmented notification for a group call that the MS is a member for which no previous segment has been received.



It is stopped in the following situations:


-
The MS receives the complete message



-
The MS leaves Idle mode


-
Notifications for another group call are received on the PCH

The value of the timer is 5 seconds.

T3220
The timer is used by the MBMS capable mobile station when receiving pre-noticfication of an MBMS session. The timer is started when receiving a PAGING REQUEST message containing an MBMS pre-notification that the mobile station shall receive.


It is stopped at the receipt of a PAGING REQUEST messsage containing a notification of the same session as starting this timer.

At expiry, the mobile station returns to DRX mode unless it is engaged in any other MBMS session and then stays in broadcast/multicast receive mode.


The value of the timer is 46 s.

T3222:
An instance of the timer is used during the notification of MBMS. An instance of this timer may be started at the receipt of an MBMS ANNOUNCEMENT message when in dedicated mode.


The instance of this timer is stopped when the mobile enters idle mode.


At expiry of an instance of this timer, the mobile station discards the MBMS related information stored upon receipt of the corresponding MBMS ANNOUNCEMENT message.


The value of the timer shall take the value coded in the Restriction Time field of the MBMS ANNOUNCEMENT message for that instance of the timer.

11.1.2
Timers on the network side

T3101:
This timer is started when a channel is allocated with an IMMEDIATE ASSIGNMENT message. It is stopped when the MS has correctly seized the channels.


Its value is network dependent.

NOTE 1:
It could be higher than the maximum time for a L2 establishment attempt.

T3103:
This timer is started by the sending of a HANDOVER message and is normally stopped when the MS has correctly seized the new channel. Its purpose is to keep the old channels sufficiently long for the MS to be able to return to the old channels, and to release the channels if the MS is lost.


Its value is network dependent.

NOTE 2:
It could be higher than the maximum transmission time of the HANDOVER COMMAND, plus the value of T3124, plus the maximum duration of an attempt to establish a data link in multiframe mode.)

T3105:
This timer is used for the repetition of the PHYSICAL INFORMATION message during the hand-over procedure.


Its value is network dependent.

NOTE 3:
This timer may be set to such a low value that the message is in fact continuously transmitted.

T3107:
This timer is started by the sending of an ASSIGNMENT COMMAND or a DTM ASSIGNMENT COMMAND message and is normally stopped when the MS has correctly seized the new RR channels.


Its purpose is to keep the old channel sufficiently long for the MS to be able to return to the old channels, and to release the channels if the MS is lost.


Its value is network dependent.

NOTE 4:
It could be higher than the maximum transmission time of the ASSIGNMENT COMMAND message plus twice the maximum duration of an attempt to establish a data link multiframe mode.

T3109:
This timer is started when a lower layer failure is detected by the network, when it is not engaged in a RF procedure. It is also used in the channel release procedure.


Its purpose is to release the channels in case of loss of communication.


Its value is network dependent.

NOTE 5:
Its value should be large enough to ensure that the MS detects a radio link failure.

T3111:
This timer is used to delay the channel deactivation after disconnection of the main signalling link. Its purpose is to let some time for possible repetition of the disconnection.


Its value is equal to the value of T3110.

T3113:
This timer is started when the network has sent a PAGING REQUEST message and is stopped when the network has received the PAGING RESPONSE message.


Its value is network dependent.

NOTE 6:
The value could allow for repetitions of the Channel Request message and the requirements associated with T3101.

T3115:
This timer is used for the repetition of the VGCS UPLINK GRANT message during the uplink access procedure.


Its value is network dependent.

NOTE 7:
This timer may be set to such a low value that the message is in fact continuously transmitted.

T3121:
This timer is started by the sending of an INTER SYSTEM TO UTRAN HANDOVER message and is normally stopped when the MS has correctly seized the UTRAN channel(s). Its purpose is to keep the old channels sufficiently long for the MS to be able to return to the old channels, and to release the channels if the MS is lost.


Its value is network dependent.

T3123:
This timer is started by the sending of an INTER SYSTEM TO CDMA2000 HANDOVER message and is normally stopped when the MS has correctly seized the CDMA2000 channel(s). Its purpose is to keep the old channels sufficiently long for the MS to be able to return to the old channels, and to release the channels if the MS is lost.


Its value is network dependent.

T3141:
This timer is started when a temporary block flow is allocated with an IMMEDIATE ASSIGNMENT message during a packet access procedure. It is stopped when the mobile station has correctly seized the temporary block flow.


Its value is network dependent.

T3153:
This timer is used by the network to supervise the periodic transmission of the VGCS ADDITIONAL INFORMATION message on the SACCH of the voice group call channel (see subclause 3.4.15.3a).


Its value is network dependent. 
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