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Annex B (normative):
Applicability of the individual test

The applicability of each individual test is identified in the table B.1.

The applicability of every test is formally expressed by the use of Boolean expression that are based on parameters (ICS) included in annex A of the present document.

The columns in Table B.1 have the following meaning:

Clause column

The clause column indicates the clause number for each test case as described in the 3GPP TS 51.010-1 or 3GPP TS 11.10-4 (tests 27.22.x) for which the applicability is identified.

Title column

The title column indicates the title of each test case as described in the 3GPP TS 51.010-1 or 3GPP TS 11.10-4 (tests 27.22.x) for which the applicability is identified.

Release column

The Release column indicates the earliest release from which each testcase is applicable, except if otherwise stated of an individual test case. 

Applicability column

The Applicability column describes the applicability of the test in a verbal way.

Status column

The following notations, are used for the status column:

A

applicable - the test is applicable.

N/A
not applicable – in the given context, the test case is not applibable.

Ci
conditional – the test is applicable ("A") or not ("N/A") depending on the support of other optional or conditional items. "i" is an integer identifying an unique conditional status expression which is defined immediately following the table. For nested conditional expressions, the syntax "IF ... THEN (IF ... THEN ... ELSE...) ELSE ..." is used to avoid ambiguities.

Supported column

The following common notations, are used for the support column:

Y or y
test is supported by the implementation

N or n
test is not supported by the implementation

N/A, n/a or ‑ 
no answer required (allowed only if the status is N/A, directly or after evaluation of a conditional status)

Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Status
	Supported

	
	….first modified section
	
	
	
	

	31.6.1.2
	AOC time related charging/MS terminated call
	Phase 2
	MS supporting AoCC
	C340
	

	31.6.1.5
	Change in charging information during a call
	Phase 2
	MS supporting AoCC 
	C340
	

	31.6.1.6
	Different formats of charging information
	Phase 2
	MS supporting AoCC
	C340
	

	31.6.1.7
	AOC on a Call Hold call
	Phase 2
	MS supporting AoCC and call hold
	C340
	

	31.6.1.8
	AOC on a Multi-party call
	Phase 2
	MS supporting AoCC and multiparty service
	C340
	

	31.6.2.1
	Removal of SIM during an active call
	Phase 2
	MS supporting AoCC and SIM removal without powering down
	Cxxx
	

	31.6.2.2
	Interruption of power supply during an active call
	Phase 2
	MS supporting AoCC 
	C340
	

	31.6.2.3
	MS going out of coverage during an active AOCC call
	Phase 2
	MS supporting AoCC 
	C340
	

	31.6.2.4
	ACMmax operation/Mobile Originating
	Phase 2
	MS supporting AoCC 
	C340
	

	31.6.2.5
	ACMmax operation/Mobile Terminating
	Phase 2
	MS supporting AoCC 
	C340
	

	31.6.3.1
	AoCI time related charging/MS originated call
	Phase 2
	MS supporting AoCI
	C341
	

	31.6.3.2
	AoCI time related charging/MS terminated call
	Phase 2
	MS supporting AoCI
	C341
	

	31.6.3.5
	Change in charging information during a call
	Phase 2
	MS supporting AoCI
	C341
	

	31.6.3.6
	Different formats of charging information
	Phase 2
	MS supporting AoCI
	C341
	

	
	……………….
	

	
	…….next modified section
	

	C340
	IF A.5/14 AND (A.25/2 OR A.25/3) THEN A ELSE N/A
	-- TSPC_Serv_SS_AoCC AND (TSPC_AddInfo_Full_rate_version_1 OR TSPC_AddInfo_Half_rate_version_1)

	C341
	IF A.5/13 AND (A.25/2 OR A.25/3) THEN A ELSE N/A
	-- TSPC_Serv_SS_AoCI AND (TSPC_AddInfo_Full_rate_version_1 OR TSPC_AddInfo_Half_rate_version_1)

	C342
	IF A.2/69 THEN A ELSE N/A
	-- TSPC_DTM/EGPRS

	C343
	IF A.2/69 AND A2/62 THEN A ELSE N/A
	-- TSPC_DTM/EGPRS AND TSPC DTM/GPRS _Singleslot_Allocation

	C344
	IF A.25/79 AND A.25/113 AND A.25/129 THEN A ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_3 AND TSPC_AMR_LoopBack AND TSPC_DARP_Phase1

	C345
	If A25/2 AND IF NOT A25/79 THEN A ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_1
IF NOT TSPC_AddInfo_Full_rate_version_3

	C346
	If A25/3 AND IF NOT A25/112 THEN A ELSE N/A
	-- TSPC_AddInfo_Half_rate_version_1

IF NOT TSPC_AddInfo_Half_rate_version_3

	C347
	IF (A.25/2 OR A.25/3) AND IF NOT (A25/79 OR A25/112) THEN A ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_1 OR TSPC_AddInfo_Half_rate_version_1

IF NOT
TSPC_AddInfo_Full_rate_version_3 OR
TSPC_AddInfo_Half_rate_version_3

	C348
	IF A.2/70 AND (A.1/69 OR A.1/71 OR A.1/72 OR A.1/73 OR A.1/75 A.1/76 OR A.1/77 OR A.1/78 OR A.1/79 OR A.1/80 OR A.1/81 OR A.1/82 OR A.1/83 OR A.1/84 OR A.1/85 OR A.1/86 OR A.1/87 OR A.1/88 OR A.1/89 OR A.1/90 OR A.1/91 OR A.1/92 OR A.1/93 OR A.1/94 OR A.1/95 OR A1.150 OR A1.151 OR A1.152 OR A1.153 OR A1.155 OR A1.156 OR A1.157 OR A1.158 OR A1.160 OR A1.161 OR A1.162 OR A1.163 OR A1.164) THEN A ELSE N/A
	-- TSPC_ExtendedDynamic_Allocation AND (TSPC_Type_GPRS_Multislot_Class3 OR TSPC_Type_GPRS_Multislot_Class5 OR TSPC_Type_GPRS_Multislot_Class6 OR TSPC_Type_GPRS_Multislot_Class7 OR TSPC_Type_GPRS_Multislot_Class9 OR...OR TSPC_Type_GPRS_Multislot_Class29 OR TSPC_Type_GPRS_Multislot_Class31 OR...OR TSPC_Type_GPRS_Multislot_Class34 OR TSPC_Type_GPRS_Multislot_Class36 OR...OR TSPC_Type_GPRS_Multislot_Class39 OR TSPC_Type_GPRS_Multislot_Class41 OR...OR TSPC_Type_GPRS_Multislot_Class45 OR)

	C349
	IF (A.2/41) AND (A.25/129) THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_DARP_Phase1

	C350
	IF A.25/2 AND A.25/129 THEN A ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_1 AND TSPC_DARP_Phase1

	C351
	IF A.25/112 AND A.25/113 AND A.25/129 THEN A ELSE N/A
	-- TSPC_AddInfo_Half_rate_version_3 AND TSPC_AMR_LoopBack AND TSPC_DARP_Phase1

	C352
	IF A.25/112 AND A.25/113 AND NOT A.25/129 THEN A ELSE N/A
	-- TSPC_AddInfo_Half_rate_version_3 AND TSPC_AMR_LoopBack AND NOT TSPC_DARP_Phase1

	C353
	IF A.2/62 AND A.25/1 AND NOT A.1/62 THEN A ELSE N/A
	TSPC_DTM/GPRS AND TSPC_AddInfo_HalfRate AND NOT TSPC_DTM/GPRS _Singleslot_Allocation

	C354
	IF A.2/62 AND A.1/6 THEN A ELSE N/A
	-- TSPC_DTM/GPRS AND Type_MB_Simul

	C355
	IF A.1/62 AND A.1/6 THEN A ELSE N/A
	-- TSPC_DTM/GPRS _Singleslot_Allocation AND Type_MB_Simul

	C356
	IF (A.25/41 OR A.25/42) AND NOT A.25/130 THEN A ELSE N/A
	-- (TSPC_AddInfo_ID1 OR TSPC_AddInfo_PlugIn) AND (NOT TSPC_Card_Appl)

	C357
	IF A.2/70 AND (A.1/98 OR A.1/100 OR A.1/101 OR A.1/102 OR A.1/104 A.1/105 OR A.1/106 OR A.1/107 OR A.1/108 OR A.1/109 OR A.1/110 OR A.1/111 OR A.1/112 OR A.1/113 OR A.1/114 OR A.1/115 OR A.1/116 OR A.1/117 OR A.1/118 OR A.1/119 OR A.1/120 OR A.1/121 OR A.1/122 OR A.1/123 OR A.1/124 OR A1.166 OR A1.167 OR A1.168 OR A1.169 OR A1.171 OR A1.172 OR A1.173 OR A1.174 OR A1.176 OR A1.177 OR A1.178 OR A1.179 OR A1.180) THEN A ELSE N/A
	-- TSPC_ExtendedDynamic_Allocation AND (TSPC_Type_EGPRS_Multislot_Class3 OR TSPC_Type_EGPRS_Multislot_Class5 OR TSPC_Type_EGPRS_Multislot_Class6 OR TSPC_Type_EGPRS_Multislot_Class7 OR TSPC_Type_EGPRS_Multislot_Class9 OR...OR TSPC_Type_EGPRS_Multislot_Class29 OR TSPC_Type_EGPRS_Multislot_Class31 OR...OR TSPC_Type_EGPRS_Multislot_Class34 OR TSPC_Type_EGPRS_Multislot_Class36 OR...OR TSPC_Type_EGPRS_Multislot_Class39 OR TSPC_Type_EGPRS_Multislot_Class41 OR...OR TSPC_Type_EGPRS_Multislot_Class45 OR)

	C358
	IF A.25/131 THEN A ELSE N/A
	TSPC_O-TCH_AHS

	C359
	IF A.2/71 THEN A ELSE N/A
	-- TSPC_GAN

	C360
	IF A.25/79 AND A.25/132 THEN A ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_3 AND TSPC_Improv_RX_perform

	C361
	IF A.25/112 AND A.25/132 THEN A ELSE N/A
	-- TSPC_AddInfo_Half_rate_version_3 AND TSPC_Improv_RX_perform

	C362
	IF A.25/79 AND NOT A.25/132 THEN A ELSE N/A
	-- TSPC_AddInfo_full_rate_version_3 AND NOT TSPC_Improv_RX_perform

	C363
	IF A.25/112 AND NOT A.25/132 THEN A ELSE N/A
	-- TSPC_AddInfo_half_rate_version_3 AND NOT TSPC_Improv_RX_perform

	C364
	IF A.2/42 AND A.25/129 THEN A ELSE N/A
	-- TSPC_EGPRS AND TSPC_DARP_Phase1

	C365
	IF A.2/59 AND NOT A.2/57 THEN A ELSE N/A
	-- TSPC_A-GPS_Based AND NOT TSPC_EOTD_ASSIST

	Cxxx
	IF A.5/14 AND (A.25/2 OR A.25/3) AND A.25/40 THEN A ELSE N/A
	-- TSPC_Serv_SS_AoCC AND (TSPC_AddInfo_Full_rate_version_1 OR TSPC_AddInfo_Half_rate_version_1) AND TSPC_ AddInfo_SIMRmv

	Note 1:
This test case concerns a feature introduced in R97, but it is applicable only for R99 and later  as it has been created late.
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