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A.4.8
Additional Information

The supplier of the implementation shall state the support of the implementation for each of the questions concerning additional information given in the table below.

Table A.25: Additional Information

	Item
	Additional Information
	Ref.
	Release
	Status
	Support
	Mnemonic

	….
	
	
	
	
	
	

	118
	NITZ Supported
	3GPP TS 2.42

3GPP TS 22.042
	R97
	O
	
	TSPC_NITZ

	119
	Use of DST (Daylight Saving Time)
	3GPP TS 2.42

3GPP TS 22.042
	R97
	O
	
	TSPC_NITZ_DST

	120
	Deletion of NITZ parameters supported
	3GPP TS 2.42

3GPP TS 22.042
	R97
	O
	
	TSPC_NITZ_Parameters_Deletion

	121
	Re-attach automatically when the network commands a detach with no cause value
	3GPP TS 04.08, 4.7.3
	R97
	O
	
	TSPC_AddInfo_GPRS_Attach_on_NW_Detach_NoCause

	122
	Support  of GPRS header compression algoritm type RFC 1144
	3GPP TS 04.65

3GPP TS 44.065
	R98
	O
	
	TSPC_AddInfo_GPRS_Header_Compr_Type_RFC1144



	123
	Support  of GPRS header compression algoritm type RFC 2507
	3GPP TS 04.65

3GPP TS 44.065
	R99
	O
	
	TSPC_AddInfo_GPRS_Header_Compr_Type_RFC2507



	124
	Support  of ROHC algoritm type RFC 3241
	3GPP TS 44.065
	Rel-6
	O
	
	TSPC_AddInfo_ROHC _Type_RFC3241



	125
	Support  of ROHC algoritm type RFC 3242
	3GPP TS 44.065
	Rel-6
	O
	
	TSPC_AddInfo_ROHC_Type_RFC3242



	126
	Support  of ROHC algorithm type RFC 3408
	3GPP TS 44.065
	Rel-6
	O
	
	TSPC_AddInfo_ROHC_Type_RFC3408



	127
	Support  of of ROHC algorithm type  RFC 3095
	3GPP TS 44.065
	Rel-6
	O
	
	TSPC_AddInfo_ROHC_Type_RFC3095



	128
	The way to trigger transferring of new user data in a different PDP context while an uplink transfer is in progress
	3GPP TS 04.08

3GPP TS 24.008
	R97
	O
	
	TSPC_AddInfo_NewULDataInNewPDP_while_ULTransferInOldPDP

	129
	Support of DARP phase 1
	3GPP TS 05.15

3GPP TS 45.015

3GPP TS 24.008

3GPP TS 45.005
	R99
	O
	
	TSPC_DARP_Phase1

	130
	Support of Card Application
	3GPP TS 22.100
	R99
	O
	
	TSPC_Card_Appl

	131
	Support of GSM speech half rate version 6 (O-TCH/AHS)
	3GPP TS 24.008, 10.5.4.5
	Rel-5
	O
	
	TSPC_O-TCH_AHS

	132
	MS with improved receiver performance
	3GPP TS 05.09

3GPP TS 45.009
	R99
	O
	
	TSPC_Improv_RX_perform

	XXX
	Use of full GMM Information Message content
	3GPP TS 04.08

3GPP TS 24.008, 4.7.12.2
	R97
	O
	
	TSPC_NITZ_Full_GMM_Information

	C2501
	IF A.25/3 THEN M ELSE O
	-- TSPC_AddInfo_Half_rate_version_1

	C2502
	IF A.25/2 THEN O ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_1

	O.2502
	At least one of the requirements shall be supported.
	

	O.2503
	At least one of these items shall be supported.
	

	O.2504
	At least one of these items shall be supported.
	

	C2503
	IF A.25/69 OR A.25/70 THEN M ELSE O
	-- TSPC_ AddInfo VGCS OR TSPC_AddInfo_VGCS_Talking

	C2504
	IF A.25/70 THEN M ELSE O
	-- TSPC_AddInfo VGCS

	C2505
	IF A.3/2 THEN O ELSE N/A
	-- TSPC_Serv_TS12

	C2506
	IF A.25/79 THEN M ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_3

	Comments:


	
	


[….]

Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Status
	Supported

	….
	
	
	
	
	

	44.2.9.1.1
	NITZ / GPRS / Timezone, Time and DST Handling
	R97
	All NITZ and GPRS capable MS
	C334
	

	44.2.9.1.2
	NITZ / GPRS / NITZ Parameters / Storage / Deletion
	R97
	All NITZ and GPRS capable MS
	C334
	

	44.2.9.1.3
	NITZ / GPRS / MM and GMM Signaling
	R97
	All NITZ and GPRS capable MS
	C334
	

	….
	
	
	
	
	

	…
	
	

	C334
	IF A.2/41 AND A.25/118 AND A.25/XXX THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_NITZ AND TSPC_NITZ_Full_GMM_Information

	….
	
	


[…]
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