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1. Overall Description:

Generic Access to A/Gb interfaces (architecture described on 3GPP TS 43.318 v6.0.0) has been added into 3GPP Release 6 content, see figure 1.
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Figure 1: GAN functional architecture
Currently, different interfaces (Gn, Gi, and charging related interfaces) have three standardised options to report as Radio Access Technology (RAT) type Information Element. As defined on 3GPP TS 29.060, the currently standardised values are "GERAN", "UTRAN" and "WLAN". 

In CT4 it was proposed to add a new RAT type “GAN” to 3GPP TS 29.060, but the decision was postponed because there were some open questions on requirements and stage 2 behaviour. CT4 is now asking guidance on the points mentioned below.
Please be noted that the current 3GPP TS 29.060 has the following note for GERAN Iu mode. This is CT4’s understanding that the SGSN may have a similar situation with GAN. Since GAN simulates BSS, an SGSN may not be able to detect the difference between BSC and GAN.
Currently it is only possible to detect the difference between GERAN and UTRAN when GERAN Gb mode is used. If GERAN Iu mode is used, then an SGSN may not be able to detect the difference between GERAN and UTRAN.

2. Actions:

To SA2 and GERAN groups.

ACTION:  CT4 kindly asks clarification from SA2 and GERAN for how to identify the proposed RAT type GAN in SGSN?

To SA5 group.

ACTION:  CT4 kindly asks if SA5 have charging requirements for the proposed RAT type GAN?

3. Date of Next CT4 Meetings:

CT4#28
29th Aug – 02nd Sep 2005
London, UK

CT4#29
31st Oct – 04th Nov 2005

Berlin, GER
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