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	The setting of the emergency mode in the UPLINK BUSY messages is not aligned with the stage 2. 

	
	

	Summary of change:
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	The following changes have been made

a) Emergency mode is only set if the Uplink Request is accepted by the MSC

b) Following receipt of emergency mode reset, and the uplink is still busy, then the priority that is transmitted in the UPLINK BUSY messages is set to normal priority.
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3.3.1.2.2a.1
Uplink FREE

3.3.1.2.2a.1.1
Uplink Access cause - Normal, Privileged, or Emergency priority request

As per sub-clause 3.3.1.2.2, with the following exceptions: 
-
The UPLINK BUSY message shall contain the priority of the uplink request

-
The UPLINK BUSY message shall be transmitted every T3151 seconds

-
In the case of an uplink request with priority set to emergency that is accepted by the network (see 3GPP TS 48.008), the emergency indication shall be set in all UPLINK BUSY messages
3.3.1.2.2a.1.2
Uplink Access cause - Emergency mode reset request

On receipt of an UPLINK ACCESS message with cause Emergency mode reset request when the emergency mode is set, the network shall perform, if necessary, contention resolution and grant the uplink to one mobile station by sending a VGCS UPLINK GRANT message to the mobile station in unacknowledged mode on the main signalling link. After having sent the first message, the network starts T3115. If the timer expires before the reception of a correctly decoded frame from the MS, the network repeats the VGCS UPLINK GRANT message to the mobile station, reset and restarts timer T3115. If the VGCS UPLINK GRANT message has been repeated Ny2 times without a correctly decoded frame being received from the MS, the network shall stop sending VGCS UPLINK GRANT messages and wait for a new UPLINK ACCESS message. The correct decoding of a frame means that the decoding algorithm and the error detection tests, if any, indicate no error.

After the data link layer is established, the RR entity of the network shall analyse the TALKER INDICATION message received from the mobile station. The mobile subscriber identity is provided to the upper layer. The network shall then send an UPLINK RELEASE message to the mobile station.  

If emergency mode is not set within the network then the network discards the Emergency mode reset request.
3.3.1.2.2a.2.3
Uplink Access with cause Emergency mode reset request

As per sub-clause 3.3.1.2.2a.1.2, with the following exception:

-
If the emergency mode reset request is accepted by the network (see 3GPP TS 48.008), the network shall provide UPLINK BUSY messages, with the emergency mode not set and the priority set to normal, on the main signalling link in all of the cells of the group call area. These UPLINK BUSY messages shall be transmitted every T3151 seconds.
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