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5.5.1.1
Cell reselection

Cell reselection in packet idle and packet transfer modes is specified in 3GPP TS 45.008. The RR entity on the mobile station side indicates to the upper layers the availability of a cell and a cell change when decided by the RR sublayer. Upper layers are advised of system information broadcast in the cell when a new cell has been selected, or when a relevant part of this information changes.

When the mobile station reselects a new (target) cell, the support of GPRS in the target cell is indicated in system information sent on BCCH, see 3GPP TS 44.018. If the mobile station has received a PBCCH description for the target cell, it shall assume that GPRS is supported, without further receiving system information on BCCH. 

NOTE:
A PBCCH description for the target cell may be received in the packet system information (neighbour cell information in PSI3 and 3bis) in the old serving cell, or in a BCCH message (SI13) in the target cell.

If a cell supports GPRS, the mobile station may perform packet access. If a cell does not support GPRS, the mobile station is not allowed to perform packet access.

When a cell reselection is determined by the mobile station or ordered by the network, the mobile station may continue its operation in packet idle or in packet transfer mode in the old serving cell, while acquiring certain system information for the target cell. 
When a cell reselection is determined by the mobile station, the mobile station in broadcast/multicast receive mode shall leave the old serving cell immediately if the distribution of MBMS NEIGHBOURING CELL INFORMATION messages is not supported in the old serving cell (see sub-clause 7.7.3). If the distribution of MBMS NEIGHBOURING CELL INFORMATION messages is supported in the old serving cell, the mobile station shall continue its operation in broadcast/multicast receive mode in the old serving cell as follows:

-
if the mobile station is not using feedback, the mobile station shall leave the cell immediately after it has (or if it already has) received for the target cell the MBMS bearer description for each session it is acquiring or after 1s after cell reselection is determined, whichever occurs first

-
if the mobile station is using feedback:

-
if the mobile station has received for the target cell the MBMS bearer description for each session it is acquiring it shall leave the cell immediately after it receives an MBMS NEIGHBOURING CELL INFORMATION message for that target cell with the same MBMS_PTM_CHANGE_MARK as the last one received (see note), or after 1s after cell reselection is determined, whichever occurs first; otherwise

-
the mobile station shall leave the cell immediately after 1s after cell reselection is determined
NOTE:
An MBMS_PTM_CHANGE_MARK is one received in an MBMS NEIGHBOURING CELL INFORMATION message for a session the mobile station is acquiring
If the old cell does not support CCN, the operation in the old cell shall be aborted when one of the following conditions are met:

-
the mobile station starts to receive information on PBCCH in the target cell;

-
the mobile station has received the SI13 message (see 3GPP TS 44.018) and there is no PBCCH present in the target cell; or

-
the criteria for camping on the old cell are no longer fulfilled (see 3GPP TS 45.008).

If PBCCH is present in the target cell, the mobile station shall delay the start of receiving information on PBCCH until the first occurrence of PSI1 in block B0. If the reception of PSI1 or PSI2 messages fails (see sub-clause 5.5.1.2) the mobile station may re-establish and continue its operation in the old cell, until the next occurrence of PSI1 in block B0.

While the operation is maintained in the old cell, the mobile station may suspend its TBF(s) or suspend the monitoring of radio blocks on PCCCH and CCCH, in order to receive necessary information on BCCH in the target cell. Such suspension may be required in both packet idle and packet transfer modes, but shall not apply in broadcast/multicast receive mode. It is performed without notification to the network.

Suspension of the operation in the old cell for this purpose is allowed during the time required, for each message and according to the mobile station's multislot class, to receive the required messages on BCCH in the target cell. The allowable suspension of an uplink TBF may be extended with one block period, in case of dynamic or extended dynamic allocation, if the mobile station is unable to receive the corresponding USF due to the suspension of downlink operation.

When the conditions are fulfilled to switch to the new cell, the mobile station shall abort all TBFs in progress by immediately ceasing to decode the downlink, ceasing to transmit on the uplink, stopping all RLC/MAC timers except for timers related to measurement reporting. The mobile station shall then switch to the identified specified new cell and shall obey the relevant RLC/MAC procedures on this new cell.

If the old cell supports CCN, a mobile station shall, when the cell reselection has been determined for other reason than path loss criterion parameter C1 becomes negative, follow the procedures for Network Assisted Cell Change as specified in sub-clauses 5.5.1.1a.2 and 8.8.2.

If the old cell supports CCN, a mobile station may, when the cell reselection has been determined because the path loss criterion parameter C1 has become negative, follow the procedures for Network Assisted Cell Change as specified in sub-clauses 5.5.1.1a.2 and 8.8.2.

Under no circumstances and independent of whether CCN mode is supported, operations in the old cell shall be continued more than 5 s after a cell reselection has been determined.

**** NEXT MODIFIED SECTION ****

5.6.4
Measurement reporting in broadcast/multicast receive mode

The mobile station in broadcast/multicast receive mode shall report neighbouring cell measurements when polled for an MBMS DOWNLINK ACK/NACK message according to the procedures specified in sub-clause 8.1.4.2. Measurement reporting in broadcast/multicast receive mode shall not affect the procedure for NC measurement reporting defined in sub-clause 5.6.1. The mobile station shall report measurement results for up to the six strongest non-serving and allowed (see 3GPP TS 45.008) carriers to the network in the MBMS Neighbouring Cell Report struct. The mobile station shall report the measurement results in decreasing order of the corresponding cell re-selection ranking (see 3GPP TS 45.008), i.e. the highest ranked first.
If cell re-selection is triggered towards a neighbouring cell (see 3GPP TS 45.008), the mobile station shall indicate this to the network with the RESEL_CRITERIA_FULFILLED parameter when reporting measurement results for that cell. In this case, the mobile station shall not include any other measurement results for any other neighbouring cell in the MBMS Neighbouring Cell Report struct.
When reporting measurement results for a neighbouring cell, the mobile station shall indicate with the RESEL_PARAMS_ACQUIRED parameter whether it has acquired the reselection parameters for that cell. The mobile station shall also indicate whether it has received (as described in sub-clause 7.7.3) the MBMS bearer parameters in that cell for the MBMS session acknowledged in the MBMS DOWNLINK ACK/NACK message. If so the mobile station shall indicate the latest corresponding (i.e. for that cell and that session) MBMS_PTM_CHANGE_MARK parameter received. The network may use this information to schedule MBMS NEIGHBOURING CELL INFORMATION messages accordingly. If for a given session the network has received from a mobile station an indication that no MBMS bearer parameters for that session in a neighbouring cell have been received, the network may establish that session in that neighbouring cell, if not already established.
**** NEXT MODIFIED SECTION ****

7.7.3
MBMS Neighbour Cell Information Distribution

The network shall indicate in GPRS Cell Options IE whether it supports the distribution of MBMS NEIGHBOURING CELL INFORMATION messages (see sub-clause 12.24)
The network may send MBMS neighbour cell information to a mobile station during MBMS reception using the MBMS NEIGHBOURING CELL INFORMATION message on the PACCH. A mobile station, which receives this information, shall store the MBMS data channel information until refreshing or until the end of the MBMS session. During that period the information can be used for fast resumption of the MBMS reception in the neighbour cell. 

The MS shall only combine information received in several instances of the MBMS NEIGHBOURING CELL INFORMATION messages that have the same value of the MBMS_PTM_CHANGE_MARK specified for a neighbouring cell. 

In case the target cell has PBCCH allocated, this information shall be included in the MBMS NEIGHBOURING CELL INFORMATION message, if the PBCCH parameters can be encoded via the means provided in the message. If present, the MS shall use this information in order to avoid BCCH decoding, if not otherwise necessary, in the target cell.

**** NEXT MODIFIED SECTION ****

8.1.4.2
Polling for MBMS Downlink Ack/Nack

If an uplink feedback channel is established, the network may poll any mobile station with an assigned MS_ID value by setting the (E)S/P bit and a valid RRBP field in the RLC/MAC header of an RLC/MAC block for data transfer containing both the MBMS Bearer Identity and the corresponding MS_ID value in the TFI field. Whenever a given mobile station is polled, the mobile station shall transmit an MBMS DOWNLINK ACK/NACK message in the uplink radio block specified by the RRBP field, whatever the BSN value of the received RLC data block. In GPRS TBF mode (respectively EGPRS TBF mode), the mobile station shall include the Ack/Nack Description IE (respectively the EGPRS Ack/Nack Description IE) in the message.
The mobile station shall include in the MBMS DOWNLINK ACK/NACK message neighbouring cells measurement results as described in sub-clause 5.6.4. 
In EGPRS TBF mode, the number of neighbouring cell measurements included is specified in sub-clause 9.1.8.2.1. If measurement results for fewer than six neighbouring cells are included, as many as possible of those with the highest cell-reselection ranking (see 3GPP TS 45.008) shall be included.
In EGPRS TBF mode, the mobile station shall react to a poll within an RLC/MAC block for data transfer if the RLC/MAC header is correctly received and addresses the mobile station (i.e. contains both the MBMS Bearer Identity and the corresponding MS_ID value in the TFI field) regardless whether the RLC data block(s) is(are) correctly received or not.

Whenever the network receives a valid RLC/MAC control message containing an assigned MS_ID value, it shall reset the counter N3105 for that MS_ID. The network shall increment the counter N3105 for a given MS_ID for each radio block, allocated via the polling procedure to the mobile station identified by that MS_ID value, for which no RLC/MAC control message is received. If N3105 = N3105_MBMS_MAX, the network shall release the MS_ID (i.e. shall internally remove the association between the MS_ID value and the mobile station identified during the MBMS address assignment procedure) and start timer T3195 for that MS_ID. When T3195 elapses, the network may reuse the corresponding MS_ID value.

**** NEXT MODIFIED SECTION ****

9
Radio Link Control (RLC) procedures in packet transfer mode

9.0
General

The RLC function is responsible for:

-
Interface primitives allowing the transfer of upper layer PDUs between the upper layer and the MAC function.

-
Segmentation of upper layer PDUs into RLC data blocks and re-assembly of RLC data blocks into upper layer PDUs.

-
Segmentation of RLC/MAC control messages into RLC/MAC control blocks and re-assembly of RLC/MAC control messages from RLC/MAC control blocks.

-
Backward Error Correction (BEC) procedures enabling the selective retransmission of RLC data blocks.

In this sub-clause Packet Ack/Nack refers to any of the following messages:

-
PACKET DOWNLINK ACK/NACK, EGPRS PACKET DOWNLINK ACK/NACK or MBMS DOWNLINK ACK/NACK.

-
PACKET UPLINK ACK/NACK.

Additionally the following definitions apply:

-
Sequence Number Space (SNS): 2048 in EGPRS, and 128 in GPRS.

-
Window Size (WS): 64 to 1024 in EGPRS; 64 in GPRS.

A mobile station that supports multiple TBF procedures can operate multiple RLC entities simultaneously each one with its’ own set of RLC parameters (e.g. sequence number; receive and transmit windows etc.).

**** NEXT MODIFIED SECTION ****

9.1.2
Acknowledge state variable V(A)

In RLC acknowledged mode, each RLC endpoint transmitter shall have an associated acknowledge state variable V(A). V(A) contains the BSN value of the oldest RLC data block that has not been positively acknowledged by its peer. V(A) can take on the values 0 through SNS - 1. V(A) shall be set to the value 0 at the beginning of each TBF in which the RLC endpoint is the transmitter. The value of V(A) shall be updated from the values received from its peer in the received block bitmap (RBB) of the Packet Ack/Nack message (see sub-clause 9.1.8)

Furthermore, [ V(S) - V(A) ] modulo SNS £ WS.

In RLC non-persistent mode, each RLC endpoint transmitter shall have an associated acknowledge state variable V(A). V(A) contains the BSN value of the oldest RLC data block that has not yet been positively acknowledged by all the peers. V(A) can take on the values 0 through SNS - 1. V(A) shall be set to the value 0 at the beginning of each MBMS bearer in which the RLC endpoint is the transmitter. The value of V(A) shall be updated from the values received from its peers in the received block bitmap (RBB) of the MBMS DOWNLINK ACK/NACK message (see sub-clause 9.1.8). V(A) shall be set to BSN’, where BSN’ is the BSN value of the oldest RLC data block not yet positively acknowledged by all the peers which meets the condition [V(S) – BSN’] modulo SNS ( WS, or it shall be set to V(S) if all RLC data blocks have been positively acknowledged by all the peers.

**** NEXT MODIFIED SECTION ****

9.1.3.3
Acknowledge State Array V(B) for non-persistent RLC mode

In RLC non-persistent mode, the RLC endpoint transmitter shall have an associated acknowledge state array (V(B)). V(B) is an array of SNS elements indicating the acknowledgement status of WS previous RLC data blocks. The array is indexed relative to the acknowledge state variable V(A) modulo SNS. 


The values of V(B) shall be updated from the values received from its peers in the reported bitmap (RB) of the MBMS DOWNLINK ACK/NACK message (see sub-clause 9.1.8). If a compressed reported bitmap is received, decompression shall be first applied according to sub-clause 9.1.10.

The transmitter may retransmit any RLC data block  included in V(B), e.g. those whose corresponding element in V(B) indexed relative to V(A) have the value NACKED. As each RLC data block is transmitted the corresponding element in V(B) is set to the value PENDING_ACK. 

For an MBMS bearer running in EGPRS TBF mode, if the RLC data block intended for retransmission is split over two radio blocks, both radio blocks shall be transmitted. The selection of the Puncturing Scheme (PS) shall be performed according to sub-clause 9.3.2.1.

**** NEXT MODIFIED SECTION ****

9.1.8.2
Starting sequence number (SSN) and received block bitmap (RBB) in EGPRS TBF

The EGPRS Packet Ack/Nack message and MBMS DOWNLINK ACK/NACK message contain a starting sequence number (SSN) and a reported bitmap (RB). The EGPRS Packet Ack/Nack message and MBMS DOWNLINK ACK/NACK message are sent by the RLC receiver and are received by the RLC transmitter. The SSN and RB are determined as defined in this sub-clause and transmitted in RLC acknowledged, RLC unacknowledged and RLC non-persistent modes (note the SSN is calculated differently in EGPRS (refer to table 9.1.8.2.2.1) and GPRS (refer to sub-clause 9.1.8.1)). The SSN and RB may be ignored by the RLC transmitter in unacknowledged mode.

The BSN values specified in the RB are interpreted by adding the bit position in the bitmap to the starting sequence number (SSN) modulo SNS (where the first position of the bitmap has index '0'). A valid BSN value in the RB is one that is in the range [ V(A) £ BSN < V(S) ] modulo SNS. These inequalities shall be interpreted in the following way: BSN is valid if, and only if, [BSN - V(A) ] modulo SNS < [ V(S) - V(A) ] modulo SNS.

9.1.8.2.1
Extended Polling

For EGPRS uplink TBFs, the network may select any composition of the Packet Ack/Nack message to send to the mobile station. In EGPRS downlink TBFs and MBMS bearers running in EGPRS TBF mode, an additional poll bit is added to the S/P field in every downlink RLC block so that the network can request the following:

-
First Partial Bitmap (FPB) segment with SSN = (V(Q) + 1) mod SNS (the beginning of the window is V(Q) but FPB starts at V(Q) + 1 as the bit in the bitmap corresponding to V(Q) would have value '0') where SSN denotes the Starting Sequence Number.

-
Next Partial Bitmap (NPB) segment with SSN = (PBSN + 1) mod SNS where PBSN denotes a Partial Bitmap Sequence Number variable stored at the receiver.

SSN is determined by the receiver as a function of ES/P, V(Q) and PBSN as described in the next sub-clause. The FPB and NPB are specific instances of the EGPRS Ack/Nack Description Information Element within the EGPRS PACKET DOWNLINK ACK/NACK message or MBMS DOWNLINK ACK/NACK message. The mobile station shall respond to ES/P field according to table 9.1.8.2.1.1 (non-MBMS) or table 9.1.8.2.1.2 (MBMS).

Table 9.1.8.2.1.1: Format of ES/P field within each EGPRS RLC block (non-MBMS)
	ES/P
	Feedback Request (Poll) Description 

	00
	Nothing (RRBP field invalid)

	01
	EGPRS PACKET DOWNLINK ACK/NACK message containing FPB (First Partial Bitmap), and if there is enough room left in RLC/MAC block, channel quality report

	10
	EGPRS PACKET DOWNLINK ACK/NACK message containing NPB (Next Partial Bitmap), and if there is enough room left in RLC/MAC block, channel quality report

	11
	EGPRS PACKET DOWNLINK ACK/NACK message containing Channel Quality Report and if there is enough room left in RLC/MAC block, NPB


Table 9.1.8.2.1.2: Format of ES/P field within each EGPRS RLC block (MBMS)

	ES/P
	Feedback Request (Poll) Description 

	00
	Nothing (RRBP field invalid)

	01
	MBMS DOWNLINK ACK/NACK message containing FPB (First Partial Bitmap), and if there is enough room left in RLC/MAC block, neighbour cell measurement reports

	10
	MBMS DOWNLINK ACK/NACK message containing NPB (Next Partial Bitmap), and if there is enough room left in RLC/MAC block, neighbour cell measurement reports

	11
	MBMS DOWNLINK ACK/NACK message containing neighbour cell measurement reports and  NPB


For MBMS bearers, in case cell re-selection criteria are not fulfilled (see 3GPP TS 45.008):

-
If the ES/P field is set to ‘11’ the mobile station shall include measurement results for at least three neighbouring cells in addition to the NPB. If the complete NPB is included, the mobile station shall include measurement results for more neighbouring cells, if there is sufficient space; 
-
Else (i.e. the ES/P field is set to ‘10’ or ‘01’) the mobile station shall send as much of either the FPB or NPB (as specified in Table 9.1.8.2.1.2) as possible and, if the entire FPB/NPB is sent, measurement results for as many neighbouring cells as can also be included.

For MBMS bearers, in case cell re-selection criteria are fulfilled towards a neighbouring cell (see 3GPP TS 45.008), the mobile station if polled shall include in the MBMS DOWNLINK ACK/NACK message the measurement results only for that cell and as much of either the First Partial Bitmap (FPB) or Next Partial Bitmap (NPB) (as specified in Table 9.1.8.2.1.2) as possible.
9.1.8.2.2
Determination of SSN

If the receiving side is the network, the network may select any SSN within the receive window. If the receiving side is the mobile station, SSN shall be determined as follows: Let PBSN represent a Partial Bitmap Sequence Number variable stored at the receiver which helps to determine the Starting Sequence Number (SSN) for the next partial bitmap to be transmitted. Based on PBSN, V(Q) and the ES/P field set by the network, SSN and PBSN shall be determined according to table 9.1.8.2.2.1.

Table 9.1.8.2.2.1: Determination of SSN as a function of ES/P, V(Q) and PBSN

	Full bitmap
(compressed or not)
	ES/P
	Determination of SSN

	-
	00
	-

	fits in available space
	01,
10,
11
	Set SSN = (V(Q)+1) modulo SNS

set PBSN = V(Q).

	does not fit in available space
	01
	Set SSN = (V(Q)+1) modulo SNS,
set PBSN = last sequence number for which Ack/Nack status can be indicated in available space in EGPRS PACKET DOWNLINK ACK/NACK or MBMS DOWNLINK ACK/NACK message.

	
	10,
11
	If (PBSN+1)modulo SNS =V(Q) or (PBSN+1) modulo SNS lies outside the receiver windowset SSN = (V(Q)+1) modulo SNS, 
else 
set SSN = (PBSN+1) modulo SNS and
set PBSN = last sequence number for which Ack/Nack status can be indicated in available space in EGPRS PACKET DOWNLINK ACK/NACK or MBMS DOWNLINK ACK/NACK message.


When a next partial bitmap needs to be transmitted in response to a poll, it may turn out that (V(R)-PBSN) mod SNS is much smaller than the available space. In such cases, a larger amount of feedback can be provided as an implementation option if the receiver backtracks from PBSN and represents as much of the V(Q) to PBSN range as possible, in addition to the PBSN to V(R) range, possibly using compression. If backtracking is carried out, the SSN must be properly indicated within the Ack/Nack description in order to allow the transmitter to accurately interpret the feedback. For MBMS Bearers, this option may only apply if the cell re-selection criteria are fulfilled (see 3GPP TS 45.008)
9.1.8.2.3
Generation of the bitmap

First, a Full Received Bitmap (FRB) is built from the receive state array V(N) by extracting the part between V(Q) and V(R) similar to the GPRS case: it is assigned the elements whose indices in the receive state array V(N) at the receiver range from [V(Q)+ 1] to [V(R) -1] (modulo SNS). For each bit in the bitmap, the bit is assigned the value '1' if the corresponding element in V(N) indexed relative to SSN has the value RECEIVED. The bit is assigned the value '0' if the element in V(N) has the value INVALID.

From the FRB, a reported bitmap (RB) shall then be generated. The FRB shall be recalculated before each RB is generated. Different lengths of RBs exist (see clause 12). For uplink TBFs, the network may transmit any RB size to the mobile station. For downlink TBFs, the network may order the mobile station to transmit a certain RB size through use of the ES/P field. The bitmap size may be selected based on e.g. risk of protocol stalling. The RB is one of the following types:

a)
Uncompressed reported bitmap:


If the range of indices from SSN to the end of FRB is less than or equal to N bits, where N is the reported bitmap size, the RB starts at SSN and covers the range of indices from SSN to the end of FRB. If the range of indices from SSN to the end of FRB is greater than N bits, the RB is assigned the first N bits of the FRB starting at SSN.

b)
Compressed reported bitmap:


Using the compression algorithm, the receiver generates RB of length N bits starting at SSN, where N is the reported bitmap size used.

If the compressed reported bitmap covers more blocks than the uncompressed reported bitmap, the receiver shall send the compressed reported bitmap, otherwise the receiver shall send the uncompressed reported bitmap. As an exception, if the FRB length or the range of indices from SSN to the end of FRB is less than or equal to N bits, the receiver may send the uncompressed reported bitmap without attempting compression.

The BOW (begin of window) bit shall be set if SSN = [V(Q) + 1] modulo SNS, the EOW (end of window) bit shall be set if [V(R) -1] modulo SNS is explicitly included in the bitmap.

If V(Q) equals V(R), then SSN shall be set to the value SSN = [V(Q) + 1] modulo SNS, BOW bit shall be set to the value '1', EOW shall be set to the value '1' and the reported bitmap size shall equal 0 bits.

For uplink TBFs, the reported bitmap is sent using the PACKET UPLINK ACK/NACK message corresponding to the used RB size.

For downlink TBFs or MBMS Bearers, the reported bitmap is sent using the EGPRS PACKET DOWNLINK ACK/NACK message or MBMS DOWNLINK ACK/NACK message respectively.
9.1.8.2.4
Interpretation of the bitmap

If a compressed reported bitmap is received, the bitmap shall first be decompressed according to sub-clause 9.1.10. The uncompressed bitmap shall then be treated as follows:

Firstly, if the BOW bit in PACKET UPLINK ACK/NACK or EGPRS PACKET DOWNLINK ACK/NACK message has the value '1', then the bitmap acknowledges all blocks between V(A) and (SSN- 2) (modulo SNS), and the corresponding elements in V(B) shall be set to the value ACKED. Also a bitmap value of '0' is assumed at the bit position corresponding to (SSN-1) modulo SNS which corresponds to V(Q). If the BOW bit in MBMS DOWNLINK ACK/NACK message has the value '1', then the bitmap acknowledges all blocks between V(A) and (SSN-2) (modulo SNS), and a bitmap value of '0' is assumed at the bit position corresponding to (SSN-1) modulo SNS, only for the mobile station sending the message. The decision whether to set the corresponding elements in V(B) to the value ACKED is implementation specific.
Then, in case of PACKET UPLINK ACK/NACK or EGPRS PACKET DOWNLINK ACK/NACK message, for each bit in the uncompressed bitmap whose corresponding BSN value is within the transmit window, if the bit contains the value '1', the corresponding element in V(B) indexed relative to SSN shall be set to the value ACKED. If the bit contains the value '0', the element in V(B) shall be set to the value NACKED. A bit within the uncompressed bitmap whose corresponding BSN is not within the transmit window, shall be ignored. In case of  MBMS DOWNLINK ACK/NACK message, for each bit in the uncompressed bitmap whose corresponding BSN value is within the transmit window, if the bit contains the value '1', it positively acknowledges the corresponding RLC data block only for the mobile station sending the message, and the decision whether to set to the value ACKED the corresponding element in V(B) indexed relative to SSN is implementation specific. If the bit contains the value '0', it negatively acknowledges the corresponding RLC data block only for the mobile station sending the message, and the decision whether to set to the value NACKED the corresponding element in V(B) indexed relative to SSN is implementation specific. A bit within the uncompressed bitmap whose corresponding BSN is not within the transmit window shall be ignored.
If the EOW bit in the PACKET UPLINK ACK/NACK, EGPRS PACKET DOWNLINK ACK/NACK or MBMS DOWNLINK ACK/NACK message has the value '1', then bitmap value '0' shall be assumed for all RLC blocks with a BSN value higher than the last entry in the bitmap but less than V(S) (i.e. [ V(R) - 1 < BSN < V(S)] modulo SNS). If the RLC transmitter is on the mobile station side, the bit contains the value '0' and the number of block periods between the end of the block period used for the last transmission of the corresponding RLC data block and the beginning of the block period containing the PACKET UPLINK ACK/NACK message is less than (max(BS_CV_MAX,1) – 1) (i.e. the RLC data block was recently (re)transmitted and thus can not be validly negatively acknowledged in this particular PACKET UPLINK ACK/NACK message), the element in V(B) shall not be modified. Similarly, if the RLC transmitter is on the network side and the RLC data block cannot be validly negatively acknowledged in this particular EGPRS PACKET DOWNLINK ACK/NACK message or MBMS DOWNLINK ACK/NACK message the element in V(B) shall not be modified.

**** NEXT MODIFIED SECTION ****

9.3.2.1
Additional functionality in acknowledged EGPRS TBF Mode

In EGPRS TBF mode, the transfer of RLC Data Blocks in the acknowledged RLC/MAC mode may be controlled by a selective type I ARQ mechanism, or by type II hybrid ARQ (Incremental Redundancy: IR) mechanism, coupled with the numbering of the RLC Data Blocks within one Temporary Block Flow.

According to the link quality, an initial Modulation and Coding Scheme (MCS) is selected for an RLC block (see note). For the retransmissions, the same or another MCS from the same family of MCSs may be selected. E.g. if MCS-7 is selected for the first transmission of an RLC block, any MCS of the family B may be used for the retransmissions. Further, RLC data blocks initially transmitted with MCS4, MCS-5, MCS-6, MCS-7, MCS-8 or MCS-9, may be retransmitted with MCS-1, MCS-2 or MCS-3 as appropriate, by sending the different parts of the RLC data block in different radio blocks. In this case, the split block field in the header shall be set to indicate that the RLC data block is split, and the order of the two parts. For blocks initially transmitted with MCS-8 which are retransmitted using MCS-6 or MCS-3, padding with all zeroes of the first six octets shall be applied as described in Annex J and the CPS field shall be set to indicate that this has been done. However, if the transmitter side is the mobile station and the RESEGMENT bit is not set, the mobile station shall use an MCS within the same family as the initial MCS without splitting the payload (refer to sub-clause 8.1.1, table 8.1.1.1) for retransmission.

In case an RLC data block originally transmitted using MCS-8 is retransmitted using two MCS-3 RLC/MAC blocks, the CPS field of the first MCS-3 RLC/MAC block shall indicate MCS-3 with padding while the CPS field of the second MCS-3 RLC/MAC block shall indicate either MCS-3 with padding or MCS-3 without padding.

The selection of MCS is controlled by the network.

The RLC data blocks shall first be sent with one of the initial code rates (i.e. the rate 1/3 encoded data is punctured with the Puncturing Scheme (PS) 1 of the selected MCS). If the RLC data block needs to be retransmitted, additional coded bits (i.e. the output of the rate 1/3 encoded data which is punctured with PS 2 of the prevailing MCS) shall be sent. If all the codewords (different punctured versions of the encoded data block) have been sent, the procedure shall start over and the first codeword (which is punctured with PS 1) shall be sent followed by PS 2 etc. RLC data blocks which are retransmitted using a new MCS shall at the first transmission after the MCS switch be sent with the puncturing scheme indicated in table 9.3.2.1.1.

Table 9.3.2.1.1: RLC data blocks re-transmitted in new MCS

	MCS
switched from
	MCS
switched to
	PS of last transmission before MCS switch
	PS of first transmission after MCS switch

	MCS-9
	MCS-6
	PS 1 or PS 3
	PS 1

	
	
	PS 2
	PS 2

	MCS-6
	MCS-9
	PS 1
	PS 3

	
	
	PS 2
	PS 2

	MCS-7
	MCS-5
	any
	PS 1

	MCS-5
	MCS-7
	any
	PS 2

	all other combinations
	any
	PS 1


This procedure allows the receiver to operate either in type I or type II hybrid ARQ mode. In the type I ARQ mode, decoding of an RLC data block is solely based on the prevailing transmission (i.e. erroneous blocks are not stored). In the type II ARQ case, erroneous blocks are stored by the receiver and a joint decoding with new transmissions is done. If the memory for IR operation run out in the mobile station, the mobile station shall indicate this by setting the MS OUT OF MEMORY bit in the EGPRS PACKET DOWNLINK ACK/NACK message or MBMS DOWNLINK ACK/NACK message (see note). For uplink TBFs, the network may implicitly set the type I mode by ordering the mobile station to use a specific MCS and setting the RESEGMENT bit or type II mode by ordering the mobile station to use a specific MCS and not setting the RESEGMENT bit.

Type II hybrid ARQ is mandatory in EGPRS MS receivers and the associated performance requirements are specified in 3GPP TS 45.005/3GPP TS 45.009. Furthermore, it is mandatory for an EGPRS MS receiver to be able to perform joint decoding among blocks with different MCSs if the combination of MCSs is one of the following:

-
MCS-5 and MCS-7;

-
MCS-6 and MCS-9.

NOTE:
The MCS selection may take the IR capability of the receiver into account, for example by using a less robust MCS for a given channel quality.

**** NEXT MODIFIED SECTION ****

9.3.4
Non-persistent mode operation

9.3.4.0
General

The transfer of RLC data blocks in the RLC non-persistent mode includes non-exhaustive retransmissions. The block sequence number (BSN) in the RLC data block header is used to number the RLC data blocks for reassembly. The receiving side sends MBMS DOWNLINK ACK/NACK messages to inform the transmitting side of the status of the reception and to convey neighbouring cell measurements.

9.3.4.1
Operation during an MBMS bearer

The mobile station receives RLC/MAC blocks on the assigned downlink PDCHs. On each assigned PDCH, the mobile station shall in the RLC/MAC header identify the MBMS_BEARER_ID within the TFI field and decode the RLC data blocks if the mobile station is monitoring that MBMS Bearer. The operation during the MBMS bearer shall be as defined in sub-clause 9.1

**** NEXT MODIFIED SECTION ****

10.4.4a
EGPRS Supplementary/Polling (ES/P) Field

The ES/P field is used to indicate whether the RRBP field is valid or not valid, and what fields the next uplink control block shall contain (see further clause 9).

NOTE: 
The type of Ack/Nack bitmap requested by this field is applicable only when the next uplink control block is used to send an EGPRS PACKET DOWNLINK ACK/NACK or MBMS DOWNLINK ACK/NACK message.

Table 10.4.4a.1: EGPRS Supplementary/Polling (ES/P) field (non-MBMS only)
	bits
5 4
	ES/P

	0 0
	RRBP field is not valid (no Polling)

	0 1
	RRBP field is valid - Extended Ack/Nack bitmap type FPB

	1 0
	RRBP field is valid - Extended Ack/Nack bitmap type NPB

	1 1
	RRBP field is valid - Ack/Nack bitmap type NPB, measurement report included


Table 10.4.4a.1: EGPRS Supplementary/Polling (ES/P) field (MBMS only)

	bits
5 4
	ES/P

	0 0
	RRBP field is not valid (no Polling)

	0 1
	RRBP field is valid - Extended Ack/Nack bitmap type FPB

	1 0
	RRBP field is valid - Extended Ack/Nack bitmap type NPB

	1 1
	RRBP field is valid - Extended Ack/Nack bitmap type NPB, neighbouring cell measurement results included


**** NEXT MODIFIED SECTION ****

11.2
RLC/MAC control messages

Table 11.2.1 summarises the RLC/MAC control messages. For each control message, the message type shall be a fixed number of bits from the beginning of the message.

Table 11.2.1: RLC/MAC control messages

	Uplink TBF establishment messages:
	Reference

	Packet Access Reject
	11.2.1

	Packet Channel Request
	11.2.5

	EGPRS Packet Channel Request
	11.2.5a

	Packet Queuing Notification
	11.2.15

	Packet Resource Request
	11.2.16

	Packet Uplink Assignment
	11.2.29

	Multiple TBF Uplink Assignment
	11.2.29a

	Additional MS Radio Access Capabilities
	11.2.32

	Downlink TBF establishment messages:
	Reference

	Packet DBPSCH Assignment
	11.2.5b

	Packet Downlink Assignment
	11.2.7

	Multiple TBF Downlink Assignment
	11.2.7a

	TBF release messages:
	Reference

	Packet TBF Release
	11.2.26

	Paging messages:
	Reference

	Packet Paging Request
	11.2.10

	RLC messages:
	Reference

	Packet Downlink Ack/Nack
	11.2.6

	EGPRS Packet Downlink Ack/Nack
	11.2.6a

	Packet DBPSCH Downlink Ack/Nack
	11.2.6b

	Packet DBPSCH Downlink Ack/Nack Type 2
	11.2.6c

	MBMS Downlink Ack/Nack
	11.2.6d

	Packet Uplink Ack/Nack
	11.2.28

	Packet DBPSCH Uplink Ack/Nack
	11.2.28a

	Packet DBPSCH Uplink Ack/Nack Type 2
	11.2.28b

	System information messages:
	Reference

	Packet System Information Type 1
	11.2.18

	Packet System Information Type 2
	11.2.19

	Packet System Information Type 3
	11.2.20

	Packet System Information Type 3 bis
	11.2.21

	Packet System Information Type 3 ter
	11.2.21a

	Packet System Information Type 3 quater
	11.2.21b

	Packet System Information Type 5
	11.2.23

	Packet System Information Type 6
	11.2.23a

	Packet System Information Type 7
	11.2.23b

	Packet System Information Type 8
	11.2.24

	Packet System Information Type 13
	11.2.25

	Packet System Information Type 14
	11.2.25a

	Packet System Information Type 15
	11.2.25b

	Packet System Information Type 16
	11.2.25c

	Miscellaneous messages:
	Reference

	Packet Control Acknowledgement
	11.2.2

	Packet Cell Change Continue
	11.2.2a

	Packet Cell Change Failure
	11.2.3

	Packet Cell Change Notification
	11.2.3a

	Packet Cell Change Order
	11.2.4

	Packet Downlink Dummy Control Block
	11.2.8

	Packet Uplink Dummy Control Block
	11.2.8b

	Packet Measurement Report
	11.2.9

	Packet Measurement Order
	11.2.9b

	Packet Mobile TBF Status
	11.2.9c

	Packet Enhanced Measurement Report
	11.2.9d

	Packet Neighbour Cell Data
	11.2.9e

	Packet PDCH Release
	11.2.11

	Packet Polling Request
	11.2.12

	Packet Power Control/Timing Advance
	11.2.13

	Packet PRACH Parameters
	11.2.14

	Packet PSI Status
	11.2.17

	Packet Serving Cell Data
	11.2.17a

	Packet SI Status
	11.2.17b

	Packet Pause
	11.2.30a

	Packet Timeslot Reconfigure
	11.2.31

	Multiple TBF Timeslot Reconfigure
	11.2.31a

	Handover Access
	11.2.33

	Physical Information
	11.2.34

	Packet CS Request
	11.2.35

	Packet CS Command
	11.2.36

	Packet CS Release Indication
	11.2.37

	MBMS Service Request
	11.2.38

	MBMS Assignment (Non-distribution)
MBMS Assignment (Distribution)
	11.2.39
11.2.39a

	MBMS Neighbouring Cell Information
	11.2.40

	MBMS MS_ID Assignment
	11.2.41

	Packet MBMS Announcement
	11.2.42

	PS Handover Command
	11.2.43

	PS Handover Access
	11.2.44

	Packet Physical Information
	11.2.45


**** NEXT MODIFIED SECTION ****

11.2.0.2
Uplink RLC/MAC messages

Uplink RLC/MAC control messages, except those using the access burst formats, are received in the RLC/MAC control block format. The different types of messages are distinguished by the MESSAGE_TYPE field.

	< Uplink RLC/MAC control message > ::=


< MESSAGE_TYPE : bit (6) == 000000 >
< Packet Cell Change Failure message content > |


< MESSAGE_TYPE : bit (6) == 000001 >
< Packet Control Acknowledgement message content > |


< MESSAGE_TYPE : bit (6) == 000010 >
< Packet Downlink Ack/Nack message content > |
-- PACCH only

< MESSAGE_TYPE : bit (6) == 000011 >
< Packet Uplink Dummy Control Block message content > |


< MESSAGE_TYPE : bit (6) == 000100 >
< Packet Measurement Report message content > |


< MESSAGE_TYPE : bit (6) == 001010 >
< Packet Enhanced Measurement Report message content > |


< MESSAGE_TYPE : bit (6) == 000101 >
< Packet Resource Request message content > |


< MESSAGE_TYPE : bit (6) == 000110 >
< Packet Mobile TBF Status message content > |


< MESSAGE_TYPE : bit (6) == 000111 >
< Packet PSI Status message content > |


< MESSAGE_TYPE : bit (6) == 001000 >
< EGPRS Packet Downlink Ack/Nack message content > |


< MESSAGE_TYPE : bit (6) == 001001 >
< Packet Pause message content > |


< MESSAGE_TYPE : bit (6) == 001011 >
< Additional MS Radio Access Capabilities message content > |


< MESSAGE_TYPE : bit (6) == 001100 >
< Packet Cell Change Notification message content > |


< MESSAGE_TYPE : bit (6) == 001101 >
< Packet SI Status message content > |


< MESSAGE_TYPE : bit (6) == 001110 >
< Packet CS Request message content > |


< MESSAGE_TYPE : bit (6) == 001111 >
< MBMS Service Request message content > |

 
< MESSAGE_TYPE : bit (6) == 010000 >
< MBMS Downlink Ack/Nack message content >;


Messages using the access burst formats (11-bit and 8-bit formats) are defined in sub-clauses 11.2.2 11.2.5 and 11.2.33.

**** NEXT MODIFIED SECTION ****

11.2.6c
MBMS Downlink Ack/Nack

This message is sent on the PACCH from the mobile station to the network to indicate the status of downlink RLC data blocks received and to report neighbouring cell measurements.

Message type:
MBMS Downlink Ack/Nack

Direction:
mobile station to network

Table 11.2.6c.1: MBMS Downlink Ack/Nack information elements

	< MBMS Downlink Ack/Nack message content > ::=



< DOWNLINK_TFI : bit (5) >



< MBMS Neighbouring Cell Report : < MBMS Neighbouring Cell Report struct > > -- Neighbouring cell reporting


{ 0
< Ack/Nack Description : < Ack/Nack Description IE > > 
-- Ack/Nack information


| 1
< MS_OUT_OF_MEMORY : bit (1) >





< EGPRS Ack/Nack Description : < EGPRS Ack/Nack Description IE > > }


<padding bits > } ;


	< MBMS Neighbouring Cell Report struct > ::=


{ 0
< BA_USED : bit (1) >


| 1
< PSI3_CHANGE_MARK : bit (2) > }


< Neighbouring Cell Report : < Neighbouring Cell Report struct > >;


	< Neighbouring Cell Report struct > ::=


< RXLEV_SERVING_CELL : bit (6) >








-- Serving cell Rx level

< RESEL_CRITERIA_FULFILLED : bit (1) >






-- If re-selection criteria are fulfilled, only the





















-- corresponding neighbouring cell is reported

< NUMBER_OF_NEIGHBOURING_CELL_MEASUREMENTS : bit (3) >


{
< NCELL_LIST_INDEX_N : bit (5) >







-- Neighbouring cells Rx levels


{ 0
| 1
< BSIC_N : bit (6) > }



< RXLEV_N : bit (6) >



< RESEL_PARAMS_ACQUIRED : bit (1) >



{ 0

















-- No ptm parameters acquired for that session




















-- in that cell


| 1
< MBMS_PTM_CHANGE_MARK : bit (2) > }




-- Ptm parameters acquired for that session in





















-- that cell

} * val (NUMBER_OF_NC_MEASUREMENTS) ;


Table 11.2.6c.2: MBMS Downlink Ack/Nack information element details

	DOWNLINK_TFI (5 bit field)
This field contains the TFI identifying the mobile station sending this message (i.e. the concatenation of the MBMS Bearer ID and the MS_ID).

	Ack/Nack Description IE 
This information element is defined in sub-clause 12.3.

	MS OUT OF MEMORY (1 bit field)
This field indicates that the MS has no more enough memory to perform Incremental Redundancy.

0
The MS has enough memory
1
The MS is running out of memory

	EGPRS Ack/Nack Description IE (L bit field)
This information element is defined in sub-clause 12.3.1. The number of bits (L) available for Ack/Nack Description information element may depend on the number of neighbouring cell measurements included (see sub-clause 9.1.8.2.1). L shall be set so that the entire MBMS Downlink Ack/Nack message evenly fits into an RLC/MAC control block. If a lower L covers the entire receive window, that L shall be used.

	BA_USED (1 bit field)
PSI3_CHANGE_MARK (2 bit field)
These fields shall contain the value of BA_IND and PSI3_CHANGE_MARK respectively in the message defining the used Neighbour Cell List.

In case PBCCH exists, PSI3_CHANGE_MARK shall be used.
In case PBCCH does not exist, BA_USED shall be used.

	RXLEV_SERVING_CELL (6 bit field)
This field contains the value of the RXLEV parameter for the serving cell calculated by the mobile station (see 3GPP TS 45.008). This field is encoded.as the binary representation of the RXLEV parameter value defined in 3GPP TS 45.008.
Range 0 to 63.

	Neighbouring cell reporting

The reporting of neighbouring cell measurement results is done in decreasing order of the corresponding cell re-selection ranking, as described in sub-clause 5.6.4. In case cell re-selection criteria are fulfilled, only the measurement results for the corresponding neighbouring cell are included and no other measurement results for any other neighbouring cell are included.

	RESEL_CRITERIA_FULFILLED (1 bit field)
This field indicates whether cell re-selection criteria are fulfilled.
Bit
0
Cell re-selection criteria are not fulfilled
1.
Cell re-selection criteria are fulfilled

	NUMBER_OF_NEIGHBOURING_CELL_MEASUREMENTS (3 bit field)
This field is encoded as the binary representation of the amount of neighbouring cells reported.
Bit
3 2 1
0 0 0
0
…

…
1 0 1
5
1 1 x
6

	NCELL_LIST_INDEX_N (5 bit field)
This field contains the index of the BA(GPRS), see 3GPP TS 44.018.

	BSIC_N (6 bit field)
This field indicates the BSIC of the frequency upon which the measurement was made. This field shall be included only for frequencies that refer to the BA(BCCH) list. The field is encoded as the BSIC value defined in 3GPP TS 44.018.
Range 0 to 63

	RXLEV_N (6 bit field)
This field indicates the measured RXLEV of the frequency upon which the measurement was made (see 3GPP TS 45.008). This field is encoded as the RXLEV value defined in 3GPP TS 44.018.
Range 0 to 63

	RESEL_PARAMS_ACQUIRED (1 bit field)
This field indicates whether the mobile station has received the re-selection parameters for the reported neighbouring cell.

Bit
0
No re-selection parameters received for this neighbouring cell
1
Re-selection parameters received for this neighbouring cell

	MBMS_PTM_CHANGE_MARK (2 bit field)
This field shall contain the value of the MBMS_PTM_CHANGE_MARK field in the latest MBMS NEIGHBOURING CELL INFORMATION message received by the mobile station for that MBMS session and that reported neighbouring cell. If no such MBMS_PTM_CHANGE_MARK is available, it shall not be included in the MBMS DOWNLINK ACK/NACK message.


**** NEXT MODIFIED SECTION ****

12.24
GPRS Cell Options

The GPRS Cell Options information element is used to control a set of cell options related to GPRS.

This information element may include a nested Extension Bit information element to allow future extension of cell option parameters.

Table 12.24.1: GPRS Cell Options information element

	< GPRS Cell Options IE > ::=


< NMO : bit (2) >


< T3168 : bit (3) >


< T3192 : bit (3) >


< DRX_TIMER_MAX : bit (3) >


< ACCESS_BURST_TYPE : bit >


< CONTROL_ACK_TYPE : bit >


< BS_CV_MAX : bit (4) >


{ 0 | 1
< PAN_DEC : bit (3) >




< PAN_INC : bit (3) >




< PAN_MAX : bit (3) > }


-- Optional extension information:

{ 0 | 1
<Extension Length : bit (6)>




< bit (val(Extension Length) + 1)




& { <Extension Information > ! { bit ** = <no string> } } > } ;


	< Extension Information> : : =


{ {
-- R99 extension:


{ 0 | 1 – EGPRS supported by the cell if the choice bit is set to '1'




< EGPRS_PACKET_CHANNEL_REQUEST : bit >





< BEP_PERIOD : bit (4) > }



< PFC_FEATURE_MODE: bit >



< DTM_SUPPORT: bit >



< BSS_PAGING_COORDINATION: bit > }


{
-- REL‑4 extension:


< CCN_ACTIVE : bit >



< NW_EXT_UTBF : bit > }


{
-- REL 6 extension:


< MULTIPLE_TBF_CAPABILITY : bit > 



< EXT_UTBF_NO_DATA : bit > 



< DTM_ENHANCEMENTS_CAPABILITY : bit >


{ 0


-- MBMS procedures not supported by the cell if the choice bit is set to '0'


| 1


-- MBMS procedures supported by the cell if the choice bit is set to '1'



< DEDICATED_MODE_MBMS_NOTIFICATION_SUPPORT: bit >
 


< MNCI_SUPPORT : bit > } }


< spare bit > ** } // ;

-- Extension information may be truncated between released versions of the protocol.










-- The receiver shall assume the value zero for any truncated bit.




Table 12.24.2: GPRS Cell Options information element details

	NMO (2 bit field)
This field is the binary representation of the Network Mode of Operation, see 3GPP TS 23.060:

Bit
2 1
0 0
Network Mode of Operation I
0 1
Network Mode of Operation II
1 0
Network Mode of Operation III
1 1
Reserved.

	T3168 (3 bit field)
This field is the binary representation of the timeout value of timer T3168. Range: 0 to 7. The timeout value is given as the binary value plus one in units of 500 ms.

	T3192 (3 bit field)
This field is the binary representation of the timeout value of timer T3192. Range: 0 to 7. The timeout value is given in the following table. In the case of 0 ms, the timer is not started and the mobile station shall consider T3192 as immediately expiring and follow procedures defined in sub-clauses 9.3.2.6 and 9.3.3.5:

Bit
3 2 1
0 0 0
500 ms
0 0 1
1000 ms
0 1 0
1500 ms
0 1 1
0 ms
1 0 0
80 ms
1 0 1
120 ms
1 1 0
160 ms
1 1 1
200 ms

	DRX_TIMER_MAX (3 bit field)
This field is the binary representation of the parameter DRX_TIMER_MAX. Range: 0 to 7. The parameter value is given as two taken to the power of the binary value minus one (2 (bv - 1) ) in units of 1 second. The binary value zero indicates the parameter value zero (i.e, the parameter takes the values: 0, 1 s, 2 s, 4 s, .. 64 s.)

	ACCESS_BURST_TYPE (1 bit field)
The ACCESS_BURST_TYPE field indicates if the 8 or 11 bit format shall be used in the PACKET CHANNEL REQUEST message, the PTCCH uplink block (3GPP TS 44.004) and in the PACKET CONTROL ACKNOWLEDGMENT message when the format is four access bursts. The field is coded according to the following table:

0
8-bit format shall be used
1
11-bit format shall be used

	CONTROL_ACK_TYPE (1 bit field)
This field is the binary representation of the default format of the PACKET CONTROL ACKNOWLEDGMENT message:

0
default format is four access bursts
1
default format is RLC/MAC control block.

	BS_CV_MAX (4 bit field)
This field is the binary representation of the parameter BS_CV_MAX. Range: 0 to 15. The value BS_CV_MAX=0 shall be interpreted as value BS_CV_MAX=1 for calculation of T3200 and N3104max values.

	PAN_DEC (3 bit field)
This field is the binary representation of the parameter PAN_DEC. If the field in not included, the default value 0 shall be used. Range: 0 to 7.

	PAN_INC (3 bit field)
This field is the binary representation of the parameter PAN_INC. If the field in not included, the default value 0 shall be used. Range: 0 to 7.

	PAN_MAX (3 bit field)
This field defines the maximum value allowed for counter N3102.

bit
3 2 1
0 0 0
maximum value allowed for counter N3102 is 4
0 0 1
maximum value allowed for counter N3102 is 8
. . .
1 1 1
maximum value allowed for counter N3102 is 32

If the PAN_MAX field in not included, the default value 0 (i.e. N3102 max = 4) shall be used.

	EGPRS_PACKET_CHANNEL_REQUEST (1 bit field)

0
EGPRS capable MSs shall use EGPRS PACKET CHANNEL REQUEST message for uplink TBF 
establishment on the PRACH when there is a PBCCH in the cell or on the RACH when there is no PBCCH in the cell.

1
EGPRS capable MSs shall use two phase packet access with PACKET CHANNEL REQUEST message on the PRACH for uplink TBF establishment when there is a PBCCH in the cell. EGPRS capable MSs shall use two phase packet access with CHANNEL REQUEST message on the RACH when there is no PBCCH in the cell.

	BEP_PERIOD (4 bit field)
This field contains the bit error probability (BEP) filter averaging period, refer to 3GPP TS 45.008.

	PFC_FEATURE_MODE (1 bit field)

0
The network does not support packet flow context procedures. 
1
The network supports packet flow context procedures.

	DTM_SUPPORT (1 bit field)
This field indicates whether the cell supports DTM or not. It is coded as follows:

0
The cell does not support DTM procedures. 
1
The cell supports DTM procedures. 

	CCN_ACTIVE (1 bit field)
This field indicates whether CCN is enabled in the cell or not. It is coded as follows:

0
CCN is disabled in the cell. 
1
CCN is enabled in the cell.

	NW_EXT_UTBF (1 bit field)
This field indicates whether the network supports the extended uplink TBF mode: 

0
The extended uplink TBF mode is not supported by the network. 
1
The extended uplink TBF mode is supported by the network.

	BSS_PAGING_COORDINATION (1 bit field)
This field indicates the network support of CS paging co-ordination in packet transfer mode during network mode of operation II and III. This field shall be ignored by the mobile station during network mode of operation I or by a mobile station capable of DTM in a cell supporting DTM procedures, in which cases Circuit-Switched paging coordination in packet transfer mode shall be provided by the network. It is coded as follows:

0
The cell does not support Circuit-Switched paging coordination 
1
The cell supports Circuit-Switched paging coordination

	MULTIPLE_TBF_CAPABILITY (1 bit field)
This field indicates whether or not the cell supports multiple TBF procedures for A/Gb mode: 

0
The cell does not support multiple TBF procedures. 
1
The cell supports multiple TBF procedures.

	EXT_UTBF_NODATA (1 bit field)
This field indicates whether the mobile station during extended uplink TBF mode may refrain from sending PACKET UPLINK DUMMY CONTROL BLOCK messages when there is no other RLC/MAC block ready to send in an uplink radio block allocated by the network.

0
The mobile station shall send a PACKET UPLINK DUMMY CONTROL BLOCK message when there is no other RLC/MAC block ready to send in an uplink radio block allocated by the network.

1
The mobile station may refrain from sending a PACKET UPLINK DUMMY CONTROL BLOCK message when there is no other RLC/MAC block ready to send in an uplink radio block allocated by the network.

	DTM_ENHANCEMENTS_CAPABILITY (1 bit field) 
This field indicates whether the cell supports enhanced DTM CS establishment and enhanced DTM CS release or not. It is coded as follows:

0
The cell does not support enhanced DTM CS establishment and enhanced DTM CS release procedures. 
1
The cell supports enhanced DTM CS establishment and enhanced DTM CS release procedures.

	DEDICATED_MODE_MBMS_NOTIFICATION_SUPPORT (1 bit field) 
This field indicates whether the cell supports Dedicated Mode MBMS Notification or not. It is coded as follows:

0
The cell does not support the Dedicated Mode MBMS Notification procedures. 
1
The cell supports the Dedicated Mode MBMS Notification procedures.

	MNCI_SUPPORT (1 bit field)
This field indicates whether the cell supports the distribution of MBMS NEIGHBOURING CELL INFORMATION messages. It is coded as follows:

0
The cell does not support the distribution of MBMS NEIGHBOURING CELL INFORMATION messages
1
The cell supports the distribution of MBMS NEIGHBOURING CELL INFORMATION messages
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