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8.5
GANC Initiated Deactivation of GA-PSR Transport Channel

The GANC may initiate the deactivation of the GA-PSR TC by sending the request to the MS as per following message flow:
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Figure 8.5.1 Network initiated GA-PSR TC Deactivation

8.5.1
GA-PSR TC Deactivation Initiation by the GANC

When the GANC decides to deactivate GA-PSR TC channel, it shall send GA-PSR-DEACTIVATE-UTC-REQ message to the MS to request the deactivation. 

8.5.2
Processing of GA-PSR TC Deactivation Request by the MS

Upon receipt of a GA-PSR-DEACTIVATE-UTC-REQ message from the GANC, the MS shall release the GA-PSR TC and send the GA-PSR-DEACTIVATE-UTC-ACK message to the GANC indicating successful deactivation; i.e. the cause IE is set to "success". In parallel, the MS GA-PSR shall transition to GA-PSR-STANDBY state. 
Additionally, if the deactivation cause is set to "re-activation required", the MS shall re-activate the GA-PSR TC channel.
8.5.3
Processing of GA-PSR TC Deactivation Acknowledgment by the GANC

Upon receipt of a GA-PSR-DEACTIVATE-UTC-ACK message from the MS, the GANC shall release the GA-PSR TC. 

8.5.4
Abnormal Cases

8.5.4.1
MS Rejects GA-PSR TC Deactivation

The following scenarios cover the cases when the MS rejects GA-PSR TC Deactivation:

-
If the corresponding GA-PSR TC does not exist on the MS side, the MS shall respond with a GA-PSR-DEACTIVATE-UTC-ACK message indicating successful deactivation. 

-
If there is outstanding uplink GPRS user data, the MS forwards the data packets instead and ignores the deactivation request.

8.5.4.2
Uplink User Data Transfer is received while GA-PSR TC Deactivation is in Progress

If the MS LLC initiates the uplink user data transfer after the MS has received a deactivation request from the GANC, the MS shall complete the deactivation procedure first and than initiate a new GA-PSR TC activation procedure to enable data transfer. 

If the MS LLC initiates the uplink user data transfer before the MS has received a deactivation request from the GANC, the MS shall treat that as normal uplink user data transfer as defined in sub-clause 8.7.1.

8.5.4.3
Downlink User Data Transfer is initiated while the GA-PSR TC Deactivation is in Progress

If the GANC receives any downlink user data packets while waiting for the GA-PSR-DEACTIVATE-UTC-ACK response, it shall complete the deactivation procedure first and than initiate a new GA-PSR TC activation procedure to enable data transfer. 

----------------------- End of first affected section -------------------------

----------------------- Begining of second affected section -------------------------

11.2.39
GA-PSR Cause

This information element indicates the status related to GAN specific signalling procedures. 

	8
	7
	6
	5
	4
	3
	2
	1
	

	
	GA-PSR Cause IEI
	octet 1
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	octet 2

	GA-PSR Cause value
	octet 3


Figure 11.2.39.1: GA-PSR Cause information element

Table 11.2.39.1 GA-PSR Cause value

	GA-PSR Cause (octet 3)

Value

0      "success"

2      "no available resources"

3      "GANC failure"

4      "not authorized for data service"

5      "message type non existent or not implemented" 

6      "message type not compatible with the protocol state"

7      "invalid mandatory information" 

8      "syntactically incorrect message"

9      "GPRS suspended"

10     "normal deactivation"

12     "conditional IE error"

13     "semantically incorrect message"
14     "re-activation required"
All other values are for future use.


----------------------- End of first affected section -------------------------
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