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	Reason for change:
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	Change applicability of tests in line with test reduction work plan GP-051645  and analysis GP-051239 from GERAN #25.



	
	

	Summary of change:
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	Applicability of test cases changed as follows 
14.1.6: Don’t execute if MS is TCH/AFS capable.
14.2.5: Don’t execute if MS is HSCSD capable.

14.2.19: Don’t execute if MS is TCH/AHS capable.
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Annex B (normative):
Applicability of the individual test

[…]
	14.1.5.1
	Bad frame indication - TCH/AFS - Random RF input
	R98 AND AMR Loops
	MS supporting AMR and AMR Test-Loops
	C321
	

	14.1.6.1
	Bad frame indication - TCH/AHS - Random RF input
	R98 AND AMR Loops
	MS supporting AMR Half Rate and AMR Test-Loops
	Cxx1
	

	14.2.1
	Reference sensitivity - TCH/FS
	Phase 2
	MS supporting full rate speech
	C24
	

	14.2.2
	Reference sensitivity - TCH/HS (Speech frames)
	Phase 2
	MS supporting half-rate speech
	C13
	

	14.2.3
	Reference sensitivity - FACCH/F
	Phase 2
	All MS
	A
	

	14.2.4
	Reference sensitivity - FACCH/H
	Phase 2
	MS supporting half rate service
	C2
	

	14.2.5
	Reference sensitivity - full rate data channels
	Phase 2
	MS supporting data
	Cxx2
	

	14.2.6
	Reference sensitivity - half rate data channels
	Phase 2
	MS supporting half-rate data
	C12
	

	14.2.7
	Reference sensitivity - TCH/EFS
	Phase 2
	MS supporting EFR speech
	C83
	

	14.2.8
	Reference sensitivity - full rate data channels in multislot configuration
	R98
	HSCSD Multislot MS
	C86
	

	14.2.9
	Reference sensitivity - TCH/FS for MS supporting the R-GSM band
	R98
	R-GSM MS supporting full rate speech
	C116
	

	14.2.10
	Reference Sensitivity – TCH/AFS
	R98 AND AMR Loops
	MS supporting AMR and AMR Test-Loops
	C321
	

	14.2.18
	Reference Sensitivity – TCH/AHS
	R98 AND AMR Loops
	MS supporting AMR and AMR Test-Loops
	C333
	

	14.2.19
	Reference Sensitivity – TCH/AFS-INB
	R98 AND AMR Loops
	MS supporting AMR and AMR Test-Loops
	Cxx3
	

	14.2.20
	Reference Sensitivity – TCH/AHS-INB
	R98 AND AMR Loops
	MS supporting AMR and AMR Test-Loops
	C333
	

	14.2.21
	Reference Sensitivity – O-TCH/AHS
	Rel-5
	MS supporting O-TCH/AHS
	C358
	


[…]
	C369
	IF A.25/131 AND A.25/113 THEN A ELSE N/A
	-- TSPC_O-TCH_AHS AND TSPC_AMR_LoopBack

	C370
	IF (A.5/16 OR A.5/18 OR A.5/17 OR A.5/19 OR A.5/15) AND NOT A.25/134 THEN A ELSE N/A
	-- (TSPC_Serv_SS_BOIC OR TSPC_Serv_SS_BAIC OR TSPC_Serv_SS_BOICexHC OR TSPC_Serv_SS_BICRoam OR TSPC_Serv_SS_BAOC)_AND_NOT TSPC_Verification_correct_new_password

	Cxx1
	IF A.25/112 AND A.25/113 AND NOT A.25/79 THEN A ELSE N/A
	-- TSPC_AddInfo_Half_rate_version_3 AND TSPC_AMR_LoopBack AND NOT TSPC_AddInfo_Full_rate_version_3

	Cxx2
	IF A.25/5 AND NOT A.1/15 THEN A ELSE N/A
	-- TSPC_AddInfo_FullRateData AND NOT TSPC_Type_HSCSD_Multislot

	Cxx3
	IF A.25/79 AND A.25/113 AND NOT A.25/112 THEN A ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_3 AND TSPC_AMR_LoopBack AND NOT TSPC_AddInfo_Half_rate_version_3

	Note 1:
This test case concerns a feature introduced in R97, but it is applicable only for R99 and later  as it has been created late.
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