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50.2.4
EGPRS Default contents of Layer 3 messages

This subclause contains the default values of L3 messages, which unless indicated otherwise in clause 40 and 50 resp., shall be transmitted by the system simulator and which are required to be received from the MS under test.

The EGPRS default contents of Layer 3 messages are identical to the GPRS default contents of Layer 3 messages (see subclause 40.1.2.3) with the follwing exception in the tables given below. In these tables only those layer 3 messages are listed differing in specific EGPRS information elements (IE's) from the corresponding GPRS IE's.

NOTE:
In this subclause all information element values are in binary. Numeric values written within quotes are in decimal.

50.2.4.1 IMMEDIATE ASSIGNMENT messages

50.2.4.1.1 IMMEDIATE ASSIGNMENT message (Packet Downlink Construction)

	L2 pseudo length
	This is the sum of the lengths of all the information elements present in the message except for the IA rest octets and L2 pseudo length IEs. For the default message the L2 pseudo length is 11.

	Protocol Discriminator
	RR Management.

	Skip Indicator
	0000

	Message Type
	00111111

	Page Mode
	

	
- Page Mode
	Normal Paging.

	Packet Response Type and Dedicated mode or TBF
	

	
- T/D
	Temporary Block Flow

	
- Downlink
	1 Resources assigned in IA Rest Octets

	      - TMA
	0 No meaning

	Packet Channel Description
	Dependant upon the test case.

	Request Reference
	Copy of last received by the SS.

	Timing Advance
	

	
- Timing advance value
	"30” bit periods.

	Mobile Allocation
	

	
- Length
	0

	Starting Time
	Not present.

	IA rest octets
	

	
	HH

	
- Packet Downlink Assignment
	01 Packet Downlink Assignment present

	

- TLLI
	(The value received from  MS)

	

- 
	1

	

- TFI_ASSIGNMENT
	Any value not used before

	

- RLC_MODE
	RLC unacknowledged mode

	 {0 | 1 < ALPHA > 
	1  ALPHA present

	

- ALPHA
	"0.5”

	

- GAMMA
	For GSM 700, GSM 850 and GSM 900, +8 dBm

For DCS 1800 and PCS 1900, +6 dBm

	

- POLLING
	0  No Packet Control Acknowledgment is required   

    from MS

	

- TA_VALID
	1 Timing Advance value in TA IE  is valid 

	
Presence of following bit fields indicate 
EGPRS TBF mode
	H  EGPRS TBF mode applied

	

- EGPRS Window Size
	Dependant upon test case (Default 64)

	

- LINK_QUALITY_MEASUREMENT



_MODE
	00 MS reports neither BEP nor interferer meas.

	
- {0|1 BEP_PERIOD2}
	0    BEP_PERIOD2 not present

	
- spare padding
	Spare Padding

	
	


50.2.4.1.2 IMMEDIATE ASSIGNMENT message (Packet  Uplink construction):

	L2 pseudo length
	This is the sum of the lengths of all the information elements present in the message except for the IA rest octets and L2 pseudo length IEs. For the default message the L2 pseudo length is 11.

	Protocol Discriminator
	RR Management.

	Skip Indicator
	0000

	Message Type
	00111111

	Page Mode
	

	
- Page Mode
	Normal Paging.

	Dedicated mode or TBF
	

	
	

	
- T/D
	1 Temporary Block Flow

	
	

	      - Downlink
	0  No meaning

	      - TMA
	0  No meaning

	Packet Channel Description
	Dependant upon the test case.

	Request Reference
	0111 1111

	Timing Advance
	

	
- Timing advance value
	30 bit periods.

	Mobile Allocation
	

	
- Length
	0

	Starting Time
	Not present.

	IA rest octets
	

	
- 
	LH

	
-
	00 (EGPRS Packet Uplink Assignment)

	
	

	< Extended RA  >
	Copy of the five LSB of the last EGPRS PACKET CHANNEL REQUEST received.

	{ 0 | 1 < Access Technologies Request : Access Technologies Request struct > }
	0

	
- Packet Uplink Assignment
	1

	
- TFI_ASSIGNMENT
	Any value not used before

	      - POLLING
	0

	      -
	0   Dynamic Allocation

	      - USF
	Any value not used before

	      - USF_GRANULARITY
	0  (transmit one RLC block)

	{ 0 | 1}
	0 (P0,  PR_MODE not present)

	     -EGPRS  CHANNEL_CODING_COMMAND
	Dependant on testcase (Default MCS_1)

	     - TLLI_BLOCK_CHANNEL_CODING
	1      MS shall used the coding scheme as specified by EGPRS CHANNEL_CODING_COMMAND

	{ 0 | 1 < BEP_PERIOD2 > }
	0 (BEP_PERIOD2  not present)

	     -  RESEGMENT
	1    Resegmentation on uplink retransmissions            

      allowed (type I ARQ)

	     -  EGPRS Window Size
	Dependant on testcase (Default 64)

	{0 | 1 < ALPHA >} 

            - ALPHA
	1    ALPHA present

0.5

	

- GAMMA
	For GSM 700, GSM 850 and GSM 900, +8 dBm

For DCS 1 800 and PCS 1 900, +6 dBm

	{ 0 | 1 < TIMING_ADVANCE_INDEX > }
	0   Timing Advance Index not present

	{ 0 | 1 < TBF_STARTING_TIME > }
	0   TBF Starting Time not present

	
- spare padding
	Spare Padding


50.2.4.1.3 IMMEDIATE ASSIGNMENT message (Multiblock allocation construction):

	L2 pseudo length
	This is the sum of the lengths of all the information elements present in the message except for the IA rest octets and L2 pseudo length IEs. For the default message the L2 pseudo length is 11.

	Protocol Discriminator
	RR Management.

	Skip Indicator
	0000

	Message Type
	00111111

	Page Mode
	

	
- Page Mode
	Normal Paging.

	Dedicated mode or TBF
	

	
	

	
- T/D
	1 Temporary Block Flow

	
	

	      - Downlink
	0  No meaning

	      - TMA
	0  No meaning

	Packet Channel Description
	Dependant upon the test case.

	Request Reference
	0111 1111

	Timing Advance
	

	
- Timing advance value
	30 bit periods.

	Mobile Allocation
	

	
- Length
	0

	Starting Time
	Not present.

	IA rest octets
	

	
- 
	LH

	
-
	00 (EGPRS Packet Uplink Assignment)

	< Extended RA  >
	Copy of the five LSB of the last EGPRS PACKET CHANNEL REQUEST received.

	{ 0 | 1 < Access Technologies Request : Access Technologies Request struct > }
	0

	
- Packet Uplink Assignment
	0 (Multiblock assignment)

	{0 | 1 < ALPHA >} 

           -  ALPHA
	1    ALPHA present

0.5

	
- GAMMA
	For GSM 700, GSM 850 and GSM 900, +8 dBm

For DCS 1 800 and PCS 1 900, +6 dBm

	      - TBF_STARTING_TIME
	Indicating (current frame + 104)

	NUMBER OF RADIO BLOCKS ALLOCATED
	00

	{ L | H }
	L (P0, BTS_PWR_CTRL_MODE , PR_MODE not present)

	
- spare padding
	Spare Padding


50.2.4.2
IMMEDIATE ASSIGNMENT REJECT message

	L2 pseudo length
	19

	Protocol Discriminator
	RR Management.

	Skip Indicator
	0000

	Message Type
	00111010

	Page Mode
	

	
- Page Mode
	Normal Paging.

	Request Reference 1
	0111 1111

	Wait Indication 1
	0 seconds.

	Request Reference 2
	Not pertaining to the MS under test.

	Wait Indication 2
	0 seconds.

	Request Reference 3
	Not pertaining to the MS under test.

	Wait Indication 3
	0 seconds.

	Request Reference 4
	Not pertaining to the MS under test.

	Wait Indication 4
	0 seconds.

	IAR rest octets
	

	
- { 0 | 1 < Extended RA 1 : bit (5) > }
	1   coded as the 5 least significant bits of the initiating EGPRS PACKET CHANNEL REQUEST message

	
- { 0 | 1 < Extended RA 2 : bit (5) > }
	0   Not present.

	
- { 0 | 1 < Extended RA 3 : bit (5) > }
	0   Not present.

	
- { 0 | 1 < Extended RA 4 : bit (5) > }
	0   Not present.

	
- spare padding
	Spare Padding


50.2.4.3
PDCH ASSIGNMENT COMMAND message (downlink)

	Information Element
	Value/Remarks

	Protocol Discriminator
	RR Management

	Skip indicator
	0000 

	Message Type
	00101010 

	Description of the Channel, after time
	

	
- Channel Description
	

	

- Channel Type and TDMA offset
	TCH/F + ACCH's

	

- Timeslot Number
	Slot 21

	

- Training Sequence Code
	Same as the BCC

	

- Hopping channel
	Single RF channel

	

- ARFCN
	Same as BCCH carrier

	
- RR Packet Downlink Assignment
	

	

- LENGTH_IN_OCTETS
	"400”

	

- MAC_MODE
	00 (Dynamic allocation)

	

- RLC_MODE
	1 (RLC unacknowledged mode)

	

- TIMESLOT_ALLOCATION
	Slot 2

	

- Packet Timing Advance
	

	


- { 0|1 



-<TIMING_ADVANCE_VALUE> }
	1 (TIMING_ADVANCE_VALUE present)

	

- TIMING_ADVANCE_VALUE
	"30” bit periods

	


- { 0|1 




<TIMING_ADVANCE_INDEX> }
	0 (TIMING_ADVANCE_INDEX and TIMING_ADVANCE_TIMESLOT_NUMBER not present)

	

- { 0|1 <P0> }
	0  (Downlink power control parameters not present)

	

- { 0|1 <Power Control Parameters> }
	1  (Uplink Power Control Parameters present)

	


- ALPHA
	"0.5”

	


- { 0|1 <GAMMA_TN0> }
	0 (GAMMA_TN0 not present)

	


- { 0|1 <GAMMA_TN1> }
	0 (GAMMA_TN1 not present)

	


- { 0|1 <GAMMA_TN2> }
	1 (GAMMA_TN2 present)

	



- GAMMA_TN2
	For GSM 700, GSM 850 and GSM 900: +8 dBm

For DCS 1800 and PCS 1900: +6 dBm

	


- { 0|1 <GAMMA_TN3> }
	0 (GAMMA_TN3 not present)

	


- { 0|1 <GAMMA_TN4> }
	0 (GAMMA_TN4 not present)

	


- { 0|1 <GAMMA_TN5> }
	0 (GAMMA_TN5 not present)

	


- { 0|1 <GAMMA_TN6> }
	0 (GAMMA_TN6 not present)

	


- { 0|1 <GAMMA_TN7> }
	0 (GAMMA_TN7 not present)

	

- { 0|1 <DOWNLINK_TFI_ASSIGNMENT> }
	1 (Assign downlink TFI)

	


- DOWNLINK_TFI_ASSIGNMENT
	00011 

	

- { 0|1 <MEASUREMENT_STARTING_TIME> }
	0 (No measurement information)

	
Presence of following bit fields indicate 
EGPRS TBF mode
	1  EGPRS TBF mode applied

	

- EGPRS Window Size
	Dependant upon test case

	

- LINK_QUALITY_MEASUREMENT



_MODE
	00 MS reports neither BEP nor interferer meas.

	
- {0|1 Packet Extended Timing Advance}
	0    Packet Extended TA for GSM 400 not present

	

- SPARE_BITS
	Spare padding


50.2.4.4     DTM Assignment Command 
	
	

	For R99/Rel 4 network simulation:
	

	
Optional extension information
	1      Extension information present

	
- {0|1 <Extension Information>}
	1     EGPRS supported by the cell.

	end R99
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