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11.2.31
Packet Timeslot Reconfigure

This message is sent on the PACCH by the network to the mobile station to assign uplink and downlink resources. A mobile allocation or reference frequency list received as part of this assignment message shall be valid until a new assignment is received or each TBF of the MS are terminated.

Message type:
PACKET TIMESLOT RECONFIGURE

Direction:
network to mobile station

Classification:
non-distribution message

Table 11.2.31.1: Packet TIMESLOT RECONFIGURE information elements

	< Packet Timeslot Reconfigure message content > ::=


< PAGE_MODE : bit (2) >


{
0 < GLOBAL_TFI : < Global TFI IE > >



{ 0

-- Message escape



{
< CHANNEL_CODING_COMMAND : bit (2) >





< Global Packet Timing Advance : < Global Packet Timing Advance IE > >





< DOWNLINK_RLC_MODE : bit (1) >





< CONTROL_ACK : bit (1) >





{ 0 | 1 < DOWNLINK_TFI_ASSIGNMENT : bit (5) > }





{ 0 | 1 < UPLINK_TFI_ASSIGNMENT : bit (5) > }





< DOWNLINK_TIMESLOT_ALLOCATION : bit (8) >





{ 0 | 1
< Frequency Parameters : < Frequency Parameters IE > > }





0



-- The value '1' was allocated in an earlier version of the protocol and shall not be used.





< Dynamic Allocation : < Dynamic Allocation struct > >





{ null | 0 bit** = < no string >


-- Receiver backward compatible with earlier version






| 1





-- Additions for R99





{ 0 | 1 < Packet Extended Timing Advance : bit (2) > }






{ null | 0 bit** = < no string >

-- Receiver backward compatible with earlier version







| 1





-- Additions for REL-5






{ 0 | 1
< RB Id of downlink TBF : bit (5) >









< RB Id of uplink TBF: bit (5) > } 







{ 0 | 1
< Uplink Control Timeslot : bit (3) > }







{ null | 0 bit** = <no string>
-- Receiver backward compatible 








| 1 



-- Additions for REL-6








{ 0 | 1 
< PFI of downlink TBF : bit (7) > }







{ 0 | 1
< PFI of uplink TBF : bit (7) > } 








{ 0 | 1
< UPLINK_RLC_MODE : bit (1) > }






< padding bits > } } }





! < Non-distribution part error : bit (*) = < no string > > }



| 1



-- Message escape bit used to define EGPRS message contents




{ 00 {
{ 0 | 1 < COMPACT reduced MA : < COMPACT reduced MA IE >> }






< EGPRS Channel Coding Command : < EGPRS Modulation and Coding IE >>






< RESEGMENT : bit (1) >






{ 0 | 1 < DOWNLINK EGPRS Window Size : < EGPRS Window Size IE > > }






{ 0 | 1 < UPLINK EGPRS Window Size : < EGPRS Window Size IE > > }






< LINK_QUALITY_MEASUREMENT_MODE : bit (2) >






< Global Packet Timing Advance : < Global Packet Timing Advance IE > >






{ 0 | 1 < Packet Extended Timing Advance : bit (2) > }






< DOWNLINK_RLC_MODE : bit (1) >






< CONTROL_ACK : bit (1) >






{ 0 | 1 < DOWNLINK_TFI_ASSIGNMENT : bit (5) > }






{ 0 | 1 < UPLINK_TFI_ASSIGNMENT : bit (5) > }






< DOWNLINK_TIMESLOT_ALLOCATION : bit (8) >






{ 0 | 1
< Frequency Parameters : < Frequency Parameters IE > > }






0


-- The value '1' was allocated in an earlier version of the protocol and shall not be used.






< Dynamic Allocation : < Dynamic Allocation struct > >











{ null | 0 bit** = < no string >
-- Receiver backward compatible with earlier version






| 1





-- Additions for REL-5






{ 0 | 1
< RB Id of downlink TBF : bit (5) >









< RB Id of uplink TBF: bit (5) > }







{ 0 | 1
< Uplink Control Timeslot : bit (3) > }







{ null | 0 bit** = <no string>
-- Receiver backward compatible 








| 1 




-- Additions for REL-6








{ 0 | 1 
< PFI of downlink TBF : bit (7) > }







{ 0 | 1
< PFI of uplink TBF : bit (7) > } 








{ 0 | 1
< UPLINK_RLC_MODE : bit (1) > }






< padding bits > } }






! < Non-distribution part error : bit (*) = < no string > > }




! < Message escape : { 01| 10 | 11} bit (*) = <no string> > }} –Extended for future changes


! < Address information part error : bit (*) = < no string > > }


! < Distribution part error : bit (*) = < no string > > ;



	<Dynamic Allocation struct > ::=


< EXTENDED_DYNAMIC_ ALLOCATION : bit (1) >


{ 0 | 1 < P0 : bit (4) > 




< PR_MODE : bit(1) > }


< USF_GRANULARITY : bit (1) >


0





-- The value '1' was allocated in an earlier version of the protocol and shall not be used.


{ 0 | 1 < TBF Starting Time : < Starting Frame Number Description IE > > }


{ 0





-- Timeslot Allocation


{ 0 | 1 < USF_TN0 : bit (3) > }



{ 0 | 1 < USF_TN1 : bit (3) > }



{ 0 | 1 < USF_TN2 : bit (3) > }



{ 0 | 1 < USF_TN3 : bit (3) > }



{ 0 | 1 < USF_TN4 : bit (3) > }



{ 0 | 1 < USF_TN5 : bit (3) > }



{ 0 | 1 < USF_TN6 : bit (3) > }



{ 0 | 1 < USF_TN7 : bit (3) > }


| 1





-- Timeslot Allocation with Power Control Parameters


< ALPHA : bit (4) >



{ 0 | 1
< USF_TN0 : bit (3) >





< GAMMA_TN0 : bit (5) > }



{ 0 | 1
< USF_TN1 : bit (3) >





< GAMMA_TN1 : bit (5) > }



{ 0 | 1
< USF_TN2 : bit (3) >





< GAMMA_TN2 : bit (5) > }



{ 0 | 1
< USF_TN3 : bit (3) >





< GAMMA_TN3 : bit (5) > }



{ 0 | 1
< USF_TN4 : bit (3) >





< GAMMA_TN4 : bit (5) > }



{ 0 | 1
< USF_TN5 : bit (3) >





< GAMMA_TN5 : bit (5) > }



{ 0 | 1
< USF_TN6 : bit (3) >





< GAMMA_TN6 : bit (5) > }



{ 0 | 1
< USF_TN7 : bit (3) >





< GAMMA_TN7 : bit (5) > } } ;
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