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6.4.2.2
Unconfirmed Information (UI) Dummy command

The UI Dummy command is a special UI command that shall never be transmitted by an LLC entity if the network does not support early allocation of TBFs, but it can be received by the LLC entity at the MS. If the network supports early allocation of TBFs then the LLC entity may transmit a UI Dummy command. The GPRS Cell Options IE (see 3GPP TS 44.060 [23]) indicates whether or not the network supports early allocation of TBFs.
If the LLC entity at the MS or network receives a UI Dummy command, it shall discard it without any further actions.

NOTE 1:
The UI Dummy command may be used by the network for the purpose to delay the release of a downlink TBF, as specified in 3GPP TS 44.060 [23]. It may also be used by the network or MS to trigger the establishment of a TBF for which user plane payload is not yet available if early allocation of TBFs is supported by the network, as specified in 3GPP TS 44.060 [23].
The format of the UI Dummy command is illustrated in figure 11a. The length of the UI Dummy command is variable, with a minimum value of 6 octets and a maximum value of 79 octets. All octets from octet 4 to the last octet N shall be encoded with a hexadecimal value of 2B. 

NOTE 2:
The format specified for the UI Dummy command ensures that a receiving LLC entity will always discard it, since the FCS check always fails (no matter what the length of the UI Dummy command is).

	Bit
	

	8
	7
	6
	5
	4
	3
	2
	1
	

	PD=0
	C/R=1
	0
	0
	SAPI=3
	Octet 1

	1
	1
	D=0
	0
	0
	N(U) =0
	Octet 2

	N(U) =0
	E=0
	PM=1
	Octet 3

	0
	0
	1
	0
	1
	0
	1
	1
	Octet 4

	0
	0
	1
	0
	1
	0
	1
	1
	Octet 5

	0
	0
	1
	0
	1
	0
	1
	1
	Octet 6

	·
	

	·
	

	·
	

	0
	0
	1
	0
	1
	0
	1
	1
	Octet N-2 
(LLC FCS)

	0
	0
	1
	0
	1
	0
	1
	1
	Octet N-1 
(LLC FCS)

	0
	0
	1
	0
	1
	0
	1
	1
	Octet N 
(LLC FCS)


Figure 11a: Format of the UI Dummy command
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