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83.6.1.1
Processing of the Uplink Flow Control Request by the MS

83.6.1.1.1
Conformance requirements

Upon detecting the uplink flow control condition, the GANC initiates an uplink flow control procedure by sending a GA-PSR-UFC-REQUEST message to the MS via the existing GA-PSR TC. The request is PFC based if the packet flow management procedures are supported.

Upon receiving the GA-PSR-UFC-REQUEST message from the GANC, the MS adjusts the uplink data rate accordingly.

References

3GPP TS 44.318 V6.0.0, subclauses 8.12.1 & 8.12.2

83.6.1.1.2
Test purpose

To verify that the MS adjusts the uplink data rate accordingly with GA-PSR-UFC-REQUEST message received from the GANC.

83.6.1.1.3
Method of test

Initial Conditions

System Simulator:

-
1 GAN cell, default parameters

Mobile Station:

-
MS GA-PSR is in the GA-PSR STANDBY state

Related PICS/PIXIT Statement(s)

GAN support
Forseen Final State of the MS

      MS in Idle state
Test Procedure

The MS activates GA-PSR TC and starts to send lowest data rate to the SS. SS requests UL Flow Control sending the GA-PSR-UFC-REQ. The MS sends the data with rate adjusted according to GA-PSR-UFC-REQ.

The SS verifies whether the MS sends the data with adjusted data rate.

Maximum Duration of Test

1 min.
Expected Sequence
	Step
	Direction
	Message
	Comment

	
	MS
	SS
	
	

	1
	    x
	
	MS is in GA-PSR STANDBY state

	2
	
	GA-PSR-ACTIVATE-UTC-REQ
	SS is made to activate GA-PSR TC

	3
	
	GA-PSR-DEACTIVATE-UTC-ACK
	

	4
	
	GA PSR UNITDATA
	MS sends the lowest possible data rate (100 bits/s)

	5
	
	GA-PSR-UFC-REQ
	SS request UL Flow Control 

	6
	
	GA PSR UNITDATA
	MS sends data with the adjusted data rate, according with GA-PSR-UFC-REQ 

	7
	          x
	
	SS verifies whether the MS have adjusted data rate 


Specific Message Contents

-
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