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26.6.3.5
Measurement / Frequency Formats

This test applies to GSM 400, GSM 700, GSM 850, GSM 900, DCS 1 800 and PCS 1 900  mobile stations.

26.6.3.5.1
Conformance Requirement

The MS shall continuously send MEASUREMENT REPORT messages on every SACCH blocks and the measurement valid indication shall be set to valid (0) within the second block at the latest. After 20 s the values in the MEASUREMENT REPORT message shall contain measurement results for the cells on which the mobile is allowed to report.

References

3GPP TS 04.08 / 3GPP TS 44.018 subclause 3.4.1.2, 3GPP TS 05.08 subclause 8.4.

26.6.3.5.2
Test Purpose

To test that, when the SS gives information about neighbouring cells, the MS reports appropriate results.

26.6.3.5.3
Method of test

Initial Conditions

System Simulator:


For GSM 900, DCS 1800 and PCS 1 900: 2 cells with the following settings:

	Transmitter
	Level
	NCC
	BCC
	ARFCN
	ARFCN
	ARFCN
	Cell Identity

	
	
	
	
	(GSM900)
	(DCS1800)
	(PCS1900)
	

	Serving, S1
	‑60
	1
	3
	002
	715
	715
	0001H

	Neighbour, N1
	‑85
	1
	5
	008
	815
	805
	0002H



For GSM 400: 2 cells with the following settings:

	Transmitter
	Level
	NCC
	BCC
	ARFCN
	ARFCN
	Cell Identity

	
	
	
	
	(GSM450)
	(GSM480)
	

	Serving, S1
	‑60
	1
	3
	260
	307
	0001H

	Neighbour, N1
	‑85
	1
	5
	264
	311
	0002H


For GSM 700, GSM 850: 2 cells with the following settings:

	Transmitter
	Level
	NCC
	BCC
	ARFCN
	ARFCN
	Cell Identity

	
	
	
	
	(GSM700)
	(GSM850)
	

	Serving, S1
	‑60
	1
	3
	439
	129
	0001H

	Neighbour, N1
	‑85
	1
	5
	445
	135
	0002H



With the exception of the Cell Allocation, the rest of the parameters for both cells are the same as the default settings and default SYSTEM INFORMATION TYPE 1 to 4 message contents for cell A. The Cell Allocation for the serving cell is the same as the default setting for cell A. The Cell Allocations for the neighbour cells need have only one entry, consisting of the ARFCN of that cell's BCCH.

Mobile Station:


The MS is in the active state of a call (U10).

Related PICS/PIXIT Statements


Support for state U10 of the Call Control protocol.


Type of MS (GSM 450 or GSM 480 or GSM 700 or GSM 850 or P-GSM 900 or EGSM or DCS 1 800 or PCS 1 900).

Foreseen Final State of the MS

Active state of a call (U10).

Test Procedure

This test procedure is performed three times.

With the MS having a call in progress, the SS sends SYSTEM INFORMATION TYPE 5, 5bis and 6 on the SACCH. Both of the BCCHs "on air" are indicated in the BA. The MS shall send MEASUREMENT REPORTs back to the SS, and it shall be indicated in these that  the appropriate measurement results have been obtained as specified in the Specific Message Contents.

For each iteration of the test the frequency format of the BA list contained in the System Information 5 and 5bis message shall change according to the specific message contents.

Maximum Duration Of Test

5 minutes, including 1 minute for any necessary operator actions.

Expected Sequence

This sequence is performed for execution counter, K = 1, 2, 3.

Since SYSTEM INFORMATION TYPE 5, SYSTEM INFORMATION 5bis, SYSTEM INFORMATION TYPE 6 and MEASUREMENT REPORT are sent continuously, a table is not applicable in this test. The interval between 2 successive Layer 2 frames containing MEASUREMENT REPORTs shall not exceed one Layer 2 frame.

Specific Message Contents

GSM 450 begin:

SYSTEM INFORMATION TYPE 5:

	Information Element
	value/remark

	Neighbour Cells Description
	

	Format Identifier
	128 range

	BCCH Allocation Sequence
	1

	BCCH Allocation ARFCN
	Channel numbers 260, 262 and 264 belong to the BCCH allocation.

	
- EXT IND
	Information Element carries only a part of the BA.


SYSTEM INFORMATION TYPE 5bis: 

	Information Element
	value/remark

	Protocol Discriminator
	RR management

	Message Type
	Sys Info 5bis.

	Neighbour Cells Description
	

	Format Identifier
	K = 1. Range 1024 Format 

K = 2. Range 512 Format K = 3. Variable Bit Map.

	
- BCCH Allocation Sequence number
	1

	
- EXT IND
	Information Element carries only a part of the BA.

	
- W(i)
	K = 1. 500, 530, 595, 965, 1000, 715, 815, 0

K = 2. 530, 595, 965, 1000, 715, 815, 0

K = 3. 965, 1000, 0, 260, 262


MEASUREMENT REPORT:

	Information Element
	value/remark

	Protocol Discriminator
	RR Management

	Message Type
	MEASUREMENT REPORT

	Measurement Results
	

	
BA_used
	1

	
DTX_used
	DTX was not used

	
RXLEV_FULL_SERVING_CELL
	See note 1

	
RXLEV_SUB_SERVING_CELL
	See note 1

	
MEAS_VALID
	See note 2

	
RXQUAL_FULL_SERVING_CELL
	See note 1

	
RXQUAL_SUB_SERVING_CELL
	See note 1

	
NO_NCELL_M
	2 neighbour cell measurement result

	
RXLEV_NCELL_1
	See note 1

	
BCCH_FREQ_NCELL_1
	Shall correspond to S1 or N1, i.e., it shall be 0 or 2.

	
BSIC_NCELL_1
	Corresponds to that of BCCH_FREQ_NCELL_1

	
RXLEV_NCELL_2
	See note 1

	
BCCH_FREQ_NCELL_2
	Shall correspond to S1 or N1, i.e. it shall be 0 or 2.

	
BSIC_NCELL_2
	Corresponds to that of BCCH_FREQ_NCELL_2

	
RXLEV_NCELL_3
	00 0000

	
BCCH_FREQ_NCELL_3
	0 0000

	
BSIC_NCELL_3
	00 0000

	
.     .     .
	.       .

	
.     .     .
	.       .

	
RXLEV_NCELL_6
	00 0000

	
BCCH_FREQ_NCELL_6
	0 0000

	
BSIC_NCELL_6
	00 0000


GSM 450 end:

GSM 480 begin:

SYSTEM INFORMATION TYPE 5:

	Information Element
	value/remark

	Neighbour Cells Description
	

	Format Identifier
	128 range

	BCCH Allocation Sequence
	1

	BCCH Allocation ARFCN
	Channel numbers 307, 309 and 311 belong to the BCCH allocation.

	
- EXT IND
	Information Element carries only a part of the BA.


SYSTEM INFORMATION TYPE 5bis: 

	Information Element
	value/remark

	Protocol Discriminator
	RR management

	Message Type
	Sys Info 5bis.

	Neighbour Cells Description
	

	Format Identifier
	K = 1. Range 1024 Format 

K = 2. Range 512 Format K = 3. Variable Bit Map.

	
- BCCH Allocation Sequence number
	1

	
- EXT IND
	Information Element carries only a part of the BA.

	
- W(i)
	K = 1. 500, 530, 595, 965, 1000, 715, 815, 0

K = 2. 530, 595, 965, 1000, 715, 815, 0

K = 3. 965, 1000, 0, 307, 309


MEASUREMENT REPORT:

	Information Element
	value/remark

	Protocol Discriminator
	RR Management

	Message Type
	MEASUREMENT REPORT

	Measurement Results
	

	
BA_used
	1

	
DTX_used
	DTX was not used

	
RXLEV_FULL_SERVING_CELL
	See note 1

	
RXLEV_SUB_SERVING_CELL
	See note 1

	
MEAS_VALID
	See note 2

	
RXQUAL_FULL_SERVING_CELL
	See note 1

	
RXQUAL_SUB_SERVING_CELL
	See note 1

	
NO_NCELL_M
	2 neighbour cell measurement result

	
RXLEV_NCELL_1
	See note 1

	
BCCH_FREQ_NCELL_1
	Shall correspond to S1 or N1, i.e., it shall be 0 or 2.

	
BSIC_NCELL_1
	Corresponds to that of BCCH_FREQ_NCELL_1

	
RXLEV_NCELL_2
	See note 1

	
BCCH_FREQ_NCELL_2
	Shall correspond to S1 or N1, i.e. it shall be 0 or 2.

	
BSIC_NCELL_2
	Corresponds to that of BCCH_FREQ_NCELL_2

	
RXLEV_NCELL_3
	00 0000

	
BCCH_FREQ_NCELL_3
	0 0000

	
BSIC_NCELL_3
	00 0000

	
.     .     .
	.       .

	
.     .     .
	.       .

	
RXLEV_NCELL_6
	00 0000

	
BCCH_FREQ_NCELL_6
	0 0000

	
BSIC_NCELL_6
	00 0000


GSM 480 end:

GSM 900 begin:

SYSTEM INFORMATION TYPE 5:

	Information Element
	value/remark

	Neighbour Cells Description
	

	Format Identifier
	K = 1. Bit Map 0.
K = 2. Range 512 Format

K = 3. Range 128 Format

	BCCH Allocation Sequence
	1

	BCCH Allocation ARFCN
	
K = 1. 2, 6, 8

K = 2. 530, 595, 965, 1000, 715, 815, 0

K = 3. 3, 8, 10

	
- EXT IND
	Information Element carries only a part of the BA.


SYSTEM INFORMATION TYPE 5bis: 

	Information Element
	value/remark

	Protocol Discriminator
	RR management

	Message Type
	Sys Info 5bis.

	Neighbour Cells Description
	

	Format Identifier
	K = 1. Range 1024 Format 

K = 2. Range 512 Format
K = 3. Variable Bit Map.

	
- BCCH Allocation Sequence number
	1

	
- EXT IND
	Information Element carries only a part of the BA.

	
- W(i)
	K = 1. 500, 530, 595, 965, 1000, 715, 815, 0

K = 2. 2, 6, 8
K = 3. 965, 1000, 0, 2, 6


MEASUREMENT REPORT:

	Information Element
	value/remark

	Protocol Discriminator
	RR Management

	Message Type
	MEASUREMENT REPORT

	Measurement Results
	

	
BA_used
	1

	
DTX_used
	DTX was not used

	
RXLEV_FULL_SERVING_CELL
	See note 1

	
RXLEV_SUB_SERVING_CELL
	See note 1

	
MEAS_VALID
	See note 2

	
RXQUAL_FULL_SERVING_CELL
	See note 1

	
RXQUAL_SUB_SERVING_CELL
	See note 1

	
NO_NCELL_M
	2 neighbour cell measurement result

	
RXLEV_NCELL_1
	See note 1

	
BCCH_FREQ_NCELL_1
	K = 1. Shall correspond to S1 or N1, i.e., it shall be 0 or 2.
K = 2. Shall correspond to S1 or N1, i.e., it shall be 0 or 2.

K = 3. Shall correspond to S1 or N1, i.e., it shall be 0 or 3.

	
BSIC_NCELL_1
	Corresponds to that of BCCH_FREQ_NCELL_1

	
RXLEV_NCELL_2
	See note 1

	
BCCH_FREQ_NCELL_2
	K = 1. Shall correspond to S1 or N1, i.e. it shall be 0 or 2.
K = 2. Shall correspond to S1 or N1, i.e. it shall be 0 or 2.

K = 3. Shall correspond to S1 or N1, i.e. it shall be 0 or 3.

	
BSIC_NCELL_2
	Corresponds to that of BCCH_FREQ_NCELL_2

	
RXLEV_NCELL_3
	00 0000

	
BCCH_FREQ_NCELL_3
	0 0000

	
BSIC_NCELL_3
	00 0000

	
.     .     .
	.       .

	
.     .     .
	.       .

	
RXLEV_NCELL_6
	00 0000

	
BCCH_FREQ_NCELL_6
	0 0000

	
BSIC_NCELL_6
	00 0000


GSM 900 end:

DCS 1 800 begin:

SYSTEM INFORMATION TYPE 5:

	Information Element
	value/remark

	Protocol Discriminator
	RR management

	Message Type
	Sys Info 5.

	Neighbour Cells Description
	

	
- Format 
	K = 1. Range 1 024 Format

K = 2. Variable Bit Map

K = 3. Range 128 Format

	
- BCCH Allocation Sequence
	1

	
- EXT IND
	Information Element carries only a part of the BA.

	
- W(i)
	K = 1. Non null for 500, 530, 595, 715, 815, 965, 1 000, 0

K = 2. Non null for 965, 1 000, 0, 2, 6, 8

K = 3. Non null for 695, 715, 800


SYSTEM INFORMATION TYPE 5bis:

	Information Element
	value/remark

	Protocol Discriminator
	RR management

	Message Type
	Sys Info 5bis.

	Neighbour Cells Description
	

	
- Format 
	K = 1. Bit Map 0.

K = 2. Range 512 Format

K = 3. Range 256 Format

	
- BCCH Allocation Sequence number
	1

	
- EXT IND
	Information Element carries only a part of the BA.

	
- W(i) / BCCH Allocation
	K = 1. Non null for 2, 6, 8

K = 2. Non null for 500, 530, 595, 715, 815, 965

K = 3. Non Null for 815, 965, 1000, 0, 2, 6


SYSTEM INFORMATION TYPE 6:

	Information Element
	value/ remark

	Protocol Discriminator
	RR Management

	Message Type
	sys info 6

	Cell Identity
	default

	LAI
	default

	Cell Options
	

	
- Power Control Indicator

	Power Control Indicator is set 

	
- DTX Indicator
	MS shall not use DTX 

	
- Radio_Link_Timeout
	default

	PLMN permitted
	only NCC 1 permitted


MEASUREMENT REPORT:

	Information Element
	value/remark

	Protocol Discriminator
	RR Management

	Message Type
	MEASUREMENT REPORT

	Measurement Results
	

	
BA_used
	1

	
DTX_used
	DTX was not used

	
RXLEV_FULL_SERVING_CELL
	See note 1

	
RXLEV_SUB_SERVING_CELL
	See note 1

	
MEAS_VALID
	See note 2

	
RXQUAL_FULL_SERVING_CELL
	See note 1

	
RXQUAL_SUB_SERVING_CELL
	See note 1

	
NO_NCELL_M
	2 neighbour cell measurement results

	
RXLEV_NCELL_1
	See note 1

	
BCCH_FREQ_NCELL_1
	K= 1. Shall correspond to S1 or N1, i.e., it shall be 6 or 7

K= 2. Shall correspond to S1 or N1, i.e., it shall be 6 or 7

K= 3. Shall correspond to S1 or N1, i.e., it shall be 3 or 5

	
BSIC_NCELL_1
	Corresponds to that of BCCH_FREQ_NCELL_1

	
RXLEV_NCELL_2
	See note 1

	
BCCH_FREQ_NCELL_2
	K= 1. Shall correspond to S1 or N1, i.e., it shall be 6 or 7

K= 2. Shall correspond to S1 or N1, i.e., it shall be 6 or 7

K= 3. Shall correspond to S1 or N1, i.e., it shall be 3 or 5

	
BSIC_NCELL_2
	Corresponds to that of BCCH_FREQ_NCELL_2

	
RXLEV_NCELL_3
	00 0000

	
BCCH_FREQ_NCELL_3
	0 0000

	
BSIC_NCELL_3
	00 0000

	
.     .     .
	.       .

	
.     .     .
	.       .

	
RXLEV_NCELL_6
	00 0000

	
BCCH_FREQ_NCELL_6
	0 0000

	
BSIC_NCELL_6
	00 0000


DCS 1 800 end:

PCS 1 900 begin:

SYSTEM INFORMATION TYPE 5:

	Information Element
	value/remark

	Protocol Discriminator
	RR management

	Message Type
	Sys Info 5.

	Neighbour Cells Description
	

	
- Format 
	K = 1. Range 1 024 Format

K = 2. Variable Bit Map

K = 3. Range 128 Format

	
- BCCH Allocation Sequence
	1

	
- EXT IND
	Information Element carries only a part of the BA.

	
- W(i)
	K = 1. Non null for 500, 530, 595, 715, 805, 965, 1 000, 0

K = 2. Non null for 965, 1 000, 0, 2, 6, 8

K = 3. Non null for 695, 715, 800


SYSTEM INFORMATION TYPE 5bis:

	Information Element
	value/remark

	Protocol Discriminator
	RR management

	Message Type
	Sys Info 5bis.

	Neighbour Cells Description
	

	
- Format 
	K = 1. Bit Map 0.

K = 2. Range 512 Format

K = 3. Range 256 Format

	
- BCCH Allocation Sequence number
	1

	
- EXT IND
	Information Element carries only a part of the BA.

	
- W(i) / BCCH Allocation
	K = 1. Non null for 2, 6, 8

K = 2. Non null for 500, 530, 595, 715, 805, 965

K = 3. Non Null for 805, 965, 1000, 0, 2, 6


SYSTEM INFORMATION TYPE 6:

	Information Element
	value/ remark

	Protocol Discriminator
	RR Management

	Message Type
	sys info 6

	Cell Identity
	default

	LAI
	default

	Cell Options
	

	
- Power Control Indicator

	Power Control Indicator is set 

	
- DTX Indicator
	MS shall not use DTX 

	
- Radio_Link_Timeout
	default

	PLMN permitted
	only NCC 1 permitted


MEASUREMENT REPORT:

	Information Element
	value/remark

	Protocol Discriminator
	RR Management

	Message Type
	MEASUREMENT REPORT

	Measurement Results
	

	
BA_used
	1

	
DTX_used
	DTX was not used

	
RXLEV_FULL_SERVING_CELL
	See note 1

	
RXLEV_SUB_SERVING_CELL
	See note 1

	
MEAS_VALID
	See note 2

	
RXQUAL_FULL_SERVING_CELL
	See note 1

	
RXQUAL_SUB_SERVING_CELL
	See note 1

	
NO_NCELL_M
	2 neighbour cell measurement results

	
RXLEV_NCELL_1
	See note 1

	
BCCH_FREQ_NCELL_1
	K= 1. Shall correspond to S1 or N1, i.e., it shall be 6 or 7

K= 2. Shall correspond to S1 or N1, i.e., it shall be 6 or 7

K= 3. Shall correspond to S1 or N1, i.e., it shall be 3 or 5

	
BSIC_NCELL_1
	Corresponds to that of BCCH_FREQ_NCELL_1

	
RXLEV_NCELL_2
	See note 1

	
BCCH_FREQ_NCELL_2
	K= 1. Shall correspond to S1 or N1, i.e., it shall be 6 or 7

K= 2. Shall correspond to S1 or N1, i.e., it shall be 6 or 7

K= 3. Shall correspond to S1 or N1, i.e., it shall be 3 or 5

	
BSIC_NCELL_2
	Corresponds to that of BCCH_FREQ_NCELL_2

	
RXLEV_NCELL_3
	00 0000

	
BCCH_FREQ_NCELL_3
	0 0000

	
BSIC_NCELL_3
	00 0000

	
.     .     .
	.       .

	
.     .     .
	.       .

	
RXLEV_NCELL_6
	00 0000

	
BCCH_FREQ_NCELL_6
	0 0000

	
BSIC_NCELL_6
	00 0000


PCS 1 900 end:

GSM 700 begin:

SYSTEM INFORMATION TYPE 5:

	Information Element
	value/remark

	Neighbour Cells Description
	

	Format Identifier
	128 range

	BCCH Allocation Sequence
	1

	BCCH Allocation ARFCN
	Channel numbers 439, 443 and 445 belong to the BCCH allocation.

	
- EXT IND
	Information Element carries only a part of the BA.


SYSTEM INFORMATION TYPE 5bis: 

	Information Element
	value/remark

	Protocol Discriminator
	RR management

	Message Type
	Sys Info 5bis.

	Neighbour Cells Description
	

	Format Identifier
	K = 1. Range 1024 Format 

K = 2. Range 512 Format K = 3. Variable Bit Map.

	
- BCCH Allocation Sequence number
	1

	
- EXT IND
	Information Element carries only a part of the BA.

	
- W(i)
	K = 1. 500, 530, 595, 965, 1000, 715, 815, 0

K = 2. 530, 595, 965, 1000, 715, 815, 0

K = 3. 965, 1000, 0, 260, 262


MEASUREMENT REPORT:

	Information Element
	value/remark

	Protocol Discriminator
	RR Management

	Message Type
	MEASUREMENT REPORT

	Measurement Results
	

	
BA_used
	1

	
DTX_used
	DTX was not used

	
RXLEV_FULL_SERVING_CELL
	See note 1

	
RXLEV_SUB_SERVING_CELL
	See note 1

	
MEAS_VALID
	See note 2

	
RXQUAL_FULL_SERVING_CELL
	See note 1

	
RXQUAL_SUB_SERVING_CELL
	See note 1

	
NO_NCELL_M
	2 neighbour cell measurement result

	
RXLEV_NCELL_1
	See note 1

	
BCCH_FREQ_NCELL_1
	Shall correspond to S1 or N1, i.e., it shall be 0 or 2.

	
BSIC_NCELL_1
	Corresponds to that of BCCH_FREQ_NCELL_1

	
RXLEV_NCELL_2
	See note 1

	
BCCH_FREQ_NCELL_2
	Shall correspond to S1 or N1, i.e. it shall be 0 or 2.

	
BSIC_NCELL_2
	Corresponds to that of BCCH_FREQ_NCELL_2

	
RXLEV_NCELL_3
	00 0000

	
BCCH_FREQ_NCELL_3
	0 0000

	
BSIC_NCELL_3
	00 0000

	
.     .     .
	.       .

	
.     .     .
	.       .

	
RXLEV_NCELL_6
	00 0000

	
BCCH_FREQ_NCELL_6
	0 0000

	
BSIC_NCELL_6
	00 0000


GSM 700 end:

GSM 850 begin:

SYSTEM INFORMATION TYPE 5:

	Information Element
	value/remark

	Neighbour Cells Description
	

	Format Identifier
	
K = 1. Variable Bit Map
K = 2. range 512 Format

K = 3. Range 256 Format

	BCCH Allocation Sequence
	1

	BCCH Allocation ARFCN
	
K = 1. 129, 133, 135
K = 2. 530, 595, 965, 1000, 715, 810, 0

K = 3. 130, 135, 138

	
- EXT IND
	Information Element carries only a part of the BA.


SYSTEM INFORMATION TYPE 5bis: 

	Information Element
	value/remark

	Protocol Discriminator
	RR management

	Message Type
	Sys Info 5bis.

	Neighbour Cells Description
	

	Format Identifier
	K = 1. Range 1024 Format
K = 2. Range 128 Format
K = 3. Range 512 Format.

	
- BCCH Allocation Sequence number
	1

	
- EXT IND
	Information Element carries only a part of the BA.

	
- W(i)
	K = 1. 500, 530, 595, 965, 1000, 715, 810, 0

K = 2. 129, 133, 135
K = 3. 965, 1000, 0, 129, 133


MEASUREMENT REPORT:

	Information Element
	value/remark

	Protocol Discriminator
	RR Management

	Message Type
	MEASUREMENT REPORT

	Measurement Results
	

	
BA_used
	1

	
DTX_used
	DTX was not used

	
RXLEV_FULL_SERVING_CELL
	See note 1

	
RXLEV_SUB_SERVING_CELL
	See note 1

	
MEAS_VALID
	See note 2

	
RXQUAL_FULL_SERVING_CELL
	See note 1

	
RXQUAL_SUB_SERVING_CELL
	See note 1

	
NO_NCELL_M
	2 neighbour cell measurement result

	
RXLEV_NCELL_1
	See note 1

	
BCCH_FREQ_NCELL_1
	K = 1. Shall correspond to S1 or N1, i.e., it shall be 0 or 2.
K = 2. Shall correspond to S1 or N1, i.e., it shall be 0 or 2.
K = 3. Shall correspond to S1 or N1, i.e., it shall be 0 or 3.

	
BSIC_NCELL_1
	Corresponds to that of BCCH_FREQ_NCELL_1

	
RXLEV_NCELL_2
	See note 1

	
BCCH_FREQ_NCELL_2
	K = 1. Shall correspond to S1 or N1, i.e. it shall be 0 or 2.
K = 2. Shall correspond to S1 or N1, i.e, it shall be 0 or 2.

K = 3. Shall correspond to S1 or N1, i.e, it shall be 0 or 3.

	
BSIC_NCELL_2
	Corresponds to that of BCCH_FREQ_NCELL_2

	
RXLEV_NCELL_3
	00 0000

	
BCCH_FREQ_NCELL_3
	0 0000

	
BSIC_NCELL_3
	00 0000

	
.     .     .
	.       .

	
.     .     .
	.       .

	
RXLEV_NCELL_6
	00 0000

	
BCCH_FREQ_NCELL_6
	0 0000

	
BSIC_NCELL_6
	00 0000


GSM 850 end:

NOTE 1:
These actual values are not checked.

NOTE 2:
The Measurement Valid Indication shall be set to valid within the second SACCH block at the latest. When the Indication is set to ‘Not Valid’, then NOTE 1 applies to ALL fields of the Measurement Results IE.
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