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	Reason for change:
(

	When the talker is on a dedicated channel it is currently stated that the MSC sends the SMS (to the group) on the VGCS talker’s call controlling SCCP. However, no such SCCP connection exists. 

The SMS to group call message could be sent by the BSS to the VGCS talker on receipt of either:

a) a VGCS SMS message (BSSPMAP message) on the group call’s call controlling SCCP connection

b) a message on the dedicated SCCP connection associated with the VGCS talker’s dedicated channel.

The SMS that is sent to the group is sent in unacknowledged mode and no confirmation is required of receipt by an individual MS.

It would seem that a) would be simplest solution.

	
	

	Summary of change:
(

	Delete the text that states that the SMS (to the group) is sent on the VGCS talker’s call controlling SCCP connection. Indicate that the BSC sends this message to the VGCS talker on the dedicated channel following receipt of the message on the group call’s call controlling SCCP connection.
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not approved:
	VGCS talker may not receive the SMS when it is sent to the group.
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3.1.24c
SMS to On going VGCS call

The MSC may send a short message to the members that are participating in the voice group call by sending one or more VGCS SMS messages to each BSS that is in the group call area. Each VGCS SMS message transports a RP-Data message (see 3GPP TS 24.011) containing all or part of the short message. The VGCS SMS message is sent on the group call’s call controlling SCCP connection. 
On reception of the VGCS SMS message on the group call’s call controlling SCCP connection, the BSS will initiate the transmission of the RP-Data message on the VGCS group channel in each cell in which the group call is active. In the case that the VGCS talker is on a dedicated channel the BSC will also initiate the transmission of the RP-Data message on the VGCS talker’s dedicated channel.
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