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	Reason for change:
(

	1 - Extended UL TBF testing is duplicated in EGPRS and GPRS. 

For an EGPRS MS, this could represent unnecessary tests.

Reducing applicabilty of GPRS tests for EGPRS MS is extended to this feature.


2 -  The REL-4 features Extended Uplink TBF and NACC are both mandatory for MS supporting GERAN FEATURE PACKAGE 1 as outlined in 3GPP TS 44.060:

5.5.1.1a Network Assisted Cell Change

The Network Assisted Cell Change procedures are part of the GERAN Feature Package 1. A mobile station indicating support of the GERAN Feature Package 1 in the Mobile Station Classmark 3 IE, the MS Radio Access Capability IE and the MS Radio Access Capability 2 IE supports the Network Assisted Cell Change procedures (see 3GPP TS 24.008).
9.3.1b Extended uplink TBF mode
9.3.1b.1 Application
The extended uplink TBF mode is a part of the GERAN Feature Package 1. A mobile station indicating support of GERAN Feature Package 1 in the Mobile Station Classmark 3 IE, the MS Radio Access Capability IE and the MS Radio Access Capability 2 IE supports the extended uplink TBF mode (see 3GPP TS 24.008).
Right now 51.010 makes use of two separate and independent PICS TSPC_MT_EXT_UL_TBF and TSPC_NACC to supply information about the feature capability of an MS concerning this REL-4 features.

Due to the fact that both features only exist together the PICS should be replaced by one single PICS “Support of GERAN FEATURE PACKAGE 1”.

	
	

	Summary of change:
(

	1. All the GPRS test’s applicabilities are changed except :
· one ‘basic’ Extended UL TBF test (41.3.6.1),

· one mixing Extended UL and NACC (41.3.6.8),

· one mixing Extended UL and 2 PDP context (41.3.6.9).

Additionally ‘erroneous’ applicability is modified to add the ‘PDP context support’.

Missing (from GERAN 28) applicability modification for 43.1.1.5 is changed.

2.  

· The existing PICS 66 “Support of Extended Uplink TBF” and 68 “Support of NACC” have been removed and a new PICS 72 “Support of GERAN FEATURE PACKAGE 1” has been added to table A.2.

· The applicability for all NACC and Extended Uplink TBF testcases in table B.1 has been corrected.

	
	

	Consequences if 
(

not approved:
	1 - Unecessary testing will be executed for an EGPRS MS.
2 - Inconsistency exists between core specification TS 44.060 and test specification TS 51.010.

	
	

	Clauses affected:
(

	Table A.2 (Mobile station features), B.1 (Applicability of tests)
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	Other comments:
(

	Applicable for All EGPRS MS supporting GERAN Feature Package 1
Cxxx and Cyyy are introduced but should be replaced with relevant values.

GP-060516 and GP-060517 are overlapping with some of the changes and sould be taken care of.
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 Table A.2: Mobile Station Features

	65
	Support of EGPRS Packet Access enhancement
	3GPP TS 04.18 3.5.2.1.2

3GPP TS 04.60 7.1.2.1
	R99 only
	O
	
	TSPC_EGPRS_ENHANC

	66
	void
	
	
	
	
	

	67
	Support of MT SMS over GPRS
	3GPP TS 22.060, 5.4
	R99
	O
	
	TSPC_MT_SMS_over_GPRS

	68
	void
	
	
	
	
	

	69
	Support of DTM/EGPRS
	3GPP TS 24.008 10.5.1.7
	R99
	C213
	
	TSPC_DTM/EPGRS

	70
	Support of Extended dynamic allocation
	3GPP TS 45.002, B.1
	R99
	C214
	
	TSPC_Extended_Dynamic_Allocation

	71
	Support of GAN
	3GPP TS 44.318
	Rel-6
	O
	
	TSPC_GAN

	72
	Support of GERAN FEATURE PACKAGE 1
	3GPP TS 44.060 5.5.1.1a, 9.3.1b.1
	Rel-4
	M
	
	TSPC_GERAN_FEATURE_PACKAGE_1

	C201
	IF A.3/1 OR A.3/2 OR A.4/20 OR A.4/21 THEN M ELSE N/A
	-- TSPC_Serv_TS11 OR TSPC_Serv_TS12 OR TSPC_Serv_BS61 OR TSPC_Serv_BS81

	C202
	IF A.2/27 THEN M ELSE N/A
	-- TSPC_Feat_Alphanum_Display 

	C203
	IF A.2/27 OR A.2/28 THEN M ELSE N/A
	-- TSPC_AlphaNum_Display OR TSPC_Other_Means_of_Display

	C204
	IF A.2/29 THEN M ELSE N/A
	-- TSPC_Speech_Indicator

	C205
	IF A.2/26 OR A.2/40 THEN M ELSE N/A
	-- TSPC_Feat_Autocall

	C206
	IF A.1/16 OR A.1/17 THEN M ELSE N/A
	-- TSPC_Feat_Ext_TA

	C207
	IF A.2/41 OR A.2/42 THEN M ELSE N/A
	-- TSPC_GPRS OR TSPC_EGPRS

	C208
	IF A.2/41 THEN O ELSE N/A
	-- TSPC_GPRS

	C209
	IF A.2/41 or A.2/42 THEN at least one of these items shall be supported ELSE N/A
	-- TSPC_GPRS OR TSPC_EGPRS


	41.3.5.2
	PDCH Release/With TIMESLOTS_AVAILABLE
	R97
	All GPRS MS supporting activation of at least one PDP context
	C222
	

	41.3.6.1
	TBF Release / Extended Uplink / Recalculation of CV before CV = 0
	Rel-4
	All GPRS MS supporting GERAN FEATURE PACKAGE 1 and activation of at least one PDP context
	C322
	

	41.3.6.2
	TBF Release / Extended Uplink / Recalculation of CV after CV = 0
	Rel-4
	All GPRS MS supporting GERAN FEATURE PACKAGE 1 and activation of at least one PDP context and not EGPRS
	Cxxx
	

	41.3.6.3
	TBF Release / Extended Uplink / CS change order while CV=0
	Rel-4
	All GPRS MS supporting GERAN FEATURE PACKAGE 1 and activation of at least one PDP context and not EGPRS
	Cxxx
	

	41.3.6.4
	TBF Release / Extended Uplink / TBF reconfigure by PACKET TIMESLOT RECONFIGURE
	Rel-4
	All GPRS MS supporting GERAN FEATURE PACKAGE 1 and activation of at least one PDP context and not EGPRS
	Cxxx
	

	41.3.6.5
	TBF Release / Extended Uplink / TBF reconfigure by PACKET UPLINK ASSIGNMENT
	Rel-4
	All GPRS MS supporting GERAN FEATURE PACKAGE 1 and activation of at least one PDP context and not EGPRS
	Cxxx
	

	41.3.6.6
	Extended Uplink TBF / Cell Change while in Extended Uplink/ No Packet Neighbouring Cell Data
	Rel-4
	All GPRS MS supporting GERAN FEATURE PACKAGE 1 and activation of at least one PDP context and not EGPRS
	Cxxx
	

	41.3.6.7
	Extended Uplink TBF / Cell Change failure while in Extended Uplink/ No Packet Neighbouring Cell Data
	Rel-4
	All GPRS MS supporting GERAN FEATURE PACKAGE 1 and activation of at least one PDP context and not EGPRS
	Cxxx
	

	41.3.6.8
	Extended Uplink TBF / Cell Change while in Extended Uplink/ With Packet Neighbouring Cell Data
	Rel-4
	All GPRS MS supporting GERAN FEATURE PACKAGE 1 and activation of at least one PDP context
	C322
	

	41.3.6.9
	TBF Release / Extended Uplink / Change of RLC mode / normal release
	Rel-4
	All GPRS MS supporting GERAN FEATURE PACKAGE 1 and supporting two PDP contexts 
	C337
	

	41.3.6.10
	TBF Release / Extended Uplink / Change of RLC mode / abnormal release
	Rel-4
	All GPRS MS supporting GERAN FEATURE PACKAGE 1 and supporting two PDP contexts and not EGPRS
	Cyyy
	

	41.5.1.1.1.1-1
	Uplink TBF establishment with no reallocation of CS resources / Successful case / Uplink resources assigned, test 1
	R99
	All DTM/GPRS capable MS
	C305
	


…

	42.4.5.1
	Network Assisted Cell Change / Expiry of T3206
	Rel-4
	All GPRS MS's supporting GERAN FEATURE PACKAGE 1 and activation of at least one PDP context
	C322
	

	42.4.5.2
	Network Assisted Cell Change / No Packet Neighbouring Cell Data and Packet Cell Change Continue
	Rel-4
	All GPRS MS's supporting GERAN FEATURE PACKAGE 1 and activation of at least one PDP context
	C322
	

	42.4.5.3
	Network Assisted Cell Change / Packet Neighbour Cell Data and Packet Cell Change Continue
	Rel-4
	All GPRS MS's supporting GERAN FEATURE PACKAGE 1 and activation of at least one PDP context
	C322
	

	42.4.5.4
	Network Assisted Cell Change / Packet Neighbour Cell Data and Packet Cell Change Order
	Rel-4
	All GPRS MS's supporting GERAN FEATURE PACKAGE 1 and activation of at least one PDP context
	C322
	

	42.4.5.5
	Network Assisted Cell Change / Expiry of T3208 and T3210
	Rel-4
	All GPRS MS's supporting GERAN FEATURE PACKAGE 1 and activation of at least one PDP context
	C322
	

	42.4.5.6
	Network Assisted Cell Change / Entering packet idle mode
	Rel-4
	All GPRS MS's supporting GERAN FEATURE PACKAGE 1 and activation of at least one PDP context
	C322
	

	42.4.5.7
	Network Assisted Cell Change / CCN not supported towards target cell
	Rel-4
	All GPRS MS's supporting GERAN FEATURE PACKAGE 1 and activation of at least one PDP context
	C322
	

	42.4.5.8
	Network Assisted Cell Change / NC mode change
	Rel-4
	All GPRS MS's supporting GERAN FEATURE PACKAGE 1 and activation of at least one PDP context
	C322
	

	42.4.5.9
	Network Assisted Cell Change / NC mode change / Packet Neighbour Cell Data
	Rel-4
	All GPRS MS's supporting GERAN FEATURE PACKAGE 1 and activation of at least one PDP context
	C322
	

	…
	
	
	
	
	

	51.3.6.1
	TBF Release / Extended Uplink / Recalculation of CV before CV = 0
	Rel-4
	All EGPRS MS supporting GERAN FEATURE PACKAGE 1 and activation of at least one PDP context
	C331
	

	51.3.6.2
	TBF Release / Extended Uplink / Recalculation of CV after CV = 0
	Rel-4
	All EGPRS MS supporting GERAN FEATURE PACKAGE 1 and activation of at least one PDP context
	C331
	

	51.3.6.3
	TBF Release / Extended Uplink / MCS change order while CV=0
	Rel-4
	All EGPRS MS supporting GERAN FEATURE PACKAGE 1 and activation of at least one PDP context
	C331
	

	51.3.6.4
	TBF Release / Extended Uplink / TBF reconfigure by PACKET TIMESLOT RECONFIGURE
	Rel-4
	All EGPRS MS supporting GERAN FEATURE PACKAGE 1 and activation of at least one PDP context
	C331
	

	51.3.6.5
	TBF Release / Extended Uplink / TBF reconfigure by PACKET UPLINK ASSIGNMENT
	Rel-4
	All EGPRS MS supporting GERAN FEATURE PACKAGE 1 and activation of at least one PDP context
	C331
	

	51.3.6.6
	Extended Uplink TBF / Cell Change while in Extended Uplink/ No Packet Neighbouring Cell Data
	Rel-4
	All EGPRS MS supporting GERAN FEATURE PACKAGE 1 and activation of at least one PDP context
	C331
	

	51.3.6.7
	Extended Uplink TBF / Cell Change failure while in Extended Uplink/ No Packet Neighbouring Cell Data
	Rel-4
	All EGPRS MS supporting GERAN FEATURE PACKAGE 1 and activation of at least one PDP context
	C331
	

	51.3.6.8
	Extended Uplink TBF / Cell Change while in Extended Uplink/ With Packet Neighbouring Cell Data
	Rel-4
	All EGPRS MS supporting GERAN FEATURE PACKAGE 1 and activation of at least one PDP context
	C331
	

	51.3.6.9
	TBF Release / Extended Uplink / Change of RLC mode / normal release
	Rel-4
	All EGPRS MS supporting GERAN FEATURE PACKAGE 1 and supporting two PDP contexts 
	C338
	

	51.3.6.10
	TBF Release / Extended Uplink / Change of RLC mode / abnormal release
	Rel-4
	All EGPRS MS supporting GERAN FEATURE PACKAGE 1 and supporting two PDP contexts 
	C338
	


…
	C322
	IF A.2/41 AND A.2/72 AND A.25/83 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_GERAN_FEATURE_PACKAGE_1 AND TSPC_Addinfo_1PDP_CA

	C323
	IF (A.25/23) AND A.25/26 THEN A ELSE N/A
	-- TSPC_ Addinfo_DualRate AND TSPC_Addinfo_CCprotocol_oneBC

	C324
	IF A.2/41 AND A.1/56 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_Type_UTRAN

	C325
	IF A.2/41 AND (A.1/71 OR A.1/72 OR A.1/73 OR A.1/75 A.1/76 OR A.1/77 OR A.1/78 OR A.1/79 OR A.1/80 OR A.1/81 OR A.1/82 OR A.1/83 OR A.1/84 OR A.1/85 OR A.1/86 OR A.1/87 OR A.1/88 OR A.1/89 OR A.1/90 OR A.1/91 OR A.1/92 OR A.1/93 OR A.1/94 OR A.1/95) THEN A ELSE N/A
	-- TSPC_GPRS AND (TSPC_Type_GPRS_Multislot_Class5 OR TSPC_Type_GPRS_Multislot_Class6 OR TSPC_Type_GPRS_Multislot_Class7 OR TSPC_Type_GPRS_Multislot_Class9 OR TSPC_Type_GPRS_Multislot_Class10 OR...OR TSPC_Type_GPRS_Multislot_Class29)

	C326
	IF A.2/42 AND (A.1/100 OR A.1/101 OR A.1/102 OR A.1/104 A.1/105 OR A.1/106 OR A.1/107 OR A.1/108 OR A.1/109 OR A.1/110 OR A.1/111 OR A.1/112 OR A.1/113 OR A.1/114 OR A.1/115 OR A.1/116 OR A.1/117 OR A.1/118 OR A.1/119 OR A.1/120 OR A.1/121 OR A.1/122 OR A.1/123 OR A.1/124) THEN A ELSE N/A
	-- TSPC_EGPRS AND (TSPC_Type_EGPRS_Multislot_Class5 OR TSPC_Type_EGPRS_Multislot_Class6 OR TSPC_Type_EGPRS_Multislot_Class7 OR TSPC_Type_EGPRS_Multislot_Class9 OR TSPC_Type_EGPRS_Multislot_Class10 OR...OR TSPC_Type_EGPRS_Multislot_Class29)

	C327
	IF A.25/23 AND A.25/112 THEN A ELSE N/A
	--  TSPC_ AddInfo_DualRate AND TSPC_AddInfo_Half_rate_version_3

	C328
	IF A.1/65 THEN A ELSE N/A
	-- TSPC_Conv-GPS

	C329
	If A.25/114 THEN A ELSE N/A
	-- TSPC_AddInfo_TTY

	C330
	void
	

	C331
	IF A.2/42 AND A.2/72 AND A.25/83 THEN A ELSE N/A
	-- TSPC_EGPRS AND TSPC_GERAN_FEATURE_PACKAGE_1 AND TSPC_Addinfo_1PDP_CA

	C332
	IF A.2/41 AND A.25/85 AND A.25/115 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_Addinfo_mor1PDP CA_SAPI AND TSPC_SEC_PDP_CONTEXT

	C333
	IF A.25/112 AND A.25/113 THEN A ELSE N/A
	-- TSPC_AddInfo_Half_rate_version_3 AND TSPC_AMR_LoopBack

	C334
	IF A.2/41 AND A.25/118 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_NITZ

	C335
	IF A.25/118 THEN A ELSE N/A
	-- TSPC_NITZ

	C336
	IF A.2/41 AND A.25/87 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_AddInfo_GPRS_Header_Compr

	C337
	IF A.2/41 AND A.2/72 AND A.25/84 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_GERAN_FEATURE_PACKAGE_1 AND TSPC_AddInfo_mor1PDP_CA 

	C338
	IF A.2/42 AND A.2/72 AND A.25/84 THEN A ELSE N/A
	-- TSPC_EGPRS AND TSPC_GERAN_FEATURE_PACKAGE_1 AND TSPC_AddInfo_mor1PDP_CA 


...
	C384
	IF (A.25/1) AND A.25/26 THEN A ELSE N/A
	-- TSPC_AddInfo_HalfRate AND TSPC_Addinfo_CCprotocol_oneBC

	C385
	IF A.1/57 AND NOT A.2/42 THEN A ELSE N/A
	-- TSPC Type_GPRS_Multislot_uplink AND NOT TSPC_EGPRS

	Cxxx
	IF A.2/41 AND A.2/72 AND A.25/83 AND NOT A.2/42 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_GERAN_FEATURE_PACKAGE_1 AND TSPC_Addinfo_1PDP_CA  AND NOT TSPC_EGPRS

	Cyyy
	· IF A.2/41 AND A.2/72 AND A.25/84 AND NOT A.2/42 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_GERAN_FEATURE_PACKAGE_1 AND TSPC_AddInfo_mor1PDP_CA AND NOT TSPC_EGPRS

	Note 1:
This test case concerns a feature introduced in R97, but it is applicable only for R99 and later as it has been created late.
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