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4.1.1
Mobile Station

The MS maximum output power and lowest power control level shall be, according to its class, as defined in the following tables.

For GMSK modulation

	Power
	GSM 400 & GSM 900 & GSM 850 & GSM 700
	DCS 1 800
	PCS 1 900 
	Tolerance (dB)

	class
	Nominal Maximum output
	Nominal Maximum output
	Nominal Maximum output
	for conditions

	
	power
	power
	power
	normal
	extreme

	1
	‑ ‑ ‑ ‑ ‑ ‑
	1 W (30 dBm)
	1 W (30 dBm)
	±2
	±2,5

	2
	8 W (39 dBm)
	0,25 W (24 dBm)
	0,25 W (24 dBm)
	±2
	±2,5

	3
	5 W (37 dBm)
	4 W (36 dBm)
	2 W (33 dBm)
	±2
	±2,5

	4
	2 W (33 dBm)
	
	
	±2
	±2,5

	5
	0,8 W (29 dBm)
	
	
	±2
	±2,5


For 8-PSK modulation

	Power
	GSM 400 and GSM 900 & GSM 850 & GSM 700
	GSM 400 and GSM 900 & GSM 850 & GSM 700
	DCS 1 800
	PCS 1 900
	DCS 1 800 & PCS 1 900 

	class
	Nominal Maximum output
	Tolerance (dB) 

for conditions 
	Nominal Maximum output
	Nominal Maximum output
	Tolerance (dB) 

for conditions 

	
	Power
	normal
	extreme
	power
	power
	normal
	extreme

	E1
	33 dBm 
	±2
	±2,5
	30 dBm 
	30 dBm 
	±2
	±2,5

	E2
	27 dBm 
	±3
	±4
	26 dBm 
	26 dBm 
	-4/+3
	-4,5/+4

	E3
	23 dBm 
	(3
	±4
	22 dBm 
	22 dBm 
	(3
	(4


Maximum output power for 8-PSK in any one band is always equal to or less than GMSK maximum output power for the same equipment in the same band.

A multi band MS has a combination of the power class in each band of operation from the table above. Any combination may be used.

The PCS 1 900, including its actual antenna gain, shall not exceed a maximum of 2 Watts (+33 dBm) EIRP per the applicable FCC rules for wideband PCS services [FCC Part 24, Subpart E, Section 24.232]. Power Class 3 is restricted to transportable or vehicular mounted units.

For GSM 850 MS, including its actual antenna gain, shall not exceed a maximum of 7 Watts (+38,5 dBm) ERP per the applicable FCC rules for public mobile services. [FCC Part 22, Subpart H, Section 22.913]

For GSM 700 MS, including its actual antenna gain, shall not exceed a maximum of 3 Watts (+35 dBm) ERP for handheld devices and maximum of 30 Watts (+45 dBm) ERP for other mobile devices per the applicable FCC rules. [tbd].

The different power control levels needed for adaptive power control (see 3GPP TS 45.008) shall have the nominal output power as defined in the table below, starting from the power control level for the lowest nominal output power up to the power control level for the maximum nominal output power corresponding to the class of the particular MS as defined in the table above. Whenever a power control level commands the MS to use a nominal output power equal to or greater than the maximum nominal output power for the power class of the MS, the nominal output power transmitted shall be the maximum nominal output power for the MS class, and the tolerance specified for that class (see table above) shall apply.

	GSM 400, GSM 900, GSM 850 and GSM 700



	Power control level
	Nominal Output power (dBm)
	Tolerance (dB) for conditions 



	
	
	normal
	extreme

	
	
	
	

	0‑2
	39
	±2
	±2,5

	3
	37
	±3
	±4

	4
	35
	±3
	±4

	5
	33
	±3
	±4

	6
	31
	±3
	±4

	7
	29
	±3
	±4

	8
	27
	±3
	±4

	9
	25
	±3
	±4

	10
	23
	±3
	±4

	11
	21
	±3
	±4

	12
	19
	±3
	±4

	13
	17
	±3
	±4

	14
	15
	±3
	±4

	15
	13
	±3
	±4

	16
	11
	±5
	±6

	17
	9
	±5
	±6

	18
	7
	±5
	±6

	19‑31
	5
	±5
	±6


	DCS 1 800



	Power control level
	Nominal Output power (dBm)
	Tolerance (dB) for conditions



	
	
	normal
	extreme

	
	
	
	

	29
	36
	±2
	±2,5

	30
	34
	±3
	±4

	31
	32
	±3
	±4

	0
	30
	±3
	±4

	1
	28
	±3
	±4

	2
	26
	±3
	±4

	3
	24
	±3
	±4

	4
	22
	±3
	±4

	5
	20
	±3
	±4

	6
	18
	±3
	±4

	7
	16
	±3
	±4

	8
	14
	±3
	±4

	9
	12
	±4
	±5

	10
	10
	±4
	±5

	11
	8
	±4
	±5

	12
	6
	±4
	±5

	13
	4
	±4
	±5

	14
	2
	±5
	±6

	15‑28
	0
	±5
	±6


NOTE 1:
For DCS 1 800, the power control levels 29, 30 and 31 are not used when transmitting the parameter MS_TXPWR_MAX_CCH on BCCH, for cross phase compatibility reasons. If levels greater than 30 dBm are required from the MS during a random access attempt, then these shall be decoded from parameters broadcast on the BCCH as described in 3GPP TS 45.008.

Furthermore, the difference in output power actually transmitted by the MS between two power control levels where the difference in nominal output power indicates an increase of 2 dB (taking into account the restrictions due to power class), shall be +2 ± 1,5 dB. Similarly, if the difference in output power actually transmitted by the MS between two power control levels where the difference in nominal output power indicates an decrease of 2 dB (taking into account the restrictions due to power class), shall be ‑2 ± 1,5 dB.

NOTE 2:
A 2 dB nominal difference in output power can exist for non‑adjacent power control levels e.g. power control levels 18 and 22 for GSM 400 and GSM 900; power control levels 31 and 0 for class 3 DCS 1 800 and power control levels 3 and 6 for class 4 GSM 400 and GSM 900.

A change from any power control level to any power control level may be required by the base transmitter. The maximum time to execute this change is specified in 3GPP TS 45.008.

PCS 1 900

	Power Control Level
	Output Power (dBm)
	Tolerance (dB) for conditions

	
	
	Normal
	Extreme

	22-29
	Reserved
	Reserved
	Reserved

	30
	33
	2 dB
	2,5 dB

	31
	32
	2 dB
	2,5 dB

	0
	30
	3 dB1
	4 dB1

	1
	28
	3 dB
	4 dB

	2
	26
	3 dB
	4 dB

	3
	24
	3 dB1
	4 dB1

	4
	22
	3 dB
	4 dB

	5
	20
	3 dB
	4 dB

	6
	18
	3 dB
	4 dB

	7
	16
	3 dB
	4 dB

	8
	14
	3 dB
	4 dB

	9
	12
	4 dB
	5 dB

	10
	10
	4 dB
	5 dB

	11
	8
	4 dB
	5 dB


	12
	6
	4 dB
	5 dB

	13
	4
	4 dB
	5 dB

	14
	2
	5 dB
	6 dB

	15
	0
	5 dB
	6 dB

	16-21
	Reserved
	Reserved
	Reserved

	NOTE: 
Tolerance for MS Power Classes 1 and 2 is 2 dB normal and 2,5 dB extreme at Power Control Levels 0 and 3 respectively.


The output power actually transmitted by the MS at each of the power control levels shall form a monotonic sequence, and the interval between power steps shall be 2 dB 1,5 dB except for the step between power control levels 30 and 31 where the interval is 1 dB 1 dB.

The MS transmitter may be commanded by the BTS to change from any power control level to any other power control level. The maximum time to execute this change is specified in 3GPP TS 45.008.

For CTS transmission, the nominal maximum output power of the MS shall be restricted to:

-
11 dBm (0,015 W) in GSM 900 i.e. power control level 16;

-
12 dBm (0,016 W) in DCS 1 800 i.e. power control level 9.

In order to manage mobile terminal heat dissipation resulting from transmission on multiple uplink timeslots, the mobile station may reduce its maximum output power by up to  the following values:

	Number of timeslots in uplink assignment
	Permissible nominal reduction of maximum output power, (dB)

	
	

	1
	0 

	2
	3,0

	3
	4,8 

	4
	6,0

	5
	7,0

	6
	7,8

	7
	8,5

	8
	9,0


The actual supported maximum output power shall be in the range indicated by the parameters XXX_MULTISLOT_POWER_PROFILE (See 3GPP TS 24.008) for n assigned uplink timeslots:

a ( MS maximum output power ( min(MAX_PWR, a + b)

Where:

a = min (MAX_PWR, MAX_PWR + XXX_MULTISLOT_POWER_PROFILE – 10log(n));

MAX_PWR equals to the MS maximum output power according to the relevant power class;

XXX_MULTISLOT_POWER_PROFILE refers either to GMSK_MULTISLOT_POWER PROFILE or 8‑PSK_MULTISLOT_POWER_PROFILE depending on the modulation type concerned, and

XXX_MULTISLOT_POWER_PROFILE 0 = 0 dB;

XXX_MULTISLOT_POWER_PROFILE 1 = 2 dB;

XXX_MULTISLOT_POWER_PROFILE 2 = 4 dB;

XXX_MULTISLOT_POWER_PROFILE 3 = 6 dB.

For DCS 1800 and PCS 1900 frequency bands b = 3 dB, for all other bands b = 2 dB.

The supported maximum output power for each number of uplink timeslots shall form a monotonic sequence. The maximum reduction of maximum output power from an assignment of n uplink timeslots to an assignment of n+1 uplink timeslots shall be equal to the difference of maximum permissible nominal reduction of maximum output power for the corresponding number of timeslots, as defined in the table above.

As an exception, in case of a multislot uplink assignment, the first power control step down from the maximum output power is allowed to be in the range 0…2 dB.

In case the MS transmits on more uplink slots than assigned (e.g. due to a polling response, see 3GPP TS 44.060), the MS may reduce uplink power as above for a multislot uplink configuration but as a function of the number of active uplink slots on a TDMA frame basis.

On a multislot uplink configuration the MS may restrict the interslot output power control range to a 10 dB window, on a TDMA frame basis. On those timeslots where the ordered power level is more than 10 dB lower than the applied power level of the highest power timeslot, the MS shall transmit at a lowest possible power level within 10 dB range from the highest applied power level, if not transmitting at the actual ordered power level.

**** next modified subclause(s) ****

4.3
Spurious emissions

[...]

4.3.3
Mobile Station

4.3.3.1
Mobile Station GSM 400, T-GSM 810, GSM 900 and DCS 1 800

The power measured in the conditions specified in subclause 4.3.1a, for a MS when assigned a channel, shall be no more than ‑36 dBm. For R-GSM 900 and T-GSM 900 MS except small MS the corresponding limit shall be ‑42 dBm.

The power measured in the conditions specified in subclause 4.3.1b for a MS, when assigned a channel, shall be no more than (see also note in subclause 4.3.1b above):

‑
250 nW (‑36 dBm) in the frequency band 9 kHz to 1 GHz;

‑
1 µW (‑30 dBm) in the frequency band 1 GHz to 12,75 GHz.

The power measured in a 100 kHz bandwidth for a MS, when not assigned a channel (idle mode), shall be no more than (see also note in subclause 4.3.1 above):

· 2 nW (‑57 dBm) in the frequency bands 9 kHz to 1 000 MHz;

‑
20 nW (‑47 dBm) in the frequency bands 1 ‑ 12.75 GHz,

with the following exceptions:

‑
1.25 nW (‑59 dBm) in the frequency band 880 MHz to 915 MHz;

‑
1.25 nW (‑59 dBm) in the frequency band 870 MHz to 915 MHz for T-GSM 900;

· 5 nW (‑53 dBm) in the frequency band 1,71 GHz to 1,785 GHz;

‑
-76 dBm in the frequency bands 1900 – 1920 MHz, 1920 – 1980 MHz, 2010 – 2025 MHz, and 2110 - 2170 MHz.

NOTE:
The idle mode spurious emissions in the receive band are covered by the case for MS assigned a channel (see below).

When assigned a channel, the power emitted by the MS, when measured using the measurement conditions specified in subclause 4.2.1, but with averaging over at least 50 burst measurements, with a filter and video bandwidth of 100 kHz, for measurements centred on 200 kHz multiples shall be no more than:

-
-62 dBm in the bands 390.2 - 400 MHz and 420.2 - 430 MHz for T-GSM 380 and T-GSM 410 MS only;

‑
-67 dBm in the bands 460.4 – 467.6 MHz and 488.8 - 496 MHz
for GSM400 MS only;

-
-79 dBm in the band 851- 866 MHz  




for T-GSM 810 MS only;
‑
-62 dBm in the band 917 - 925 MHz




for T-GSM 900 MS only;

‑
-60 dBm in the band 921 - 925 MHz




for R-GSM MS only;

‑
-67 dBm in the band 925 - 935 MHz;

‑
-79 dBm in the band 935 –960 MHz;

‑
-71 dBm in the band 1805 - 1880 MHz;

‑
-66 dBm in the bands 1900 - 1920 MHz, 1920 - 1980 MHz, 2010 - 2025 MHz, and 2110 - 2170 MHz..

As exceptions up to five measurements with a level up to ‑36 dBm are permitted in each of the bands 851MHz to 866 MHz, 925 MHz to 960 MHz, 1 805 MHz to 1 880 MHz, 1900 - 1920 MHz, 1920 - 1980 MHz, 2010 - 2025 MHz, and 2110 - 2170 MHz for each ARFCN used in the measurements. For GSM 400 MS, in addition, exceptions up to three measurements with a level up to ‑36 dBm are permitted in each of the bands 460,4 MHz to 467,6 MHz and 488,8 MHz to 496 MHz for each ARFCN used in the measurements.

When hopping, this applies to each set of measurements, grouped by the hopping frequencies as described in subclause 4.2.1.

4.3.3.2
Mobile Station GSM 700, GSM 850 and PCS 1 900
The peak power measured in the conditions specified in subclause 4.3.1a, for a MS when assigned a channel, shall be no more than -36 dBm.

The peak power measured in the conditions specified in subclause 4.3.1b for a MS, when assigned a channel, shall be no more than:

-
-36 dBm in the frequency band 9 kHz to 1 GHz;

-
-30 dBm in all other frequency bands 1 GHz to 12,75 GHz.

The peak power measured in a 100 kHz bandwidth for a mobile, when not assigned a channel (idle mode), shall be no more than:

-
-57 dBm in the frequency bands 9 kHz to 1000 MHz;

-
-53 dBm in the frequency band 1 850 MHz to 1 910 MHz;

-
-47 dBm in all other frequency bands 1 GHz to 12,75 GHz.

The power emitted by the MS in a 100 kHz bandwidth using the measurement techniques for modulation and wide band noise (subclause 4.2.1) shall not exceed:

· -79 dBm in the frequency band 698 MHz to 710 MHz

· -73 dBm in the frequency band 710 MHz to 716 MHz

· -79 dBm in the frequency band 747 MHz to 757 MHz

· -73 dBm in the frequency band 757 MHz to 762 MHz

-
-79 dBm in the frequency band 869 MHz to 894 MHz;

-
-71 dBm in the frequency band 1 930 MHz to 1 990 MHz.

A maximum of five exceptions with a level up to -36 dBm are permitted in each of the band 698 MHz to 716 MHz, 747 MHz to 762 MHz, 869 MHz to 894 MHz and 1 930 MHz to 1 990 MHz for each ARFCN used in the measurements.

**** next subclause for information only ****

6.4
Erroneous frame indication performance

a)
On a speech TCH (TCH/FS, TCH/EFS, TCH/HS, TCH/AFS, TCH/AHS, TCH/WFS, O-TCH/AHS, O-TCH/WFS or O-TCH/WHS) or a SDCCH with a random RF input, of the frames believed to be FACCH, O-FACCH, SACCH, or SDCCH frames, the overall reception performance shall be such that no more than 0,002 % of the frames are assessed to be error free.

b)
On a speech TCH (TCH/FS, TCH/EFS, TCH/HS, TCH/AFS, TCH/AHS, TCH/WFS, O-TCH/AHS, O-TCH/WFS or O-TCH/WHS) with a random RF input, the overall reception performance shall be such that, on average, less than one undetected bad speech frame (false bad frame indication BFI) shall be measured in one minute.

c)
On a speech TCH (TCH/FS, TCH/EFS, TCH/HS, TCH/AFS, TCH/AHS, TCH/WFS, O-TCH/AHS, O-TCH/WFS or O-TCH/WHS), when DTX is activated with frequency hopping through C0 where bursts comprising SID frames, SACCH frames and Dummy bursts are received at a level 20 dB above the reference sensitivity level and with no transmission at the other bursts of the TCH, the overall reception performance shall be such that, on average less than one undetected bad speech frame (false bad frame indication BFI) shall be measured in one minute for MS. This performance shall also be met in networks with one of the configurations described in 3GPP TS 45.002 - annex A, excepted combinations #1 and #6 of table A.2.5.1 for which there is no performance requirement.

d)
On a speech TCH (TCH/FS, TCH/EFS, TCH/HS, TCH/AFS, TCH/AHS, TCH/WFS, O-TCH/AHS, O-TCH/WFS or O-TCH/WHS), when DTX is activated with SID frames and SACCH frames received 20 dB above the reference sensitivity level and with no transmission at the other bursts of the TCH, the overall reception shall be such that, on average, less than one undetected bad speech frame (false bad frame indication BFI) shall be measured in one minute for BTS.

e)
For a BTS on a RACH or PRACH with a random RF input, the overall reception performance shall be such that less than 0,02 % of frames are assessed to be error free.

f)
For a BTS on a PRACH with a random RF input, the overall reception performance shall be such that less than 0,02 % of frames are assessed to be error free.

g) For an MS assigned a USF on a PDCH with a random RF input or a valid PDCH signal with a random USF not equal to the assigned USF, the overall reception shall be such that the MS shall detect the assigned USF in less than 1% of the radio blocks, for GMSK modulated signals and 1 % for 8-PSK modulated signals. This requirement shall be met for all input levels up to –40 dBm for GMSK modulated signal, and up to -40 dBm for 8-PSK modulated signals.

h)
The FER on an SACCH associated to an adaptive speech traffic channel (TCH/AFS, TCH/AHS, TCH/WFS, O-TCH/AHS, O-TCH/WFS or O-TCH/WHS) received at 3 dB below the reference co-channel interference level shall be less than [40%] tested under TU 3 / TU 1.5 propagation conditions.

i)
On a speech TCH (TCH/AFS, TCH/AHS, TCH/WFS, O-TCH/AHS, O-TCH/WFS or O-TCH/WHS), a RATSCCH message, respectively a RATSCCH marker, shall be detected if more than 72% of the bits of the RATSCCH identification field (defined in 3GPP TS 45.003) are matched by the corresponding gross bits of the received frame.
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