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	New Rel-7 IEs related to DTM handover are moved after PS Handover Indications and SI/PSI Container Rel-6 IEs in Source BSS to Target BSS Transparent Container and Target BSS to Source BSS Transparent Container, respectively. 

	
	

	Consequences if 
(

not approved:
	Rel-7 implementation would not be backward compatible with Re-6 implementation.

	
	

	Clauses affected:
(

	11.3.79, 11.3.80

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

First modified section

11.3.79
Source BSS to Target BSS Transparent Container

This information element contains the information needed in the Target BSS to execute a PS Handover.

The element coding is:

Table 11.3.79.a: Source BSS to Target BSS Transparent Container coding

	
	8
	7
	6
	5
	4
	3
	2
	1

	Octet 1
	IEI

	Octet 2, 2a
	Length Indicator

	Octet 3-?
	Source BSS to Target BSS Transparent Container Contents coded as defined in table 11.3.79.b


Table 11.3.79.b: Source BSS to Target BSS Transparent Container Contents

	Information Elements
	Type / Reference
	Presence
	Format
	Length

	MS Radio Access Capability
	MS Radio Access Capability/11.3.22
	M
	TLV
	7-?

	Inter RAT Handover Info
	Inter RAT Handover Info/11.3.94
	O (note 1)
	TLV
	3-?

	Page Mode
	Page Mode/11.3.88
	O (note 2, note 3)
	TLV
	1

	Container ID
	Container ID/11.3.89
	O (note 2)
	TLV
	1

	Global TFI
	Global TFI/11.3.90
	O (note 2, note 3)
	TLV
	1

	
	
	
	
	

	PS Handover Indications
	PS Handover Indications/11.3.95a
	O
	TLV
	3

	CS Indication
	CS Indication/11.3.98
	O (note 3)
	TLV
	3

	NOTE1:
This information element shall be present if available in the source BSS.

NOTE2:
This information element shall be present in case of PS Handover from A/Gb mode.

NOTE3: 
This information element shall be present in case of DTM Handover from A/Gb mode.


Next modified section

11.3.80
Target BSS to Source BSS Transparent Container

This information element contains the information needed in the Source BSS to execute a PS Handover.

The element coding is:
Table 11.3.80.a: Target BSS to Source BSS Transparent Container coding

	
	8
	7
	6
	5
	4
	3
	2
	1

	Octet 1
	IEI

	Octet 2 2a
	Length Indicator

	Octet 3-?
	Target BSS to Source BSS Transparent Container Contents coded as defined in table 11.3.80.b 


Table 11.3.80.b: Target BSS to Source BSS Transparent Container Contents

	Information Elements
	Type / Reference
	Presence
	Format
	Length

	PS Handover Command
	PS Handover Command/11.3.95
	O (Note 2)
	TLV
	4-?

	
	
	
	
	

	SI/PSI Container
	SI/PSI Container/11.3.95b
	O (Note 1)
	TLV
	3-?

	DTM Handover Command
	DTM Handover Command/11.3.97
	O (Note 2)
	TLV
	22-?

	
NOTE 1:
This information element shall be included when requested in the PS-HANDOVER-REQUEST PDU.
NOTE 2:
Only one of these information elements shall be included.
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