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30
Speech teleservices

When an artificial ear is required, the ITU‑T Recommendation P.57 [108] Type 1 artificial ear may be used for up to release 4 handsets.  See below for details.

If requested by the terminal supplier, the ITU‑T Recommendation P.57 [108] Type 3.2 artificial ear shall be used. In this case the following shall apply:

-
either the low leakage option or the high leakage option of Type 3.2 artificial ear may be adopted;

-
the force against the ear shall be as specified in ITU‑T Recommendation P.57 [108];

-
sound pressure measurements shall be referred to the ERP as specified in ITU‑T Recommendation P.57 [108] or DRP according to the Terminal Supplier's request;

-
no leakage correction shall be made in the calculation of RLR (i.e. LE=0).

If requested by the terminal supplier, the ITU‑T Recommendation P.57 [108] Type 3.4 artificial ear may be used for Release 96 MS or later. The positioning is defined in ITU-T Recommendation P.64.

If requested by the terminal supplier, the ITU‑T Recommendation P.57 [108] Type 3.3 artificial ear may be used for Release 96 MS or later. The positioning is defined in ITU-T Recommendation P.64.

Note that for measurement of STMR in release 4 or later MS as specified in 3GPP TS 26.132, the 3.2 ear with the low leakage option shall be used. For release 4 it is also possible to use the type 1 ear.

The manufacturer declares in the IXIT statement which type of artificial ear will be used for teleservices speech testings.

NOTE 1:
An MS may be either a handset MS, a handsfree MS or a combined handset and handsfree MS. The test description for handsfree operation, however, at the moment only covers the stability margin as no test method could be defined for the other parameter.

NOTE 2:
Frequency settings in the following tests are taken from ISO 3, R10 series or R40 series or from table 2 of ITU-T Recommendation P.79. A departure from the nominal frequencies of +5 % below 240 Hz and +2 % at 240 Hz and above is accepted. Any sub-multiple of the sampling frequency of 8 kHz shall be avoided. In the case of 4 kHz the departure is restricted to -2 %.

NOTE 3:
The measurement accuracy for signal level is ±0,2 dB and for sound pressure ±0,6 dB.

NOTE 4:
The digital test signals shall be generated as 8 bit A-law companded PCM signals, which internally in the SS are expanded according to ITU-T Recommendation G.721 (Law=1) to 13 bit linear before being applied to the MS via the DAI.

NOTE 5:
When measuring signal levels on the DAI, a digital measuring instrument is connected to the 64 kbit/s output of the A-law compression equipment in the SS, which is in turn connected to the DAI in the MS.

NOTE 6:
Measurements shall be possible with and without psophometric weighting according to ITU-T Recommendation G.223, table 4.
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