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7.3
Multislot capabilities

The multislot capability of an MBMS capable mobile station shall be such that the mobile station is capable of receiving on up to 5 timeslots per frame and the timeslots shall be assigned within a window of maximum size Rx=6.

An MBMS capable mobile station shall be capable of receiving MBMS: 
-
on up to 4 timeslots simultaneously, if the MS must listen to the (P)BCCH and (P)CCCH in addition to the timeslots assigned for MBMS data transfer; or
-
on up to 5 timeslots simultaneously, if PBCCH/PCCCH is mapped on one of the PDCHs assigned to the MBMS session and the number of timeslots assigned to the PCCCH is equal to one; or
-
on up to 5 timeslots simultaneously, if the network transmits system information and paging messages on the PACCH of the MBMS radio bearer.
NOTE: 
The downlink timeslots could be used to receive multiple MBMS sessions in parallel (see subclause 6.4).

If data transfer is with ARQ (see subclause 6.3), the mobile station shall additionally be capable of transmitting on up to two timeslots. The number of timeslots allocated for the reception of MBMS (m) and the number of timeslots allocated for transmission (n) shall be such that the sum of m and n does not exceed 6 (5 in case the mobile station needs to listen to the (P)BCCH and (P)CCCH in addition to the timeslots assigned for MBMS data transfer).


Regardless of the data transfer method, the mobile station shall additionally be capable of reading the (P)BCCH and the (P)CCCH on up to one additional timeslot in those frames where the mobile station is required to read the (packet) broadcast control channel or the (packet) common control channel. The network can however indicate in the assignment message that the mobile station will receive system information and CS and/or PS paging messages on the PACCH/D of the MBMS radio bearer. In that case, the mobile station shall not listen to the (P)BCCH and the (P)CCCH in parallel to the MBMS data (see sub-clause 6.6).

NOTE:
This will be possible without interrupting the reception of MBMS only if allowed by the relative location of the (packet) control channels and of the MBMS traffic channel and depending on the number of timeslots allocated to MBMS (see Annex B), unless system information for the serving cell and CS and/or PS paging messages are transferred on the PACCH/D.

If the number of timeslots allocated to the (P)CCCH is higher than one, the number of timeslots on which MBMS can be received may be reduced.
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