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80
Generic Access default conditions, message contents and macros

80.1
Default test conditions

The following default test conditions shall apply if not stated otherwise within an individual test description.

80.1.1
Unlicensed Radio Access

80.1.1.1
IEEE 802.11

	
	Setting

	Channel 
	7 

	SSID
	GAN_1

	SSID-Broadcast
	On

	Ciphering
	Off

	Mode
	Infrastructure


80.1.1.2
Bluetooth

	
	Setting

	Profile
	PAN


80.1.2 
Protocol Settings

80.1.2.1
Dynamic Host Configuration Protocol - DHCP

	
	Setting

	Server IP-Address
	192.168.11.1

	Port
	67

	Client (Transport) IP Range Pool
	192.168.11.10 - 15

	Address Mask
	255.255.255.0

	Default Gateway
	 192.168.11.1


80.1.2.2
Domain Name System – DNS

80.1.2.2.1
Public DNS Server

	
	Setting

	Server IP-Address
	192.168.11.16

	Port
	53


The following entries should be used:

	
	FQDN
	IP

	Provisioning SEGW
	psgw.gan.mnc001.mcc001.3gppnetwork.org
	192.168.11.32  

	Default SEGW
	dsgw.default.gan
	192.168.11.33 

	Serving SEGW
	ssgw.serving.gan
	192.168.11.34 


80.1.2.2.2
DNS associated with GANC

	
	Setting

	Server IP-Address
	172.16.0.144

	Port
	53


The following entries should be used:

	
	FQDN
	IP 

	Provisioning GANC
	gan.mnc001.mcc001.3gppnetwork.org
	172.16.0.192 

	Default GANC
	gan.default.gan
	172.16.0.193

	Serving GANC
	gan.serving.gan
	172.16.0.194


80.1.2.3
Secure Gateway (SEGW)
	
	FQDN
	IP 

	Provisioning SEGW
	psgw.gan.mnc001.mcc001.3gppnetwork.org
	192.168.11.32 

	Default SEGW
	dsgw.default.gan
	192.168.11.33 

	Serving SEGW
	ssgw.serving.gan
	192.168.11.34


80.1.2.4
Generic Access Network Controller (GANC)
	
	FQDN
	IP 

	Provisioning GANC
	gan.mnc001.mcc001.3gppnetwork.org
	172.16.0.192 

	Default GANC
	gan.default.gan
	172.16.0.193

	Serving GANC
	gan.serving.gan
	172.16.0.194


The TCP port used for Discovery and Registration is port number 14001 (see 44.318: 12.2.1)

80.1.2.5
Secure Internet Protocol - IPsec

All cryptographic suites must be supported on SS side.

	
	Setting

	Client (Local) IP Range Pool
	172.16.0.202 -217 


80.2
Default message contents
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