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[next modified section]
Table B.1a: Applicability of tests - Conditions definitions

	C1
	IF NOT A.25/50 THEN A ELSE N/A
	-- NOT TSPC_AddInfo_ApplAlwaysRun

	C2
	IF A.25/1 THEN A ELSE N/A
	-- TSPC_AddInfo_HalfRate

	C3
	IF A.5/14 AND A.5/13 THEN A ELSE N/A
	-- TSPC_Serv_SS_AoCC AND TSPC_Serv_SS_AoCI

	C4
	IF A.5/14 THEN A ELSE N/A
	-- TSPC_Serv_SS_AoCC


[next modified section]
	C388
	IF A.2/41 AND A.2/72 AND NOT A.2/42 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_GERAN_FEATURE_PACKAGE_1 AND NOT TSPC_EGPRS

	C389
	IF A.2/41 AND A.2/72 AND A.25/84 AND A.25/128 AND NOT A.2/42 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_GERAN_FEATURE_PACKAGE_1 AND TSPC_AddInfo_mor1PDP_CA AND TSPC_AddInfo_NewULDataInNewPDP_while_ULTransferInOldPDP AND NOT TSPC_EGPRS

	C390
	IF A.25/137 OR A.25/133 OR A.25/136 THEN A ELSE N/A
	-- TSPC_TCH_WFS OR TSPC_O-TCH_WFS OR TSPC_O-TCH_WHS

	C391
	IF (A.25/136 OR A.25/131) THEN A ELSE N/A
	-- TSPC_O-TCH_WHS OR TSPC_O-TCH_AHS

	C392
	IF A.25/136 AND NOT A.25/132 THEN A ELSE N/A
	-- TSPC_O-TCH_WHS AND NOT TSPC_Improv_RX_perform

	C393
	IF A.25/2 AND  NOT (A.25/79 AND A.25/113) THEN A ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_1 AND NOT (TSPC_AddInfo_Full_rate_version_3 AND TSPC_AMR_LoopBack)

	C394
	IF (A.25/2 OR A.25/3) AND  (NOT (A.25/79 OR A.25/112) OR NOT A.25/113) THEN A ELSE N/A
	-- (TSPC_AddInfo_Full_rate_version_1 OR TSPC_AddInfo_Half_rate_version_1) AND  (NOT (TSPC_AddInfo_Full_rate_version_3 OR TSPC_AddInfo_Half_rate_version_3) OR NOT TSPC_AMR_LoopBack)

	C395
	IF A.25/133 AND A.25/113 THEN A ELSE N/A
	-- TSPC_O-TCH_WFS AND TSPC_AMR_LoopBack

	C396
	IF A.25/137 AND NOT A.25/132 THEN A ELSE N/A
	-- TSPC_TCH_WFS AND NOT TSPC_Improv_RX_perform

	C397
	IF A.3/3 AND (A.25/36) AND NOT (A.25/138) THEN A ELSE N/A
	-- TSPC_Serv_TS21 AND TSPC_Addinfo_StoreRcvSMSSIM AND NOT (TSPC_AddInfo_OverwriteRcvClass2SMSSIM)

	Note1:
This test case concerns a feature introduced in R97, but it is applicable only for R99 and later as it has been created late.
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