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Annex B (normative):
Applicability of the individual test

[…]
Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported

	11.1.1
	Mobile Terminated (MT) calls
	Phase 2
	Each MT Bearer Service and MT Teleservice supported by the MS
	
	C31
	
	

	11.1.2
	Mobile Originated (MO) calls
	Phase 2
	Each MO Bearer Service and MO Teleservice supported by the MS
	
	C36
	
	


[…]
	26.8.3
	User to user signalling
	Phase 2
	MS supporting at least one MT circuit switched basic service
	
	C31
	
	

	26.9.2
	Structured procedures/MS originated call/early assignment
	Phase 2
	MS supporting at least one teleservice (except emergency call and dual service)
	
	C131
	TSPC_AddInfo_Full_rate_version_1
TSPC_AddInfo_Half_rate_version_1
TSPC_AddInfo_Half_rate_version_3
	

	26.9.3
	Structured procedures/MS originated call/late assignment
	Phase 2
	MS supporting at least one teleservice (except emergency call and dual service)
	
	C131
	TSPC_AddInfo_Full_rate_version_1
TSPC_AddInfo_Half_rate_version_1
TSPC_AddInfo_Half_rate_version_3
	

	26.9.4
	Structured procedures/MS terminated call/early assignment
	Phase 2
	MS supporting at least one teleservice (except emergency call and dual service)
	
	C131
	TSPC_AddInfo_Full_rate_version_1
TSPC_AddInfo_Half_rate_version_1
TSPC_AddInfo_Half_rate_version_3
TSPC_AddInfo_ImmConn
	

	26.9.5
	Structured procedures/MS terminated call/late assignment
	Phase 2
	MS supporting at least one teleservice (except emergency call and dual service)
	
	C131
	TSPC_AddInfo_Full_rate_version_1
TSPC_AddInfo_Half_rate_version_1
TSPC_AddInfo_Half_rate_version_3

TSPC_AddInfo_ImmConn
	

	26.9.6.1.1
	Structured procedures/emergency call/idle updated/preferred channel rate
	Phase 2
	MS supporting speech
	
	C52
	TSPC_AddInfo_Half_rate_version_1
TSPC_AddInfo_Half_rate_version_3

TSPC_R99_Emerg
	

	26.9.6.1.2
	Structured procedures/emergency call/idle updated, non-preferred channel rate
	Phase 2
	MS supporting half-rate speech
	
	Cxx1
	TSPC_AddInfo_Half_rate_version_1
TSPC_AddInfo_Half_rate_version_3

TSPC_R99_Emerg
	

	26.9.6.2.1
	Structured procedures/emergency call/idle, no IMSI/accept case
	Phase 2
	MS supporting speech
	
	C52
	
	

	26.9.6.2.2
	Structured procedures/emergency call/idle, no IMSI/reject case
	Phase 2
	MS supporting speech
	
	C52
	
	

	26.9.7
	Directed Retry/Mobile Originated Call
	Phase 2
	MS supporting at least one teleservice (except emergency call and dual service)
	
	C131
	TSPC_AddInfo_HalfRate
	

	26.9.8
	Directed Retry/Mobile Terminated Call
	Phase 2
	MS supporting at least one teleservice (except emergency call and dual service)
	
	C131
	TSPC_AddInfo_HalfRate TSPC_AddInfo_ImmConn
	

	26.10.2.1
	E-GSM or R-GSM signalling/RR/Measurement
	Phase 2
	MS supporting E-GSM or R-GSM and supporting CC protocol for at least one Bearer Capability
	
	C123
	
	


[…]
Table B.1a: Applicability of tests - Conditions definitions

	C1
	IF NOT A.25/50 THEN A ELSE N/A
	-- NOT TSPC_AddInfo_ApplAlwaysRun

	C2
	IF A.25/1 THEN A ELSE N/A
	-- TSPC_AddInfo_HalfRate

	C3
	IF A.5/14 AND A.5/13 THEN A ELSE N/A
	-- TSPC_Serv_SS_AoCC AND TSPC_Serv_SS_AoCI

	C4
	IF A.5/14 THEN A ELSE N/A
	-- TSPC_Serv_SS_AoCC

	C5
	IF A.25/11 THEN A ELSE N/A
	-- TSPC_AddInfo_AsyncNonTransData

	C6
	IF A.25/10 THEN A ELSE N/A
	-- TSPC_AddInfo_AsyncData

	C7
	IF A.2/26 THEN A ELSE N/A
	-- TSPC_Feat_Autocall

	C8
	IF A.2/26 AND A.25/56 THEN A ELSE N/A
	-- TSPC_Feat_Autocall  AND TSPC_AddInfo_AutocallBnoGreaterM

	C9
	IF A.2/22 THEN A ELSE N/A
	-- TSPC_Feat_BO

	C10
	IF A.25/17 THEN A ELSE N/A
	-- TSPC_AddInfo_fullRate48

	C11
	IF A.25/5 THEN A ELSE N/A
	-- TSPC_AddInfo_FullRateData

	C12
	IF A.25/6 THEN A ELSE N/A
	-- TSPC__Addinfo_HalfRateData

	C13
	IF A.25/3 THEN A ELSE N/A
	-- TSPC_AddInfo_Half_rate_version_1


[…]
	C407
	IF A.25/114 AND A.25/20 THEN A ELSE N/A
	-- TSPC_AddInfo_TTY AND TSPC_AddInfo_MOsvc

	C408
	IF A.25/114 AND A.25/19 THEN A ELSE N/A
	-- TSPC_AddInfo_TTY AND TSPC_AddInfo_MTsvc

	Cxx1
	IF A.25/3 OR A.25/112 THEN A ELSE N/A
	TSPC_AddInfo_Half_rate_version_1 OR TSPC_AddInfo_Half_rate_version_3

	Note1:
This test case concerns a feature introduced in R97, but it is applicable only for R99 and later as it has been created late.
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