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12.5.3
EGPRS BEP Link Quality Measurements IE

The EGPRS BEP Link Quality measurements IE.

Table 12.5.3.1: EGPRS BEP Link Quality Information elements

	<EGPRS BEP Link Quality Measurements IE> ::=


{ 0 | 1
< GMSK_MEAN_BEP : bit (5) >




< GMSK_CV_BEP : bit (3) >}


{ 0 | 1
< 8PSK_MEAN_BEP : bit (5) >




< 8PSK_CV_BEP : bit (3) > };


Table 12.5.3.2 : EGPRS BEP Link Quality Information Elements details

	GMSK_MEAN_BEP (5 bit field)
This field contains the mean value of the Bit Error Probability of the channel averaged over all time slots in the TBF for GMSK. It is GMSK_MEAN_BEP on data blocks and control blocks with the MS’s own TFI, refer to 3GPP TS 45.008

	8PSK_MEAN_BEP (5 bit field)
This field contains the mean value of the Bit Error Probability of the channel averaged over all time slots in the TBF for 8 PSK. It is 8PSK_MEAN_BEP on data blocks with the MS’s own TFI, refer to 3GPP TS 45.008.

	GMSK_CV_BEP (3 bit field)
This field contains the variation co-efficient for the Bit Error Probability averaged over all time slots of the TBF for GMSK. It is GMSK_CV_BEP on data blocks and control blocks with the MS’s own TFI, refer to 3GPP TS 45.008.

	8PSK_CV_BEP (3 bit field)
This field contains the variation co-efficient for the Bit Error Probability averaged over all time slots of the TBF for 8 PSK. It is 8PSK_MEAN_BEP on data blocks with the MS’s own TFI, refer to 3GPP TS 45.008.


12.5.4
EGPRS Timeslot Link Quality Measurements IE

The EGPRS Timeslot Link Quality measurements IE. Information to be included within this IE is indicated by the LINK_QUALITY_MEASUREMENT_MODE field within the Packet Downlink Assignment and Packet Timeslot Reconfigure messages.

Table 12.5.4.1: EGPRS Timeslot Link Quality Measurements Information elements

	<EGPRS Timeslot Link Quality Measurements IE> ::=

{ 0 | 1< BEP_MEASUREMENTS : BEP Measurement Report Struct >}

{ 0 | 1 < INTERFERENCE_MEASUREMENTS : Interference Measurement Report Struct >};



	< BEP Measurement Report Struct > ::=


{ 0 | 1
{ 0 <GMSK_MEAN_BEP _TN0 : bit (4) >




| 1 < 8PSK_MEAN_BEP _TN0 : bit (4) >}}


{ 0 | 1
{ 0 <GMSK_MEAN_BEP _TN1 : bit (4) >




| 1 < 8PSK_MEAN_BEP _TN1 : bit (4) >}}


{ 0 | 1
{ 0 <GMSK_MEAN_BEP _TN2 : bit (4) >




| 1 < 8PSK_MEAN_BEP _TN2 : bit (4) >}}


{ 0 | 1
{ 0 <GMSK_MEAN_BEP _TN3 : bit (4) >




| 1 < 8PSK_MEAN_BEP _TN3 : bit (4) >}}


{ 0 | 1
{ 0 <GMSK_MEAN_BEP _TN4 : bit (4) >




| 1 < 8PSK_MEAN_BEP _TN4 : bit (4) >}}


{ 0 | 1
{ 0 <GMSK_MEAN_BEP _TN5 : bit (4) >




| 1 < 8PSK_MEAN_BEP _TN5 : bit (4) >}}


{ 0 | 1
{ 0 <GMSK_MEAN_BEP _TN6 : bit (4) >




| 1 < 8PSK_MEAN_BEP _TN6 : bit (4) >}}


{ 0 | 1
{ 0 <GMSK_MEAN_BEP _TN7 : bit (4) >




| 1 < 8PSK_MEAN_BEP _TN7 : bit (4) >} };



	< Interference Measurement Report Struct > ::=

{ 0 | 1 < I_LEVEL_TN0 : bit (4) > }

{ 0 | 1 < I_LEVEL_TN1 : bit (4) > }

{ 0 | 1 < I_LEVEL_TN2 : bit (4) > }

{ 0 | 1 < I_LEVEL_TN3 : bit (4) > }

{ 0 | 1 < I_LEVEL_TN4 : bit (4) > }

{ 0 | 1 < I_LEVEL_TN5 : bit (4) > }

{ 0 | 1 < I_LEVEL_TN6 : bit (4) > }

{ 0 | 1 < I_LEVEL_TN7 : bit (4) > };


Table 12.5.4.2: EGPRS Timeslot Link Quality Measurements Information Elements details

	GMSK_MEAN_BEP_TN0 (4 bit field)
GMSK_MEAN_BEP_TN1 (4 bit field)
GMSK_MEAN_BEP_TN2 (4 bit field)
GMSK_MEAN_BEP_TN3 (4 bit field)
GMSK_MEAN_BEP_TN4 (4 bit field)
GMSK_MEAN_BEP_TN5 (4 bit field)
GMSK_MEAN_BEP_TN6 (4 bit field)
GMSK_MEAN_BEP_TN7 (4 bit field)

These fields contain the mean bit errror probability value calculated on timeslots 0 through 7 for GMSK modulation, refer to 3GPP TS 45.008. These fields are transferred only when the mobile station is in packet transfer mode. It is the mean bit error probability value on data blocks and control blocks with the MS’s own TFI.

	8PSK_MEAN_BEP_TN0 (4 bit field)
8PSK_MEAN_BEP_TN1 (4 bit field)
8PSK_MEAN_BEP_TN2 (4 bit field)
8PSK_MEAN_BEP_TN3 (4 bit field)
8PSK_MEAN_BEP_TN4 (4 bit field)
8PSK_MEAN_BEP_TN5 (4 bit field)
8PSK_MEAN_BEP_TN6 (4 bit field)
8PSK_MEAN_BEP_TN7 (4 bit field)

These fields contain the mean bit errror probability value calculated on timeslots 0 through 7 for 8PSK modulation, refer to 3GPP TS 45.008. These fields are transferred only when the mobile station is in packet transfer mode. It is the mean bit error probability value on data blocks with the MS’s own TFI.

	I_LEVEL_TN0 (4 bit field)

I_LEVEL_TN1 (4 bit field)

I_LEVEL_TN2 (4 bit field)

I_LEVEL_TN3 (4 bit field)

I_LEVEL_TN4 (4 bit field)

I_LEVEL_TN5 (4 bit field)

I_LEVEL_TN6 (4 bit field)

I_LEVEL_TN7 (4 bit field)

These fields contain the  value calculated on timeslots 0 through 7, respectively. The  value is defined in 3GPP TS 45.008. These fields are encoded relative to C_VALUE as defined for the mapping defined in 3GPP TS 45.008 for interference level (I_LEVEL):

bit

4 3 2 1

0 0 0 0
I_LEVEL 0

0 0 0 1
I_LEVEL 1

...

1 1 1 0
I_LEVEL 14

1 1 1 1
I_LEVEL 15
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