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22.13
Enhanced Power Control (EPC) timing and measurement reporting in single slot operation.
22.13.1
Definition and applicability

The EPC is Rel-5 feature which is part of GERAN Feature Package 2, see 3GPP TS 24.008. The EPC signalling is mapped onto every SACCH burst, allowing a control interval of 120 ms. It can be used with any speech traffic channel (both GMSK and 8PSK modulated) and does not impact the speech channel coding. The EPC is based on differential control to adjust the employed RF power level, see 3GPP TS 45.008.
22.13.2
Test conformance

1. The MS shall employ the most recently commanded EPC power control level, as indicated by the EPC Uplink Power Control Command sent on the corresponding EPCCH in the downlink. The EPC Uplink Power Control Command is sent once every EPC reporting period, see 3GPP TS 45.008 subclause 8.4.1b. The MS shall ignore the Ordered MS Power Level sent in the SACCH L1 header in the downlink, 3GPP TS 45.008, subclause 4.2.
2. When on a channel in EPC mode, the MS shall use the EPCCH in the uplink for EPC measurement reporting, 3GPP TS 45.008 subclause 4.2.

3. When on a channel in EPC mode, the MS shall confirm, in the SACCH L1 header on the uplink, the RF power control level at the last burst of the previous SACCH period, as specified for normal power control, 3GPP TS 45.008, subclause 4.2

4. If a power control command is received but the requested output power is not supported by the MS, the MS shall use the supported output power which is closest to the requested output power, 3GPP TS 45.008, subclause 4.3

5. The enhanced power control mechanism shall use the differential power control mechanism defined in  3GPP TS 45.008, subclause 4.3

6. When the MS is ordered to obey the Ordered MS Power Level, the timing according to 3GPP TS 45.008 subclause 4.7.1 applies, see 3GPP TS 45.008, subclause 4.7.3

7. When the MS is ordered to obey the EPC Uplink Power Control Command, it shall, upon receipt of an EPC Uplink Power Control Command on an EPCCH in the downlink, change to the new power level on the corresponding uplink channel at the first TDMA frame belonging to the next EPC reporting period (as specified in 3GPP TS 45.008 subclause 8.4.1b), see 3GPP TS 45.008, subclause 4.7.3

22.13.3
Test purpose

1. To verify that power level changes using EPC are implemented by the MS in accordance with conformance requirements 1, 5 and 7.

2. To verify that power control commands requesting levels not supported by the MS are treated in accordance with conformance requirement 4.

3. To verify that the RF power control level confirmed by the MS is in accordance with conformance requirement 3.

4. To verify that the EPC measurement reporting in accordance with conformance requirement 2.
5. To verify that the timing cycle in EPC mode is in accordance with conformance requirements 6 and 7.
22.13.4
Test method

22.13.4.1
Initial conditions

A call is set up by the SS according to the generic call set up procedure for single slot configuration on a channel with ARFCN in the Mid ARFCN range (see table 3.3). The power control level is set to maximum power using normal power control.
Specific PICS statements:

-
PIXIT statements:
-
22.13.4.2
Procedure

If the MS supports both GMSK and 8PSK modulation on the uplink, the test is repeated with each modulation format.
a)  Using the normal power control mechanism, the SS shall command the MS to transmit at power level 8 (14dBm) in the case of DCS 1 800 and PCS 1 900 or power level 15 (13 dBm) in the case of all other bands on the  TCH/O-TCH, see 3GPP TS 45.005, clause 4. After 1s, see 3GPP TS45.008, clause 4.71 a power measurement shall be made.
NOTE:
The method of measuring the MS transmitter output power is given in subclause 13.3. For 8PSK modulation, a measurement method for estimating the long term average power from a single burst shall be employed. See subclouse 13.17.3. 

b)  The SS shall command the MS to switch from normal power control to EPC by means of the SACCH L1 header (see 3GPP TS 44.004). The SS shall note the MS TX power reported by the MS in the EPC reporting period following the change from normal power control to EPC.
c) The SS shall command the MS to follow the schedule of enhanced power control detailed in table 22.13-1 below. The SS shall make power measurements during frame n of each SACCH period when enhanced power control is active. These power measurements shall be referred to as Pn,m respectively.
Table 22.13-1: EPC Timing and Reporting
	EPC 

Reporting 

Period 

Number
	EPC Uplink Power Control Command
	Nominal Output

Power during EPC

Reporting Period

Bands other than DCS 1 800 and PCS 1 900 
	Nominal Output 

Power during EPC Reporting Period

DCS 1 800 & PCS 1 900
	Pm,n

	0
	1 Step Decrease
	13 dBm
	14 dBm 
	P1,0

	1
	1 Step Decrease
	11 dBm
	12 dBm
	P1,12

	2
	1 Step Decrease
	9 dBm
	10 dBm
	P1,38

	3
	1 Step Decrease
	7 dBm
	8 dBm
	P1,64

	4
	1 Step Decrease
	5 dBm
	6 dBm
	P1,90

	5
	1 Step Decrease
	5 dBm
	4 dBm
	P2,12

	6
	1 Step Decrease
	5 dBm
	2 dBm
	P2,38

	7
	1 Step Decrease
	5 dBm
	0 dBm
	P2,64

	8
	2 Step Increase
	5 dBm
	0 dBm
	P2,90

	9
	2 Step Increase
	9 dBm
	4 dBm
	P3,12

	10
	2 Step Increase
	13 dBm
	8 dBm
	P3,38

	11
	2 Step Increase
	17 dBm
	12 dBm
	P3,64

	12
	2 Step Increase
	21 dBm
	16 dBm
	P3,90

	13
	2 Step Increase
	Min (25 dBm, Pmax) for 8PSK
25 dBm for GMSK
	20 dBm
	P4,12

	14
	2 Step Increase
	Min (29 dBm, Pmax) for 8PSK
29 dBm for GMSK
	Min (24 dBm, Pmax) for 8PSK
24 dBm for GMSK
	P4,38

	15
	4 Step Increase
	Min (33 dBm, Pmax)
	Min (28 dBm, Pmax)
	P4,64

	16
	2 Step Decrease
	Pmax
	Pmax 
	P4,90

	17
	1 Step Increase
	Pmax – 4 dB
	Pmax – 4 dB
	P5,12

	18
	2 Step Decrease
	Pmax – 2 dB
	Pmax – 2 dB
	P5,38

	19
	3 Step Increase
	Pmax – 6 dB
	Pmax – 6 dB
	P5,64

	20
	2 Step Decrease
	Pmax
	Pmax 
	P5,90

	21
	2 Step Decrease
	Pmax – 4 dB 
	Pmax – 4 dB 
	P6,12

	22
	4 Step Increase
	Pmax – 8 dB 
	Pmax – 8 dB 
	P6,38

	23
	No Change
	Pmax 
	Pmax 
	P6,64





Pmax is the maximum power for the mobile class, see table 22.13-3.




Pm,n values refer to the power measured in the n-th frame of the m-th  SACCH multiframe.
d) The SS shall command the MS to switch to normal power control. The SS shall note the MS TX power reported by the MS in the SACCH reporting period following the change from EPC to normal power control.
22.13.5
Test requirement
a)
The power measured in steps a) and b) shall be 14dBm in the case of DCS 1 800 and PCS 1 900 and 13dBm in the case of all other bands. In all cases the tolerance shall be ±3 dB.
b)
The powers measured in step c) shall conform with the power specifications in the following table 22.13-2.
Table 22.13-2: EPC Power Measurements
	Pm,n
	Bands other than DCS 1 800 and PCS 1 900
	DCS 1 800/PCS 1 900
	Tolerance

	P1,0
	13 dBm
	14 dBm 
	±3 dB

	P2,90
	5 dBm
	0 dBm
	±5 dB

	P4,90
	Pmax
	Pmax 
	±2 dB

	P5,12
	Pmax – 4 dB
	Pmax – 4 dB
	±3 dB

	P5,38
	Pmax – 2 dB
	Pmax – 2 dB
	±3 dB

	P5,64
	Pmax – 6 dB
	Pmax – 6 dB
	±3 dB

	P5,90
	Pmax
	Pmax
	±2 dB

	P6,12
	Pmax – 4 dB
	Pmax – 4 dB 
	±3 dB

	P6,38
	Pmax – 8 dB
	Pmax – 8 dB 
	±3 dB

	P6,64
	Pmax
	Pmax 
	±2 dB


c)
The power level reported by the MS in step d) shall be  MS TX level corresponding to Pmax for the MS power class, see bellow table 22.13-3.
Table 22.13-3: The MS maximum output power for GMSK and 8PSK modulation
	Power

class
	Bands except DCS 1 800 and PCS 1 900Nominal 

Maximum

output

power
	Bands except DCS 1 800 and PCS 1 900 Tolerance

(dB) 

for normal 

conditions
	DCS 1 800

Nominal 

Maximum 

output

power
	PCS 1900

Nominal 

Maximum

Output

power
	DCS 1 800 & PCS 1 900

Tolerance (dB)

for normal 

conditions

	1
	‑ ‑ ‑ ‑ ‑ ‑
	
	30 dBm
	30 dBm
	±2

	2
	39 dBm
	
	24 dBm
	24 dBm
	±2

	3
	37 dBm
	
	36 dBm
	33 dBm
	±2

	4
	33 dBm
	
	
	
	±2

	5
	29 dBm
	
	
	
	±2

	E1
	33 dBm
	±2
	30 dBm
	30 dBm
	±2

	E2
	27dBm
	±3
	26 dBm
	26 dBm
	-4/+3

	E3
	23dBm
	±3
	22 dBm
	22 dBm
	±3


23
Single frequency reference

23.1
Definition

The MS is required to use one single frequency reference for both RF generation/reception and baseband signals. A test method to verify this is not available.
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