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14.4.26
Co-channel rejection - O-TCH/WFS-INB

14.4.26.1
Definition

The co-channel rejection is a measure of the capability of the receiver to receive a wanted modulated signal without exceeding a given degradation due to the presence of an unwanted modulated signal, both signals being at the nominal frequency of the receiver.

14.4.26.2
Conformance requirement

For GMSK modulated speech channels for wideband AMR, and for 8-PSK modulated speech channels for AMR, associated control channels and inband signalling, the minimum input signal level for which the reference performance shall be met is specified in table 1f and 1g respectively for normal BTS, according to the type of channel and the propagation condition. The reference performance shall be:

	‑
	for speech channels (TCH/WFSy)
	FER
	:
	 £ 1%

	‑
	for speech channels (O-TCH/AHSy, O-TCH/WFSy, O-TCH/WHSy) 
	FER
	:
	 £ 1%

	‑
	for fast associated control channels (O-FACCH/F, O-FACCH/H) 
	FER
	:
	£ 5%

	-
	for inband signalling channels  (TCH/WFS-INB, O-TCH/AHS-INB, O-TCH/WFS-INB, O-TCH/WHS-INB) 
	FER
	:
	£ 0,5%

	-
	for EVSIDUR and EVRFR
	FER
	:
	£ 1%


where y denotes the codec rate. All other requirements in tables 1f and 1g shall be fulfilled at this input level for reference performance.

For other equipment than normal BTS, the levels shall be corrected by the values in the table below, describing the reference performance level correction factors for packet switched channels. Furthermore, for all classes of MS supporting 8-PSK speech channels, an additional +2 dB adjustment applies for 8-PSK modulated speech channels.

3GPP TS 45.005; Subcluase 6.2

The reference interference performance (for cochannel, C/Ic, or adjacent channel, C/Ia) in terms of frame erasure, bit error or residual bit error rates (whichever appropriate) is specified in table 2, according to the type of channel and the propagation condition. The performance requirements for GSM 400 and GSM 700 systems are as for GSM 900 in table 2, except that the GSM 400 MS speed is doubled from that of GSM 900, e.g. TU50 becomes TU100, and the GSM 700 MS speed is increased by a factor of 1.2, e.g. TU50 becomes TU60. The actual interference ratio is defined as the interference ratio for which this performance is met. The actual interference ratio shall be less than a specified limit, called the reference interference ratio. The reference interference ratio shall be, for BTS and all types of MS:

	‑
	for cochannel interference
	C/Ic
	=
	9 dB

	‑
	for adjacent (200 kHz) interference
	C/Ia1
	=
	‑9 dB

	‑
	for adjacent (400 kHz) interference
	C/Ia2
	=
	‑41 dB

	‑
	for adjacent (600 kHz) interference
	C/Ia3
	=
	‑49 dB


For 8-PSK modulated speech channels (AMR and AMR-WB), ECSD channels and 8-PSK modulated packet-switched channels, the wanted input signal level shall be: - 93 dBm + Ir + Corr, where:


Ir = the interference ratio according to tables 2b and 2c for packets switched channels, tables 2d and 2e for ECSD and table 2k for speech (AMR and AMR-WB) and associated control channels.
Corr = the correction factor for reference performance according to subclause 6.2

The levels shall be corrected by the following values:

	MS, 8-PSK modulated signals
	

	for GSM 400, GSM 900, GSM 850 and GSM 700 small MS
	0 dB

	for other GSM 400, GSM 900, GSM 850 and GSM 700 MS
	-2 dB

	for DCS 1 800 and PCS 1900 class 1 or class 2 MS
	0 dB

	for other DCS 1 800 and PCS 1900 MS
	-2 dB


3GPP TS 45.005; Subcluase 6.3

The delays associated with Loop I remain constant for all of the following circumstances:

-
For a given MS implementation.

-
For the duration of the MS being powered on.

3GPP TS 44.014 subclause 5.1.7a.1.

14.4.26.3
Test purpose

To verify that the MS does not exceed conformance requirement under propagation condition TU high without frequency hopping with an allowance for the statistical significance of the test.

14.4.26.4
Method of test

14.4.26.4.1
Initial conditions

A call is set up according to the generic call set up procedure on O-TCH/WFS with an ARFCN in the mid ARFCN range, power control level set to maximum power.

The multirate configuration indicates the use of the following set of codecs modes:

	Codec Mode
	O-TCH/WFS in kbit/s

	CODEC_MODE_4
	23,85

	CODEC_MODE_3
	12,65

	CODEC_MODE_2
	8,85

	CODEC_MODE_1
	6,60


The Initial Codec Mode shall be set to the lowest codec mode (CODEC_MODE_1).

The following decision threshold and hysteresis values in terms of normalised carrier to interference ratio (C/Inorm), shall apply for Codec Mode Command / Request (MC, MR):

	MC'/MR'
	THR_MC_Dn(MC)/
THR_MR_Dn(MR)
	THR_MC_Up(MC)/
THR_MR_Up(MR)

	CODEC_MODE_4
	18,5 dB
	+∞

	CODEC_MODE_3
	12,5 dB
	20,5 dB

	CODEC_MODE_2
	6,5 dB
	14,5 dB

	CODEC_MODE_1
	~∞
	8,5 dB


The SS transmits Standard Test Signal C1 on the traffic channel using the Initial Codec Mode (ICM).

The SS continuously sends a CMC corresponding to the highest codec mode (CODEC_MODE_4).

The SS commands the MS to loop back in band signaling codewords by closing a Loop I.

14.4.26.4.2
Procedure

a)
In addition to the wanted signal, the SS produces an independent, uncorrelated interfering signal, Standard Test Signal I1 (unwanted signal).


The unwanted signal is continuous and has no fixed relationship with the bit transitions of the wanted signal. Its amplitude is set to (-93 + Corr +2) dBm (where Corr is the correction factor from 14.4.26.2). The C/I (interference ratio) shall be set by modifying the wanted signal
The interference ratios C/Ic for the specific frequency bands are set arccording table 14.4.26-1 or 14.4.26-2..

The fading characteristic of the wanted and the interfering signal is TU high.

b)
The SS shall change the Codec Mode Indication and Codec Mode Command at to the neighbour mode every 22 speech frames (440 ms) by following a scanning pattern (1->2->3->4->4->3->2->1). CMI should initially be increased. CMC should initially be decreased. The CMIC/MC shall be repeated until the minimum required number of frame samples has been sent to the MS.

c)
The SS compares the in band signalling codewords/frames it sends to the MS with the in band signalling codewords/frames which are looped back from the receiver after demodulation and decoding, and checks for in band signalling (CMI/CMC) frame errors.

d)
The SS determines the frame error events by examining sequences of at least the minimum number of samples of consecutive frames. All frames should be considered when computing the frame error rate: those corresponding to a downlink CMI/CMC transitions and those without downlink CMI/CMC transitions.

NOTE:
The delays associated with Loop I are not specified, and will be MS implementation dependant. Loop I should be considered as having two separate parts (DL CMC -> UL CMI and DL CMI -> UL CMR). The delays associated with the two parts may differ. The SS should ensure that the correctly looped inband bits are compared. The delays associated with Loop I will remain constant for the duration of the test, thus every UL frame received by the SS will have only one possible expected value.

Maximum/Minimum Duration of Test


Maximum/minimum: 19 minutes.

14.4.26.5
Test requirements

The frame error rate measured in this test shall not exceed the test limit error rate values given in table 14.4.26-1.

Table 14.4.26-1: Limits for T-GSM 810, GSM 850 and GSM 950 O-TCH/WFS-INB co-channel rejection

	Channel
	Propagation
condition
	C/Ic
dB
	Test limit
error rate %
	Minimum No.
of samples

	O-TCH/WFS-INB (FER)
	TU high/No FH
	7.0
	0.617
	55916


Table 14.4.26-2: Limits for DCS 1800 and PCS 1900 O-TCH/WFS-INB co-channel rejection

	Channel
	Propagation
condition
	C/Ic
dB
	Test limit
error rate %
	Minimum No.
of samples

	O-TCH/WFS-INB (FER)
	TU high/No FH
	6.5
	0.617
	55916
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