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A.4.8
Additional Information

The supplier of the implementation shall state the support of the implementation for each of the questions concerning additional information given in the table below.

Table A.25: Additional Information

	Item
	Additional Information
	Ref.
	Release
	Status
	Support
	Mnemonic

	1
	at least one half rate service.
	3GPP TS 02.06 3.2.2

3GPP TS 22.101, 3.2.2
	Phase 2
	O
	
	TSPC_AddInfo_HalfRate

	
	
	
	
	
	
	

	
	  [... SKIP ...]
	
	
	
	
	

	
	
	
	
	
	
	

	140
	Support for a method for resetting stored A-GPS assistance data
	3GPP TS 03.71, 7.6.1
	R98
	O
	
	TSPC_A-GPS_Data_Reset

	141
	MS without vibration sensitive components
	3GPP TS 05.05, D2.3
3GPP TS 45.005, D.2.3
	R99
	O
	
	TSPC_NoVibSens

	C2501
	IF A.25/3 THEN M ELSE O
	-- TSPC_AddInfo_Half_rate_version_1

	C2502
	IF A.25/2 THEN O ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_1

	O.2502
	At least one of the requirements shall be supported.
	

	O.2503
	At least one of these items shall be supported.
	

	O.2504
	At least one of these items shall be supported.
	

	C2503
	IF A.25/69 OR A.25/70 THEN M ELSE O
	-- TSPC_AddInfo VGCS OR TSPC_AddInfo_VGCS_Talking

	C2504
	IF A.25/70 THEN M ELSE O
	-- TSPC_AddInfo VGCS

	C2505
	IF A.3/2 THEN O ELSE N/A
	-- TSPC_Serv_TS12

	C2506
	IF A.25/79 THEN M ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_3

	Comments:


	
	


Table A.25.1: Additional Information (requiring values)

	Item
	Additional information
	Reference
	Release
	Status
	Support
	Values

	
	
	
	
	
	
	Allowed
	Supported

	1
	AMR C/I normalization factor

(units: dB)
	3GPP TS 05.09, 3.3.1

3GPP TS 45.009, 3.3.1
	R98
	O
	
	0 … (
	

	2
	Loop C delay

(round trip delay, in number of TDMA frames)
	3GPP TS 04.14, 5.1.4.4

3GPP TS 44.014, 5.1.4.4
	R98
	O
	
	1 … (
	

	3
	AMR C/I normalization factors (AFS, DARP)

12 values representing SS adjustment of variable normalisation factors for C/I values as stated in 14.10.3

(units: dB)
	3GPP TS 05.09, 3.3.1

3GPP TS 45.009, 3.3.1
	R99
	O
	
	0 … (,

0 … (,

..

..

0 … (
	

	4
	AMR C/I normalization factors (AHS, DARP)

10 values representing SS adjustment of variable normalisation factors for C/I values as stated in 14.10.4

(units: dB)
	3GPP TS 05.09, 3.3.1

3GPP TS 45.009, 3.3.1
	R99
	O
	
	0 … (,

0 … (,

..

..

0 … (
	

	5
	O-TCH/F C/I normalisation factor
(units: dB)
	3GPP TS 45.009, 3.3.1
	Rel-5
	O
	
	0 … (
	

	Comments:
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