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	CRs to 3GPP TS 43.129 and 48.018 have introduced in GERAN #32 the possibility for the target BSS to reject a non critical handover request "if at least one of the PFCs … could not be granted the requested QoS" (text agreed in stage 3 TS 48.018).

However the formulation agreed in the stage 2 specification (TS 43.129) reflecting the conditions for rejecting a PS handover request is not aligned with the stage 3 specification and is underlying different interpretations.
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	The conditions for rejecting a PS handover request are corrected to remove existing ambiguities in how they could be interpreted.
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not approved:
	It could be understood from the current text that a non critical PS handover could only be rejected if none of the PFCs could be allocated the requested resources / QoS, while the intended behaviour was to allow the rejection if at least one PFC cannot be allocated the requested resources / QoS.
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First modified section 
5.4.1
General

The target BSS/GANC may reject the use of the PS Handover procedure in case none of the PFCs To Be Set Up in the PS Handover Request message could be granted the requested QoS, or, in case of a non-critical PS handover, if at least one of the PFCs To Be Set Up in the PS Handover Request message could not be granted the requested QoS. In this case no MS context will be established in the target BSS/GANC and no resources will be allocated. The target BSS/GANC will send a PS Handover Request Negative Acknowledge message to the new SGSN causing the new SGSN to release any allocated resources (e.g. P-TMSI, MS associated contexts) related to the specific MS. The signalling procedure for the Inter-SGSN HO Reject is shown in clause 5.4.2 for the case where PS handover is attempted to a target BSS/GANC. Similar procedures are used in the other handover cases.
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