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	According to 51.010-1 v 740, the testcase 60.2a and 60.3a are applicable to the UEs which support GSM 14.4 kbps speech data. But current TTCN implementation allows these two testcases to test a UE which does not support GSM 14.4 kbps speech data. This discrepancy in the testcase applicability should be corrected. 

	
	

	Summary of change:
(
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A. GERAN_Cxxx: pc_FDD AND pc_RAB_A_18c_15 AND pc_GSM_FRData AND pc_GSM_14_4 AND (pc_P_GSM_900_BAND OR pc_E_GSM_900_BAND OR pc_DCS_1800_BAND OR pc_GSM_450_BAND OR pc_GSM_480_BAND OR pc_PCS_1900_BAND OR pc_GSM_850_BAND OR pc_GSM_710_BAND OR pc_GSM_750_BAND OR pc_T_GSM_810_BAND)

B. GERAN_Cyy: pc_FDD AND ((pc_RAB_A_18c_16 AND pc_GSM_FRData AND pc_GSM_14_4) OR (pc_RAB_A_18c_17 AND pc_GSM_FRData AND pc_GSM_14_4)) AND (pc_P_GSM_900_BAND OR pc_E_GSM_900_BAND OR pc_DCS_1800_BAND OR pc_GSM_450_BAND OR pc_GSM_480_BAND OR pc_PCS_1900_BAND OR pc_GSM_850_BAND OR pc_GSM_710_BAND OR pc_GSM_750_BAND OR pc_T_GSM_810_BAND)
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Need to remove C286 and C287 from the TTCN alongwith PICS pc_G_HSCSD.
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Change 1:

	Table Names
	Test Case Selection Expression Definitions

	Reason for change
	According to 51.010-1 v 740, the testcase 60.2a and 60.3a are applicable to the UEs which support GSM 14.4 kbps speech data. But current TTCN implementation allows these two testcases to test a UE which does not support GSM 14.4 kbps speech data. This discripency in the testcase appliacbilty should be corrected.

Moreover These conditions make use of HSCSD, which is not applicable for these test cases.

	Summary of change
	1. Defined two new Test Case Selection Expression Definitions, GERAN_Cxxx for testcase 60.2a and GERAN_Cyyy for 60.3a as follows (a supporting CR on 51.010-2 v 740 is provided):

a) GERAN_Cxxx: pc_FDD AND pc_RAB_A_18c_15 AND pc_GSM_FRData AND pc_GSM_14_4 AND (pc_P_GSM_900_BAND OR pc_E_GSM_900_BAND OR pc_DCS_1800_BAND OR pc_GSM_450_BAND OR pc_GSM_480_BAND OR pc_PCS_1900_BAND OR pc_GSM_850_BAND OR pc_GSM_710_BAND OR pc_GSM_750_BAND OR pc_T_GSM_810_BAND)

b) GERAN_Cyy: pc_FDD AND ((pc_RAB_A_18c_16 AND pc_GSM_FRData AND pc_GSM_14_4) OR (pc_RAB_A_18c_17 AND pc_GSM_FRData AND pc_GSM_14_4)) AND (pc_P_GSM_900_BAND OR pc_E_GSM_900_BAND OR pc_DCS_1800_BAND OR pc_GSM_450_BAND OR pc_GSM_480_BAND OR pc_PCS_1900_BAND OR pc_GSM_850_BAND OR pc_GSM_710_BAND OR pc_GSM_750_BAND OR pc_T_GSM_810_BAND)

2. Changed the Table Test Case Index for testcases 60.2a and 60.3a to use the newly defined conditions GERAN_Cxx and GERAN_Cyy

Need to remove C286 and C287 from the TTCN alongwith PICS pc_G_HSCSD.

	Source of change
	New Change.

	MCC Comments
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