
3GPP TSG-GERAN Meeting #34 
(
GP-070593

Shenzhen, P.R.China, 14 – 18 May 2007

	CR-Form-v9.3

	CHANGE REQUEST

	

	(

	51.010-1
	CR
	3826
	(

rev
	-
	(

Current version:
	7.5.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Section 40 - Follow-on Proceed bit in Attach Accept and Routing Area Accept should be updated for Rel 6 Network

	
	

	Source to WG:
(

	Anite

	Source to TSG:
(

	G3new

	
	

	Work item code:
(

	TEI6
	
	Date: (

	27/04/2007

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-7

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)

	
	

	Reason for change:
(
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40.2.4.3
ATTACH ACCEPT message:

	Protocol discriminator
	1000 (MM message for GPRS service)

	Skip indicator
	0000

	Attach accept message identity
	00000010

	Attach result
	

	
- Result of attach
	Copy back attach type (GPRS attach (MS class C))

	
- For Rel 6 network simulation: Follow-on proceed bit
	1 (No follow-on proceed)

	Force to standby
	not indicated (subject to CR)

	Periodic RA update timer
	timer is deactivated

	Radio priority for SMS
	priority level 3

	Spare half octet
	Spare half octet

	Routing area identification
	

	
- MCC
	001 (decimal)

	
- MNC
	For GSM 900 / DCS 1800: 01 (decimal)

For GSM 700 / T-GSM 810 / GSM 850 / PCS 1900: 011(decimal)

	
- LAC
	0001H

	
- RAC
	05H

	P-TMSI signature
	P-TMSI signature

	Negotiated READY timer value
	32 seconds

	Allocated P-TMSI
	P-TMSI

	For R99 network simulation:
	

	T3302 value
	0


[NEXT CHANGE]
40.2.4.23
ROUTING AREA UPDATE ACCEPT message:

	Protocol discriminator
	MM message for GPRS

	Skip indicator
	0000

	Routing area update accept message identity
	00001001

	Force to standby
	not indicated

	Update result
	

	
- Update result value
	RA updated

	
- For Rel 6 network simulation: Follow-on proceed bit
	1 (No follow-on proceed)

	Periodic RA update timer
	Timer is deactivated

	Routing area identification
	

	
- MCC
	001 (decimal)

	
- MNC
	For GSM 900 / DCS 1800: 01 (decimal)

For GSM 700 / T-GSM 810 / GSM 850 / PCS 1900: 011 (decimal)

	
- LAC
	0001H

	
- RAC
	05H

	For R99 network simulation:
	

	T3302 value
	0
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