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Conformance requirements checked against latest 44.318 V7.2.0 – was ok


82.8.2
Handover from GAN / negative cases

82.8.2.1
Connection establishment fails on GERAN cell

82.8.2.1.1
Conformance requirement
If the MS does not succeed in establishing a connection to the target radio access technology, the MS shall:

-
revert back to the GAN configuration;

-
return a GA-CSR HANDOVER FAILURE message and resume normal operation as if the GA-CSR HANDOVER COMMAND message has not been received. The cause shall be set as specified in 3GPP TS 44.018.

Reference(s)

3GPP TS 44.318 subclause 7.8.5

82.8.2.1.2
Test purpose
To verify that if MS fails to complete requested handover to GERAN, MS reverts back to the GAN configuration.
82.8.2.1.3
Method of test
Initial Conditions
System Simulator:

-
2 cells: GERAN cell & GAN cell

-
1 GERAN cell, default parameters

-
1 GAN cell, default parameters

Mobile Station:

-
MS in GA-CSR-DEDICATED state in service of GAN cell, voice call activated

Foreseen Final State of the MS

MS in GA-CSR-IDLE state
Test Procedure

The MS is in GA-CSR-DEDICATED state in service of GAN cell, voice call activated. SS sends GA-CSR UPLINK QUALITY INDICATION to the MS indicating poor uplink quality. MS sends a GA-CSR HANDOVER INFORMATION with candidate lists. SS sends GA-CSR HANDOVER COMMAND message to the MS. MS starts the connection establishment to the GERAN cell. MS does not succeed in establishing a connection to the target GERAN cell. MS reverts back to the GAN configuration, sends a GA-CSR HANDOVER FAILURE message and resumes normal operation.

Specific test parameters

-
Maximum Duration of Test

2 min.
Expected Sequence

	Step
	Direction
	Message
	Comment

	
	MS
	SS
	
	

	1
	
	
	MS in GA-CSR-DEDICATED state in service of GAN cell, voice call activated

	2
	(
	GA-CSR UPLINK QUALITY INDICATION
	IE ‘UL Quality Indication’

	3
	(
	GA-CSR HANDOVER INFORMATION
	IE ‘Cell Identifier List’

	4
	(
	GA-CSR HANDOVER COMMAND
	IE ‘Handover From GAN Command’. Indicates non-synchronized handover.

	5
	(
	HANDOVER ACCESS
	 Repeated until T3124 (TS 3GPP 44.018) expires.

	6
	(
	GA-CSR HANDOVER FAILURE
	IE ‘RR Cause’ as in test case 26.6.5.8.

	7
	(
	GA-CSR RELEASE
	IE 'RR cause' indicates #0

	8
	(
	GA-CSR RELEASE COMPLETE
	MS enters GA-CSR-IDLE state


82.8.2.2
Handover command with non-supported configuration

82.8.2.2.1
Conformance requirement
If the GA-CSR HANDOVER COMMAND message instructs the MS:

-
to perform a non-supported scenario, or

-
to use a non-supported configuration,

the MS shall:

-
return a GA-CSR HANDOVER FAILURE message with cause as defined in 3GPP TS 44.018 and resume normal operation as if the GA-CSR HANDOVER COMMAND message has not been received.

Reference(s)

3GPP TS 44.318 subclause 7.8.7

82.8.2.2.2
Test purpose
To verify that if the GA-CSR HANDOVER COMMAND message instructs the MS to use a non-supported configuration, MS resumes normal operation as if the GA-CSR HANDOVER COMMAND message has not been received.

82.8.2.2.3
Method of test
Initial Conditions
System Simulator:

-
2 cells: GERAN cell & GAN cell

-
1 GERAN cell, default parameters

-
1 GAN cell, default parameters

Mobile Station:

-
MS in GA-CSR-DEDICATED state in service of GAN cell, voice call activated

Foreseen Final State of the MS

MS in GA-CSR-IDLE state.
Test Procedure

The MS is in GA-CSR-DEDICATED state in service of GAN cell, voice call activated. SS sends GA-CSR UPLINK QUALITY INDICATION to the MS indicating poor uplink quality. MS sends a GA-CSR HANDOVER INFORMATION with candidate lists. SS sends GA-CSR HANDOVER COMMAND message to the MS. The GA-CSR HANDOVER COMMAND message instructs the MS to use a not supported frequency. MS sends a GA-CSR HANDOVER FAILURE message and resumes normal operation as if the GA-CSR HANDOVER COMMAND message has not been received.

Specific test parameters

-
Maximum Duration of Test

2 min.
Expected Sequence
	Step
	Direction
	Message
	Comment

	
	MS
	SS
	
	

	1
	
	
	MS in GA-CSR-DEDICATED state in service of GAN cell, voice call activated

	2
	(
	GA-CSR UPLINK QUALITY INDICATION
	IE ‘UL Quality Indication’

	3
	(
	GA-CSR HANDOVER INFORMATION
	IE ‘Cell Identifier List’

	4
	(
	GA-CSR HANDOVER COMMAND
	Handover to frequency not supported by the MS.

	5
	(
	GA-CSR HANDOVER FAILURE
	With IE ‘RR Cause’ “frequency not implemented”, MS resumes normal operation on GAN cell

	6
	(
	GA-CSR RELEASE
	IE 'RR cause' indicates #0

	7
	(
	GA-CSR RELEASE COMPLETE
	MS enters GA-CSR-IDLE state
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