3GPP TSG-GERAN Meeting #34 
(
GP-070681
Shenzhen, China, 14th – 18th May, 2007

	CR-Form-v9.3

	CHANGE REQUEST

	

	(

	44.318
	CR
	0061
	(

rev
	
	(

Current version:
	7.2.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Correction to UDP/TCP port number range

	
	

	Source to WG:
(

	Ericsson

	Source to TSG:
(

	G2

	
	

	Work item code:
(

	TEI7
	
	Date: (

	14/05/2007

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-7

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)

	
	

	Reason for change:
(

	The upper range for the 16 bit TCP/UDP ports is too high.


	
	

	Summary of change:
(

	The upper range of the TCP/UDP ports is changed to 65535.


	
	

	Consequences if 
(

not approved:
	The upper range of the TCP/UDP ports will be incorrect.

	
	

	Clauses affected:
(

	4.2.1

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


4.2
Establishment of the secure connection

4.2.1
General

The MS and GANC-SEGW shall set up one IKE Secure Association (SA) and one CHILD_SA for IPsec ESP according to the profiles defined in [37]. The MS shall act as initiator, and the GANC-SEGW as responder. For MS with SIM only, the MS and GANC-SEGW shall use EAP-SIM for mutual authentication of the MS and the core network according to sub-clause 4.3. For MS with USIM, the MS and GANC-SEGW shall use EAP-AKA for mutual authentication of the MS and the core network according to sub-clause 4.4. 

The MS shall use certificates for authentication of the GANC-SEGW according to sub-clause 4.2.5.

Furthermore, the MS shall:

-
use Configuration Payload according to [27] to acquire/renew an internal IP address in the network protected by the GANC-SEGW

-
act as initiator in the Traffic Selector (TS) negotiation. The MS shall use the following value for the traffic selector-initiator and traffic selector-responder payloads:

TSi =
(0, 0-65535, 0.0.0.0-255.255.255.255) 

TSr =
(0, 0-65535, 0.0.0.0-255.255.255.255)

The GANC-SEGW shall use the following value for the traffic selector-initiator and traffic selector-responder payloads:

TSi =
(0, 0-65535, ms_internal_address - ms_internal_address), where ms_internal_address is the IP address in the network protected by the GANC-SEGW that is assigned to the MS

TSr =
(0, 0-65535, 0.0.0.0-255.255.255.255)

Either the MS or GANC-SEGW may initiate re-keying of the SA based on their individual lifetime policy on the SA.
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