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FIRST CHANGE

3.2.2.17
Cell Identifier

This element uniquely identifies a cell within a BSS and is of variable length containing the following fields:

	8
	7
	6
	5
	4
	3
	2
	1
	

	Element identifier
	octet 1

	Length
	octet 2

	Spare
	Cell identification

discriminator
	octet 3

	Cell identification
	octet 4-n


The coding of octet 2 is a binary number indicating the length of the remaining element. The length depends on the Cell identification discriminator (octet 3).

The coding of "Cell identification discriminator" (bits 1 to 4 of octet 3) is a binary number indicating if the whole or a part of Cell Global Identification, CGI, according to 3GPP TS 23.003 is used for cell identification in octet 4-n. The "Cell identification discriminator" is coded as follows:

0000
The whole Cell Global Identification, CGI, is used to identify the cell.

0001
Location Area Code, LAC, and Cell Identity, CI, is used to identify the cell.

0010
Cell Identity, CI, is used to identify the cell.

0011
No cell is associated with the transaction.

1000
Intersystem Handover to UTRAN or cdma2000.PLMN-ID, LAC and RNC-ID, is used to identify the target RNC.

1001
Intersystem Handover to UTRAN or cdma2000. The RNC-ID is coded to identify the target RNC.

1010
Intersystem Handover to UTRAN or cdma2000. LAC and RNC-ID are encoded to identify the target RNC.

1011
Serving Area Identity, SAI, is used to identify the Serving Area of UE within UTRAN or cdma2000.

1100
LAC, RNC-ID and Cell Identity, CI, is used to identify a UTRAN cell for cell load information.

All other values are reserved.

The coding of octet 4-n depends on the Cell identification discriminator (octet 3). Below the coding is shown for each Cell identification discriminator:

NOTE:
no coding is specified for a Cell identification discriminator value of "0011" as no additional information is required.

Coding of Cell Identification for Cell identification discriminator = 0000


	
	
	
	
	
	
	
	
	

	
	
	

	
	
	
	
	
	

	
	
	

	
	

	
	

	
	

	
	





	8
	7
	6
	5
	4
	3
	2
	1
	

	MCC dig 2
	MCC dig 1
	octet 4

	MNC dig 3
	MCC dig 3
	octet 5

	MNC dig 2
	MNC dig 1
	octet 6

	LAC
	octet 7

	LAC cont.
	octet 8

	CI value
	octet 9

	CI value cont
	octet 10


The octets 4-8 are coded as shown in 3GPP TS 24.008, Table 'Location Area Identification information element'. 
The octet 5 bits 5-8 are filled by '1111' if 2 digit MNC is used.
The octets 9-10 are coded as shown in 3GPP TS 24.008, Table 'Cell Identity information element'.
Coding of Cell Identification for Cell identification discriminator = 0001

	8
	7
	6
	5
	4
	3
	2
	1
	

	LAC
	octet 4

	LAC cont.
	octet 5

	CI value
	octet 6

	CI value cont
	octet 7


Coding of Cell Identification for Cell identification discriminator = 0010

	8
	7
	6
	5
	4
	3
	2
	1
	

	CI value
	octet 4

	CI value cont
	octet 5


The octets 4-5 are coded as shown in 3GPP TS 24.008, Table 'Cell Identity information element'

Cell identification discriminator = 1000

For intersystem handover from GSM to UMTS or cdma2000:

	8
	7
	6
	5
	4
	3
	2
	1
	

	MCC dig 2
	MCC dig 1
	octet 4

	MNC dig 3
	MCC dig 3
	octet 5

	MNC dig 2
	MNC dig 1
	octet 6

	LAC
	octet 7

	LAC cont.
	octet 8

	RNC-ID
	octet 9

	RNC-ID cont.
	octet 10


The octets 4-8 are coded as shown in 3GPP TS 24.008, Table 'Location Area Identification information element'.

The octet 5 bits 5-8 are filled by '1111' if 2 digit MNC is used.

The octets 9-10 are coded as the RNC-ID, specified in 3GPP TS 25.413. The least significant bit of RNC-ID is octet 10 bit 1 and most significant bit is octet 9 bit 4. In the octet 9 bits 5-8 are filled by '0000'.

Cell identification discriminator = 1001

For intersystem handover from GSM to UMTS or cdma2000:

	8
	7
	6
	5
	4
	3
	2
	1
	

	RNC-ID
	octet 4

	RNC-ID cont.
	octet 5


The octets 4-5 are coded as the RNC-ID, specified in 3GPP TS 25.413. The least significant bit of RNC-ID is octet 5 bit 1 and most significant bit is octet 4 bit 4. In the octet 4 bits 5-8 are filled by '0000'.

Cell identification discriminator = 1010

For intersystem handover from GSM to UMTS or cdma2000:

	8
	7
	6
	5
	4
	3
	2
	1
	

	LAC
	octet 4

	LAC cont.
	octet 5

	RNC-ID
	octet 6

	RNC-ID cont.
	octet 7


The octets 4-5 are coded as shown in 3GPP TS 24.008, Table 'Location Area Identification information element'.

The octets 6-7 are coded as the RNC-ID, specified in 3GPP TS 25.413 [31]. The least significant bit of RNC-ID is octet 7 bit 1 and most significant bit is octet 6 bit 4. In the octet 6 bits 5-8 are filled by '0000'.

Coding of the SAI for:

-
Cell identification discriminator = 1011

The coding of SAI is defined in 3GPP TS 25.413 "UTRAN Iu Interface RANAP Signalling", without the protocol extension container.

Cell identification discriminator = 1100

For identification of a UTRAN cell for cell load information:

	8
	7
	6
	5
	4
	3
	2
	1
	

	MCC dig 2
	MCC dig 1
	octet 4

	MNC dig 3
	MCC dig 3
	octet 5

	MNC dig 2
	MNC dig 1
	octet 6

	LAC
	octet 7

	LAC cont.
	octet 8

	RNC-ID
	octet 9

	RNC-ID cont.
	octet 10

	CI value
	octet 11

	CI value cont
	octet 12


The octets 4-8 are coded as shown in 3GPP TS 24.008, Table 'Location Area Identification information element'.

The octet 5 bits 5-8 are filled by '1111' if 2 digit MNC is used.

The octets 9-10 are coded as the RNC-ID, specified in 3GPP TS 25.413 in sub-clause 9.2.1.25 in the Table "Target ID". The least significant bit of RNC-ID is octet 10 bit 1 and most significant bit is octet 9 bit 4. In the octet 9 bits 5-8 are filled by '0000'.

The octets 11-12 are coded as shown in 3GPP TS 24.008, Table 'Cell Identity information element'.

END OF CHANGES
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