Page 1



3GPP TSG-GERAN Meeting #38
(
GP-080839
Malaga, Spain, May 12-16, 2008
	CR-Form-v9.4

	CHANGE REQUEST

	

	(

	44.060
	CR
	1059
	(

rev
	1
	(

Current version:
	8.0.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	X
	Core Network
	


	

	Title:
(

	RRBP polling and reduced latency

	
	

	Source to WG:
(

	Nortel Networks

	Source to TSG:
(

	G2

	
	

	Work item code:
(

	LATRED
	
	Date: (

	14/05/2008

	
	
	
	
	

	Category:
(

	A
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)

	
	

	Reason for change:
(

	The introduction of RTTI and FANR features comes along with different (reduced) reaction time and polling periods. As the TTI configuration or the FANR activation status of a TBF could be reconfigured, the meaning of the RRBP code points could vary over time.

It is essential that a given RBBP value is interpreted consistently so that the mobile station answers the poll request in the radio block allocated by the network for that purpose. However, it is not currently clearly indicated which TTI configuration or FANR mode should be assumed to decode the received RRBP field when there is a change of configuration.
Also, which PDCH pair to be used for transmitting the answer to the poll should be specified in case of an RTTI configuration, as the current specification only refers to the "timeslot" where the poll is received or to the "uplink control timeslot".
"UPLINK_CONTROL_TIMESLOT" is sometimes used to refer to the Uplink Control Timeslot IE, and a consistent naming should be used. There is a missing '<' in Packet CS Release Indication CSN.1 description. Moreover, the current definition of the uplink control timeslot has not been updated to apply to an RTTI configuration.


	
	

	Summary of change:
(

	(1) It is clarified that the RRBP field shall be interpreted according to the TTI configuration in use for the mobile station on the PDCH (or on the PDCH pair) where the block containing the RRBP field is received at the time it is received, and, for a BTTI configuration, according to whether FANR is activated or not for the mobile station.
(2) It is clarified that In case of an RTTI configuration, the mobile station shall answer to a poll on the corresponding uplink PDCH pair to the downlink PDCH pair where the block containing the RRBP was received or, if an uplink control timeslot is assigned to the mobile station, on the uplink PDCH pair the uplink control timeslot belongs to.
3) In table 10.4.5.2, the values of RRBP are rearranged so that the same code point does not refer to different RRBP values.
4) "UPLINK_CONTROL_TIMESLOT" IE name is replaced by "Uplink Control Timeslot". The missing '<' is added in Packet CS Release Indication CSN.1 description. The current definition of the uplink control timeslot is extended to apply to an RTTI configuration, in which case the Uplink Control Timeslot refers to the uplink PDCH pair the uplink control timeslot belongs to.


	
	

	Consequences if 
(

not approved:
	The specification is incomplete for reduced latency operation.


	
	

	Clauses affected:
(

	3.1, 8.1.2.2, 8.6, 10.4.5, 11.2.7a, 11.2.29a, 11.2.31a, 11.2.37

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	This CR is resulting from observations made in document G2-080163 (section 2.3).


First modified section 

3.1
Definitions

This document uses the following definitions:

A/Gb mode: mode of operation of the MS when connected to the Core Network via GERAN and the A and/or Gb interfaces.

Basic radio block period: the time needed to transmit a radio block on one PDCH using a basic TTI configuration i.e. four TDMA frames.

Block period: block period is the sequence of four timeslots on a PDCH used to convey one radio block

Broadcast/multicast receive mode: In broadcast/multicast receive mode, the mobile station is receiving upper layer PDUs on packet data physical channels used for point-to-multipoint transmission (see sub-clause 5.3.1); it is not allocated any additional radio resource on packet data physical channels. Broadcast/multicast receive mode is a sub-state of packet idle mode. The mobile station listens to the PBCCH and PCCCH or, if those are not provided by the network, to the BCCH and CCCH.

BTTI configuration: a configuration in which a radio block is sent using one PDCH in each of four consecutive TDMA frames. In a BTTI configuration, one radio block can be transmitted in a basic radio block period.

BTTI USF mode: a mode in which the USF is received on one PDCH of a downlink PDCH-pair during four consecutive TDMA frames.

Cell Change Notification (CCN): See sub-clause 5.5.1.1a.

Corresponding PDCH pair: The Corresponding PDCH pair associated with an uplink PDCH pair which forms part of an uplink TBF assignment is the downlink PDCH pair which is monitored by the mobile station for the USF for the TBF and on which PACCH/D is transmitted. The Corresponding PDCH pair associated with a downlink PDCH pair which forms part of an downlink TBF assignment is the uplink PDCH pair on which PACCH/U is transmitted.

Downlink Dual Carrier: Downlink Dual Carrier is a feature allowing resources (for uplink and/or downlink TBFs and/or dedicated resources) to be assigned to a mobile station on up to two radio frequency channels. 

Downlink Dual Carrier configuration: A Downlink Dual Carrier configuration is one in which the mobile station has radio resources assigned over two radio frequency channels. In packet transfer mode, RLC/MAC blocks for uplink TBFs can only be transmitted on one radio frequency channel in any given radio block period, and RLC/MAC blocks for downlink TBFs can be transmitted on two radio frequency channels in any given radio block period. In dual transfer mode, uplink RLC/MAC blocks can be transmitted only on the radio frequency channel on which the dedicated resource is assigned.

DTM handover: DTM handover is a feature used by the network to command a mobile station to move from its old (source) cell to a new (target) cell while operating in dual transfer mode and continue the operation of its ongoing circuit switched service and one or more of its ongoing packet switched services in the new cell. The mobile station is allocated one circuit switched radio resource and packet switched radio resources applicable to the new cell within a DTM HANDOVER COMMAND message.
Dual transfer mode: In dual transfer mode, the mobile station is allocated radio resources providing an RR connection (3GPP TS 44.018) and one or more Temporary Block Flows on one or more packet data physical channels. The allocation of radio resource for the RR connection and the Temporary Block Flow(s) is co-ordinated by the network in agreement with the capabilities of the mobile station in dual transfer mode.

Early TBF establishment: Procedure applicable when both the network and the mobile station support the extended uplink TBF mode, where the network keeps the uplink TBF open (by means of the extended uplink TBF mode operation) upon explicit request from the mobile station that pre-allocation is required. This allows the possibility to pre-allocate a TBF before actual data is ready for transmission.
EGPRS: Enhanced GPRS enables higher data rates through usage of 8PSK modulation in addition to GMSK. EGPRS also enables Incremental Redundancy operation.

EGPRS TBF mode: refers to a TBF utilising the EGPRS enhancements (e.g. Incremental Redundancy and possibly 8-PSK) or the EGPRS2 enhancements.

EGPRS TBF: refers to a TBF utilising the EGPRS enhancements, e.g. Incremental Redundancy and possibly 8-PSK. 

EGPRS2: In the downlink direction, Enhanced GPRS Phase 2 enables higher data rates through usage of higher symbol rate, turbo codes, and QPSK, 16-QAM and 32-QAM modulations in addition to (or instead of) GMSK and 8PSK. In the uplink direction, Enhanced GPRS Phase 2 enables higher data rates through usage of higher symbol rate, and QPSK, 16-QAM and 32-QAM modulations in addition to (or instead of) GMSK and 8PSK. EGPRS2 consists of EGPRS2-A and EGPRS2-B in both directions.

EGPRS2-A: In the downlink direction, Enhanced GPRS Phase 2 Level A enables higher data rates through usage of turbo codes, and 16-QAM and 32-QAM modulations in addition to GMSK and 8-PSK. In the uplink direction, Enhanced GPRS Phase 2 Level A enables higher data rates through usage of 16-QAM modulation in addition to GMSK and 8-PSK.

EGPRS2-B: In the downlink direction, Enhanced GPRS Phase 2 Level B enables higher data rates through usage of higher symbol rate, turbo codes, and QPSK, 16-QAM and 32-QAM modulations in addition to GMSK or instead of 8PSK. In the uplink direction, Enhanced GPRS Phase 2 Level B enables higher data rates through usage of higher symbol rate, and QPSK, 16-QAM and 32-QAM modulations in addition to GMSK or instead of 8PSK.

EGPRS2 TBF: refers to a TBF utilising the EGPRS2 enhancements in the direction of data transfer, downlink or uplink. More specifically, in each direction, downlink or uplink, an EGPRS2-A TBF refers to a TBF utilising the EGPRS2-A enhancements and an EGPRS2-B TBF refers to a TBF utilising the EGPRS2-B enhancements. An EGPRS2 TBF operates in EGPRS TBF mode.

EGPRS-GMSK only TBF: refers to a TBF in EGPRS TBF mode but making only use of MCS-1 to MCS-4 modulation and coding schemes. The number of PDCHs assigned to an EGPRS-GMSK only TBF can be extended to the maximum number of timeslots compatible with the GPRS multislot class of the MS. This mode is determined by the mobile station based on the aggregate timeslot allocation assigned by the network. In the case the aggregate timeslot allocation is not within the indicated EGPRS multislot class, but is within the indicated GPRS multislot class, a mobile station supporting this mode shall consider the TBF to be in EGPRS-GMSK only mode (see sub-clause 9.1.9.2). This mode is only applicable in packet transfer mode.

Extended uplink TBF mode: In the extended uplink TBF mode, the uplink TBF may be maintained during temporary inactive periods, where the mobile station has no RLC information to send. The network determines the release of the uplink TBF (see sub-clause 9.3.1b). 

Fast Ack/Nack Reporting (FANR): Fast Ack/Nack Reporting enables the use of a PAN field within an RLC/MAC block for EGPRS data transfer or for EGPRS2 data transfer. FANR enables the mobile station to transmit in the uplink direction a PAN field corresponding to a downlink TBF. Similarly FANR enables the network to transmit in the downlink direction a PAN field corresponding to an uplink TBF.
GAN Cell: A cell under control of a GANC.
GAN Mode: MS mode of operation where the MS is connected to the Core Network via a GANC and the A and/or Gb interfaces.

GPRS multislot class / EGPRS multislot class: refers to the different mobile station capabilities to transmit and receive on different combinations of multiple PDCHs. The multislot classes are defined in 3GPP TS 45.002. Note that the mobile station may indicate different multislot classes for circuit mode services for GPRS and for EGPRS (see 3GPP TS 24.008). Different multislot class mobile stations are capable of supporting different medium access modes (see sub-clause 5.2.4).

GPRS TBF mode: refers to a TBF not utilising EGPRS or EGPRS2.

IR: Incremental redundancy, enables higher data rates through combining information from different transmissions of RLC data blocks when decoding. Also known as Hybrid Type II/III ARQ.

Iu mode: mode of operation of the MS when connected to the Core Network via GERAN or UTRAN and the Iu interface.

MAC-dedicated state: a MAC-control-entity state where a DBPSCH is assigned and no SBPSCH is assigned. This state only applies in Iu mode.

MAC-DTM state: a MAC-control-entity state where at least one DBPSCH and one SBPSCH are assigned. This state only applies in Iu mode.

MAC-idle state: a MAC-control-entity state where no basic physical subchannels are assigned. This state only applies in Iu mode.

MAC-shared state: a MAC-control-entity state where at least one SBPSCH is assigned. This state only applies in Iu mode.

MCS: Modulation and Coding Scheme. 

MS multislot class: refers to GPRS multislot class in case of a GPRS TBF mode or EGPRS-GMSK only TBF mode. In case of EGPRS TBF mode, MS multislot class refers to EGPRS multislot class.

Multiple TBF procedures: A mobile station that supports multiple TBF procedures can support one or more concurrent TBFs in either direction while in packet transfer mode (A/Gb mode). A network that supports multiple TBF procedures can support one or more concurrent TBFs in either direction for a mobile station that supports multiple TBF procedures in packet transfer mode (A/Gb mode).

Non-extended uplink TBF mode: Where a distinction is needed, an uplink TBF, not operating in the extended uplink TBF mode, is referred as operating in the non-extended uplink TBF mode.

Non-synchronized PS handover: The basic type of PS handover which is used when the time bases of the involved cells bear no particular relationship between themselves and when the MS cannot predict the timing advance to be used in the target cell before access in this cell. The requirements that apply for the non-synchronized PS handover are given in 3GPP TS 45.010.

Packet access failure: Packet access failure refers to the access cases where the mobile station is explicitly denied access to the network, i.e. is not allowed to transmit (EGPRS) PACKET CHANNEL REQUEST or MPRACH PACKET CHANNEL REQUEST messages or receives a PACKET QUEUING NOTIFICATION message or a PACKET ACCESS REJECT message.

Packet flow context: Packet Flow Context (PFC) procedures are described in 3GPP TS 23.060. A Packet Flow Identifier (PFI) is used to identify a PFC. 

Packet idle mode: In packet idle mode, the mobile station is prepared to transfer LLC PDUs on packet data physical channels (see sub-clause 5.3). The mobile station is not allocated any radio resource on a packet data physical channel; it listens to the PBCCH and PCCCH or, if those are not provided by the network, to the BCCH and the CCCH.

Packet transfer mode: In packet transfer mode, the mobile station is prepared to transfer LLC PDUs on packet data physical channels (see sub-clause 5.4). The mobile station is allocated radio resource on one or more packet data physical channels for the transfer of LLC PDUs. 

Piggy-backed Ack/Nack (PAN): A Piggy-backed Ack/Nack provides acknowledgement status of downlink (respectively uplink) RLC data blocks within an uplink (respectively downlink) RLC/MAC block for data transfer when FANR is used.

Pre-synchronized PS handover: A type of PS handover where the MS uses the timing advance included in the PS HANDOVER COMMAND message for immediate use in the target cell. The requirements that apply for the pre-synchronized PS handover are given in 3GPP TS 45.010.

PS handover: PS handover is a feature used by the network to command a mobile station to move from its old (source) cell to a new (target) cell while operating in packet transfer mode and continue the operation of one or more of its ongoing packet switched services in the new cell using TBF resource allocations provided within a PS HANDOVER COMMAND message. For PS handover to a GAN cell the mobile station receives the assignment of the target cell radio resources prior to receiving the PS HANDOVER COMMAND message. 
Radio block: A radio block is the sequence of four normal bursts carrying one RLC/MAC protocol data units (see 3GPP TS 44.004). (The one exception is a radio block occasionally used on PACCH consisting of a sequence of four access bursts, each carrying a repetition of one short RLC/MAC block.). A radio block is sent either on a PDCH (BTTI configuration) or a PDCH-pair (RTTI configuration).

Random access failure: Random access failure refers to the access case when the mobile station does not get any response from the network to its (EGPRS) PACKET CHANNEL REQUEST or MPRACH PACKET CHANNEL REQUEST messages. 

Random values: In a number of places in this Technical Specification, it is mentioned that some value must take a "random" value, in a given range, or more generally with some statistical distribution. For such random values refer to 3GPP TS 44.018.

Reduced Latency: refers to the use of FANR.

Reduced radio block period: the time needed to transmit a radio block on a PDCH-pair using a reduced TTI configuration i.e. two TDMA frames.

RLC/MAC block: A RLC/MAC block is the protocol data unit exchanged between RLC/MAC entities (see clause 10 and 3GPP TS 44.004).

RLC/MAC control block: A RLC/MAC control block is the part of an RLC/MAC block carrying a control message between RLC/MAC entities (see sub-clause 10.3).

RLC data block: A RLC data block is the part of a RLC/MAC block carrying user data or signalling data received from an upper layer (see sub-clause 10.2).

RLC Non-Persistent Mode: A mode of RLC operation where retransmissions are possible but it is not required that all RLC data blocks are correctly received at the receiving RLC endpoint. 

RR connection: An RR connection is a physical connection established between a mobile station and the network to support the upper layers’ exchange of information flows. An RR connection is maintained and released by the two peer entities.

RRC connection: An RRC connection is a point-to-point, bi-directional, logical connection between RRC peer entities in the mobile station and the GERAN characterised by the allocation of a G-RNTI. A mobile station has either zero or one RRC connections. RRC connections only apply in Iu mode.

RTTI configuration: a configuration in which a radio block is sent using two PDCHs (PDCH-pair) in either the first two or the last two TDMA frames of any given basic radio block period.

RTTI USF mode: a mode in which the USF is received on a downlink PDCH-pair during two consecutive TDMA frames.

Source BSS: Within the context of a PS handover the source BSS is the BSS controlling the cell in which the mobile station is camping prior to performing PS handover (i.e. it controls the old cell). 
Synchronized PS handover: A type of PS handover which is possible when the time bases of the involved cells are synchronized, and for which no timing advance needs to be provided to the MS. The requirements that apply for the synchronized PS handover are given in 3GPP TS 45.010.

Target BSS: Within the context of a PS handover the target BSS is the BSS controlling the cell in which the mobile station is camping after successful completion of PS handover (i.e. it controls the new cell). If the same BSS controls both the old cell and the new cell associated with the PS handover of any given mobile station then the source BSS and the target BSS are the same.
TBF abort: The term "abort" as applied to TBF is used when the TBF is abruptly stopped without using the Release of TBF procedures defined in clause 9.

TBF release: The term "release" as applied to TBF is used when the TBF is stopped using one of the Release of TBF procedures defined in clause 9.

Temporary Block Flow (TBF): A Temporary Block Flow is, in A/Gb mode, a physical connection used by the two RR peer entities to support the unidirectional transfer of LLC PDUs on packet data physical channels (see sub-clause 5.2.1). In Iu mode, a TBF is a logical connection offered by two MAC entities to support the unidirectional transfer of RLC PDUs on basic physical subchannels.

Timer Expiry: A started timer has run the time specified.

Timer Restart: A timer that may already be running is stopped and then started again to run the time specified.

Timer Start: A timer is started to run the time specified.

Timer Stop: A started timer is stopped and its value is then undefined.

Uplink control timeslot: refers to the timeslot number of the timeslot where the PACCH/U for the MS is located in case of a BTTI configuration, or to the uplink PDCH pair where the PACCH/U for the MS is located in case of an RTTI configuration. This parameter is set to the value of the Uplink Control timeslot IE in an assignment message. Otherwise, this parameter is unassigned. In A/Gb mode, this parameter is applicable only to multiple TBF procedures.
Uplink State Flag (USF): The Uplink State Flag (USF) is used on PDCH channel(s) to allow multiplexing of uplink Radio blocks from different TBFs belonging to the same or different mobile stations (see sub-clause 5.2.3, clause 10 and 3GPP TS 45.002).

Upper-layer PDU: An upper-layer PDU is, in A/Gb mode, an LLC PDU and, in Iu mode, an RRC message, a PDCP PDU or a PDU from the NAS user plane.

Next modified section 

8.1.2.2
Polling for Packet Downlink Ack/Nack

Whenever the mobile station receives an RLC data block addressed to one of its TBFs and with a valid RRBP field or with a valid CES/P field when FANR is used in the RLC data block header (i.e. is polled), the mobile station shall transmit one of the following replies in the uplink radio block specified by the RRBP field or CES/P field when FANR is used, whatever the BSN value of the received RLC data block, according to the subsequent decreasing order of priority:

1)
a (EGPRS) PACKET DOWNLINK ACK/NACK message or EGPRS PACKET DOWNLINK ACK/NACK TYPE 2 message containing a Final Ack Indicator;

2)
a PACKET CS REQUEST message, if such a message is waiting to be transmitted;

3)
a PACKET CELL CHANGE NOTIFICATION message, if such a message is waiting to be transmitted;

4)
a (EGPRS) PACKET DOWNLINK ACK/NACK message or a EGPRS PACKET DOWNLINK ACK/NACK TYPE 2 message containing a Channel Request Description IE;

5)
any other RLC/MAC control message, if such a message is waiting to be transmitted, other than a (EGPRS) PACKET DOWNLINK ACK/NACK message or EGPRS PACKET DOWNLINK ACK/NACK TYPE 2 message;

6)
if the mobile station is polled for a PAN (see sub-clause 10.4.4a), a PAN field corresponding to this TBF included in an EGPRS RLC/MAC block for data transfer from one of the concurrent TBFs in uplink (see sub-clause 8.1.1.);

7)
a (EGPRS) PACKET DOWNLINK ACK/NACK message or EGPRS PACKET DOWNLINK ACK/NACK TYPE 2 message not containing a Final Ack Indicator or a Channel Request Description IE.

However, the mobile station shall transmit an RLC/MAC control message other than a (EGPRS) PACKET DOWNLINK ACK/NACK message or EGPRS PACKET DOWNLINK ACK/NACK TYPE 2 message at most every second time it is polled for the TBF. For a TBF using FANR, mobile station may transmit an RLC/MAC control message other than a (EGPRS) PACKET DOWNLINK ACK/NACK message or EGPRS PACKET DOWNLINK ACK/NACK TYPE 2 message only if a (EGPRS) PACKET DOWNLINK ACK/NACK message or EGPRS PACKET DOWNLINK ACK/NACK TYPE 2 message or EGPRS RLC/MAC block for data transfer including a PAN field was transmitted as the response to the last poll.

The mobile station shall not send a PACKET CONTROL ACKNOWLEDGEMENT message unless otherwise specified.

A mobile station in packet transfer mode in a Downlink Dual Carrier configuration shall respond in the uplink radio block indicated by the RRBP field or CES/P field when FANR is used, on the same radio frequency channel as the one where the poll was received. A mobile station in dual transfer mode in a Downlink Dual Carrier configuration shall respond in the uplink radio block on the timeslot or on the PDCH pair indicated by the RRBP field or CES/P field when FANR is used, on the uplink radio frequency channel where the dedicated resource is assigned regardless of which downlink radio frequency channel the poll was received on. The network shall not poll the mobile station in a manner which would require the mobile station to respond on the same timeslot as that on which the dedicated resource is assigned.
In EGPRS TBF mode the mobile station shall react on a poll inside an erroneously received RLC data block for which the header is correctly received and which addresses the mobile station.

Whenever the network receives a valid RLC/MAC control message from a TBF, it shall reset counter N3105 for that TBF. The network shall increment counter N3105 for each radio block, allocated to that TBF with the RRBP field or CES/P field when FANR is used,, for which no RLC/MAC control message is received. If N3105 = N3105max, the network shall release the downlink TBF internally and start timer T3195 for that TBF. When T3195 expires, the network may reuse the TFI.

The PACKET DOWNLINK ACK/NACK message contains a Channel Quality Report (see 3GPP TS 45.008). The optional I_LEVEL measurement results shall be included in at least every other PACKET DOWNLINK ACK/NACK message.

The EGPRS PACKET DOWNLINK ACK/NACK message may contain an EGPRS Channel Quality Report (see 3GPP TS 45.008).

The EGPRS PACKET DOWNLINK ACK/NACK TYPE 2 message may contain an EGPRS Channel Quality Report Type 2 (see 3GPP TS 45.008).

In the case of simultaneous uplink and downlink TBFs, the transmission of the polling response takes precedence over the transmission of allocated uplink radio blocks.

A mobile station of multislot class 1 to 12 or multislot class 30 to 45 need not respond to the poll if it is not compliant with the multislot class of the mobile station (see 3GPP TS 45.002).

A mobile station of multislot class 13 to 18 shall always respond to the poll.

A mobile station of multislot class 19 to 29 may omit the allocated downlink PDCHs with timeslot numbers greater than n+1, while transmitting the polling response on timeslot number n. If the remaining configuration is not compliant with the multislot class of the mobile station (see 3GPP TS 45.002), the mobile station need not respond to the poll.

NOTE:
The mobile station is required to make neighbour cell measurements while transmitting the polling response (see 3GPP TS 45.008).

In case of simultaneous uplink and downlink TBFs and extended dynamic allocation (see sub-clause 8.1.1.2), the network may apply polling in downlink RLC data blocks only when sent on a PDCH common for both reception and transmission (see 3GPP TS 45.002). A mobile station operating with extended dynamic allocation need to respond to polling in downlink RLC data blocks only when received on a PDCH common for both reception and transmission.

Next modified section 

8.6
PACKET CONTROL ACKNOWLEDGEMENT

A PACKET CONTROL ACKNOWLEDGEMENT message shall always be sent in the uplink block specified by the corresponding valid RRBP field of a downlink RLC/MAC control block, and not in any other uplink block that may be allocated to the mobile station. However the transmission of the PACKET CONTROL ACKNOWLEDGEMENT message takes precedence over the transmission of allocated uplink radio blocks or the reception of PCCCH or assigned PDTCH radio blocks. If transmission of the PACKET CONTROL ACKNOWLEDGEMENT message would result in more than the maximum Tx timeslots per TDMA frame allowed by the multislot class, transmission of the highest numbered PDCH(s) shall be omitted.

In dual transfer mode the reception and transmission of assigned TCH radio blocks on dedicated resources takes precedence over the transmission of the PACKET CONTROL ACKNOWLEDGEMENT.

A mobile station in packet transfer mode in a Downlink Dual Carrier configuration shall respond in the uplink radio block indicated by the RRBP field on the same radio frequency channel as the one where the poll was received. A mobile station in dual transfer mode in a Downlink Dual Carrier configuration shall respond in the uplink radio block on the timeslot or the PDCH pair indicated by the RRBP field (see sub-clause 10.4.5) on the uplink radio frequency channel where the dedicated resource is assigned regardless of which downlink radio frequency channel the poll was received on, unless this would prevent the transmission or reception of a TCH radio block on a dedicated resource.
Next modified section 

10.4.5
Relative Reserved Block Period (RRBP) field

The RRBP value specifies a single uplink block in which the mobile station shall transmit either a PACKET CONTROL ACKNOWLEDGEMENT message or a PACCH block to the network. If the RRBP field is received as part of an RLC/MAC block containing an RLC/MAC control block, the mobile station shall transmit a PACKET CONTROL ACKNOWLEDGEMENT message in the uplink radio block specified, except if:

-
The received message is a Packet Paging Request, Packet Access Reject, or Packet Queuing Notification message, or

-
It is specified elsewhere that the mobile station shall not respond to the polling request.

If the RRBP field is received as part of an RLC/MAC block containing an RLC/MAC control block containing a Packet Paging Request, Packet Access Reject, or Packet Queuing Notification message, or it is specified elsewhere that the mobile station shall not respond to the polling request, the mobile station shall ignore this RRBP field. The mobile station shall only react on RLC/MAC control blocks containing a valid RRBP field if the mobile station is addressed either in the downlink RLC/MAC control block header or in the control message itself. If the control message is segmented into more than one downlink RLC/MAC control blocks the mobile station shall react only on RLC/MAC control blocks containing a valid RRBP field if the mobile station is addressed in the downlink RLC/MAC control block header.

If the mobile station receives two or more RLC/MAC blocks containing an RLC/MAC control message with different RRBP values such that they specify the same uplink block, the mobile station shall transmit one PACKET CONTROL ACKNOWLEDGEMENT message in the specified uplink radio block.

If the RRBP field is received as part of a RLC/MAC block containing an RLC data block, the mobile station shall transmit a PACCH block in the specified uplink radio block. If the mobile station receives two or more RLC/MAC blocks containing an RLC data block with different RRBP values such they specify the same uplink radio block, the mobile station shall transmit one PACCH block in the specified uplink radio block.

If the mobile station receives an RLC data block and an RLC/MAC control block with different RRBP values such that they specify the same uplink radio block, the mobile station shall transmit an PACKET CONTROL ACKNOWLEDGEMENT message in the specified uplink radio block.

In case of a BTTI configuration, the mobile station shall transmit the uplink radio block on the same timeslot as the block where the RRBP was received or, if an uplink control timeslot is assigned to the mobile station, the mobile station shall transmit the uplink radio block on this uplink control timeslot. In case of an RTTI configuration, the mobile station shall transmit the uplink radio block on the corresponding uplink PDCH pair to the downlink PDCH pair where the block containing the RRBP was received or, if an uplink control timeslot is assigned to the mobile station, on the uplink PDCH pair the uplink control timeslot belongs to.
NOTE:
In case of an RTTI configuration, the network should not poll the mobile station on a downlink PDCH pair for which no corresponding uplink PDCH pair exists.
After receiving an RLC/MAC block containing a valid RRBP field the mobile station need not monitor the USF in the associated downlink RLC/MAC block appearing just before the uplink block it shall transmit. However, when Extended Dynamic Allocation or Shifted USF operation is used, the corresponding USF monitoring procedure shall apply as described in sub-clause 8.1.1.2.1 and sub-clause 8.1.1.2.4 respectively.

A polled control message shall always be sent in the uplink block specified by the corresponding valid RRBP field of a downlink RLC/MAC control block, and not in any other uplink block that may be allocated to the mobile station.

The network should not use the RRBP field to schedule the transmission of a PACKET CONTROL ACKNOWLEDGEMENT message or an uplink PACCH block later than the second last block, B(x‑2) mod 12, before the first block, B(x), where the mobile station shall be ready to transmit and receive using a new assignment. A mobile station that is scheduled an uplink block later than that may omit responding to the polling request or may delay the access using the new assignment, in order to respond to the polling request.

The network should not use the RRBP field to schedule the transmission of PACKET CONTROL ACKNOWLEDGEMENT messages or uplink PACCH blocks, in such way, that a mobile station has more than three such uplink blocks pending for transmission at any instant. A mobile station, that is scheduled such uplink blocks more frequent than that, may omit responding to the excessive polling requests.

The RRBP field shall be interpreted according to the TTI configuration in use for the mobile station on the PDCH (or on the PDCH pair) where the block containing the RRBP field is received at the time it is received, and, for a BTTI configuration, according to whether FANR is activated or not for the mobile station.
For TBFs not using FANR, Table 10.4.5.1 indicates the number of TDMA frames the mobile station shall wait before transmitting the uplink RLC/MAC block. The delay is relative to the first TDMA frame (N) of the downlink block containing the RRBP value. For definition of TDMA frame numbering, see 3GPP TS 45.002.

Table 10.4.5.1: Relative Reserved Block Period (RRBP) field – no FANR

	bit
6-5
	Full-rate PDCH uplink block with TDMA frame number
	Half-rate PDCH uplink block with TDMA frame number

	0 0
	(N+13) mod 2715648
	reserved

	0 1
	(N+17 or N+18) mod 2715648
	(N+17 or N+18) mod 2715648

	1 0
	(N+21 or N+22) mod 2715648
	reserved

	1 1
	(N+26) mod 2715648
	(N+26) mod 2715648


If the mobile station is operating on a half-rate PDCH and it receives an RLC/MAC block with a reserved RRBP value, it shall regard the RRBP field as not valid and shall ignore the polling.

For TBFs using FANR, the number of TDMA frames the mobile station shall wait before transmitting the uplink RLC/MAC block is indicated in Table 10.4.5.2. 

Table 10.4.5.2: Relative Reserved Block Period (RRBP) field – FANR

	bit
6-5
	PDCH uplink block with TDMA frame number (BTTI)
	PDCH uplink block with TDMA frame number (RTTI) 

	0 0
	(N+13)mod 2715648
	reserved

	0 1
	(N+8 or N+9)  mod 2715648
	(N+8 or N+9) mod 2715648

	1 0
	reserved
	(N+6 or N+7) mod 2715648

	1 1
	reserved
	reserved


In downlink RLC/MAC Control blocks encoded using MSC-0, a 1-bit RRBP is defined (see subclause 10.3a.3.3). In this case the number of TDMA frames the mobile station shall wait before transmitting the uplink RLC/MAC block is indicated in Table 10.4.5.3.

Table 10.4.5.3: Relative Reserved Block Period (RRBP) field – 1 bit field

	bit
5
	PDCH uplink block with TDMA frame number

	0
	(N+6 or N+7) mod 2715648

	1
	(N+8 or N+9) mod 2715648


10.4.5.1
Special requirements in dual transfer mode

If the mobile station in dual transfer mode is using PDCH/H, where the exclusive allocation is required, special requirements apply when the mobile station receives a valid RRBP field in a downlink RLC/MAC block:

-
The mobile station may disregard the actual value of a valid RRBP field. The mobile station shall respond to the polling request at the TDMA frame number specified by one of the allowed RRBP values, regardless of which value that was actually received.

-
If the mobile station receives more than one RLC/MAC block with a valid RRBP field, the mobile station shall respond to each one of the polling requests with a separate PACKET CONTROL ACKNOWLEDGEMENT message or PACCH block to the network.

-
When the mobile station responds with a PACKET CONTROL ACKNOWLEDGEMENT message to a valid RRBP field, the mobile station shall use the RLC/MAC control block format. That is regardless of the CONTROL_ACK_TYPE parameter received in the broadcast information of the cell or the TYPE_OF_ACK parameter received in a PACKET POLLING REQUEST message.

If the mobile station in dual transfer mode is not using PDCH/H, the normal requirements apply when the mobile station receives a valid RRBP field in a downlink RLC/MAC block.

Next modified section 

11.2.7a
Multiple TBF Downlink Assignment

This message is sent on the PACCH by the network to the mobile station to assign multiple downlink resources to the mobile station. If the mobile station supports Downlink Dual Carrier, this message may be sent using extended RLC/MAC control message segmentation (see sub-clause 9.1.12a).

A mobile allocation or reference frequency list received as part of this assignment message shall be valid until a new assignment is received or until all of the TBFs belonging to the MS are terminated.

Message type:
MULTIPLE TBF DOWNLINK ASSIGNMENT

Direction:
network to mobile station

Classification:
non-distribution message

Table 11.2.7a.1: MULTIPLE TBF Downlink ASSIGNMENT information elements

	< Multiple TBF Downlink Assignment message content > ::=


< PAGE_MODE : bit (2) >


{ 0 | 1 <PERSISTENCE_LEVEL : bit (4) > * 4 }


{
{ 0
< Global TFI : < Global TFI IE > >



| 10
{ < TLLI / G-RNTI : <TLLI / G-RNTI IE > > < G-RNTI extension : bit (4) > } }

	

{ 0

-- Message escape



{
< Packet Timing Advance : < Packet Timing Advance IE > >





{ 0 | 1 < P0 : bit (4) > 







< PR_MODE : bit (1) > }





{
{ 0 | 1 < Frequency Parameters : < Frequency Parameters IE > > }






{ 0 | 1 < Power Control Parameters : < Power Control Parameters IE > > }






{ 0 | 1 < TBF Starting Time : < Starting Frame Number Description IE > > }






{ 0 | 1 { 0 | 1 < EGPRS Window Size : < EGPRS Window Size IE > > }








< LINK_QUALITY_MEASUREMENT_MODE : bit (2) >






{ 0 | 1 < BEP_PERIOD2 : bit(4) > }}






{ 0 | 1 <Packet Extended Timing Advance : bit (2) > }






{ 0 | 1 < Uplink Control Timeslot : bit (3) > }






{ 1 < Multiple Downlink TBF Assignment : < Multiple Downlink TBF Assignment struct > > } ** 0







{ null | 0 bit** = < no string > -- Receiver backward compatible with earlier version







| 1 


-- Additions for REL-7








{ 1 { 0 | 1< NPM Transfer Time : bit (5) > } ** 0





< padding bits > }} } //




-- truncation at end of message allowed, bits '0' assumed




! < Non-distribution part error : bit (*) = < no string > > }

	

| 1

-- Message escape for dual carrier, RTTI, BTTI using FANR, EGPRS2




{ 00 {
< Packet Timing Advance : < Packet Timing Advance IE > >





< Assignment Info : < Assignment Info struct > >





{ 0 | 1
< P0_C1 : bit (4) >






< PR_MODE_C1 : bit (1) > }





{ 0 | 1
< P0_C2 : bit (4) >






< PR_MODE_C2 : bit (1) > }





{
{ 00

-- No frequency parameters included





| 01

-- Legacy IEs used






{ 0 | 1 < Frequency Parameters C1 : < Frequency Parameters IE > > }






{ 0 | 1 < Frequency Parameters C2 : < Frequency Parameters IE > > }






| 10

-- Optimized Dual Carrier frequency parameters used 







 < Dual Carrier Frequency Parameters: < Dual Carrier Frequency Parameters IE > > 






! < Frequency Parameters error: { 11 } bit(*) = < no string> > } -- reserved for future use






{ 0 | 1 < Power Control Parameters C1 : < Power Control Parameters IE > > }






{ 0 | 1 < Power Control Parameters C2 : < Power Control Parameters IE > > }






{ 0 | 1 { 0 | 1 < EGPRS Window Size : < EGPRS Window Size IE > > }








< LINK_QUALITY_MEASUREMENT_MODE : bit (2) >








< EGPRS2_LINK_QUALITY_MEASUREMENT_MODE : bit (1) >








{ 0 | 1 < BEP_PERIOD2 : bit(4) > }}






{ 0 | 1 < Packet Extended Timing Advance : bit (2) > }






{ 0 | 1 < Uplink Control Timeslot C1 : bit (3) > }






{ 0 | 1 < Uplink Control Timeslot C2 : bit (3) > }






{ 0 




-- BTTI mode






< FANR: bit (1) >






{ 1
< BTTI Multiple Downlink TBF Assignment : 








< BTTI Multiple DL TBF Assignment struct > > } ** 0






| 1




-- RTTI mode






{ 00



-- default single-carrier PDCH-pair configuration






| 01



-- default dual-carrier PDCH-pair configuration






| 10
< DOWNLINK_PDCH_PAIRS_C1 : bit (8) > 








{ 0 | 1 < DOWNLINK_PDCH_PAIRS_C2 : bit (8) > }








< UPLINK_PDCH_PAIRS_C1 : bit (8) >








{ 0 | 1 < UPLINK_PDCH_PAIRS_C2 : bit (8) > }







| < PDCH pairs configuration error : { 1 1 } bit (*) = < no string > > } -- reserved






{ 1
< RTTI Multiple Downlink TBF Assignment : 








< RTTI Multiple DL TBF Assignment struct > > } ** 0






}






<Downlink EGPRS Level: < EGPRS Level IE > >





< padding bits > } //




-- truncation at end of message allowed, bits '0' assumed




! < Non-distribution part error : bit (*) = < no string > > }




! < Message escape : { 01 | 10 | 11 } bit (*) = < no string >> }



! < Address information part error : bit (*) = < no string > > }


! < Distribution part error : bit (*) = < no string > > ;



	< Multiple Downlink TBF Assignment struct > ::=


< TIMESLOT_ALLOCATION : bit (8) >


{ 1 < Downlink TBF assignment : < Downlink TBF assignment struct > > } ** 0 ;



	< BTTI Multiple DL TBF Assignment struct > ::=


{ 0 | 1 < TIMESLOT_ALLOCATION_C1 : bit (8) > }

{ 0 | 1 < TIMESLOT_ALLOCATION_C2 : bit (8) > }


{ 1 < Downlink TBF assignment : < Downlink TBF assignment 2 struct > > } ** 0 ;



	< RTTI Multiple DL TBF Assignment struct > ::=


 < RTTI_DOWNLINK_PDCH_PAIR_ASSIGNMENT: bit (n) > -- n is total number of DL PDCH pairs

{ 1 < Downlink TBF assignment : < Downlink TBF assignment 2 struct > > } ** 0 ;




	< Downlink TBF assignment struct > :: =


{ 0 < RB Id : bit (5) >


 | 1 < PFI : bit (7) >




< RLC_MODE : bit (1) > }


< TFI Assignment : bit (5) >


< CONTROL_ACK : bit (1) >


{ 0 | 1 < EGPRS Window Size : < EGPRS Window Size IE > > }


{ 0 | 1 < HFN_LSB : bit (1) > } ; 


-- HFN_LSB field used in Iu mode only


	< Downlink TBF assignment 2 struct > :: =


< PFI : bit (7) >



< RLC_MODE : bit (1) >


< TFI Assignment : bit (5) >


< CONTROL_ACK : bit (1) >


{ 0 | 1 < NPM Transfer Time : bit (5) > }


< EVENT_BASED_FANR: bit (1) > 


{ 0 | 1 < Downlink EGPRS Window Size : < EGPRS Window Size IE > > } ;



	< Assignment Info struct > :: =


< Assignment Type : bit (2) >


< Carrier ID : bit (1) > ;


Table 11.2.7a.2: MULTIPLE TBF Downlink ASSIGNMENT information element details

	PAGE_MODE (2 bit field)
This field is defined in sub-clause 12.20.

	PERSISTENCE_LEVEL (4 bit field for each Radio Priority 1…4)
This field is defined in sub-clause 12.14, PRACH Control Parameters.

	Global TFI
This information element identifies one of the mobile station’s downlink or uplink TFIs. This field is defined in sub-clause 12.10.

	TLLI / G-RNTI
This information element is defined in sub-clause 12.16.

	G-RNTI extension (4 bit field)

This field contains the extra 4 bits of the G-RNTI not included in the TLLI / G-RNTI field which are necessary to provide a unique identifier for contention resolution in Iu-mode.

	CONTROL_ACK (1 bit field)
This field shall be set to "1" if the network wishes to instruct the mobile station to release the given TBFs for which timer T3192 is running. The TBFs to be released are identified by the TFIs given in the TFI Assignment field and have to be valid on the PACCH on which this message was sent. Otherwise this field shall be set to "0".

	TIMESLOT_ALLOCATION, TIMESLOT_ALLOCATION_C1, TIMESLOT_ALLOCATION_C2 (8 bit field)
These fields describe the timeslot(s) on which all TBFs described in this message are assigned resources. 

	Uplink Control Timeslot, Uplink Control Timeslot C1, Uplink Control Timeslot C2 (3 bit field)

In case of a BTTI configuration, these fields contain the timeslot number of the timeslot where the PACCH/U for the MS is located. In case of an RTTI configuration, these fields contain the timeslot number of the timeslot belonging to the uplink PDCH pair where the PACCH/U for the MS is located. These fields are encoded as the binary representation of the timeslot number as defined in 3GPP TS 45.002.

	Packet Timing Advance
This information element is defined in sub-clause 12.12.

	P0, P0_C1, P0_C2 (4 bit field)
For description and encoding, see the Packet Uplink Assignment message. 

	PR_MODE, PR_MODE_C1, PR_MODE_C2 (1 bit field)
For description and encoding, see the Packet Uplink Assignment message. 

	Power Control Parameters, Power Control Parameters C1, Power Control Parameters C2
This information element is defined in sub-clause 12.13.

	Frequency Parameters
This information element is defined in sub-clause 12.8.

Frequency Parameters C1, Frequency Parameters C2
The usage of these parameters is specified in sub-clause 11.2.7.  These information elements are coded as defined in sub-clause 12.8.

Dual Carrier Frequency Parameters
This information element is defined in sub-clause 12.8.2

	TFI Assignment (5 bit field)
This information element assigns one (or more) TFI(s) to each TBF assigned to the mobile station in this message. This field is repeated for each TBF that is assigned in this message. TFI is encoded as defined in sub-clause 12.15. 

	TBF Starting Time
The TBF Starting Time field contains a starting time that indicates the TDMA frame number during which the assigned TBFs may start. If no downlink TBF is in progress, the mobile station need not monitor the TFI field of downlink RLC data blocks until the indicated TDMA frame number. After the indicated TDMA frame number, the mobile station shall operate as during a downlink TBF. If a downlink TBF is already in progress, the mobile station shall continue to use the parameters of the existing TBF until the TDMA frame number occurs. When the indicated TDMA frame number occurs, the mobile station shall immediately begin to use the new parameters assigned. This information element is defined in sub-clause 12.21.

	EGPRS Window Size
This information element is defined in sub-clause 12.5.2.

	LINK_QUALITY_MEASUREMENT_MODE (2 bit field)

This field determines the measurements to be included within the EGPRS Timeslot Link Quality Measurements IE.

Bit

2 1

0 0
The MS shall not report either interference measurements ( values) or per slot BEP measurements.

0 1
The MS shall report available interference measurements ( values) for timeslots 0 through 7. The  value is defined in 3GPP TS 45.008. No per slot mean BEP measurements shall be reported.

1 0
The MS shall report mean BEP on each assigned time slot. The MS shall report the mean BEP measurement corresponding to the modulation for which it has received a larger number of blocks since the previous report. The MS shall make BEP measurements only on Radio Blocks intended for it. No interference measurements ( values) shall be reported.

1 1
The MS shall report mean BEP on each assigned time slot. The MS shall report the mean BEP measurement corresponding to the modulation for which it has received a larger number of blocks since the previous report. The MS shall make BEP measurements only on Radio Blocks intended for it. In addition to mean BEP, the MS shall report interference measurements ( values) for no more than four time slots. If the MS has interference measurements for more than four timeslots to report, the selection of timeslots for which measurements are included in each message is implementation specific, subject to the requirement that a measurement for each time slot, unless not available (see 3GPP TS 45.008), is included in at least every other report.



	EGPRS2_LINK_QUALITY_MEASUREMENT_MODE (1 bit field)

This field is defined in sub-clause 11.2.7

	Packet Extended Timing Advance (2 bit field) 
This field is defined in sub-clause 12.12b.

	BEP_PERIOD2 (4 bit field)
This field contains a constant which is used for filtering channel quality measurements in EGPRS. BEP_PERIOD2 when present, or if not, when received in a previous message of the same TBF session, shall be used instead of BEP_PERIOD. For details see 3GPP TS 45.008.

Range: 0 to 15

	RB Id (5 bit field)

This field contains the radio bearer identifier for the radio bearer using the assigned TBF. This provides the mapping of TFI to RB Id which is necessary to uniquely identify Iu-mode data flows.



	PFI (7 bit field)
This field contains the PFI parameter identifying a Packet Flow Context. The PFI parameter is encoded as the contents of the PFI information element as defined in 3GPP TS 44.018.



	RLC_MODE (1 bit field)
This field indicates the RLC mode of the assigned TBF.

0
RLC acknowledged mode

1
RLC unacknowledged mode. For the case of an EGPRS TBF an MS that supports RLC non-persistent mode shall respond to this indication of RLC mode as described in the EGPRS Window Size IE (see sub-clause 12.5.2).

	HFN_LSB (1 bit field) (Iu mode only)

This field contains the least significant bit of the downlink HFN of the radio bearer for which the TBF is assigned.

	NPM Transfer Time (5 bit field)

This field contains the NPM Transfer Time limitation in case of RLC non-persistent mode 

The list of NPM Transfer Time IEs in the Rel-7 additions is ordered as described by the loops in the earlier releases part. 

	Assignment Type (2 bit field)

This field is defined in sub-clause 11.2.7.


	Carrier ID (1 bit field)
This identifies the carrier to which the description refers.

0
Carrier 1
1
Carrier 2

	EVENT_BASED_FANR (1 bit field)

This field indicates whether the event-based FANR shall be used for the assigned TBF:

0
The MS shall not use event-based FANR
1
The MS shall use event-based FANR

This field shall be ignored if FANR is not used. The list of EVENT_BASED_FANR IEs in the Rel-7 additions is ordered as described by the loops in the earlier releases part.

	DOWNLINK_PDCH_PAIRS_C1

DOWNLINK_PDCH_PAIRS_C2

UPLINK_PDCH_PAIRS_C1

UPLINK_PDCH_PAIRS_C2

RTTI_DOWNLINK_PDCH_PAIR_ASSIGNMENT

These fields are defined in sub-clause 11.2.31

	FANR (1 bit field)
This field indicates the usage of FANR. This bit shall be set to '1' for RTTI configurations.

0
The MS shall not use FANR for the assigned TBFs
1
The MS shall use FANR for the assigned TBFs



	Downlink EGPRS Level (2 bit field)

This field specifies the group of modulation and coding schemes applicable to the TBFs. This information element is defined in sub-clause 12.10f.


Next modified section 

11.2.29a
Multiple TBF Uplink Assignment

This message is sent on the PACCH by the network to the mobile station to assign uplink resources. If the mobile station supports Downlink Dual Carrier, this message may be sent using extended RLC/MAC control message segmentation (see sub-clause 9.1.12a). The mobile station may be addressed by the G-RNTI or the TFI depending upon the procedure used. A mobile allocation or reference frequency list received as part of this assignment message shall be valid until new assignment is received or each TBF of the MS are terminated.

Message type:
MULTIPLE TBF UPLINK ASSIGNMENT

Direction:
network to mobile station 

Classification :
non-distribution message

Table 11.2.29a.1: MULTIPLE TBF UPlink ASSIGNMENT information elements

	< Multiple TBF Uplink Assignment message content > ::=


< PAGE_MODE : bit (2) >


{ 0 | 1 < PERSISTENCE_LEVEL : bit (4) > * 4 }


{
{ 0
< Global TFI : < Global TFI IE > > 



| 10
{ < TLLI / G-RNTI : <TLLI / G-RNTI IE > > < G-RNTI extension : bit (4) > } }


{ 0

-- Message escape bit for GPRS mode TBFs



{
{ 0 | 1 < CHANNEL_CODING_COMMAND : bit (2) > }





< TLLI_BLOCK_CHANNEL_CODING : bit (1) >





< Packet Timing Advance : < Packet Timing Advance IE > >





{ 0 | 1
< Packet Extended Timing Advance : bit (2) > }





{ 0 | 1
< Frequency Parameters : < Frequency Parameters IE > > }





{ 0 | 1
< Uplink TBF Assignment : < Uplink Assignment struct > > } 




< padding bits > } 




! < Non-distribution part error : bit (*) = < no string > > } 

	

| 1
-- Message escape bit for EGPRS mode TBFs



{ 00 





{
{ 0 | 1
< EGPRS Window Size : < EGPRS Window Size IE > > }






{ 0 | 1
< EGPRS Channel Coding Command : < EGPRS Modulation and Coding Scheme IE > > }






< Resegment : < RESEGMENT IE >>







< TLLI_BLOCK_CHANNEL_CODING : bit (1) >






{ 0 | 1
< BEP_PERIOD2 : bit(4) > }






< Packet Timing Advance : < Packet Timing Advance IE > >







{ 0 | 1
< Packet Extended Timing Advance : bit (2) > }






{ 0 | 1
< Frequency Parameters : < Frequency Parameters IE > > }






{ 0 | 1
< Uplink TBF Assignment : < Uplink Assignment struct > > }






{ null | 0 bit** = < no string > -- Receiver backward compatible with earlier version






| 1 


-- Additions for Rel-7







{ 0 | 1< NPM Transfer Time : bit (5) > } ** 0






< padding bits > } } 






! < Non-distribution part error : bit (*) = < no string > > }

	


| 01 


-- Message escape for dual carrier, RTTI, BTTI using FANR, EGPRS2




{
{ 0 | 1
< EGPRS Window Size : < EGPRS Window Size IE > > }






{ 0 | 1
< EGPRS Channel Coding Command : < EGPRS Modulation and Coding Scheme IE > > }






< Assignment Info : < Assignment Info struct > >






< RESEGMENT : bit (1) >





< TLLI_BLOCK_CHANNEL_CODING : bit (1) >






{ 0 | 1 < BEP_PERIOD2 : bit (4) > }






< Packet Timing Advance : < Packet Timing Advance IE > >





{ 0 | 1 < Packet Extended Timing Advance : bit (2) > }






{ 
00

-- No frequency parameters included






| 01

-- Legacy IEs used







{ 0 | 1 < Frequency Parameters C1 : < Frequency Parameters IE > > }







{ 0 | 1 < Frequency Parameters C2 : < Frequency Parameters IE > > }






| 10

-- Optimized Dual Carrier frequency parameters used 








< Dual Carrier Frequency Parameters : < Dual Carrier Frequency Parameters IE > > 







! < Frequency Parameters error: { 11 } bit(*) = < no string> >  }

-- reserved for future used






{ 0 | 1 < Uplink TBF Assignment 2 : < Uplink Assignment 2 struct > > }






<Uplink EGPRS Level: < EGPRS Level IE > >






{ 0 | 1 < Pulse Format: < Pulse Format IE > > }





< padding bits > 






! < Non-distribution part error : bit (*) = < no string > > }





! < Message escape : { 10 | 11 } bit (*) = < no string > > } } - Extended for future changes


! < Address information part error : bit (*) = < no string > > } 


! < Distribution part error : bit (*) = < no string > > ;



	< Uplink Assignment struct > ::=



< EXTENDED_DYNAMIC_ALLOCATION : bit (1) >


{ 0 | 1
< Uplink Control Timeslot : bit (3) > }


{ 0 | 1
< P0 : bit (4) > 




< PR_MODE : bit(1) > }


{ 0 | 1
< TBF Starting Time : < Starting Frame Number Description IE > > }


{ 0 | 1
< Global Timeslot description : < Timeslot description struct > >




{ 1
< Uplink TBF Assignment : < Uplink TBF Assignment struct > > } ** 0 } ;



	< Uplink Assignment 2 struct > ::=



< EXTENDED_DYNAMIC_ALLOCATION : bit (1) >


{ 0 | 1
< Uplink Control Timeslot C1 : bit (3) > }


{ 0 | 1
< Uplink Control Timeslot C2 : bit (3) > }


{ 0 | 1
< P0_C1 : bit (4) > 




< PR_MODE_C1 : bit(1) > 




{ 0 | 1
< P0_C2 : bit (4) > 






< PR_MODE_C2 : bit(1) > } }


{ 0 | 1 

-- '1' indicates that FANR is enabled


{ 0 

-- SSN-based approach is used


| 1 

-- Time-based approach is used



< TSH : bit (2) >  } }


{ 0 | 1 



{ 0 



-- BTTI mode




< Global Timeslot description : < Timeslot description 2 struct > >


| 1 



-- RTTI mode




< RTTI_USF_MODE : bit (1) >



< PDCH Pairs Description : < PDCH Pairs Description struct > >




{ 0




-- without power control parameters 



| 1




-- with power control parameters 




< ALPHA_C1 : bit (4) >





{ 0 | 1 < ALPHA_C2 : bit (4) > }





{ < GAMMA : bit (5) > } * n



-- repeated once for each PDCH-pair described in PDCH Pairs















-- Description



}



}



{ 1 < Uplink TBF Assignment 2: < Uplink TBF Assignment 2 struct > > } ** 0 } ;



	< Timeslot description struct > ::=


{ 0













-- without power control params


< MS_TIMESLOT_ALLOCATION : bit (8) >


| 1












--
with power control params


< ALPHA : bit (4) >





{ 0 | 1
< GAMMA_TN0 : bit (5) > } 



{ 0 | 1
< GAMMA_TN1 : bit (5) > }



{ 0 | 1
< GAMMA_TN2 : bit (5) > }



{ 0 | 1
< GAMMA_TN3 : bit (5) > }



{ 0 | 1
< GAMMA_TN4 : bit (5) > }



{ 0 | 1
< GAMMA_TN5 : bit (5) > }



{ 0 | 1
< GAMMA_TN6 : bit (5) > }



{ 0 | 1
< GAMMA_TN7 : bit (5) > } } ;



	< Timeslot description 2 struct > ::=


{ 0













-- without power control params


< MS_TIMESLOT_ALLOCATION_C1 : bit (8) >



{ 0 | 1 < MS_TIMESLOT_ALLOCATION_C2 : bit (8) > }


| 1












--
with power control params


< ALPHA_C1 : bit (4) >





{ 0 | 1
< GAMMA_TN0_C1 : bit (5) > } 



{ 0 | 1
< GAMMA_TN1_C1 : bit (5) > }



{ 0 | 1
< GAMMA_TN2_C1 : bit (5) > }



{ 0 | 1
< GAMMA_TN3_C1 : bit (5) > }



{ 0 | 1
< GAMMA_TN4_C1 : bit (5) > }



{ 0 | 1
< GAMMA_TN5_C1 : bit (5) > }



{ 0 | 1
< GAMMA_TN6_C1 : bit (5) > }



{ 0 | 1
< GAMMA_TN7_C1 : bit (5) > } 



{ 0 | 1
< ALPHA_C2 : bit (4) > }





{ 0 | 1
< GAMMA_TN0_C2 : bit (5) > } 



{ 0 | 1
< GAMMA_TN1_C2 : bit (5) > }



{ 0 | 1
< GAMMA_TN2_C2 : bit (5) > }



{ 0 | 1
< GAMMA_TN3_C2 : bit (5) > }



{ 0 | 1
< GAMMA_TN4_C2 : bit (5) > }



{ 0 | 1
< GAMMA_TN5_C2 : bit (5) > }



{ 0 | 1
< GAMMA_TN6_C2 : bit (5) > }



{ 0 | 1
< GAMMA_TN7_C2 : bit (5) > } 

} ;



	< PDCH Pairs Description struct > ::=


{ 00




-- default single-carrier PDCH-pair configuration


| 01




-- default dual-carrier PDCH-pair configuration

| 10
< DOWNLINK_PDCH_PAIRS_C1 : bit (8) > 




{ 0 | 1 < DOWNLINK_PDCH_PAIRS_C2 : bit (8) > }




< UPLINK_PDCH_PAIRS_C1 : bit (8) >




{ 0 | 1 < UPLINK_PDCH_PAIRS_C2 : bit (8) > } 


! < PDCH pairs configuration error : { 1 1 } bit (*) = < no string > > } 


-- reserved


	< Uplink TBF Assignment struct > ::=




-- Recursive for multiple TBFs

{ 0
< RB Id : bit (5) >


| 1
< PFI : bit (7) > }



< RLC_MODE : bit (1) > }


< TFI Assignment : bit (5) >


{ 0 | 1
< CHANNEL_CODING_COMMAND : bit (2) > }


{ 0 | 1
< EGPRS Channel Coding Command : < EGPRS Modulation and Coding Scheme IE > > }


{ 0 | 1
< EGPRS Window Size : < EGPRS Window Size IE > > }


< USF_GRANULARITY : bit (1) >


{ 0













-- The timeslots assigned to the TBF are all the timeslots assigned
















-- in the Global Timeslot description


| 1
< TBF_TIMESLOT_ALLOCATION : bit (N) > }
-- The timeslots assigned to the TBF are a subset of all the

















-- timeslots assigned in the Global Timeslot description. Where

















-- N is the amount of timeslots assigned to the MS in the Global 

















-- Timeslot description


{ 0

< USF_ALLOCATION : bit (3) >


-- The same USF is valid on all timeslots assigned to the TBF

| 1













-- Different USF(s) assigned




< USF_ALLOCATION : bit (3) >




-- USF assignment on the lowest numbered timeslot


















-- assigned to the TBF




{ 0 | 1 < USF_ALLOCATION : bit (3) > } * (M-1) } ;
-- USFs on subsequent timeslots assigned to the TBF:



















-- A ‘0’ (respectively a ‘1’ followed by a USF value) 



















-- means same (respectively different) USF value as the



















-- USF on the next lower numbered timeslot assigned to



















-- the TBF. Where M is the amount of timeslots assigned



















-- to the TBF in the TBF_TIMESLOT_ALLOCATION if 



















-- present, else in the Global Timeslot description



	< Uplink TBF Assignment 2 struct > ::=




-- Recursive for multiple TBFs

< PFI : bit (7) >


< RLC_MODE : bit (1) > 


< TFI Assignment : bit (5) >


{ 0 | 1
< EGPRS Channel Coding Command: < EGPRS Modulation and Coding Scheme IE > > }


{ 0 | 1
< EGPRS Window Size : < EGPRS Window Size IE > > }


< USF_GRANULARITY : bit (1) >


{ 0 | 1
< NPM Transfer Time : bit (5) > }


{ 0 | 1 
-- '1' indicates that time-based FANR is enabled


< REPORTED TIMESLOTS C1: bit (8) >


-- carrier 1 in Downlink Dual Carrier configuration



{ 0 | 1 < REPORTED TIMESLOTS C2 : bit (8) > }
-- carrier 2 in Downlink Dual Carrier configuration

} 


{ 0









-- The timeslots/PDCH-pairs assigned to the TBF are all the timeslots assigned












-- in the Global Timeslot description or PDCH pair description


| 1
< TBF_TIMESLOT_ALLOCATION : bit (N) > }
-- see description in Table 11.2.29a.2


{ 0
< USF_ALLOCATION_C1 : bit (3) >



{  0 | 1 < USF_ALLOCATION_C2 : bit (3) > } 
-- The same USF is valid on all timeslots/PDCH-pairs assigned 















-- to the TBF for each specified carrier

| 1













-- Different USF(s) assigned; see description in Table 11.2.29a.2



< USF_ALLOCATION : bit (3) >


{ 0 | 1 < USF_ALLOCATION : bit (3) > } * (M-1) 


} ;


	< Assignment Info struct > :: =


< Assignment Type : bit (2) >


< Carrier ID : bit (1) > ;




Table 11.2.29a.2: MULTIPLE TBF UPlink ASSIGNMENT information element details

	PAGE_MODE (2 bit field)
This field is defined in sub-clause 12.20.

	PERSISTENCE_LEVEL (4 bit field for each Radio Priority 1…4)
This field is defined in sub-clause 12.14, PRACH Control Parameters.

	TLLI / G-RNTI
This information element is defined in sub-clause 12.16.

	G-RNTI extension (4 bit field)

This field contains the extra 4 bits of the G-RNTI not included in the TLLI / G-RNTI field or CONTENTION_RESOLUTION Identifier field which are necessary to provide a unique identifier for contention resolution in Iu-mode.

	Global TFI
This information element identifies one of the mobile station’s downlink or uplink TFIs. This field is defined in sub-clause 12.10.

	CHANNEL_CODING_COMMAND (2 bit field)
The Channel Coding Indicator field indicates the channel coding scheme that the mobile station shall use when transmitting data on the uplink. If this field is included in the main body of the message, it shall refer to all GPRS TBF mode uplink TBFs assigned in the message (default value). If this field is included in the Uplink TBF Assignment struct, it refers only to the TBF given by the TFI Assignment (this specific value overrules the default value). Every TBF defined in GPRS TBF mode shall be assigned either the default value or a specific value.

Bit
2 1
0 0
CS-1
0 1
CS-2
1 0
CS-3
1 1
CS-4

	RESEGMENT (1 bit field)
This field is defined in sub-clause 12.10e.

	EGPRS Window Size

This information element is defined in sub-clause 12.5.2.

If this field is included in the main body of the message, it shall refer to all EGPRS TBF mode uplink TBFs assigned in the message (default value). If this field is included in the Uplink TBF Assignment struct, it refers only to the TBF given by the TFI Assignment (this specific value overrules the default value). Every TBF defined in EGPRS TBF mode shall be assigned either the default value or a specific value.

	EGPRS Modulation and Coding Scheme

This field contains the EGPRS Modulation and Coding Scheme information element defined in sub-clause 12.10d.

If this field is included in the main body of the message, it shall refer to all EGPRS TBF mode uplink TBFs assigned in the message (default value). If this field is included in the Uplink TBF Assignment struct, it refers only to the TBF given by the TFI Assignment (this specific value overrules the default value). Every TBF defined in EGPRS TBF mode shall be assigned either the default value or a specific value.

If this field is included in a Dual Carrier assignment, it shall specify the initial EGPRS Modulation and Coding Scheme to be used on both carriers.

	TLLI_BLOCK_CHANNEL_CODING (1 bit field)
This field indicates the channel coding command that the mobile station shall use for any RLC data block containing a TLLI / G-RNTI field in the RLC data block header. This field is coded as shown:

0
the mobile station shall use CS-1 in GPRS TBF mode and MCS-1 in EGPRS TBF mode.

1
the mobile station shall use the value commanded in the CHANNEL_CODING_COMMAND or EGPRS_CHANNEL_CODING_COMMAND field.

	BEP_PERIOD2 (4 bit field)
This field contains a constant which is used for filtering channel quality measurements in EGPRS. BEP_PERIOD2 when present, or if not, when received in a previous message of the same TBF session, shall be used instead of BEP_PERIOD. For details see 3GPP TS 45.008.

Range: 0 to 15

	TFI Assignment (5 bit field)
This information element assigns one TFI to each TBF assigned to the mobile station in this message. This field is repeated for each TBF that is assigned in this message. TFI values are encoded as defined in sub-clause 12.15. 

	RB Id (5 bit field)

This field contains the radio bearer identifier for the radio bearer using the assigned TBF. This provides the mapping of TFI to RB Id which is necessary to uniquely identify Iu-mode data flows.



	PFI (7 bit field)

This field contains the PFI parameter identifying a Packet Flow Context. The PFI parameter is encoded as the contents of the PFI information element as defined in 3GPP TS 44.018.

RLC_MODE (1 bit field)
This field contains the RLC mode to be used for the assigned TBF.

0
RLC acknowledged mode

1
RLC unacknowledged mode. For the case of an EGPRS TBF an MS that supports RLC non-persistent mode shall respond to this indication of RLC mode as described in the EGPRS Window Size IE (see sub-clause 12.5.2).



	Uplink Control Timeslot (3 bit field)

In case of a BTTI configuration, this field contains the timeslot number of the timeslot where the PACCH for the MS is located. In case of an RTTI configuration, this field contains the timeslot number of the timeslot belonging to the uplink PDCH pair where the PACCH/U for the MS is located. It is encoded as the binary representation of the timeslot number as defined in 3GPP TS 45.002.
Uplink Control Timeslot C1 (3 bit field)

In case of a BTTI configuration, this field contains the timeslot number of the timeslot where the PACCH for the MS is located. In case of an RTTI configuration, this field contains the timeslot number of the timeslot belonging to the uplink PDCH pair where the PACCH/U for the MS is located. It is encoded as the binary representation of the timeslot number as defined in 3GPP TS 45.002. If the Assignment Type field is present and indicates 'Dual Carrier assignment', this field applies to carrier 1, otherwise this field applies to the carrier identified by the Carrier ID field.

Uplink Control Timeslot C2 (3 bit field)

If the Assignment Type field is present and indicates 'Dual Carrier assignment', this field contains the timeslot number on carrier 2 of the timeslot where the PACCH for the MS is located in case of a BTTI configuration, or the timeslot number of the timeslot belonging to the uplink PDCH pair where the PACCH/U for the MS is located in case of an RTTI configuration. It is encoded as the binary representation of the timeslot number as defined in 3GPP TS 45.002.



	Packet Timing Advance
This information element is defined in sub-clause 12.12.

	Frequency Parameters
This information element, if present, assigns frequency parameters to the uplink TBF. If this information element is not present the mobile station shall use its previously assigned frequency parameters. This information element is defined in sub-clause 12.8.

Frequency Parameters C1, Frequency Parameters C2
These information elements are coded as defined in sub-clause 12.8. See sub-clause 11.2.7 for the usage of these information elements.

Dual Carrier Frequency Parameters 
This information element, if present, assigns frequency parameters to the uplink TBF for both carriers in a dual carrier configuration. This information element is defined in sub-clause 12.8.2.

	EXTENDED_DYNAMIC_ALLOCATION (1 bit field)
This information field indicates the medium access mode to be used during the TBF.
0
Dynamic Allocation
1
Extended Dynamic Allocation

	TBF Starting Time
The TBF Starting Time field contains a starting time that indicates the frame number during which the assigned TBF may start.

In case of dynamic allocation, if no uplink TBF is in progress, the MS need not monitor the USF field until the TDMA frame number occurs. When the indicated TDMA frame number occurs, the mobile station shall immediately begin to monitor the USF field and use the new assigned uplink TBF parameters when its USF has occurred. If an uplink TBF is already in progress, the MS shall continue to use the parameters of the existing TBF until the TDMA frame number occurs. When the indicated TDMA frame number occurs, the mobile station shall immediately begin to monitor the USF field and use the new assigned uplink TBF parameters when its USF has occurred.

In case of single block allocation, the mobile station shall use the assigned timeslot during the RLC/MAC block whose first TDMA burst occurs in the indicated TDMA frame number.

This information element is encoded as the Starting Frame Number Description IE. See sub-clause 12.21.

	MS_TIMESLOT_ALLOCATION (8 bit field)
This information field indicates the timeslots assigned for use by the MS for the assigned uplink TBFs. Bit 8 indicates the status of timeslot 0, bit 7 indicates the status of timeslot 1, etc. At least one timeslot must be assigned. In case of a timeslot allocation without power control parameters, the values of the power control parameters for assigned timeslots shall be the default values as specified in 3GPP TS 45.008. However, in case some of the timeslots assigned by this message are already used by the mobile station, the mobile station shall continue to use the current power control parameters for these timeslots.
0
Timeslot is not assigned
1
Timeslot is assigned

TIMESLOT_ALLOCATION_C1, TIMESLOT_ALLOCATION_C2 (8 bit field)
The usage of these fields is as specified in sub-clause 11.2.7.

At least one timeslot must be assigned. In case of a timeslot allocation without power control parameters, the values of the power control parameters for assigned timeslots shall be the default values as specified in 3GPP TS 45.008. However, in case some of the timeslots assigned by this message are already used by the mobile station, the mobile station shall continue to use the current power control parameters for these timeslots.
0
Timeslot is not assigned
1
Timeslot is assigned

	TBF_TIMESLOT_ALLOCATION (N bit field)
This information field indicates the timeslots assigned to a particular uplink TBF, within the timeslots assigned to the MS in the Global Timeslot description. This field contains as many bits as there are timeslots assigned to the MS in the Global Timeslot description. Bit N indicates the status of the lowest numbered timeslot in the timeslots assigned to the MS in the Global Timeslot description. Bit N-1 (if any) indicates the status of the next lowest numbered timeslot, etc. At least one timeslot must be assigned per TBF

0
Timeslot is not assigned
1
Timeslot is assigned

	USF_ALLOCATION (3 bit field)

This field indicates the USF value assigned to the MS for one or more assigned timeslots. This field is encoded as a binary presentation of the USF value as defined in sub-clause 10.4.1.

USF_ALLOCATION_C1, USF_ALLOCATION_C2 (3 bit field)

These fields indicate the USF value assigned for all timeslots on the relevant carrier. 

If the Assignment Type field is present and indicates 'Dual Carrier assignment', USF_ALLOCATION_C1 applies to carrier 1, otherwise it applies to the carrier identified by the Carrier ID field.

If the Assignment Type field is present and indicates 'Dual Carrier assignment', and USF_ALLOCATION_C1 is present and USF_ALLOCATION_C2 is absent, the value specified by USF_ALLOCATION_C1 applies to timeslots assigned on both carriers.

	USF_GRANULARITY (1 bit field)
This information field indicates the USF granularity to be applied by the mobile station when it is assigned a TBF using Dynamic Allocation or Extended Dynamic Allocation.

0
the mobile station shall transmit one RLC/MAC block
1
the mobile station shall transmit four consecutive RLC/MAC blocks

	ALPHA (4 bit field)
For encoding and description see the Global Power Control Parameters IE.

ALPHA_C1, ALPHA_C2 (4 bit field)
These fields indicate the value of the parameter alpha to be applied in power control. For encoding and description see the Global Power Control Parameters IE.For usage of these parameters, see sub-clause 11.2.29.

	GAMMA_TN (5 bit field)
The GAMMA_TN field is the binary representation of the parameter GCH for MS output power control in units of 2 dB, see 3GPP TS 45.008. The GAMMA_TN field is coded according to the following table:

bit
5 4 3 2 1
0 0 0 0 0
GCH = 0 dB
0 0 0 0 1
GCH = 2 dB
: : : :
1 1 1 1 0
GCH = 60 dB
1 1 1 1 1
GCH = 62 dB

GAMMA_TN_C1 (5 bit field), GAMMA_TN_C2 (5 bit field)
For usage and coding of these parameters, see sub-clause 11.2.29.

	P0 (4 bit field)
This field is an optional downlink power control parameter. If P0 is present, then downlink power control is used; otherwise, if P0 is not present, then downlink power control is not used. It is encoded as follows:

bit
4 3 2 1 
0 0 0 0
P0 = 0 dB
0 0 0 1
P0 = 2 dB
0 0 1 0
P0 = 4 dB
:
1 1 1 1
P0 = 30 dB

P0_C1, P0_C2 (4 bit field)
For the usage of these fields, see sub-clause 11.2.29.

	PR_MODE (1 bit field)
This field indicates the PR Management mode, as defined in 3GPP TS 45.008. It is encoded as follows: 
0
PR mode A: for one addressed MS
1
PR mode B: for all MS

PR_MODE_C1, PR_MODE_C2 (1 bit field)
For the usage of these fields, see sub-clause 11.2.29.

	Packet Extended Timing Advance (2 bit field) 
This field is defined in sub-clause 12.12b.

	NPM Transfer Time (5 bit field)

This field contains the NPM Transfer Time limitation in case of RLC non-persistent mode 

The list of NPM Transfer Time IEs in the Rel-7 additions is ordered as described by the loops in the earlier releases part. 

	Assignment Type (2 bit field)

This field is defined in sub-clause 11.2.7.

	Carrier ID (1 bit field)
This identifies the carrier to which the description refers. 

0
Carrier 1
1
Carrier 2

	REPORTED TIMESLOTS (8 bit field)

The field indicates the timeslots for which feedback is provided by a time-based encoded PAN field and is encoded as the TIMESLOT_ALLOCATION IE defined in sub-clause 12.18.



	Uplink TBF Assignment 2 struct 

If the TBF_TIMESLOT_ALLOCATION bitmap is present, then the timeslots/PDCH-pairs assigned to the TBF are a subset of all the timeslots assigned in the Global Timeslot description or PDCH-pairs described in the PDCH-pair description. In BTTI mode, N is the number of timeslots assigned to the MS in the Global Timeslot description. In RTTI mode N is the number of PDCH-pairs described in the PDCH-pair description.

If different USFs are assigned on different timeslots/PDCH-pairs, then the USFs are listed in increasing order of timeslot numbers. In BTTI mode, M is the number of timeslots assigned to the TBF in the TBF_TIMESLOT_ALLOCATION if present, else in the Global Timeslot description. In RTTI configurations using RTTI USF mode M is the number of PDCH-pairs assigned to the TBF in the TBF_TIMESLOT_ALLOCATION if present, else M is the number of PDCH-pairs described in the PDCH-pair description. In RTTI configurations using BTTI USF mode M is twice the number of PDCH-pairs assigned to the TBF in the TBF_TIMESLOT_ALLOCATION if present, else M is twice the number of PDCH-pairs described in the PDCH-pair description.

If no USF is specified, then the USF value is the same as the previously indicated USF value.

	DOWNLINK_PDCH_PAIRS_C1

DOWNLINK_PDCH_PAIRS_C2

UPLINK_PDCH_PAIRS_C1

UPLINK_PDCH_PAIRS_C2

These fields are defined in sub-clause 11.2.31

	RTTI USF Mode (1 bit field)

This field is as specified in the Packet Uplink Assignment message

	TSH (2 bit field)

This field indicates the time-shift between the most recent radio block period for which feedback information is provided and the radio block period when the bitmap is sent: 
bit
2 1
0 0

4 TDMA frames (for a basic TTI configuration) or 2 TDMA frames (for a reduced TTI configuration)
0 1 
8 TDMA frames (for a basic TTI configuration) or 4 TDMA frames (for a reduced TTI configuration)
1 0 
12 TDMA frames (for a basic TTI configuration) or 6 TDMA frames (for a reduced TTI configuration)
1 1

16 TDMA frames (for a basic TTI configuration) or 8 TDMA frames (for a reduced TTI configuration)

	Uplink EGPRS Level (2 bit field)

This field specifies the group of modulation and coding schemes applicable to the TBF(s). This information element is defined in sub-clause 12.10f.

	Pulse Format (N bits field)

This information element, if assigned, specified on which radio frequency channel the mobile station shall transmit using the narrow-band pulse option. The information element is defined in sub-clause 12.8.3.


Next modified section 

11.2.31a
Multiple TBF Timeslot Reconfigure

This message is sent on the PACCH by the network to the mobile station to assign uplink and downlink resources. If the mobile station supports Downlink Dual Carrier, this message may be sent using extended RLC/MAC control message segmentation (see sub-clause 9.1.12a). A mobile allocation or reference frequency list received as part of this assignment message shall be valid until a new assignment is received or each TBF of the MS are terminated.

Message type:
MULTIPLE TBF TIMESLOT RECONFIGURE

Direction:
network to mobile station

Classification:
non-distribution message

Table 11.2.31a.1: MULTIPLE TBF TIMESLOT RECONFIGURE information elements

	< Multiple TBF Timeslot Reconfigure message content > ::=


< PAGE_MODE : bit (2) >


{
0 < GLOBAL_TFI : < Global TFI IE > >



{ 0

-- Message escape for GPRS mode TBFs



{
{ 0 | 1 < CHANNEL_CODING_COMMAND : bit (2) > }





< Global Packet Timing Advance : < Global Packet Timing Advance IE > >





{ 0 | 1
< Frequency Parameters : < Frequency Parameters IE > > }





{ 0 | 1
< Packet Extended Timing Advance : bit (2) > }





{ 1 < Multiple Downlink Assignment : < Multiple Downlink Assignment struct > > } ** 0 





< Multiple Uplink Assignment : < Multiple Uplink Assignment struct > >





< padding bits > 




}




! < Non-distribution part error : bit (*) = < no string > > }

	

| 1



-- Message escape bit for EGPRS mode TBFs




{ 00 {







{ 0 | 1
< EGPRS Channel Coding Command : < EGPRS Modulation and Coding Scheme IE > > }






< RESEGMENT : bit (1) >






{ 0 | 1
< Downlink EGPRS Window Size : < EGPRS Window Size IE > }






{ 0 | 1
{ 0 | 1 < Uplink EGPRS Window Size : < EGPRS Window Size IE > > }








< LINK_QUALITY_MEASUREMENT_MODE : bit (2) >






{ 0 | 1
< BEP_PERIOD2 : bit(4) > } }










< Global Packet Timing Advance : < Global Packet Timing Advance IE > >






{ 0 | 1
< Packet Extended Timing Advance : bit (2) > }






{ 0 | 1
< Frequency Parameters : < Frequency Parameters IE > > }





{ 1 < Multiple Downlink Assignment : < Multiple Downlink Assignment struct > > } ** 0 






< Multiple Uplink Assignment : < Multiple Uplink Assignment struct > >






{ null | 0 bit** = < no string > 

-- Receiver backward compatible with earlier version






| 1 


-- Additions for Rel-7







{ 0 | 1
< NPM Transfer Time : bit (5) > } ** 0






< padding bits > } 





}





! < Non-distribution part error : bit (*) = < no string > > 




}

	


{ 01 {



-- Message escape for dual carrier, BTTI using FANR, EGPRS2, RTTI





{ 0 | 1
< EGPRS Channel Coding Command : < EGPRS Modulation and Coding Scheme IE > > }






< RESEGMENT : bit (1) >






{ 0 | 1
< Downlink EGPRS Window Size : < EGPRS Window Size IE > }






{ 0 | 1
{ 0 | 1 < Uplink EGPRS Window Size : < EGPRS Window Size IE > > }








< LINK_QUALITY_MEASUREMENT_MODE : bit (2) >








< EGPRS2_LINK_QUALITY_MEASUREMENT_MODE : bit (1) >








{ 0 | 1
< BEP_PERIOD2 : bit(4) > }






 }










< Global Packet Timing Advance : < Global Packet Timing Advance IE > >





{ 0 | 1
< Packet Extended Timing Advance : bit (2) > }






{
00

-- No frequency parameters included






| 01

-- Legacy IEs used







{ 0 | 1 < Frequency Parameters C1 : < Frequency Parameters IE > > }







{ 0 | 1 < Frequency Parameters C2 : < Frequency Parameters IE > > }






| 10

-- Optimized Dual Carrier frequency parameters used 








< Dual Carrier Frequency Parameters : < Dual Carrier Frequency Parameters IE > > 







! < Frequency Parameters error: { 11 } bit(*) = < no string> >  

-- reserved for future used





}

	




{ 0




-- BTTI mode







< FANR: bit (1) >






{ 1
< BTTI Multiple Downlink Assignment : < BTTI Multiple Downlink Assignment struct > > } ** 0 






| 1




-- RTTI mode







< PDCH PAIRS DESCRIPTION : < PDCH Pairs Description struct > >






{ 1
< RTTI Multiple Downlink TBF Assignment : 








< RTTI Multiple Downlink Assignment struct > > } ** 0






}






< Multiple Uplink Assignment : < Multiple Uplink Assignment 2 struct > >






< Uplink EGPRS Level: < EGPRS Level IE > >






< Downlink EGPRS Level: < EGPRS Level IE > >





{ 0 | 1 < Pulse Format: < Pulse Format IE > > }






< padding bits > 





} 





! < Non-distribution part error : bit (*) = < no string > > 




}




! < Message escape : { 10 | 11} bit (*) = < no string > > 
 --Extended for future changes



}



! < Address information part error : bit (*) = < no string > > 


}


! < Distribution part error : bit (*) = < no string > > ;



	< Multiple Downlink Assignment struct > ::=


< TIMESLOT_ALLOCATION : bit (8) >


{ 0 | 1 
< Uplink Control Timeslot : bit (3) > }


{ 1 < Downlink TBF assignment : < Downlink TBF assignment struct > > } ** 0 ;



	< BTTI Multiple Downlink Assignment struct > ::=


{ 0 | 1 < TIMESLOT_ALLOCATION_C1 : bit (8) > }


{ 0 | 1 < TIMESLOT_ALLOCATION_C2 : bit (8) > }


{ 0 | 1 < Uplink Control Timeslot C1 : bit (3) > }


{ 0 | 1 < Uplink Control Timeslot C2 : bit (3) > }


{ 1 < Downlink TBF assignment : < Downlink TBF assignment 2 struct > > } ** 0 ;



	< RTTI Multiple Downlink Assignment struct > ::=


 < RTTI_DOWNLINK_PDCH_PAIR_ASSIGNMENT: bit (n) > -- n is total number of DL PDCH pairs

{ 0 | 1 < Uplink Control Timeslot C1 : bit (3) > }


{ 0 | 1 < Uplink Control Timeslot C2 : bit (3) > }


{ 1 < Downlink TBF assignment : < Downlink TBF assignment 2 struct > > } ** 0 ;



	< Downlink TBF assignment struct > :: =


{ 0
< RB Id : bit (5) >


| 1
< PFI : bit (7) > 



< RLC_MODE : bit (1) > }


{ 0 | 1 
< Uplink Control Timeslot : bit (3) > }


< TFI Assignment : bit (5) >


< CONTROL_ACK : bit (1) >


{ 0 | 1 < Downlink EGPRS Window Size : < EGPRS Window Size IE > > } ;



	< Downlink TBF assignment 2 struct > :: =


< PFI : bit (7) >



< RLC_MODE : bit (1) > 


{ 0 | 1 < Uplink Control Timeslot C1 : bit (3) > }


{ 0 | 1 < Uplink Control Timeslot C2 : bit (3) > }


< TFI Assignment : bit (5) >


< CONTROL_ACK : bit (1) >


{ 0 | 1
< NPM Transfer Time : bit (5) > }


< EVENT_BASED_FANR: bit (1) > 


{ 0 | 1 < Downlink EGPRS Window Size : < EGPRS Window Size IE > > } ;



	< Multiple Uplink Assignment struct > ::=


< EXTENDED_DYNAMIC_ALLOCATION : bit (1) >


{ 0 | 1 < P0 : bit (4) > 



< PR_MODE : bit(1) > }


{ 0 | 1 < TBF Starting Time : < Starting Frame Number Description IE > > }


{ 0 | 1 < Global Timeslot description : < Timeslot description struct > >



{ 1 < Uplink TBF Assignment : < Uplink TBF Assignment struct > > } ** 0 } ;



	< Multiple Uplink Assignment 2 struct > ::=


< EXTENDED_DYNAMIC_ALLOCATION : bit (1) >


{ 0 | 1
< P0_C1 : bit (4) > 




< PR_MODE_C1 : bit(1) > 




{ 0 | 1
< P0_C2 : bit (4) > 






< PR_MODE_C2 : bit(1) > } }


{ 0 | 1 
-- '1' indicates that FANR is enabled


{ 0 

-- SSN-based approach is used


| 1 

-- Time-based approach is used



< TSH : bit (2) >  } }


{ 0 | 1 



{ 0 



-- BTTI mode




 < Global Timeslot description : < Timeslot description 2 struct > > 



| 1 



-- RTTI mode




< RTTI_USF_MODE : bit (1) >



{ 0




-- without power control parameters 




| 1




-- with power control parameters 





< ALPHA_C1 : bit (4) >





{ 0 | 1 < ALPHA_C2 : bit (4) > }





{ < GAMMA : bit (5) > } * n

-- repeated once for each PDCH-pair described in PDCH Pairs Description



}



{ 1 < Uplink TBF Assignment : < Uplink TBF Assignment 2 struct > > } ** 0


 } ;



	< Timeslot description struct > ::=


{ 0












-- without power control params


< MS_TIMESLOT_ALLOCATION : bit (8) >


| 1












--
with power control params


< ALPHA : bit (4) >





{ 0 | 1
< GAMMA_TN0 : bit (5) > } 



{ 0 | 1
< GAMMA_TN1 : bit (5) > }



{ 0 | 1
< GAMMA_TN2 : bit (5) > }



{ 0 | 1
< GAMMA_TN3 : bit (5) > }



{ 0 | 1
< GAMMA_TN4 : bit (5) > }



{ 0 | 1
< GAMMA_TN5 : bit (5) > }



{ 0 | 1
< GAMMA_TN6 : bit (5) > }



{ 0 | 1
< GAMMA_TN7 : bit (5) > } } ;



	< Timeslot description 2 struct > ::=


{ 0












-- without power control params


< MS_TIMESLOT_ALLOCATION_C1 : bit (8) >



{ 0 | 1 < MS_TIMESLOT_ALLOCATION_C2 : bit (8) > }


| 1












--
with power control params


< ALPHA_C1 : bit (4) >





{ 0 | 1
< GAMMA_TN0_C1 : bit (5) > } 



{ 0 | 1
< GAMMA_TN1_C1 : bit (5) > }



{ 0 | 1
< GAMMA_TN2_C1 : bit (5) > }



{ 0 | 1
< GAMMA_TN3_C1 : bit (5) > }



{ 0 | 1
< GAMMA_TN4_C1 : bit (5) > }



{ 0 | 1
< GAMMA_TN5_C1 : bit (5) > }



{ 0 | 1
< GAMMA_TN6_C1 : bit (5) > }



{ 0 | 1
< GAMMA_TN7_C1 : bit (5) > } 



{ 0 | 1
< ALPHA_C2 : bit (4) > }



{ 0 | 1
< GAMMA_TN0_C2 : bit (5) > } 



{ 0 | 1
< GAMMA_TN1_C2 : bit (5) > }



{ 0 | 1
< GAMMA_TN2_C2 : bit (5) > }



{ 0 | 1
< GAMMA_TN3_C2 : bit (5) > }



{ 0 | 1
< GAMMA_TN4_C2 : bit (5) > }



{ 0 | 1
< GAMMA_TN5_C2 : bit (5) > }



{ 0 | 1
< GAMMA_TN6_C2 : bit (5) > }



{ 0 | 1
< GAMMA_TN7_C2 : bit (5) > } 

} ;



	< Uplink TBF Assignment struct > ::=




-- Recursive for multiple TBFs

{ 0
< RB Id : bit (5) >


| 1
< PFI : bit (7) > }



< RLC_MODE : bit (1) > }


< TFI Assignment : bit (5) >


{ 0 | 1
< CHANNEL_CODING_COMMAND : bit (2) > }


{ 0 | 1
< EGPRS Channel Coding Command : < EGPRS Modulation and Coding Scheme IE > > }


{ 0 | 1
< Uplink EGPRS Window Size : < EGPRS Window Size IE > > }


< USF_GRANULARITY : bit (1) >


{ 0













-- The timeslots assigned to the TBF are all the timeslots assigned
















-- in the Global Timeslot description


| 1
< TBF_TIMESLOT_ALLOCATION : bit (N) > }
-- The timeslots assigned to the TBF are a subset of all the

















-- timeslots assigned in the Global Timeslot description. Where

















-- N is the amount of timeslots assigned to the MS in the Global 

















-- Timeslot description


{ 0

< USF_ALLOCATION : bit (3) >


-- The same USF is valid on all timeslots assigned to the TBF

| 1













-- Different USF(s) assigned




< USF_ALLOCATION : bit (3) >




-- USF assignment on the lowest numbered timeslot


















-- assigned to the TBF




{ 0 | 1 < USF_ALLOCATION : bit (3) > } * (M-1) } ;
-- USFs on subsequent timeslots assigned to the TBF:



















-- A ‘0’ (respectively a ‘1’ followed by a USF value) 



















-- means same (respectively different) USF value as the



















-- USF on the next lower numbered timeslot assigned to



















-- the TBF. Where M is the amount of timeslots assigned



















-- to the TBF in the TBF_TIMESLOT_ALLOCATION if 



















-- present, else in the Global Timeslot description


	< Uplink TBF Assignment 2 struct > ::=




-- Recursive for multiple TBFs

< PFI : bit (7) >


< RLC_MODE : bit (1) > 


< TFI Assignment : bit (5) >


{ 0 | 1
< EGPRS Channel Coding Command : < EGPRS Modulation and Coding Scheme IE > > }


{ 0 | 1
< EGPRS Window Size : < EGPRS Window Size IE > > }


{ 0 | 1
< NPM Transfer Time : bit (5) > }


{ 0 | 1 
< REPORTED TIMESLOTS C1 : bit (8) >


-- carrier 1 in Downlink Dual Carrier configuration




{ 0 | 1 < REPORTED TIMESLOTS C2 : bit (8) > }
-- carrier 2 in Downlink Dual Carrier configuration

} 

< USF_GRANULARITY : bit (1) >


{ 0
| 1
< TBF_TIMESLOT_ALLOCATION : bit (N) > }
-- The timeslots assigned to the TBF are all the timeslots 


















-- assigned in the Global Timeslot description


















-- see description in Table 11.2.29a.2



{ 0
< USF_ALLOCATION_C1 : bit (3) >



{ 0 | 1 < USF_ALLOCATION_C2 : bit (3) } 

-- The same USF is valid on all timeslots assigned to the TBF















-- on the respective carriers


| 1













-- Different USF(s) assigned; see description in Table 11.2.29a.2


< USF_ALLOCATION : bit (3) >








{ 0 | 1 < USF_ALLOCATION : bit (3) > } * (M-1) } ;




	< Assignment Info struct > ::=


< Assignment Type : bit (2) >


< Carrier ID : bit (1) > ;



	< PDCH Pairs Description struct >::=

{ 00



-- default single-carrier PDCH-pair configuration

| 01



-- default dual-carrier PDCH-pair configuration

| 10
< DOWNLINK_PDCH_PAIRS_C1 : bit (8) > 




{ 0 | 1 < DOWNLINK_PDCH_PAIRS_C2 : bit (8) > }




< UPLINK_PDCH_PAIRS_C1 : bit (8) >




{ 0 | 1 < UPLINK_PDCH_PAIRS_C2 : bit (8) > }


| < PDCH pairs configuration error : { 1 1 } bit (*) = < no string > >  -- reserved


}




Table 11.2.31a.2: MULTIPLE TBF TIMESLOT RECONFIGURE information element details

	Global TFI
This information element identifies one of the mobile station’s downlink or uplink TFIs. This field is defined in sub-clause 12.10.

	CHANNEL_CODING_COMMAND (2 bit field)
The Channel Coding Indicator field indicates the channel coding scheme that the mobile station shall use when transmitting on the uplink. If this field is included in the main body of the message, it shall refer to all GPRS TBF mode uplink TBFs assigned in the message (default value). If this field is included in the Uplink TBF Assignment struct, it refers only to the TBF given by the TFI Assignment (this specific value overrules the default value). Every uplink TBF defined in GPRS TBF mode shall be assigned either the default value or a specific value.

bit
2 1 
0 0
CS-1
0 1
CS-2
1 0
CS-3
1 1
CS-4

	EGPRS Modulation and Coding Scheme
The EGPRS modulation and coding scheme information element is defined in sub-clause 12.10d.

If this field is included in the main body of the message, it shall refer to all EGPRS TBF mode uplink TBFs assigned in the message (default value). If this field is included in the Uplink TBF Assignment struct, it refers only to the TBF given by the TFI Assignment (this specific value overrules the default value). Every uplink TBF defined in EGPRS TBF mode shall be assigned either the default value or a specific value.

If this field is included in a Dual Carrier assignment, it shall specify the initial EGPRS Modulation and Coding Scheme to be used on both carriers.

	RESEGMENT (1 bit field)
This field is defined in sub-clause 12.10e.

	EGPRS Window Size
This information element is defined in sub-clause 12.5.2.

If this field is included in the main body of the message, it shall refer to all TBFs assigned in the message in the direction indicated (default value). If this field is included in the respective TBF Assignment struct (uplink or downlink), it refers only to the TBF given by the TFI Assignment (this specific value overrules the default value). Every TBF defined in EGPRS TBF mode shall be assigned either the default value or a specific value.

	LINK_QUALITY_MEASUREMENT_MODE (2 bit field)

This field is encoded as the LINK_QUALITY_MEASUREMENT_MODE IE of the PACKET DOWNLINK ASSIGNMENT message, as defined in sub-clause 11.2.7.

	EGPRS2_LINK_QUALITY_MEASUREMENT_MODE (1 bit field)

This field is defined in sub-clause 11.2.7

	Global Packet Timing Advance
This information element is defined in sub-clause 12.12a.

	CONTROL_ACK (1 bit field)
This field shall be set to "1" if the network wishes to instruct the mobile station to release the given TBFs for which T3192 is running. The TBFs to be released are identified by the TFIs given in the TFI Assignment field and have to be valid on the PACCH on which this message was sent. Otherwise this field shall be set to "0".

	TFI Assignment (5 bit field)
This information element assigns one (or more) TFI(s) to each TBF assigned to the mobile station in this message. This field is repeated for each TBF that is assigned in this message. Optionally, this field may be repeated for each timeslot on which the TBF has been assigned resources. This is in order to assign different TFI values for the same TBF on different resources (BPSCH). TFI values are encoded as defined in sub-clause 12.15. 

	RB Id (5 bit field)

This field contains the radio bearer identifier for the radio bearer using the assigned TBF. This provides the mapping of TFI to RB Id which is necessary to uniquely identify Iu-mode data flows.



	Uplink Control Timeslot (3 bit field)

In case of a BTTI configuration, this field contains the timeslot number of the timeslot where the PACCH/U for the MS is located.  In case of an RTTI configuration, this field contains the timeslot number of the timeslot belonging to the uplink PDCH pair where the PACCH/U for the MS is located. It is encoded as the binary representation of the timeslot number as defined in 3GPP TS 45.002.

If this field is included in the Multiple Downlink Assignment struct, it shall refer to all downlink TBFs assigned in the message. If this field is included in the Downlink TBF assignment struct, it refers only to the TBF given by the TFI Assignment field (this specific value overrules any default value given in the Multiple Downlink Assignment struct). If the Uplink Control Timeslot field is not included in the message at all, then the default rules for the location of PACCH/U apply.

Uplink Control Timeslot C1 (3 bit field)

In case of a BTTI configuration, this field, if present, contains the timeslot number on carrier1 of the timeslot where the PACCH/U for the MS is located. In case of an RTTI configuration, this field contains the timeslot number on carrier1 of the timeslot belonging to the uplink PDCH pair where the PACCH/U for the MS is located. It is encoded as the binary representation of the timeslot number as defined in 3GPP TS 45.002. 

Uplink Control Timeslot C2 (3 bit field)

In case of a BTTI configuration, this field, if present, contains the timeslot number on carrier2 of the timeslot where the PACCH/U for the MS is located. In case of an RTTI configuration, this field contains the timeslot number on carrier2 of the timeslot belonging to the uplink PDCH pair where the PACCH/U for the MS is located. It is encoded as the binary representation of the timeslot number as defined in 3GPP TS 45.002.

If the Uplink Control Timeslot C1 and/or the Uplink Control Timeslot C2 fields are included in the BTTI Multiple Downlink Assignment struct (respectively RTTI Multiple Downlink Assignment struct), they shall refer to all downlink TBFs assigned in the message. If these fields are included in the Downlink TBF assignment 2 struct, they refer only to the TBF given by the TFI Assignment field (the specific values overrule any default values given in the BTTI Multiple Downlink Assignment struct (respectively RTTI Multiple Downlink Assignment struct)). If the Uplink Control Timeslot field is not included in the message at all, then the default rules for the location of PACCH/U apply.



	TIMESLOT_ALLOCATION (8 bit field)
This field is defined in sub-clause 12.18.

TIMESLOT_ALLOCATION_C1, TIMESLOT_ALLOCATION_C2 (8 bit field)
These information fields indicate the timeslots assigned for use during the TBF on carrier 1 and carrier 2 respectively of a dual carrier configuration. These fields are defined in sub-clause 12.18. 

	Frequency Parameters
This information element, if present, assigns frequency parameters to the uplink and downlink TBFs. If this information element is not present the mobile station shall use its previously assigned frequency parameters. This information element is defined in sub-clause 12.8.

Frequency Parameters C1, Frequency Parameters C2
These information elements are coded as defined in sub-clause 12.8. The usage of these parameters is specified in sub-clause 11.2.7.

Dual Carrier Frequency Parameters 
This information element, if present, assigns frequency parameters to the uplink TBF for both carriers in a dual carrier configuration. This information element is defined in sub-clause 12.8.2.

	EXTENDED_DYNAMIC_ALLOCATION (1 bit field)
This information field indicates the medium access mode to be used during the TBF.

0
Dynamic Allocation
1
Extended Dynamic Allocation

	TBF Starting Time
The TBF Starting Time field contains a starting time that indicates the frame number during which the assigned TBF may start.

If no downlink TBF is in progress, the mobile station need not monitor the TFI field of downlink RLC data blocks until the indicated TDMA frame number. After the indicated TDMA frame number, the mobile station shall apply the new downlink parameters and then operate as during a downlink TBF. If a downlink TBF is already in progress, the mobile station shall continue to use the parameters of the existing TBF until the TDMA frame number occurs. When the indicated TDMA frame number occurs, the mobile station shall immediately begin to use the new downlink parameters assigned.

In case of dynamic allocation, if no uplink TBF is in progress, the MS need not monitor the USF field until the TDMA frame number occurs. When the indicated TDMA frame number occurs, the mobile station shall immediately begin to monitor the USF field and use the new assigned uplink TBF parameters when its USF has occurred. If an uplink TBF is already in progress, the MS shall continue to use the parameters of the existing TBF until the TDMA frame number occurs. When the indicated TDMA frame number occurs, the mobile station shall immediately begin to monitor the USF field and use the new assigned uplink TBF parameters when its USF has occurred.

This field is encoded as the Starting Frame Number Description IE. See sub-clause 12.21

	MS_TIMESLOT_ALLOCATION (8 bit field)
This information field indicates the timeslots assigned for use by the MS for the assigned uplink TBFs. Bit 8 indicates the status of timeslot 0, bit 7 indicates the status of timeslot 1, etc. At least one timeslot must be assigned.

0
Timeslot is not assigned
1
Timeslot is assigned

MS_TIMESLOT_ALLOCATION_C1, MS_TIMESLOT_ALLOCATION_C2 (8 bit field)
If the Assignment Type field is included and indicates 'Assignment on single carrier only' or 'Modification of existing assignment', then the MS_TIMESLOT_ALLOCATION_C1 field shall apply to the carrier specified in the Carrier ID field. Otherwise, MS_TIMESLOT_ALLOCATION_C1 and MS_TIMESLOT_ALLOCATION_C2 apply to carrier 1 and carrier 2 respectively. These information fields indicate the timeslots assigned for use by the MS for the assigned uplink TBFs.

 Bit 8 indicates the status of timeslot 0, bit 7 indicates the status of timeslot 1, etc. If the Assignment Type field is included and indicates 'Dual Carrier assignment' and MS_TIMESLOT_ALLOCATION_C1 is present and MS_TIMESLOT_ALLOCATION_C2 is not present, then the timeslots specified in MS_TIMESLOT_ALLOCATION_C1 apply also to carrier 2.

	TBF_TIMESLOT_ALLOCATION (N bit field)
This information field indicates the timeslots assigned to a particular uplink TBF, within the timeslots assigned to the MS in the Global Timeslot description. This field contains as many bits as there are timeslots assigned to the MS in the Global Timeslot description. Bit N indicates the status of the lowest numbered timeslot in the timeslots assigned to the MS in the Global Timeslot description. Bit N-1 (if any) indicates the status of the next lowest numbered timeslot, etc. At least one timeslot must be assigned per TBF

In the case of a dual carrier configuration, the timeslots indicated in the MS_TIMESLOT_ALLOCATION_C1 field shall be considered as lower numbered than those in the MS_TIMESLOT_ALLOCATION_C2 field.
0
Timeslot is not assigned
1
Timeslot is assigned

	USF_ALLOCATION (3 bit field)

This field indicates the USF value assigned to the MS for one or more assigned timeslots. This field is encoded as a binary presentation of the USF value as defined in sub-clause 10.4.1.

USF_ALLOCATION_C1, USF_ALLOCATION_C2 (3 bit field)
For description and encoding, see the Multiple TBF Uplink Assignment message.

	USF_GRANULARITY (1 bit field)
This information field indicates the USF granularity to be applied by the mobile station when it is assigned a TBF using Dynamic Allocation or Extended Dynamic Allocation.

0
the mobile station shall transmit one RLC/MAC block
1
the mobile station shall transmit four consecutive RLC/MAC blocks

	ALPHA (4 bit field)
For encoding and description see the Global Power Control Parameters IE. 

ALPHA_C1, ALPHA_C2 (4 bit field)
The usage of these fields is as specified in sub-clause 11.2.29.

	GAMMA_TN (5 bit field)
The GAMMA_TN field is the binary representation of the parameter GCH for MS output power control in units of 2 dB, see 3GPP TS 45.008. The GAMMA_TN field is coded according to the following table:

bit
5 4 3 2 1
0 0 0 0 0
GCH = 0 dB
0 0 0 0 1
GCH = 2 dB
: : : :
1 1 1 1 0
GCH = 60 dB
1 1 1 1 1
GCH = 62 dB 

GAMMA_TN_C1 (5 bit field)
GAMMA_TN_C2 (5 bit field)
The coding and usage of these fields is as specified for the Packet Uplink Assignment message.

	P0, P0_C1, P0_C2 (4 bit field)
For description and encoding, see the Packet Uplink Assignment message. 

	PR_MODE, PR_MODE_C1, PR_MODE_C2 (1 bit field)
For description and encoding, see the Packet Uplink Assignment message. 

	Packet Extended Timing Advance (2 bit field) 
This field is defined in sub-clause 12.12b.

	PFI (7 bit field)

This field contains the PFI parameter identifying a Packet Flow Context. The PFI parameter is encoded as the contents of the PFI information element as defined in 3GPP TS 44.018.

	RLC_MODE (1 bit field)

This field contains the RLC mode to be used for the assigned TBF. If a new mode is assigned by the network for an already established TBF, the MS shall ignore the new assigned mode and shall maintain the TBF in the old mode.

0
RLC acknowledged mode

1
RLC unacknowledged mode. For the case of an EGPRS TBF an MS that supports RLC non-persistent mode shall respond to this indication of RLC mode as described in the EGPRS Window Size IE (see sub-clause 12.5.2).

	NPM Transfer Time (5 bit field)

This field contains the NPM Transfer Time limitation in case of RLC non-persistent mode 

The list of NPM Transfer Time IEs in the Rel-7 additions is ordered as described by the loops in the earlier releases part. 

	Assignment Type (2 bit field)

This indicates the type of assignment. The coding of this field is as specified in sub-clause 11.2.7.


	Carrier ID (1 bit field)
This identifies the carrier to which the description refers.

0
Carrier 1
1
Carrier 2

	EVENT_BASED_FANR (1 bit field)

For description and coding of this field see the Multiple TBF Downlink Assignment message. 

The list of EVENT_BASED_FANR IEs in the Rel-7 additions is ordered as described by the loops in the earlier releases part.

	REPORTED TIMESLOTS C1, REPORTED TIMESLOTS C2 (8 bit field)

The field indicates the timeslots for which feedback is provided by a time-based encoded PAN field and is encoded as the TIMESLOT_ALLOCATION IE defined in sub-clause 12.18.

The list of fields related to the Fast Ack/Nack Reporting procedure in the Rel-7 additions is ordered as described by the loops in the earlier releases part.

	DOWNLINK_PDCH_PAIRS_C1

DOWNLINK_PDCH_PAIRS_C2

UPLINK_PDCH_PAIRS_C1

UPLINK_PDCH_PAIRS_C2

RTTI_DOWNLINK_PDCH_PAIR_ASSIGNMENT

These fields are defined in sub-clause 11.2.31

	RTTI USF Mode (1 bit field)

This field is as specified in the Packet Uplink Assignment message

	TSH (2 bit field)

This field indicates the time-shift between the most recent radio block period for which feedback information is provided and the radio block period when the bitmap is sent: 

bit

2 1

0 0

4 TDMA frames (for a basic TTI configuration) or 2 TDMA frames (for a reduced TTI configuration)

0 1 
8 TDMA frames (for a basic TTI configuration) or 4 TDMA frames (for a reduced TTI configuration)

1 0 
12 TDMA frames (for a basic TTI configuration) or 6 TDMA frames (for a reduced TTI configuration)

1 1

16 TDMA frames (for a basic TTI configuration) or 8 TDMA frames (for a reduced TTI configuration)



	Uplink EGPRS Level, Downlink EGPRS Level (2 bits field)

These fields are as specified in the Packet Timeslot Reconfigure message.

	Pulse Format (N bits field)

This information element, if assigned, specified on which radio frequency channel the mobile station shall transmit using the narrow-band pulse option. The information element is defined in sub-clause 12.8.3.

	FANR (1 bit field)
This field indicates the usage of FANR:

0
The MS shall not use FANR for the assigned TBFs
1
The MS shall use FANR for the assigned TBFs


Next modified section 

11.2.37
Packet CS Release Indication

This message is sent from the network to the mobile station on the PACCH to indicate that the ongoing RR connection will be released. The network may indicate that the mobile station shall maintain its uplink and downlink packet resources used in dual transfer mode or it may convert half-rate PDCH into full-rate PDCH to be used in packet transfer mode or it may reconfigure uplink and/or downlink packet resources to be used in packet transfer mode after the RR connection is released.. If the mobile station supports Downlink Dual Carrier, this message may be sent using extended RLC/MAC control message segmentation (see sub-clause 9.1.12a) if three or more RLC/MAC control blocks are required to send the complete message. A mobile allocation or reference frequency list received as part of this assignment message shall be valid until a new assignment is received or each TBF of the MS are terminated.

With reconfiguration option the network shall assign at least one uplink or downlink TBF.

Message type:
PACKET CS RELEASE INDICATION

Direction:
network to mobile station

Classification:
non-distribution message

Table 11.2.37.1: PACKET CS RELEASE INDICATION information elements

	< Packet CS Release message content > ::=


< PAGE_MODE : bit (2) >



{
< GLOBAL_TFI : < Global TFI IE > >




< ENHANCED_DTM_CS_RELEASE_INDICATION : bit >




< Global Packet Timing Advance : < Global Packet Timing Advance IE > >





{ 00

-- RR connection is released and the MS maintains its DL and/or UL TBF(s)




| 01

-- When RR connection is released, PDTCH/H is converted to PDTCH/F 








-- and the MS maintains its DL and/or UL TBF(s)




| 10

-- RR connection is released and DL and/or UL TBF(s) are reconfigured






}

	




{ 0

-- Message escape for GPRS mode TBFs







{
{ 0 | 1
< Frequency Parameters : < Frequency Parameters IE > > }








{ 0 | 1
< PACKET_EXTENDED_TIMING_ADVANCE : bit (2) > }








{ 0 | 1 








-- downlink TBF(s)










{ 1
< Multiple Downlink Assignment : 











< Multiple Downlink Assignment struct > > } ** 0 








}







{ 0 | 1 








-- uplink TBF(s)










{ 0 | 1
< CHANNEL_CODING_COMMAND : bit (2) > }









< Multiple Uplink Assignment : < Multiple Uplink Assignment struct > > 








}








< padding bits >








! < Non-distribution part error : bit (*) = < no string > > 

	




| 1



-- Message escape bit for EGPRS mode TBFs







{ 00 {










{ 0 | 1
< Frequency Parameters : < Frequency Parameters IE > > }









{ 0 | 1
< PACKET_EXTENDED_TIMING_ADVANCE : bit (2) > }









{ 0 | 1
< BEP_PERIOD2 : bit(4) > } 









{ 0 | 1 







-- downlink TBF(s)









{ 0 | 1 < Downlink EGPRS Window Size : < EGPRS Window Size IE > > }










< LINK_QUALITY_MEASUREMENT_MODE : bit (2) >










{ 1
< Multiple Downlink Assignment : 











< Multiple Downlink Assignment struct > > } ** 0 







}

	







{ 0 | 1







-- uplink TBF(s)









{ 0 | 1
< EGPRS Channel Coding Command : 












< EGPRS Modulation and Coding Scheme IE >> }










< RESEGMENT : bit (1) >










{ 0 | 1 < Uplink EGPRS Window Size : < EGPRS Window Size IE > > }










< Multiple Uplink Assignment : < Multiple Uplink Assignment struct > > }










{ null | 0 bit** = < no string > -- Receiver backward compatible with earlier version










| 1 


-- Additions for Rel-7











{ 1
{ 0 | 1< NPM Transfer Time : bit (5) > } 











}** 0












}










< padding bits > 










! < Non-distribution part error : bit (*) = < no string > > 









}

	





| 01
-- Message escape for Dual Carrier, BTTI using FANR, EGPRS2, RTTI







< Assignment Info : Assignment Info struct >








{ 00

-- No frequency parameters included








| 01

-- Legacy IEs used








< Frequency Parameters C1: < Frequency Parameters IE > > 









{ 0 | 1 < Frequency Parameters C2: < Frequency Parameters IE > > }}







| 10

-- Optimized Dual Carrier frequency parameters used








< Dual Carrier Frequency Parameters: < Dual Carrier Frequency Parameters IE > > }








! < Frequency parameters error: { 11 } bit (*) = <no string> >  -- Reserved for future use








}








{ 0 | 1
< PACKET_EXTENDED_TIMING_ADVANCE : bit (2) > }








{ 0 | 1
< BEP_PERIOD2 : bit(4) > } 



	






{ 0 | 1 







-- downlink TBF(s)








{ 0 | 1 < Downlink EGPRS Window Size : < EGPRS Window Size IE > > }









< LINK_QUALITY_MEASUREMENT_MODE : bit (2) >









< EGPRS2_LINK_QUALITY_MEASUREMENT_MODE : bit (1) >









< Downlink EGPRS Level: < EGPRS Level IE > >








{ 0


-- BTTI mode









< FANR: bit (1) >









{ 1
< BTTI Multiple Downlink Assignment : 











< BTTI Multiple Downlink Assignment struct > > } ** 0 









| 1 


-- RTTI mode










< PDCH PAIRS DESCRIPTION : < PDCH Pairs Description struct > >









{ 1
< RTTI Multiple Downlink Assignment : 











< RTTI Multiple Downlink Assignment struct > > } ** 0









}








}

	






{ 0 | 1







-- uplink TBF(s)








{ 0 | 1
< EGPRS Channel Coding Command : 











< EGPRS Modulation and Coding Scheme IE >> }









< RESEGMENT : bit (1) >









{ 0 | 1 < Uplink EGPRS Window Size : < EGPRS Window Size IE > > }









< Multiple Uplink Assignment : < Multiple Uplink Assignment 2 struct > > }









< Uplink EGPRS Level: < EGPRS Level IE > >









{ 0 | 1 < Pulse Format: < Pulse Format IE > > }









< padding bits > } } } }









! < Non-distribution part error : bit (*) = < no string > > }








! < Message escape : { 10 | 11} bit (*) = < no string > >   -- Extended for future changes







}






}





| 11

-- Reserved for future use. When received it shall be interpreted as "00".





}



! < Address information part error : bit (*) = < no string > > 



}


! < Distribution part error : bit (*) = < no string > > ;



	< Multiple Downlink Assignment struct > ::=


< TIMESLOT_ALLOCATION : bit (8) >


{ 0 | 1 
< Uplink Control Timeslot : bit (3) > }


{ 1 < Downlink TBF assignment : < Downlink TBF assignment struct > > } ** 0 ;

	< BTTI Multiple Downlink Assignment struct > ::=


< TIMESLOT_ALLOCATION_C1 : bit (8) >


{ 0 | 1 < TIMESLOT_ALLOCATION_C2 : bit (8) > }


{ 0 | 1 < Uplink Control Timeslot C1 : bit (3) > }


{ 0 | 1 < Uplink Control Timeslot C2 : bit (3) > }


{ 1 < Downlink TBF assignment : < Downlink TBF assignment 2 struct > > } ** 0 ;

	< RTTI Multiple Downlink Assignment struct > ::=


 < RTTI_DOWNLINK_PDCH_PAIR_ASSIGNMENT: bit (n) > 

-- n is total number of DL PDCH pairs

{ 0 | 1 < Uplink Control Timeslot C1 : bit (3) > }


{ 0 | 1 < Uplink Control Timeslot C2 : bit (3) > }


{ 1 < Downlink TBF assignment : < Downlink TBF assignment 2 struct > > } ** 0 ;

	< Downlink TBF assignment struct > :: =


{ 0 | 1
< PFI : bit (7) > }

< DOWNLINK_RLC_MODE : bit (1) >


{ 0 | 1
< Uplink Control Timeslot : bit (3) > }


< TFI_ASSIGNMENT : bit (5) >


< CONTROL_ACK : bit (1) >


{ 0 | 1
< Downlink EGPRS Window Size : < EGPRS Window Size IE > > } ;

	< Downlink TBF assignment 2 struct > :: =


{ 0 | 1 < PFI : bit (7) > }



< RLC_MODE : bit (1) > 


{ 0 | 1 < Uplink Control Timeslot C1 : bit (3) > }


{ 0 | 1 < Uplink Control Timeslot C2 : bit (3) > }


< TFI Assignment : bit (5) >


< CONTROL_ACK : bit (1) >


{ 0 | 1
< NPM Transfer Time : bit (5) > }


< EVENT_BASED_FANR: bit (1) >
-- '1' indicates that Fast Ack/Nack Reporting is ordered for this TBF

{ 0 | 1 < Downlink EGPRS Window Size : < EGPRS Window Size IE > > } ;

	< Multiple Uplink Assignment struct > ::=


< EXTENDED_DYNAMIC_ALLOCATION : bit (1) >


{ 0 | 1
< P0 : bit (4) > 




< PR_MODE : bit(1) > }


{ 0 | 1
< Global Timeslot description : < Timeslot description struct > >




{ 1
< Uplink TBF Assignment : < Uplink TBF Assignment struct > > } ** 0 } ;

	< Multiple Uplink Assignment 2 struct > ::=


< EXTENDED_DYNAMIC_ALLOCATION : bit (1) >


{ 0 | 1
< P0_C1 : bit (4) > 




< PR_MODE_C1 : bit(1) >




{ 0 | 1
< P0_C2 : bit (4) > 






< PR_MODE_C2 : bit(1) > } }


{ 0 | 1 
-- FANR is enabled


{ 0 

-- SSN-based approach is used


| 1 

-- Time-based approach is used



< TSH : bit (2) >  } }

{ 0 



-- BTTI mode



{ 0 | 1 < Global Timeslot description : < Timeslot description 2 struct > > 


| 1 



-- RTTI mode



< RTTI_USF_MODE : bit (1) >


{ 0




-- without power control parameters 


| 1




-- with power control parameters 




< ALPHA_C1 : bit (4) >




{ 0 | 1 < ALPHA_C2 : bit (4) > }




{ < GAMMA : bit (5) > } * n



-- repeated once for each PDCH-pair described in PDCH Pairs















-- Description


}


{ 1 < Uplink TBF Assignment 2 : < Uplink TBF Assignment 2 struct > > } ** 0 } ;

	< Timeslot description struct > ::=


{ 0












-- without power control params


< MS_TIMESLOT_ALLOCATION : bit (8) >


| 1












--
with power control params


< ALPHA : bit (4) >





{ 0 | 1
< GAMMA_TN0 : bit (5) > } 



{ 0 | 1
< GAMMA_TN1 : bit (5) > }



{ 0 | 1
< GAMMA_TN2 : bit (5) > }



{ 0 | 1
< GAMMA_TN3 : bit (5) > }



{ 0 | 1
< GAMMA_TN4 : bit (5) > }



{ 0 | 1
< GAMMA_TN5 : bit (5) > }



{ 0 | 1
< GAMMA_TN6 : bit (5) > }



{ 0 | 1
< GAMMA_TN7 : bit (5) > } } ;

	< Timeslot description 2 struct > ::=


{ 0












-- without power control params


< MS_TIMESLOT_ALLOCATION_C1 : bit (8) >



{ 0 | 1 < MS_TIMESLOT_ALLOCATION_C2 : bit (8) > }


| 1












--
with power control params


< ALPHA_C1 : bit (4) >





{ 0 | 1
< GAMMA_TN0_C1 : bit (5) > } 



{ 0 | 1
< GAMMA_TN1_C1 : bit (5) > }



{ 0 | 1
< GAMMA_TN2_C1 : bit (5) > }



{ 0 | 1
< GAMMA_TN3_C1 : bit (5) > }



{ 0 | 1
< GAMMA_TN4_C1 : bit (5) > }



{ 0 | 1
< GAMMA_TN5_C1 : bit (5) > }



{ 0 | 1
< GAMMA_TN6_C1 : bit (5) > }



{ 0 | 1
< GAMMA_TN7_C1 : bit (5) > } 



{ 0 | 1  < ALPHA_C2 : bit (4) > }



{ 0 | 1
< GAMMA_TN0_C2 : bit (5) > } 



{ 0 | 1
< GAMMA_TN1_C2 : bit (5) > }



{ 0 | 1
< GAMMA_TN2_C2 : bit (5) > }



{ 0 | 1
< GAMMA_TN3_C2 : bit (5) > }



{ 0 | 1
< GAMMA_TN4_C2 : bit (5) > }



{ 0 | 1
< GAMMA_TN5_C2 : bit (5) > }



{ 0 | 1
< GAMMA_TN6_C2 : bit (5) > }



{ 0 | 1
< GAMMA_TN7_C2 : bit (5) > } 

} ; 

	< Uplink TBF Assignment struct > ::=




-- Recursive for multiple TBFs

{ 0 | 1
< PFI : bit (7) > }


< TFI_ASSIGNMENT : bit (5) >


{ 0 | 1
< CHANNEL_CODING_COMMAND : bit (2) > }


{ 0 | 1
< EGPRS Channel Coding Command : < EGPRS Modulation and Coding Scheme IE > > }


{ 0 | 1
< Uplink EGPRS Window Size : < EGPRS Window Size IE > > }


< USF_GRANULARITY : bit (1) >


{ 0













-- The timeslots assigned to the TBF are all the timeslots assigned
















-- in the Global Timeslot description


| 1
< TBF_TIMESLOT_ALLOCATION : bit (N) > }
-- The timeslots assigned to the TBF are a subset of all the

















-- timeslots assigned in the Global Timeslot description. Where

















-- N is the amount of timeslots assigned to the MS in the Global 

















-- Timeslot description


{ 0

< USF_ALLOCATION : bit (3) >


-- The same USF is valid on all timeslots assigned to the TBF

| 1

< USF_ALLOCATION : bit (3) >


-- Different USF(s) assigned
















-- USF assignment on the lowest numbered timeslot
















-- assigned to the TBF




{ 0 | 1 < USF_ALLOCATION : bit (3) > } * (M-1) } ;
-- USFs on subsequent timeslots assigned to the TBF:



















-- A ‘0’ (respectively a ‘1’ followed by a USF value) 



















-- means same (respectively different) USF value as the



















-- USF on the next lower numbered timeslot assigned to



















-- the TBF. Where M is the amount of timeslots assigned



















-- to the TBF in the TBF_TIMESLOT_ALLOCATION if 



















-- present, else in the Global Timeslot description


	< Uplink TBF Assignment 2 struct > ::=




-- Recursive for multiple TBFs

{0 | 1 < PFI : bit (7) > }


< RLC_MODE : bit (1) > 


< TFI Assignment : bit (5) >


{ 0 | 1
< EGPRS Channel Coding Command : < EGPRS Modulation and Coding Scheme IE > > }


{ 0 | 1
< EGPRS Window Size : < EGPRS Window Size IE > > }


{ 0 | 1
< NPM Transfer Time : bit (5) > }


{ 0 | 1 
-- FANR is enabled


< REPORTED TIMESLOTS C1: bit (8) > 


-- carrier 1 in Downlink Dual Carrier configuration



{ 0 | 1 < REPORTED TIMESLOTS C2 : bit (8) > }
-- carrier 2 in Downlink Dual Carrier configuration

}


< USF_GRANULARITY : bit (1) >


{ 0
| 1
< TBF_TIMESLOT_ALLOCATION : bit (N) > }
-- The timeslots assigned to the TBF are all the timeslots 


















-- assigned in the Global Timeslot description


















-- see description in Table 11.2.29a.2


{ 0
< USF_ALLOCATION_C1 : bit (3) >



{ 0 | 1 < USF_ALLOCATION_C2 : bit (3) > } 

-- The same USF is valid on all timeslots assigned to the TBF

















-- for each specified carrier

| 1













-- Different USF(s) assigned; see description in Table 11.2.29a.2



< USF_ALLOCATION : bit (3) >


{ 0 | 1 < USF_ALLOCATION : bit (3) > } * (M-1) 


} ;



	< Assignment Info struct > ::=


< Assignment Type : bit (2) >


< Carrier ID : bit (1) > ;



	< PDCH Pairs Description struct >::=

{ 00



-- default single-carrier PDCH-pair configuration

| 01



-- default dual-carrier PDCH-pair configuration

| 10
< DOWNLINK_PDCH_PAIRS_C1 : bit (8) > 




{ 0 | 1 < DOWNLINK_PDCH_PAIRS_C2 : bit (8) > }




< UPLINK_PDCH_PAIRS_C1 : bit (8) >




{ 0 | 1 < UPLINK_PDCH_PAIRS_C2 : bit (8) > }


| < PDCH pairs configuration error : { 1 1 } bit (*) = < no string > > } -- reserved



Table 11.2.37.2: PACKET CS RELEASE INDICATION information element details

	PAGE_MODE (2 bit field)
This field is defined in sub-clause 12.20.

	Global_TFI
This information element contains the TFI of the mobile station's downlink TBF or uplink TBF. This field is defined in sub-clause 12.10.

	ENHANCED_DTM_CS_RELEASE_INDICATION (1 bit field)
The ENHANCED_DTM_CS_RELEASE_INDICATION parameter indicates that the network will perform a delayed release of the RR connection while the mobile station is in dual transfer mode.

0
The RR connection is not to be released.
1
The RR connection is to be released.

NOTE:
The network should not use value "0" if the PACKET CS RELEASE INDICATION message is used with enhanced DTM CS release procedure. In this case the mobile station shall ignore the message.


	Global Packet Timing Advance
This information element is defined in sub-clause 12.12a.

	CHANNEL_CODING_COMMAND (2 bit field)
The Channel Coding Indicator field indicates the channel coding scheme that the mobile station shall use when transmitting on the uplink.

bit
2 1 
0 0
CS-1
0 1
CS-2
1 0
CS-3
1 1
CS-4

	Frequency Parameters
This information element, if present, assigns frequency parameters to the uplink and downlink TBFs. If this information element is not present the mobile station shall use its previously assigned frequency parameters. This information element is defined in sub-clause 12.8.

Frequency Parameters C1, Frequency Parameters C2
These information elements assign frequency parameters to the uplink and/or downlink TBFs for carrier 1 and carrier 2, respectively. If the Frequency Parameters C1 information element is not present the mobile station shall use its previously assigned frequency parameters for carrier 1. These information elements are coded as defined in sub-clause 12.8.

Dual Carrier Frequency Parameters 
This information element, if present, assigns frequency parameters to the uplink and/or downlink TBFs for both carriers in a dual carrier configuration. This information element is defined in sub-clause 12.8.2.

	PACKET_EXTENDED_TIMING_ADVANCE (2 bit field) 
This field is defined in sub-clause 12.12b.

	TIMESLOT_ALLOCATION (8 bit field)
This field is defined in sub-clause 12.18. 

TIMESLOT_ALLOCATION_C1, TIMESLOT_ALLOCATION_C2 (8 bit field)
These information fields indicate the timeslots assigned for use during the TBF on carrier 1 and carrier 2 respectively of a dual carrier configuration. These fields are defined in sub-clause 12.18. If TIMESLOT_ALLOCATION_C1 is present and TIMESLOT_ALLOCATION_C2 is not present, then the timeslots specified in TIMESLOT_ALLOCATION_C1 apply also to carrier 2.

	Uplink Control Timeslot (3 bit field)

In case of a BTTI configuration, this field contains the timeslot number of the timeslot where the PACCH/U for the downlink TBF is located. In case of an RTTI configuration, this field contains the timeslot number of the timeslot belonging to the uplink PDCH pair where the PACCH/U for the downlink TBF is located. It is encoded as the binary representation of the timeslot number as defined in 3GPP TS 45.002.

If this field is included in the Multiple Downlink Assignment struct, it shall refer to all downlink TBFs assigned in the message. If this field is included in the Downlink TBF assignment struct, it refers only to the TBF given by the TFI Assignment field (this specific value overrules any default value given in the Multiple Downlink Assignment struct). If the Uplink Control Timeslot field is not included in the message at all, then the default rules for the location of PACCH/U apply. 

Uplink Control Timeslot C1 (3 bit field)

This field, if present, contains the timeslot number on carrier1 of the timeslot where the PACCH/U for the MS is located. It is encoded as the binary representation of the timeslot number as defined in 3GPP TS 45.002. 

Uplink Control Timeslot C2 (3 bit field)

This field, if present, contains the timeslot number on carrier2 of the timeslot where the PACCH/U for the MS is located. It is encoded as the binary representation of the timeslot number as defined in 3GPP TS 45.002.

If the Uplink Control Timeslot C1 and/or the Uplink Control Timeslot C2 fields are included in the BTTI Multiple Downlink Assignment struct (respectively RTTI Multiple Downlink Assignment struct), they shall refer to all downlink TBFs assigned in the message. If these fields are included in the Downlink TBF Assignment 2 struct, they refer only to the TBF given by the TFI Assignment field (the specific values overrule any default values given in the BTTI Multiple Downlink Assignment struct (respectively RTTI Multiple Downlink Assignment struct)). If the Uplink Control Timeslot field is not included in the message at all, then the default rules for the location of PACCH/U apply.

	PFI (7 bit field)
This field contains the PFI parameter identifying a Packet Flow Context. The PFI parameter is encoded as the contents of the PFI information element as defined in 3GPP TS 44.018. This field shall be included if and only if both the network and mobile station support multiple TBFs.

	DOWNLINK_RLC_MODE (1 bit field)
This field indicates the RLC mode of the requested TBF.

0
RLC acknowledged mode
1
RLC unacknowledged mode

	TFI_ASSIGNMENT (5 bit field)
This information element assigns one (or more) TFI(s) to each TBF assigned to the mobile station in this message. This field is repeated for each TBF that is assigned in this message. Optionally, this field may be repeated for each timeslot on which the TBF has been assigned resources. TFI values are encoded as defined in sub-clause 12.15.

	CONTROL_ACK (1 bit field)
This field shall be set to "1" if the network wishes to instruct the mobile station to release the given TBFs for which T3192 is running. The TBFs to be released are identified by the TFIs given in the TFI Assignment field and have to be valid on the PACCH on which this message was sent. Otherwise this field shall be set to "0".

	EGPRS Window Size
This information element is defined in sub-clause 12.5.2.

If this field is included in the main body of the message, it shall refer to all TBFs assigned in the message in the direction indicated (default value). If this field is included in the respective TBF Assignment struct (uplink or downlink), it refers only to the TBF given by the TFI Assignment (this specific value overrules the default value). Every TBF defined in EGPRS TBF mode shall be assigned either the default value or a specific value. 

If this field is included in a Dual Carrier assignment, it shall specify the initial EGPRS Modulation and Coding Scheme to be used on both carriers.

	EGPRS Modulation and Coding Scheme
The EGPRS modulation and coding scheme information element is defined in sub-clause 12.10d.

If this field is included in the main body of the message, it shall refer to all EGPRS TBF mode uplink TBFs assigned in the message (default value). If this field is included in the Uplink TBF Assignment struct, it refers only to the TBF given by the TFI Assignment (this specific value overrules the default value). Every uplink TBF defined in EGPRS TBF mode shall be assigned either the default value or a specific value.

	RESEGMENT (1 bit field)
This field is defined in sub-clause 12.10e.

	LINK_QUALITY_MEASUREMENT_MODE (2 bit field)
This field is encoded as the LINK_QUALITY_MEASUREMENT_MODE IE of the PACKET DOWNLINK ASSIGNMENT message, as defined in sub-clause 11.2.7.

	EGPRS2_LINK_QUALITY_MEASUREMENT_MODE (1 bit field)

This field is defined in sub-clause 11.2.7

	BEP_PERIOD2 (4 bit field)
This field contains a constant which is used for filtering channel quality measurements in EGPRS. BEP_PERIOD2 when present, or if not, when received in a previous message of the same TBF session, shall be used instead of BEP_PERIOD. For details see 3GPP TS 45.008.

Range: 0 to 15

	EXTENDED_DYNAMIC_ALLOCATION (1 bit field)
This information field indicates the medium access mode to be used during the TBF.

0
Dynamic Allocation
1
Extended Dynamic Allocation

	P0, P0_C1, P0_C2 (4 bit field)
For description and encoding, see the Packet Uplink Assignment message. If the Dual Carrier message escape is used, then if the P0_C1 IE is present but the P0_C2 IE is absent, then the P0_C1 IE shall apply also to carrier 2.

	PR_MODE, PR_MODE_C1, PR_MODE_C2 (1 bit field)
For description and encoding, see the Packet Uplink Assignment message. If the Dual Carrier message escape is used, then if the PR_MODE_C1 IE is present but the PR_MODE_C2 IE is absent, then the PR_MODE_C1 IE shall apply also to carrier 2.

	MS_TIMESLOT_ALLOCATION (8 bit field)
This information field indicates the timeslots assigned for use by the MS for the assigned uplink TBFs. Bit 8 indicates the status of timeslot 0, bit 7 indicates the status of timeslot 1, etc. At least one timeslot must be assigned.

0
Timeslot is not assigned
1
Timeslot is assigned 

MS_TIMESLOT_ALLOCATION_C1, MS_TIMESLOT_ALLOCATION_C2 (8 bit field)
These information fields indicate the timeslots assigned for use by the MS for the assigned uplink TBFs for carrier 1 and carrier 2 respectively. Bit 8 indicates the status of timeslot 0, bit 7 indicates the status of timeslot 1, etc. If MS_TIMESLOT_ALLOCATION_C1 is present and MS_TIMESLOT_ALLOCATION_C2 is not present, then the timeslots specified in MS_TIMESLOT_ALLOCATION_C1 apply also to carrier 2.

	ALPHA (4 bit field)
For encoding and description see the Global Power Control Parameters IE. 

The usage of these fields is as specified in sub-clause 11.2.29.

	GAMMA_TN (5 bit field)
The GAMMA_TN field is the binary representation of the parameter GCH for MS output power control in units of 2 dB, see 3GPP TS 45.008. The GAMMA_TN field is coded according to the following table:

bit
5 4 3 2 1
0 0 0 0 0
GCH = 0 dB
0 0 0 0 1
GCH = 2 dB
: : : :
1 1 1 1 0
GCH = 60 dB
1 1 1 1 1
GCH = 62 dB 

GAMMA_TN_C1 (5 bit field)
The GAMMA_TN_C1 field is the binary representation of the parameter GCH for MS output power control in units of 2 dB, see 3GPP TS 45.008. This field relates to timeslots allocated on carrier 1 in a dual carrier configuration. The GAMMA_TN_C1 field is coded in the same manner as for GAMMA_TN.

GAMMA_TN_C2 (5 bit field)
The GAMMA_TN_C2 field is the binary representation of the parameter GCH for MS output power control in units of 2 dB, see 3GPP TS 45.008. This field relates to timeslots allocated on carrier 2 in a dual carrier configuration. The GAMMA_TN_C1 field is coded in the same manner as for GAMMA_TN.

	USF_GRANULARITY (1 bit field)
This information field indicates the USF granularity to be applied by the mobile station when it is assigned a TBF using Dynamic Allocation or Extended Dynamic Allocation.

0
the mobile station shall transmit one RLC/MAC block
1
the mobile station shall transmit four consecutive RLC/MAC blocks

	TBF_TIMESLOT_ALLOCATION (N bit field)
This information field indicates the timeslots assigned to a particular uplink TBF, within the timeslots assigned to the MS in the Global Timeslot description. This field contains as many bits as there are timeslots assigned to the MS in the Global Timeslot description. Bit N indicates the status of the lowest numbered timeslot in the timeslots assigned to the MS in the Global Timeslot description. Bit N-1 (if any) indicates the status of the next lowest numbered timeslot, etc. At least one timeslot must be assigned per TBF .

In the case of a dual carrier configuration, the timeslots indicated in the MS_TIMESLOT_ALLOCATION_C1 field shall be considered as lower numbered than those in the MS_TIMESLOT_ALLOCATION_C2 field.
0
Timeslot is not assigned
1
Timeslot is assigned

	USF_ALLOCATION (3 bit field)

This field indicates the USF value assigned to the MS for one or more assigned timeslots. This field is encoded as a binary presentation of the USF value as defined in sub-clause 10.4.1. 

USF_ALLOCATION_C1, USF_ALLOCATION_C2 (3 bit field)
For description and encoding, see the Multiple TBF Uplink Assignment message.

	Assignment Type (2 bit field)

This field is defined in sub-clause 11.2.7.


	Carrier ID (1 bit field)
This identifies the carrier to which the description refers.

0
Carrier 1
1
Carrier 2

	NPM Transfer Time (5 bit field)

This field contains the NPM Transfer Time limitation in case of RLC non-persistent mode. 

The list of NPM Transfer Time IEs in the Rel-7 additions is ordered as described by the loops in the earlier releases part. 

	EVENT_BASED_FANR (1 bit field)

For description and coding of this field see the Multiple TBF Downlink Assignment message.

The list of EVENT_BASED_FANR and FANR IEs in the Rel-7 additions is ordered as described by the loops in the earlier releases part.

	REPORTED TIMESLOTS (8 bit field)

The field indicates the timeslots for which feedback is provided by a time-based encoded PAN field and is encoded as the TIMESLOT_ALLOCATION IE defined in sub-clause 12.18.

The list of fields related to the Fast Ack/Nack Reporting procedure in the Rel-7 additions is ordered as described by the loops in the earlier releases part.

	DOWNLINK_PDCH_PAIRS_C1

DOWNLINK_PDCH_PAIRS_C2

UPLINK_PDCH_PAIRS_C1

UPLINK_PDCH_PAIRS_C2

RTTI_DOWNLINK_PDCH_PAIR_ASSIGNMENT

These fields are defined in sub-clause 11.2.31

	RTTI USF Mode (1 bit field)

This field is as specified in the Packet Uplink Assignment message

	TSH (2 bit field)

This field indicates the time-shift between the most recent radio block period for which feedback information is provided and the radio block period when the bitmap is sent: 

bit
2 1
0 0

4 TDMA frames (for a basic TTI configuration) or 2 TDMA frames (for a reduced TTI configuration)
0 1 
8 TDMA frames (for a basic TTI configuration) or 4 TDMA frames (for a reduced TTI configuration)
1 0 
12 TDMA frames (for a basic TTI configuration) or 6 TDMA frames (for a reduced TTI configuration)
1 1

16 TDMA frames (for a basic TTI configuration) or 8 TDMA frames (for a reduced TTI configuration)



	Uplink EGPRS Level, Downlink EGPRS Level (2 bit field)

These fields are as specified in the Packet Timeslot Reconfigure message.

	Pulse Format (N bits field)

This information element, if assigned, specified on which radio frequency channel the mobile station shall transmit using the narrow-band pulse option. The information element is defined in sub-clause 12.8.3.


End of modifications
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