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<1st Modification>
6.3.1
Register Update initiation by the MS

MS initiates this procedure when it has registered successfully to GANC and any of the following occurs: 

-
The MS acquires GERAN/UTRAN coverage for the first time after reporting no coverage during its last GAN registration. 

-
An MS registered for GAN Iu mode establishes a new UTRAN serving cell as a result of Intra-RAT handover while in GERAN/UTRAN mode and the UARFCN of the new UTRAN serving cell is different from the UARFCN indicated during its last GAN Registration or GAN Registration Update. 

-
An MS registered for GAN Iu mode establishes a new serving cell as a result of Inter-RAT handover to UTRAN while in GERAN/UTRAN mode. 

-
An MS registered for GAN Iu mode enters active mode for the first time in a UTRAN cell while in GERAN/UTRAN mode and the UARFCN of the serving UTRAN cell is different from the UARFCN indicated during its last GAN Registration/GAN Registration Update or a UARFCN was not provided during its last GAN Registration/GAN Registration Update. 
-
An MS registered for GAN Iu mode enters active mode for the first time in a GERAN cell while in GERAN/UTRAN mode. 
-
An MS registered for GAN A/Gb mode establishes a new GERAN serving cell as a result of Intra-RAT/inter-RAT handover while in GERAN/UTRAN mode. 

-     An MS registered for GAN A/Gb mode establishes a new UTRAN serving cell as a result of intra-RAT/inter-RAT handover while in GERAN/UTRAN mode.

-
An MS registered for GAN A/Gb mode enters active mode for the first time in a GERAN cell or a UTRAN cell while in GERAN/UTRAN mode. 
-
Changes to the generic IP access network point of attachment (i.e. a new radio link is established). 

- 
When the mobile station requires a change to the list of GAN services previously requested within the Required GAN Services IE of a GAN Registration.
The MS shall:

-
send a GA-RC REGISTER UPDATE UPLINK message to the GANC on the established TCP connection and include the changed information in the message.
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