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Pseudo MTBF Mode (PMM)
1.
Introduction
As a follow up to the presentation and discussion of GP-080396 and GP-080371 at GERAN #38bis, Ericsson proposes that the essential attributes of PMM operation to be used as the basis of further CR work should be the following:

A1.
An MS capable of PMM operation may still wish to operate an uplink TBF using legacy mode and therefore some way of distinguishing between a request for legacy mode operation and PMM operation is needed. 

A2.
A BSS capable of PMM operation may still wish to operate an uplink/downlink TBF using legacy mode and therefore some way of distinguishing between a legacy mode assignment and a PMM assignment is needed. 
A3.
The MS needs some way of knowing whether or not PMM operation is supported in its current serving cell so that it only requests it when supported.

A4.
The BSS needs some way of knowing whether or not PMM operation is supported by any given MS so that it only assigns it when supported.

A5.
An MS that supports PMM operation shall only enter PMM on the uplink/downlink if it has an ongoing uplink/downlink TBF when it receives an uplink/downlink assignment message indicating PMM operation is to be used.

A6.
An uplink/downlink assignment message that establishes PMM operation shall configure a single RLC engine operating in enhanced RLC NPM:

· PFI shall be used to logically separate user plane payload associated with each of the PDP Contexts.

· A single USF shall be used to allocate uplink transmission opportunities to an uplink TBF operating in PMM.

A7.
When an MS receives an uplink/downlink assignment message that causes it to enter PMM on the uplink/downlink the following shall occur:

· A new TBF shall be initialized using the enhanced RLC NPM.
· Any LLC PDUs that are in the process of being transmitted when the new TBF is started shall be completed including acknowledgements from  the network according to 8.1.1.1.2.
· When enhanced RLC NPM is entered the procedures described in 2 will be used.
2.
Description of RLC NPM during PMM
While operating in PMM the RLC engine will operate in non-persistent mode while supporting the transfer of upper layer PDUs associated with two different PFCs. Should one of these PFCs nominally require support using RLC acknowledged mode then this is accomplished by allowing the corresponding PDUs (APDUs) to be resent in the case where their NPM timer expires. To effectively accomplish RLC AM operation using an RLC engine operating RLC NPM in this manner, the assumption is that the window size for the Acknowledged PDUs (APDU) is one, i.e., the RLC engine does not send the next APDU as long as the previous one is not fully acknowledged. Thus to minimize the chance of an APDU experiencing NPM timeout, the size of the APDU should not be too big. Another reason for having smaller APDUs is that the disturbance (delay) experienced by Non Persistent PDUs (NP PDUs) due to APDU (re-)transmission should be minimized.The corresponding LLC entity should therefore negotiate a reduction of PDU size from the default size.

The idea is that the RLC has to remember the BSN of the first RLC data block of the transmitted APDU and how many consecutive RLC data blocks it occupies. A mixture of APDU payload and Normal PDU payload  within the same RLC data block is not allowed. Unused bytes should be filled with padding bits. Note that a Normal PDU (NPDU) is a PDU that is not re-transmitted upon experiencing RLC NPM timer timeout.
As long as the NP timer is running, a retransmission of the APDU RLC data blocks will be done according to the current specification. Perhaps there could be one exception, namely that the APDU RLC data blocks should be retransmitted before any other NPM RLC data blocks.

When the NPM timer for an APDU expires, which implies that some of the corresponding RLC data blocks were not ACKED by the receiver, the V(A) variable will be updated according to the existing rules for the NPM mode (i.e. the RLC engine will give up on those RLC data blocks), but all RLC data blocks belonging to the APDU will be retransmitted with a new BSN.
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N = An RLC data block associated with an NPDU
A = An RLC data block associated with an APDU
Block 15 and 16 contain one APDU

The NPM timer for APDU expires at BSN = 31

The content of the AckedBlocksInfo variable (implementation specific) has two parameters: 

StartBSN =15

NoOfBlocks = 2

When the Ack/Nack information is received by the transmitter and both blocks 15 and 16 are ACKED, the parameter NoOfBlocks is set to zero. The next APDU may then be sent and the variable AckedBlockInfo is updated accordingly.

If a NACK is received for one or both of the A blocks while the corresponding NPM timer is running, these blocks (15 or 16, or both) are retransmitted, possibly before any other N blocks.

If the NPM timer expires for the APDU the V(A) is changed to 32 and both A RLC data blocks are retransmitted with the new BSN equal to V(S) which in our example is equal to 32. The parameter StartBSN is also set to the value of the V(S). This is shown in the figure below.
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3.
Proposal
It is proposed that a stage 3 CR to 44.060 be developed based on the attributes of PMM operation described herein. In Annex A below changes to 44.060 required to introduce the PMM feature are proposed using a CR-like format. An actual CR is planned for submission to the GERAN 39bis meeting.
Annex A - Scope of Specification Effort
*****************************************************************
3
Definitions, abbreviations and symbols

3.1
Definitions

This document uses the following definitions:

A/Gb mode: mode of operation of the MS when connected to the Core Network via GERAN and the A and/or Gb interfaces.

Basic radio block period: the time needed to transmit a radio block on one PDCH using a basic TTI configuration i.e. four TDMA frames.

Block period: block period is the sequence of four timeslots on a PDCH used to convey one radio block

Broadcast/multicast receive mode: In broadcast/multicast receive mode, the mobile station is receiving upper layer PDUs on packet data physical channels used for point-to-multipoint transmission (see sub-clause 5.3.1); it is not allocated any additional radio resource on packet data physical channels. Broadcast/multicast receive mode is a sub-state of packet idle mode. The mobile station listens to the PBCCH and PCCCH or, if those are not provided by the network, to the BCCH and CCCH.

BTTI configuration: a configuration in which a radio block is sent using one PDCH in each of four consecutive TDMA frames. In a BTTI configuration, one radio block can be transmitted in a basic radio block period.

BTTI USF mode: a mode in which the USF is received on one PDCH of a downlink PDCH-pair during four consecutive TDMA frames.

Cell Change Notification (CCN): See sub-clause 5.5.1.1a.

Corresponding PDCH pair: The Corresponding PDCH pair associated with an uplink PDCH pair which forms part of an uplink TBF assignment is the downlink PDCH pair which is monitored by the mobile station for the USF for the TBF and on which PACCH/D is transmitted. The Corresponding PDCH pair associated with a downlink PDCH pair which forms part of an downlink TBF assignment is the uplink PDCH pair on which PACCH/U is transmitted.

Downlink Dual Carrier: Downlink Dual Carrier is a feature allowing resources (for uplink and/or downlink TBFs and/or dedicated resources) to be assigned to a mobile station on up to two radio frequency channels. 

Downlink Dual Carrier configuration: A Downlink Dual Carrier configuration is one in which the mobile station has radio resources assigned over two radio frequency channels. In packet transfer mode, RLC/MAC blocks for uplink TBFs can only be transmitted on one radio frequency channel in any given radio block period, and RLC/MAC blocks for downlink TBFs can be transmitted on two radio frequency channels in any given radio block period. In dual transfer mode, uplink RLC/MAC blocks can be transmitted only on the radio frequency channel on which the dedicated resource is assigned.

DTM handover: DTM handover is a feature used by the network to command a mobile station to move from its old (source) cell to a new (target) cell while operating in dual transfer mode and continue the operation of its ongoing circuit switched service and one or more of its ongoing packet switched services in the new cell. The mobile station is allocated one circuit switched radio resource and packet switched radio resources applicable to the new cell within a DTM HANDOVER COMMAND message.
Dual transfer mode: In dual transfer mode, the mobile station is allocated radio resources providing an RR connection (3GPP TS 44.018) and one or more Temporary Block Flows on one or more packet data physical channels. The allocation of radio resource for the RR connection and the Temporary Block Flow(s) is co-ordinated by the network in agreement with the capabilities of the mobile station in dual transfer mode.

Early TBF establishment: Procedure applicable when both the network and the mobile station support the extended uplink TBF mode, where the network keeps the uplink TBF open (by means of the extended uplink TBF mode operation) upon explicit request from the mobile station that pre-allocation is required. This allows the possibility to pre-allocate a TBF before actual data is ready for transmission.
EGPRS: Enhanced GPRS enables higher data rates through usage of 8PSK modulation in addition to GMSK. EGPRS also enables Incremental Redundancy operation.

EGPRS TBF mode: refers to a TBF utilising the EGPRS enhancements (e.g. Incremental Redundancy and possibly 8-PSK) or the EGPRS2 enhancements.

EGPRS TBF: refers to a TBF utilising the EGPRS enhancements, e.g. Incremental Redundancy and possibly 8-PSK. 

EGPRS2: In the downlink direction, Enhanced GPRS Phase 2 enables higher data rates through usage of higher symbol rate, turbo codes, and QPSK, 16-QAM and 32-QAM modulations in addition to (or instead of) GMSK and 8PSK. In the uplink direction, Enhanced GPRS Phase 2 enables higher data rates through usage of higher symbol rate, and QPSK, 16-QAM and 32-QAM modulations in addition to (or instead of) GMSK and 8PSK. EGPRS2 consists of EGPRS2-A and EGPRS2-B in both directions.

EGPRS2-A: In the downlink direction, Enhanced GPRS Phase 2 Level A enables higher data rates through usage of turbo codes, and 16-QAM and 32-QAM modulations in addition to GMSK and 8-PSK. In the uplink direction, Enhanced GPRS Phase 2 Level A enables higher data rates through usage of 16-QAM modulation in addition to GMSK and 8-PSK.

EGPRS2-B: In the downlink direction, Enhanced GPRS Phase 2 Level B enables higher data rates through usage of higher symbol rate, turbo codes, and QPSK, 16-QAM and 32-QAM modulations in addition to GMSK or instead of 8PSK. In the uplink direction, Enhanced GPRS Phase 2 Level B enables higher data rates through usage of higher symbol rate, and QPSK, 16-QAM and 32-QAM modulations in addition to GMSK or instead of 8PSK.

EGPRS2 TBF: refers to a TBF utilising the EGPRS2 enhancements in the direction of data transfer, downlink or uplink. More specifically, in each direction, downlink or uplink, an EGPRS2-A TBF refers to a TBF utilising the EGPRS2-A enhancements and an EGPRS2-B TBF refers to a TBF utilising the EGPRS2-B enhancements. An EGPRS2 TBF operates in EGPRS TBF mode.

EGPRS-GMSK only TBF: refers to a TBF in EGPRS TBF mode but making only use of MCS-1 to MCS-4 modulation and coding schemes. The number of PDCHs assigned to an EGPRS-GMSK only TBF can be extended to the maximum number of timeslots compatible with the GPRS multislot class of the MS. This mode is determined by the mobile station based on the aggregate timeslot allocation assigned by the network. In the case the aggregate timeslot allocation is not within the indicated EGPRS multislot class, but is within the indicated GPRS multislot class, a mobile station supporting this mode shall consider the TBF to be in EGPRS-GMSK only mode (see sub-clause 9.1.9.2). This mode is only applicable in packet transfer mode.

Extended uplink TBF mode: In the extended uplink TBF mode, the uplink TBF may be maintained during temporary inactive periods, where the mobile station has no RLC information to send. The network determines the release of the uplink TBF (see sub-clause 9.3.1b). 

Fast Ack/Nack Reporting (FANR): Fast Ack/Nack Reporting enables the use of a PAN field within an RLC/MAC block for EGPRS data transfer or for EGPRS2 data transfer. FANR enables the mobile station to transmit in the uplink direction a PAN field corresponding to a downlink TBF. Similarly FANR enables the network to transmit in the downlink direction a PAN field corresponding to an uplink TBF.
GAN Cell: A cell under control of a GANC.
GAN Mode: MS mode of operation where the MS is connected to the Core Network via a GANC and the A and/or Gb interfaces.

GPRS multislot class / EGPRS multislot class: refers to the different mobile station capabilities to transmit and receive on different combinations of multiple PDCHs. The multislot classes are defined in 3GPP TS 45.002. Note that the mobile station may indicate different multislot classes for circuit mode services for GPRS and for EGPRS (see 3GPP TS 24.008). Different multislot class mobile stations are capable of supporting different medium access modes (see sub-clause 5.2.4).

GPRS TBF mode: refers to a TBF not utilising EGPRS or EGPRS2.

IR: Incremental redundancy, enables higher data rates through combining information from different transmissions of RLC data blocks when decoding. Also known as Hybrid Type II/III ARQ.

Iu mode: mode of operation of the MS when connected to the Core Network via GERAN or UTRAN and the Iu interface.

MAC-dedicated state: a MAC-control-entity state where a DBPSCH is assigned and no SBPSCH is assigned. This state only applies in Iu mode.

MAC-DTM state: a MAC-control-entity state where at least one DBPSCH and one SBPSCH are assigned. This state only applies in Iu mode.

MAC-idle state: a MAC-control-entity state where no basic physical subchannels are assigned. This state only applies in Iu mode.

MAC-shared state: a MAC-control-entity state where at least one SBPSCH is assigned. This state only applies in Iu mode.

MCS: Modulation and Coding Scheme. 

MS multislot class: refers to GPRS multislot class in case of a GPRS TBF mode or EGPRS-GMSK only TBF mode. In case of EGPRS TBF mode, MS multislot class refers to EGPRS multislot class.

Multiple TBF procedures: A mobile station that supports multiple TBF procedures can support one or more concurrent TBFs in either direction while in packet transfer mode (A/Gb mode). A network that supports multiple TBF procedures can support one or more concurrent TBFs in either direction for a mobile station that supports multiple TBF procedures in packet transfer mode (A/Gb mode).

Non-extended uplink TBF mode: Where a distinction is needed, an uplink TBF, not operating in the extended uplink TBF mode, is referred as operating in the non-extended uplink TBF mode.

Non-synchronized PS handover: The basic type of PS handover which is used when the time bases of the involved cells bear no particular relationship between themselves and when the MS cannot predict the timing advance to be used in the target cell before access in this cell. The requirements that apply for the non-synchronized PS handover are given in 3GPP TS 45.010.

Packet access failure: Packet access failure refers to the access cases where the mobile station is explicitly denied access to the network, i.e. is not allowed to transmit (EGPRS) PACKET CHANNEL REQUEST or MPRACH PACKET CHANNEL REQUEST messages or receives a PACKET QUEUING NOTIFICATION message or a PACKET ACCESS REJECT message.

Packet flow context: Packet Flow Context (PFC) procedures are described in 3GPP TS 23.060. A Packet Flow Identifier (PFI) is used to identify a PFC. 

Packet idle mode: In packet idle mode, the mobile station is prepared to transfer LLC PDUs on packet data physical channels (see sub-clause 5.3). The mobile station is not allocated any radio resource on a packet data physical channel; it listens to the PBCCH and PCCCH or, if those are not provided by the network, to the BCCH and the CCCH.

Packet transfer mode: In packet transfer mode, the mobile station is prepared to transfer LLC PDUs on packet data physical channels (see sub-clause 5.4). The mobile station is allocated radio resource on one or more packet data physical channels for the transfer of LLC PDUs. 

Piggy-backed Ack/Nack (PAN) field: A Piggy-backed Ack/Nack field provides acknowledgement status of downlink (respectively uplink) RLC data blocks within an uplink (respectively downlink) RLC/MAC block for data transfer.

Pre-synchronized PS handover: A type of PS handover where the MS uses the timing advance included in the PS HANDOVER COMMAND message for immediate use in the target cell. The requirements that apply for the pre-synchronized PS handover are given in 3GPP TS 45.010.

PS handover: PS handover is a feature used by the network to command a mobile station to move from its old (source) cell to a new (target) cell while operating in packet transfer mode and continue the operation of one or more of its ongoing packet switched services in the new cell using TBF resource allocations provided within a PS HANDOVER COMMAND message. For PS handover to a GAN cell the mobile station receives the assignment of the target cell radio resources prior to receiving the PS HANDOVER COMMAND message. 
Pseudo MTBF Mode (PMM): PMM is a mode of operation whereby a mobile station in packet transfer mode has an uplink TBF or a downlink TBF that supports the transfer of upper layer PDUs associated with two different PFCs using an RLC engine that operates in non-persistent mode.
Radio block: A radio block is the sequence of four normal bursts carrying one RLC/MAC protocol data units (see 3GPP TS 44.004). (The one exception is a radio block occasionally used on PACCH consisting of a sequence of four access bursts, each carrying a repetition of one short RLC/MAC block.). A radio block is sent either on a PDCH (BTTI configuration) or a PDCH-pair (RTTI configuration).

Random access failure: Random access failure refers to the access case when the mobile station does not get any response from the network to its (EGPRS) PACKET CHANNEL REQUEST or MPRACH PACKET CHANNEL REQUEST messages. 

Random values: In a number of places in this Technical Specification, it is mentioned that some value must take a "random" value, in a given range, or more generally with some statistical distribution. For such random values refer to 3GPP TS 44.018.

Reduced Latency: refers to the use of FANR either in BTTI configuration or in RTTI configuration.

Reduced radio block period: the time needed to transmit a radio block on a PDCH-pair using a reduced TTI configuration i.e. two TDMA frames.

RLC/MAC block: A RLC/MAC block is the protocol data unit exchanged between RLC/MAC entities (see clause 10 and 3GPP TS 44.004).

RLC/MAC control block: A RLC/MAC control block is the part of an RLC/MAC block carrying a control message between RLC/MAC entities (see sub-clause 10.3).

RLC data block: A RLC data block is the part of a RLC/MAC block carrying user data or signalling data received from an upper layer (see sub-clause 10.2).

RLC Non-Persistent Mode: A mode of RLC operation where retransmissions are possible but it is not required that all RLC data blocks are correctly received at the receiving RLC endpoint. 

RR connection: An RR connection is a physical connection established between a mobile station and the network to support the upper layers’ exchange of information flows. An RR connection is maintained and released by the two peer entities.

RRC connection: An RRC connection is a point-to-point, bi-directional, logical connection between RRC peer entities in the mobile station and the GERAN characterised by the allocation of a G-RNTI. A mobile station has either zero or one RRC connections. RRC connections only apply in Iu mode.

RTTI configuration: a configuration in which a radio block is sent using two PDCHs (PDCH-pair) in either the first two or the last two TDMA frames of any given basic radio block period.

RTTI USF mode: a mode in which the USF is received on a downlink PDCH-pair during two consecutive TDMA frames.

Source BSS: Within the context of a PS handover the source BSS is the BSS controlling the cell in which the mobile station is camping prior to performing PS handover (i.e. it controls the old cell). 
Synchronized PS handover: A type of PS handover which is possible when the time bases of the involved cells are synchronized, and for which no timing advance needs to be provided to the MS. The requirements that apply for the synchronized PS handover are given in 3GPP TS 45.010.

Target BSS: Within the context of a PS handover the target BSS is the BSS controlling the cell in which the mobile station is camping after successful completion of PS handover (i.e. it controls the new cell). If the same BSS controls both the old cell and the new cell associated with the PS handover of any given mobile station then the source BSS and the target BSS are the same.
TBF abort: The term "abort" as applied to TBF is used when the TBF is abruptly stopped without using the Release of TBF procedures defined in clause 9.

TBF release: The term "release" as applied to TBF is used when the TBF is stopped using one of the Release of TBF procedures defined in clause 9.

Temporary Block Flow (TBF): A Temporary Block Flow is, in A/Gb mode, a physical connection used by the two RR peer entities to support the unidirectional transfer of LLC PDUs on packet data physical channels (see sub-clause 5.2.1). In Iu mode, a TBF is a logical connection offered by two MAC entities to support the unidirectional transfer of RLC PDUs on basic physical subchannels.

Timer Expiry: A started timer has run the time specified.

Timer Restart: A timer that may already be running is stopped and then started again to run the time specified.

Timer Start: A timer is started to run the time specified.

Timer Stop: A started timer is stopped and its value is then undefined.

Uplink control timeslot: refers to the timeslot number of the timeslot where the PACCH/U for the MS is located in case of a BTTI configuration, or to the uplink PDCH pair where the PACCH/U for the MS is located in case of an RTTI configuration. This parameter is set to the value of the Uplink Control timeslot IE in an assignment message. Otherwise, this parameter is unassigned. In A/Gb mode, this parameter is applicable only to multiple TBF procedures.

Uplink State Flag (USF): The Uplink State Flag (USF) is used on PDCH channel(s) to allow multiplexing of uplink Radio blocks from different TBFs belonging to the same or different mobile stations (see sub-clause 5.2.3, clause 10 and 3GPP TS 45.002).

Upper-layer PDU: An upper-layer PDU is, in A/Gb mode, an LLC PDU and, in Iu mode, an RRC message, a PDCP PDU or a PDU from the NAS user plane.
*****************************************************************
3.2
Abbreviations

This document uses abbreviations from 3GPP TR 21.905 and 3GPP TS 43.064. It also uses the following abbreviations:

ARI
Access Request Identifier

ARQ
Automatic Repeat reQuest

AS
Access Stratum

BCCH
Broadcast Control CHannel

BSS
Base Station Subsystem

BTTI
Basic Transmission Time Interval

CBCH
Cell Broadcast CHannel

CC
Call Control

CCCCH
Compact CCCH

CCCH
Common Control CHannel

CCN
Cell Change Notification

CN
Core Network

CPBCCH
Compact PBCCH

CS-i
GPRS Coding Scheme i
DAS-i
EGPRS2 Downlink level A modulation and coding Scheme i
DBS-i
EGPRS2 Downlink level B modulation and coding Scheme i
DC
Dedicated Control

DLC
Data Link Control

DBPSCH
Dedicated Basic Physical Sub CHannel

ECSD
Enhanced Circuit Switched Data

EDGE
Enhanced Data rates for Global Evolution

E-FACCH
Enhanced FACCH

EGPRS
Enhanced General Packet Radio Service

EGPRS2
EGPRS Phase 2

E-TCH
Enhanced TCH

FACCH
Fast Associated Control CHannel

FANR
Fast Ack/Nack Reporting

GAN
Generic Access Network

GANC
Generic Access Network Controller

GC
General Control

GERAN
Gsm/Edge Radio Access Network

GPRS
General Packet Radio Service

GRA
Geran Registration Area

G-RNTI
Geran Radio Network Temporary Identity

GSM
Global System for Mobile communications

IETF
Internet Engineering Task Force

IMSI
International Mobile Subscriber Identity

IP
Internet Protocol

LCS
LoCation Services

LLC
Logical Link Control

MAC
Medium Access Control

MCS-i
EGPRS Modulation and Coding Scheme i
MM
Mobility Management

MPRACH
MBMS Packet Random Access Channel

MS
Mobile Station

NAS
Non Access Stratum

NSAPI
Network-layer SAPI

Nt
Notification

O-FACCH
Octal FACCH

O-TCH
Octal TCH

PAN
Piggy-backed Ack/Nack

PBCCH
Packet BCCH

PDCH
Packet Data CHannel

PDCP
Packet Data Convergence Protocol

PDP
Packet Data Protocol

PDTCH
Packet Data TCH

PDU
Protocol Data Unit

PFC
Packet Flow Context

PFI
Packet Flow Identifier

PLMN
Public Land Mobile Network

PMM
Pseudo MTBF Mode

PTCCH
Packet Timing-advance Control CHannel

p-t-m
point-to-multipoint

P-TMSI
Packet TMSI

QoS
Quality of Service

RAB
Radio Access Bearer

RANAP
Radio Access Network Application Part

RB
Radio Bearer

RLC
Radio Link Control

RNC
Radio Network Controller

RNS
Radio Network Subsystem

RNSAP
Radio Network Subsystem Application Part

ROHC
Robust Header Compression

RR
Radio Resource

RRC
Radio Resource Control

RTP
Real Time Protocol

RTTI
Reduced Transmission Time Interval

SACCH
Slow Associated Control CHannel

SAP
Service Access Point

SAPI
Service Access Point Identifier

SDCCH
Stand-alone Dedicated Control CHannel

SDU
Service Data Unit

SBPSCH
Shared Basic Physical Sub CHannel

TBF
Temporary Block Flow

TCH
Traffic Channel

TCP
Transmission Control Protocol

TLLI
Temporary Logical Link Identifier

TMSI
Temporary Mobile Subscriber Identity

TTI
Transmission Time Interval

UAS-i
EGPRS2 Uplink level A modulation and coding Scheme i
UBS-i
EGPRS2 Uplink level B modulation and coding Scheme i
UDP
User Datagram Protocol 

UMTS
Universal Mobile Telecommunication System

USF
Uplink State Flag

UTRAN
UMTS Terrestrial Radio Access Network

*****************************************************************
5.4
Packet transfer mode

In packet transfer mode, the mobile station is allocated radio resources providing one or more TBFs for physical point-to-point connection(s) on one or more packet data physical channels for the unidirectional transfer of upper layer PDUs between the network and the mobile station. Successive transfer of one or more upper layer PDUs is possible. While in packet transfer mode a mobile station may operate a TBF in PMM where the transfer of upper layer PDUs associated two different PFIs is supported (see sub-clause 7.0a and 7.1). Concurrent TBFs may be established in opposite directions. The RR sublayer provides the following services:

-
transfer of upper layer PDUs in RLC acknowledged mode;

-
transfer of upper layer PDUs in RLC unacknowledged mode;

-
transfer of upper layer PDUs in RLC non-persistent mode. 

When a transfer of upper layer PDUs terminates, in either downlink or uplink direction, the corresponding TBF is released. In packet transfer mode, when all TBFs have been released, in downlink and uplink direction, the mobile station returns to packet idle mode.

In packet transfer mode, upper layers may require the establishment of an RR connection. When the mobile station enters dedicated mode (see 3GPP TS 44.018), it may abort all ongoing TBFs and leave the packet transfer mode, if the mobile station limitations make it unable to handle the RR connection and the procedures in packet transfer mode simultaneously.

In packet transfer mode, a mobile station that supports PS handover may be ordered to move to a new cell through the use of a PS HANDOVER COMMAND message that provides resources to be used for one or more of its ongoing TBFs in the new cell (e.g. TBF resources in the new cell that have been pre-allocated by the target BSS). A mobile station indicates that it supports PS handover in the PS Handover Capability field in the MS Radio Access Capability IE (see 3GPP TS 24.008). The network may initiate the PS handover procedure as a result of various trigger conditions as described in sub-clause 8.10.3.1. The PS handover procedure is described in sub-clause 8.10.

*****************************************************************
5.5.1.9
Packet Flow Context (PFC)

Packet Flow Context (PFC) procedures are described in 3GPP TS 23.060. A Packet Flow Identifier (PFI) is used to identify a PFC.

Network support of packet flow context (PFC) procedures is indicated by the PFC_FEATURE_MODE parameter that is broadcast on either the BCCH or PBCCH. If the PFC_FEATURE_MODE field indicates that the network does not support PFC procedures then a mobile station shall not indicate a PFI value during uplink TBF establishment. If the PFC_FEATURE_MODE field indicates that the network supports PFC procedures then a mobile station may indicate a PFI value during uplink TBF establishment. The PFI value identifies the initial PFC used during the TBF.

If the network indicates it supports multiple TBF procedures (see sub-clause 7.0) or PMM procedures then it shall also indicate support for PFC procedures. When the network and the mobile station both support multiple TBF procedures then the mobile station shall indicate the PFI value associated with each uplink TBF it attempts to establish and the network shall indicate the PFI value associated with each downlink TBF it attempts to establish.

A network or mobile station that supports PS handover or DTM handover shall also support PFC procedures.

In case no valid PFI value is assigned for the LLC data to be transmitted, and the network indicates support for the PFC procedures, an MS supporting PFC procedures shall associate and indicate the following PFI values for the LLC data:

PFI=0
(Best Effort) for user data, 

PFI=1
(Signalling) for GMM/SM signalling (LLC SAPI 1), or

PFI=2
(SMS) for Short Message Service (LLC SAPI 7), or

PFI=3
(TOM8) for LLC SAPI 8 data.

*****************************************************************
7.0a
Support of multiple TBF procedures

If the mobile station supports multiple TBF/PMM procedures, the mobile station shall indicate its support in the Multiple TBF Capability field/PMM field in the MS Radio Access Capability 2 IE. If the network supports multiple TBF/PMM procedures, the network shall indicate its support in the Multiple TBF Capability field/PMM field in the GPRS Cell Options IE.

If both the network and the mobile station support multiple TBF procedures, and if more than one request is received from upper layers to transfer upper layer PDUs for more than one PFC before the packet access procedure can be initiated by the mobile station, then the mobile station may initiate a packet access procedure requesting multiple TBFs. 

If both the network and the mobile station support PMM procedures, and if a request is received from upper layers to transfer upper layer PDUs for a second PFC while the mobile is in packet transfer mode, then the mobile station may initiate a packet access procedure by sending a PACKET RESOURCE REQUEST message requesting PMM operation. Similarly, the network may trigger PMM operation in packet transfer mode by sending a mobile station a PACKET DOWNLINK ASSIGNMENT message indicating PMM operation is to be used.
During multiple TBF procedures in sub-clause 7:

-
The mobile station shall support the PACKET RESOURCE REQUEST message to request a single uplink TBF;

-
The mobile station may send the PACKET RESOURCE REQUEST message to request multiple uplink TBFs in the second phase of a two-phase access;

-
The network shall support the PACKET UPLINK ASSIGNMENT message to assign a single uplink TBF;

- 
The network may send the MULTIPLE TBF UPLINK ASSIGNMENT message to assign one or more uplink TBFs to a mobile station that requested multiple TBFs in the PACKET RESOURCE REQUEST message. In this sub-clause this message shall only be sent in response to a multiple uplink resource request in the second part of a two-phase access. 

7.1
TBF establishment initiated by the mobile station on PCCCH

The purpose of the packet access procedure is to establish a TBF to support the transfer of upper-layer PDUs in the direction from the mobile station to the network. Packet access shall be done on PCCCH, as defined in this sub-clause, if a PCCCH exists. Otherwise, packet access shall be done on CCCH, as defined in 3GPP TS 44.018. The packet access can be done in either one phase (sub-clause 7.1.2) or in two phases (sub-clauses 7.1.2 and 7.1.3).

TBF establishment can also be done on PACCH if a TBF for transfer of upper-layer PDUs in the direction from the network to the mobile station is already established (see sub-clause 8.1.2.5). TBF establishment can also be done on PACCH if the mobile station is releasing a TBF for transfer of upper-layer PDUs in the direction from the mobile station to the network and TBF for transfer of upper-layer PDUs in the direction from the network to the mobile station is not established (see sub-clause 9.3.2.4 and sub-clause 9.3.3.3).

If the mobile station is in dedicated mode and both the network and the mobile station support DTM, the establishment of a TBF shall be performed by the DTM assignment procedures on the main DCCH, as defined in 3GPP TS 44.018.

The packet access procedure is initiated by the mobile station. Initiation is triggered by a request from upper layers to transfer an upper-layer PDU. The request from upper layers specifies throughput, RLC mode, an optional PFI, and a Radio Priority to be associated with the packet transfer or indicates that the packet to be transferred contains signalling. If both the network and the mobile station support the extended uplink TBF mode, the request from upper layers may also specify that the upper-layer PDU is meant to pre-allocate an uplink TBF (early TBF establishment). In this case, the mobile station shall use the two phase access procedure, setting the EARLY_TBF_ESTABLISHMENT field in the PACKET RESOURCE REQUEST message to indicate pre-allocation is required (as described in sub-clause 7.1.3).

A mobile station indicates its support of RLC non-persistent mode in the RLC non-persistent mode capability bit of the MS Radio Access Capability information element (see 3GPP TS 24.008). 

A packet access procedure requesting multiple TBFs may be initiated by the mobile station if multiple TBF procedures are supported in the network and the mobile station (see sub-clause 7.0). Initiation is triggered when the mobile station receives more than one request from upper layers to transfer upper-layer PDUs before the packet access procedure can be initiated. Each request from upper layers specifies a PFI, RLC mode, Radio Priority and optionally an LLC mode to be associated with the packet transfer or indicates that the packet to be transferred contains signalling.

Upon such a request:

-
if access to the network is allowed (sub-clause 7.1.1), the mobile station shall initiate the packet access procedure as defined in sub-clause 7.1.2.1;

-
otherwise, the RR sublayer in the mobile station shall reject the request.

A packet access procedure requesting PMM operation may be initiated by the mobile station if PMM is supported by the network and the mobile station (see sub-clause 7.0a). Initiation is triggered when the mobile station in packet transfer mode supporting a single PFC receives a request from upper layers to transfer upper-layer PDUs associated with a second PFC. Each request from upper layers specifies a PFI, RLC mode, Radio Priority and optionally an LLC mode to be associated with the packet transfer. PMM operation is established when a mobile station in packet transfer mode receives a Packet Uplink Assignment message (in response to PACKET RESOURCE REQUEST message requesting PMM operation) indicating PMM is to be used. 
If the request from upper layers indicates signalling, the highest Radio Priority shall be used at determination if access to the network is allowed, and the acknowledged RLC mode shall be requested.

If both the mobile station and the BSS support multiple TBF procedures, or if the mobile station supports RLC non-persistent mode, the BSS may order its preferred RLC mode when establishing uplink TBF(s), independently of the RLC mode requested by the mobile station. In particular, if the mobile station supports RLC non-persistent mode the network may allocate an EGPRS TBF that uses this RLC mode.

*****************************************************************
9.1.3.2.2
EGPRS TBF running in RLC non-persistent mode

In RLC non-persistent mode, each RLC endpoint transmitter shall have an associated acknowledge state array (V(B)). V(B) is an array of SNS elements indicating the acknowledgement status of WS previous RLC data blocks. The array is indexed relative to the acknowledge state variable V(A) modulo SNS. The values of V(B) shall be updated from the values received from its peer in the reported bitmap (RB) of the Packet Ack/Nack message (see sub-clause 9.1.8). If a compressed reported bitmap is received, decompression shall be first applied according to sub-clause 9.1.10.

The transmitter may transmit any RLC data block included in V (B), e.g. those whose corresponding element in V(B) indexed relative to V(A) has the value NACKED. As each RLC data block is transmitted the corresponding element in V(B) is set to the value PENDING_ACK. If an NPM Transfer Time limitation is associated with the TBF, the transmitting RLC endpoint shall start a timer with a value equal to the NPM Transfer Time (see Table 12.45a.1) each time it begins transmitting a new upper layer PDU. If the timer expires, the transmitting RLC endpoint should not (re)transmit any of the RLC data blocks corresponding to that upper layer PDU and not containing data from other LLC PDU(s) whose timer has not yet expired.

When an element in V(B) falls outside of the active transmit window, i.e. [ V(A) £ BSN < V(S) ] modulo SNS, the element shall be set to the value INVALID.

If the RLC data block to be transmitted is split over two radio blocks, both radio blocks shall be transmitted. The selection of the Puncturing Scheme (PS) shall be performed according to sub-clause 9.3.2.1.

In the extended uplink TBF mode, if V(S) = V(A) and there is no RLC data block with BSN = V(S) available, the mobile station shall stop sending RLC data blocks. The mobile station shall continue sending RLC data blocks when a RLC data block with BSN = V(S) is available.

During PMM both PFCs shall be supported using RLC non-persistent mode based on the RLC parameters provided within the Packet Uplink Assignment message/Packet DOWNlink Assignment message that caused the mobile station to enter PMM. The mobile station shall retain the TFI and PFI values associated with each PFC supported in PMM. RLC data blocks sent by the RLC NPM engine during PMM shall only include payload associated with one of the supported PFCs. Should one of the PFCs supported during PMM nominally require the use of RLC acknowledged mode then this is accomplished by allowing its corresponding PDUs to be resent as follows: 
-
When the NPM timer expires the RLC engine will give up on the corresponding RLC data blocks and V(A) will be updated as per normal RLC NPM operation.

-
The RLC data blocks associated with the PDU experiencing NPM timer timeout will be retransmitted using new BSN values.

*****************************************************************
9.3.1
Countdown procedure

9.3.1.1
General

The mobile station shall send the Countdown Value (CV) in each uplink RLC data block to indicate the current number of remaining RLC data blocks for the uplink TBF. The CV shall be calculated as follows:


[image: image1.wmf]î

í

ì

£

=

÷

ø

ö

ç

è

æ

´

-

¢

-

=

.

,

15

,

_

_

,

,

then

.

1

integer 

Let 

otherwise

MAX

CV

BS

x

if

x

CV

K

NTS

N

BS

TBC

round

x


where:

TBC =
total number of RLC data blocks currently to be transmitted in the TBF.

BSN' =
absolute block sequence number of the RLC data block, with range from 0 to (TBC - 1).

NTS =
number of timeslots assigned to the uplink TBF in the assignment message, with range 1 to 8 when operating in BTTI configuration. In RTTI configuration this parameter shall be equal to the number of assigned uplink PDCH pairs, with the range 1 to 4.

K =
2 when commanded MCS is MCS-7, MCS-8, MCS-9, UAS-7, UAS-8, UAS-9, UBS-7 or UBS-8
3 when commanded UAS-10, UAS-11, UBS-9 or UBS-10
4 when commanded UBS-11 or UBS-12 otherwise K=1,

the function round() rounds upwards to the nearest integer.

BS_CV_MAX
is a parameter broadcast in the system information,

the division operation is non-integer and results in zero only for (TBC - BSN' - 1) = 0.

The countdown procedure starts when RLC data blocks include CV values different from '15'. When the mobile station transmits the last RLC data block currently in the send buffer for the TBF (i.e. the RLC data block with BSN' = TBC - 1), the RLC data block shall have CV set to the value '0'.

When an EGPRS or EGPRS2 RLC/MAC block for data transfer consists of two or more RLC data blocks, a CV value is calculated for each block and the CV of the RLC/MAC header refers to the last RLC data block.

When a TBF is operated in PMM the countdown value shall be managed as if the TBF was supporting a single PFC (i.e. CV shall be calculated using remaining RLC data blocks associated with both supported PFCs).
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