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	Latest version of acoustic core specifications  3GPP TS 26.131 and 3GPP TS 26.132 contain split of requirements for ‘LRGP method’ and (the newly added) ‘HATS method’ concerning the sidetone characteristics. Thus, it is required to split current test case for ‘side tone masking ration’ as well. To cover the ‘HATS method’ new test case 30.20 is added.
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	- In order to reflect ‘HATS method’ for sidetone characteristics, new test case 30.20 is added (referencing to 3GPP 26.132 section 7.5.1.2).
- In order to reflect ‘LRGP method’ for sidetone characteristics, current test case is referenced to 3GPP 26.132 section 7.5.1.1.  
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30.16
Side Tone Masking Rating (STMR) LRGP
30.16.1
Definition

The sidetone loudness ratings are a means of expressing the path loss from the artificial mouth to the artificial ear based on objective single tone measurements in a way that relates to how a speaker will perceive his own voice when speaking (talker sidetone, expressed by the sidetone masking rating - STMR), or how a listener will perceive the background noise picked up by the microphone (listener sidetone rating - LSTR).

30.16.2
Conformance requirement

The conformance requirement is specified in 3GPP TS 26.131.

30.16.3
Test purpose

To verify that the requirement for STMR stated in TS 26.131 is met.

30.16.4
Method of test

The method of test shall be as specified in 3GPP TS 26.132 section 7.5.1.1.

30.16.5
Test requirement

The STMR shall be within the limits specified in 3GPP TS 26.131.
[text skipped here]
30.19
Ambient Noise Rejection

30.19.1
Definition
An MS that supports speech will typically be operated within an area of high ambient acoustic noise. A level of noise rejection will therefore be required.

30.19.2
Conformance Requirement

The conformance requirement shall be as specified in 3GPP TS 26.131.

30.19.3
Test Purpose

To verify that ambient noise rejection is conforming to the specification in 3GPP TS 26.131.

30.19.4
Method of Test

The test method shall be as specified in 3GPP TS 26.132.

30.19.5
Test Requirement

The MS ambient noise rejection shall be as specified in 3GPP TS 26.132.
30.20
Side Tone Masking Rating (STMR) HATS
30.20.1
Definition

The sidetone loudness ratings are a means of expressing the path loss from the artificial mouth to the artificial ear based on objective single tone measurements in a way that relates to how a speaker will perceive his own voice when speaking (talker sidetone, expressed by the sidetone masking rating - STMR), or how a listener will perceive the background noise picked up by the microphone (listener sidetone rating - LSTR).

30.20.2
Conformance requirement

The conformance requirement is specified in 3GPP TS 26.131.

30.20.3
Test purpose

To verify that the requirement for STMR stated in TS 26.131 is met.

30.20.4
Method of test

The method of test shall be as specified in 3GPP TS 26.132 section 7.5.1.2.

30.20.5
Test requirement

The STMR shall be within the limits specified in 3GPP TS 26.131.
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