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27.15
Abbreviated Dialling Numbers (ADN)

27.15.1
Definition
Abbreviated Dialling Numbers contain subscriber number and supplementary service control strings. They may also contain alpha identifiers.

27.15.2
Conformance requirement

The ME shall be able to manage the storage and retrieval of ADNs from the SIM, and set up calls to these numbers.

Reference:

3GPP TS 02.07, subclause B.3.1; 3GPP TS 02.30 subclause 4.6.4; 3GPP TS 11.11, subclause 11.5.1.

27.15.3
Test purpose

To verify that the ME manages the storage and retrieval of ADNs from the SIM.

27.15.4
Method of Test

27.15.4.1
Initial conditions

Coding of elementary files in the SIM shall be as default, with the addition of:

EFADN (Abbreviated Dialling Number)

Logically:

At least 101 records, each record unique. Example of record 1 below

Record 1:
Length of alpha identifier:
32 characters


Alpha identifier:

"ABCDEFGHIJKLMNOPQRSTUVWXYZABCDEF"


Length of BCD number:
"03"


TON and NPI:

Telephony and Unknown


Dialled number:

123


CCI:

None


Ext1:

None

Coding:

	For record 1:
	B1
	B2
	B3
	...
	B32
	B33
	B34
	B35
	B36
	B37
	B38
	B39
	...
	B46

	
	41
	42
	43
	...
	46
	03
	81
	21
	F3
	FF
	FF
	FF
	...
	FF


The ME is installed with the default SIM or SIM simulator, and switched on.

The code "+123456789012345" is stored as abbreviated dialling entry number 7 on the SIM.

The code "00112233" is stored as abbreviated dialling entry number 6 on the SIM.

The code "**21*44556677#" is stored as abbreviated dialling entry number 101 on the SIM.

27.15.4.2
Procedure

a)
Retrieve data from SIM entry number 7 using the procedure N(N)(N)#.

b)
Retrieve data from SIM entry number 6 using the procedure N(N)(N)#.

c)
Retrieve data from SIM entry number 101 using the procedure N(N)(N)#.

d)
Retrieve data from SIM entry number 1 using the procedure N(N)(N)#.

27.15.5
Test requirements

1)
After step a), the number "+123456789012345" shall be displayed.

2)
After step b), the number "00112233" shall be displayed.

3)
After step c), the number "**21*44556677#" (or an equivalent representation) shall be displayed.

4)
After step d), the number “123” shall be displayed.
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