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	First modification


Table 1o: Input signal level (for MS) at reference performance for GMSK, QPSK, 8-PSK, 16-QAM and 32-QAM modulated signals with PAN included; 
BTTI and RTTI
(EGPRS2 DL and EGPRS DL)

	All GSM bands 

	Type of
	Propagation condition

	channel
	Static

	PDTCH/MCS -1
	dBm
	 [tbd]

	PDTCH/MCS-2
	dBm
	[tbd]

	PDTCH/MCS-3
	dBm
	[tbd]

	PDTCH/MCS-5
	dBm
	[tbd]

	PDTCH/MCS-6
	dBm
	[tbd]

	PDTCH/MCS-7
	dBm
	[tbd]

	PDTCH/MCS-8
	dBm
	[tbd]

	PDTCH/DAS-5
	dBm
	[tbd]

	PDTCH/DAS-6
	dBm
	[tbd]

	PDTCH/DAS-7
	dBm
	[tbd]

	PDTCH/DAS-8
	dBm
	[tbd]

	PDTCH/DAS-9
	dBm
	[tbd]

	PDTCH/DAS-10
	dBm
	[tbd]

	PDTCH/DAS-11
	dBm
	[tbd]

	PDTCH/DAS-12
	dBm
	[tbd]

	PDTCH/DBS-5
	dBm
	[tbd]

	PDTCH/DBS-6
	dBm
	[tbd]

	PDTCH/DBS-7
	dBm
	[tbd]

	PDTCH/DBS-8
	dBm
	[tbd]

	PDTCH/DBS-9
	dBm
	[tbd]

	PDTCH/DBS-10
	dBm
	[tbd]

	PDTCH/DBS-11
	dBm
	[tbd]

	PDTCH/DBS-12
	dBm
	[tbd]


Table 1p: Input signal level (for normal BTS) at reference performance for GMSK, QPSK, 8-PSK, 16-QAM and 32-QAM modulated signals with PAN included; 
BTTI and RTTI 
(EGPRS2 UL and EGPRS UL)

	All GSM bands

	Type of
	Propagation condition

	channel
	Static

	PDTCH/MCS-1
	dBm
	[-104]

	PDTCH/MCS-2
	dBm
	[-104]

	PDTCH/MCS-3
	dBm
	[-104]

	PDTCH/MCS-5
	dBm
	[-101]

	PDTCH/MCS-6
	dBm
	[-99,5]

	PDTCH/MCS-7
	dBm
	[-96]

	PDTCH/MCS-8
	dBm
	[-93]

	PDTCH/UAS-7
	dBm
	[-97]

	PDTCH/UAS-8
	dBm
	[-96,5]

	PDTCH/UAS-9
	dBm
	[-95,5]

	PDTCH/UAS-10
	dBm
	[-94,5]

	PDTCH/UAS-11
	dBm
	[-92,5]

	PDTCH/UBS-5
	dBm
	[tbd]

	PDTCH/UBS-6
	dBm
	[tbd]

	PDTCH/UBS-7
	dBm
	[tbd]

	PDTCH/UBS-8
	dBm
	[tbd]

	PDTCH/UBS-9
	dBm
	[tbd]

	PDTCH/UBS-10
	dBm
	[tbd]

	PDTCH/UBS-11
	dBm
	[tbd]

	PDTCH/UBS-12
	dBm
	[tbd]


Table 1q: Input signal level (for normal BTS) at reference performance of PAN for GMSK, QPSK, 8-PSK, 16-QAM and 32-QAM modulated signals (EGPRS2 UL and EGPRS UL);
BTTI and RTTI

	All GSM bands

	Type of
	Propagation condition

	channel
	Static

	PDTCH/MCS-1 to 3
	dBm
	[-104]

	PDTCH/MCS-5 to 6
	dBm
	[-104]

	PDTCH/MCS-7
	dBm
	[-104]

	PDTCH/MCS-8
	dBm
	[-104]

	PDTCH/UAS-7 to 9
	dBm
	[-104]

	PDTCH/UAS-10
	dBm
	[-104]

	PDTCH/UAS-11
	dBm
	[-104]

	PDTCH/UBS-5 to 6
	dBm
	[tbd]

	PDTCH/UBS-7 to 8
	dBm
	[tbd]

	PDTCH/UBS-9
	dBm
	[tbd]

	PDTCH/UBS-10
	dBm
	[tbd]

	PDTCH/UBS-11 to 12
	dBm
	[tbd]


Table 1r: Input signal level (for MS) at reference performance of PAN for GMSK, QPSK, 8-PSK, 16-QAM and 32-QAM modulated signals (EGPRS2 DL and EGPRS DL);
BTTI and RTTI

	All GSM bands

	Type of
	Propagation conditions

	channel
	Static

	PDTCH/MCS-1 to 3
	dBm
	[tbd]

	PDTCH/MCS-5 to 6
	dBm
	[tbd]

	PDTCH/MCS-7
	dBm
	[tbd]

	PDTCH/MCS-8
	dBm
	[tbd]

	PDTCH/DAS-5 to 7
	dBm
	(note 1)

	PDTCH/DAS-8 to 9
	dBm
	[tbd]

	PDTCH/DAS-10
	dBm
	[tbd]

	PDTCH/DAS-11
	dBm
	[tbd]

	PDTCH/DAS-12
	dBm
	[tbd]

	PDTCH/DBS-5 to 6
	dBm
	[tbd]

	PDTCH/DBS-7 to 8
	dBm
	[tbd]

	PDTCH/DBS-9
	dBm
	[tbd]

	PDTCH/DBS-10
	dBm
	[tbd]

	PDTCH/DBS-11 to 12
	dBm
	[tbd]

	Note 1: The requirement for PDTCH/DAS-5 to 7 is the same as PDTCH/MCS-5 to 6.
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