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10.2.1
DL-UNITDATA

This PDU is sent to the BSS to transfer an LLC-PDU across the radio interface to an MS.

PDU type:
DL-UNITDATA

Direction:
SGSN to BSS

Table 10.2.1: DL-UNITDATA PDU contents

	Information element
	Type / Reference
	Presence
	Format
	Length

	PDU type
	PDU type/11.3.26
	M
	V
	1

	TLLI (current)
	TLLI/11.3.35
	M
	V
	4

	QoS Profile (note 1)
	QoS Profile/11.3.28
	M
	V
	3

	PDU Lifetime
	PDU Lifetime/11.3.25
	M
	TLV
	4

	MS Radio Access Capability (note 2)
	MS Radio Access Capability/11.3.22
	O
	TLV
	7-?

	Priority (note 3)
	Priority/11.3.27
	O
	TLV
	3

	DRX Parameters
	DRX Parameters/11.3.11
	O
	TLV
	4

	IMSI 
	IMSI/11.3.14
	O
	TLV
	5-10

	TLLI (old)
	TLLI/11.3.35
	O
	TLV
	6

	PFI
	PFI/11.3.42
	O
	TLV
	3

	LSA Information
	LSA Information/11.3.19
	O
	TLV
	7-?

	Service UTRAN CCO
	Service UTRAN CCO/11.3.47
	O
	TLV
	3

	Alignment octets
	Alignment octets/11.3.1
	O
	TLV
	2-5

	Subscriber Profile ID for RAT/Frequency priority (note 5)
	Subscriber Profile ID for RAT/Frequency priority/11.3.105
	O
	TLV
	3

	LLC-PDU (note 4)
	LLC-PDU/11.3.15
	M
	TLV
	2-?

	
	
	
	
	

	NOTE 1:
Some attributes of the QoS Profile shall be discarded if the PFI field is present and corresponds to a known PFC in the BSS.

NOTE 2:
The field shall be present if there is valid MS Radio Access Capability information known by the SGSN; the field shall not be present otherwise.

NOTE 3:
The priority field shall be discarded if the PFI field is present and corresponds to a known PFC in the BSS for which the ARP field was received.

NOTE 4:
The LLC-PDU Length Indicator may be zero. 

NOTE 5:
This IE may be included if available in the SGSN. If the Service UTRAN CCO IE is present with the value of "shall not" the Service UTRAN CCO IE takes precedence over this IE.


**** next modified subclause ****

10.4.30
PS-HANDOVER-REQUEST

This PDU initiates the allocation of resources for one or more PFCs in the target BSS for an MS.

PDU type:

PS-HANDOVER-REQUEST

Direction:

SGSN to BSS

Table 10.4.30: PS-HANDOVER-REQUEST PDU content

	Information elements
	Type / Reference
	Presence
	Format
	Length

	PDU type
	PDU type/11.3.26
	M
	V
	1

	TLLI 
	TLLI/11.3.35 
	M
	TLV
	6

	IMSI
	IMSI/11.3.14
	M
	TLV
	5-10

	Cause
	Cause/11.3.8
	M
	TLV
	3

	Source Cell Identifier (note 1)
	Cell Identifier/11.3.9
	C
	TLV
	10

	Source RNC Identifier (note 1)
	RNC Identifier/11.3.87
	C
	TLV
	10

	Target Cell Identifier
	Cell Identifier/11.3.9
	M
	TLV
	10

	Source BSS to Target BSS Transparent Container
	Source BSS to Target BSS Transparent Container/11.3.79
	M
	TLV
	7-?

	PFCs to be set-up list
	PFCs to be set-up list/11.3.82
	M
	TLV
	22-?

	NAS container for PS Handover
	NAS container for PS Handover/11.3.81
	O
	TLV
	3-?

	Service UTRAN CCO
	Service UTRAN CCO/11.3.47
	O
	TLV
	3

	Subscriber Profile ID for RAT/Frequency priority (note 2)
	Subscriber Profile ID for RAT/Frequency priority /11.3.105
	O
	TLV
	3

	NOTE 1:
In case of PS handover from GERAN or UTRAN, one and only one of these two conditional IEs shall be present depending on the source RAT. In case of PS handover from E-UTRAN, neither of these two conditional IEs shall be present. 

NOTE 2:
This IE may be included if available in the SGSN. If the Service UTRAN CCO IE is present with the value of "shall not" the Service UTRAN CCO IE takes precedence over this IE.


**** next modified subclause ****

11.3.105
Subscriber Profile ID for RAT/Frequency priority

This information element may be used by the BSS to provide individual priorities (see 3GPP TS 44.060) to mobile stations. 
The element coding is:
Table 11.3.105.1: Subscriber Profile ID for RAT/Frequency priority coding
	
	8
	7
	6
	5
	4
	3
	2
	1

	Octet 1
	IEI

	Octet 2
	Length Indicator

	Octet 3
	Octet 3 contains the value part of the Subscriber Profile ID for RAT/Frequency priority IE.


Octet 3 contains a number in binary representation ranging from 0 to 255. The Subscriber Profile ID for RAT/Frequency priority is given by the indicated value +1.
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