Page 1



3GPP TSG-GERAN Meeting #43
(
GP-091426
Vancouver, Canada, 31 August - 4 September 2009

	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	44.060
	CR
	1274
	(

rev
	-
	(

Current version:
	9.0.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	X
	Core Network
	


	

	Title:
(

	CR 44.060-1242 Essential correction to ASN.1 coding introduced when Rel-8 extensions were added (Rel-8)

	
	

	Source to WG:
(

	Motorola

	Source to TSG:
(

	G2

	
	

	Work item code:
(

	TEI8
	
	Date: (

	31/08/2009

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-9

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(

	Essential corrections to align TS 44.060 with TS 44.018

	
	

	Summary of change:
(

	(1) ASN.1 error; PSI3quater braces position is updated to be aligned with TS44.018 SI2quater brace position.  

	
	

	Consequences if 
(

not approved:
	Non alignment between 44.060 and 44.018 potentially leading to undefined network behaviour. 

	
	

	Clauses affected:
(

	11.2.21b

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


START OF FIRST CHANGE

@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@

11.2.21b
Packet System Information Type 3 quater

This message is sent by the network on the PBCCH or PACCH giving information on 3G Neighbour Cells and additional measurement and reporting parameters. This message shall not be segmented across more than one RLC/MAC control block by using the procedures specified in sub-clause 9.1.12a. If not all information fits into one instance of the PSI3quater message, the PSI3quater message can be repeated. Special requirements for the transmission of this message apply on PBCCH, see 3GPP TS 45.002.

Message type:
PACKET SYSTEM INFORMATION TYPE 3 QUATER

Direction:
network to mobile station

Classification:
distribution message

Table 11.2.21b.1: PSI3 quater information elements

	< PSI3 quater message content > ::=


< PAGE_MODE : bit (2) >


< PSI3_CHANGE_MARK : bit (2) >


< PSI3_QUATER_INDEX : bit (4) >


< PSI3_QUATER_COUNT : bit (4) >


{
{ 0 | 1
< GPRS REP_PRIORITY Description : < GPRS REP PRIORITY Description struct >> }


{ 0 | 1
< 3G Neighbour Cells Description : < 3G Neighbour Cells Description struct >> }


{ 0 | 1
< 3G MEASUREMENT Parameters Description :




< 3G MEASUREMENT PARAMETERS Description struct >> }


{ 0 | 1
< 3G Initial Dedicated Mode Reporting Description : 





< 3G Initial Dedicated Mode Reporting Description struct >> }



{
null | 0 bit** < no string>








-- Receiver compatible with earlier release



 
| 1 














-- Additions in Release 5:



{ 0 | 1
< GPRS 3G Additional Measurement Parameters Description : 






< GPRS 3G Additional Measurement Parameters Description struct >> }




{ 0 | 1
< GPRS 3G Additional Measurement Parameters Description 2: 






< GPRS 3G Additional Measurement 

Parameters Description 2 struct >> }




{
null | 0
bit** = < no string >



--Receiver compatible with earlier release





| 1











--Additions in Release 6:





< 3G_CCN_ACTIVE : bit > 





{ null
| 0 bit** = 
< no string >

-- Receiver compatible with earlier release







| 1 









-- Additions in Release 8







{ 0 | 1
< Priority and E-UTRAN Parameters Description : 









< Priority and E-UTRAN Parameters Description struct >> }







{ 0 | 1
< 3G CSG Description : < 3G CSG Description IE >> }







{ 0 | 1
< E-UTRAN CSG Description : < E-UTRAN CSG Description IE >> }









< padding bits > } } } } //






-- truncation at end of message allowed, bits '0' assumed
 ! < Distribution part error : bit (*) = < no string > > ;



	< GPRS REP PRIORITY Description struct > ::=


< Number_Cells : bit(7) > 


{ < REP_PRIORITY : bit > } * (val(Number_Cells)) ;



	< 3G Neighbour Cell Description struct > ::= 


{ 0 | 1 < Index_Start_3G : bit (7) > }

{ 0 | 1 < Absolute_Index_Start_EMR : bit (7) > }

{ 0 | 1 < UTRAN FDD Description : < UTRAN FDD Description struct >> }

{ 0 | 1 < UTRAN TDD Description : < UTRAN TDD Description struct >> } ;



	< UTRAN FDD Description struct > ::=


{ 0 | 1 < Bandwidth_FDD : bit (3) > }

{ 1 < Repeated UTRAN FDD Neighbour Cells : < Repeated UTRAN FDD Neighbour Cells struct >> } ** 0 ;



	< Repeated UTRAN FDD Neighbour Cells struct > ::=

0 < FDD-ARFCN : bit (14) >

-- The value ‘1’ was used in an earlier 










-- version of the protocol and shall not be used.

< FDD_Indic0 : bit >

< NR_OF_FDD_CELLS : bit (5) >

< FDD _CELL_INFORMATION Field : bit(p(NR_OF_FDD_CELLS)) > ; 











-- p(x) defined in table 11.2.9b.2.a/3GPP TS 44.060



	< UTRAN TDD Description struct > ::=

{ 0 | 1 < Bandwidth_TDD : bit (3) > }

{ 1 < Repeated UTRAN TDD Neighbour Cells : < Repeated UTRAN TDD Neighbour Cells struct >> } ** 0 ;



	< Repeated UTRAN TDD Neighbour Cells struct > ::=

0 < TDD-ARFCN : bit (14) >

-- The value ‘1’ was used in an earlier










-- version of the protocol and shall not be used.

< TDD_Indic0 : bit >

< NR_OF_TDD_CELLS : bit (5) >

< TDD_CELL_INFORMATION Field : bit(q(NR_OF_TDD_CELLS)) > ; 











-- q(x) defined in table 11.2.9b.2.b/3GPP TS 44.060



	< 3G MEASUREMENT PARAMETERS Description struct > ::=


< Qsearch_P : bit (4) > 


< 3G_SEARCH_PRIO : bit >

( 0 | 1
< FDD_GPRS_Qoffset : bit (4) >




-- FDD information



< FDD_Qmin : bit (3) > }


( 0 | 1
< TDD_GPRS_Qoffset : bit (4) > } ;




-- TDD information


	< 3G Initial Dedicated Mode Reporting Description struct > ::=


< 3G_BA_IND : bit >


< Qsearch_I : bit (4) > 

< Qsearch_C_Initial : bit (1) >

( 0 | 1
< FDD_Qoffset : bit (4) >








-- FDD information



< FDD_REP_QUANT : bit (1) >



< FDD_MULTIRAT_REPORTING : bit (2) > }

( 0 | 1
< TDD_Qoffset : bit (4) >








-- TDD information



< TDD_MULTIRAT_REPORTING : bit (2) > } ;



	< GPRS 3G Additional Measurement Parameters Description struct > ::=


< FDD_Qmin_Offset : bit (3) >











-- FDD information 


< FDD_RSCPmin : bit (4) > ;



	< GPRS 3G Additional Measurement Parameters Description 2 struct > ::=



{ 0 | 1 < FDD_REPORTING_THRESHOLD_2 : bit (6) > } ;



-- FDD information


	< Priority and E-UTRAN Parameters Description struct > ::=


< Serving Cell Priority Parameters Description : < GSM Priority Parameters IE >>


{ 0 | 1
< 3G Priority Parameters Description : < 3G Priority Parameters Description struct >> }


{ 0 | 1
< E-UTRAN Measurement Parameters Description > :




< E-UTRAN Measurement Parameters Description struct >> } ;


	< 3G Priority Parameters Description struct > ::= 


< UTRAN_Start : bit >

< UTRAN_Stop : bit >

< 3G Priority Parameters : < 3G Priority Parameters IE >> ;


	< E-UTRAN Measurement Parameters Description struct > ::=


< E-UTRAN_Start : bit >

< E-UTRAN_Stop : bit >


< Qsearch_C_E-UTRAN_Initial : bit(2) >

< E-UTRAN Measurement Parameters : E-UTRAN Measurement Parameters IE >> ;



@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@

END OF FIRST CHANGE
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