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===== First Change =====

10.4.8a.3
Header type 3

Table 10.4.8a.3.1: Coding and Puncturing Scheme indicator field for Header type 3

	bits
4321
	First block
CPS

	0000
	MCS-4/P1 

	0001
	MCS-4/P2 

	0010
	MCS-4/P3 

	0011
	MCS-3/P1 

	0100
	MCS-3/P2 

	0101
	MCS-3/P3 

	0110
	MCS-3/P1 with padding

	0111
	MCS-3/P2 with padding

	1000
	MCS-3/P3 with padding

	1001
	MCS-2/P1 

	1010
	MCS-2/P2 

	1011
	MCS-1/P1 

	1100
	MCS-1/P2 

	1101
	MCS-2/P1 with padding (see NOTE 2)

	1110
	MCS-2/P2 with padding (see NOTE 2)

	1111
	MCS-0 (see NOTE 3)

	NOTE 1:
The bit numbering is relative to the field position.

NOTE 2:
MCS-2 with padding shall only be used for a downlink EGPRS2-A TBF or, in case of a downlink EGPRS TBF, for retransmissions of blocks originally transmitted using EGPRS2‑A.
NOTE 3:   MCS-0 shall only be used for a downlink TBF.


The number of padding octets for uplink is indicated by the SPB field (see sub clause 10.4.8b). 

===== End of Changes =====
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