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	The current text in O.3.1.5 for A-GNSS states that the simulated satellites shall be randomly selected from the visible satellites for each constellation. This requirement places an unnecessary burden on any test system and is not consistent with the same requirement for A-GPS. If the requirement to randomly select is retained, then any test system must search through many possible configurations to find the few that will satisfy the HDOP requirements. This is unnecessary as there are many other ways in which the scenarios used are already randomised and it would also lead to inconsistencies between test systems and lack of repeatability in testing.
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	Text is modified to remove “randomly” and instead the satellites are selected consistent with achieving the required HDOP for the test.
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O.3.1.5
Satellite constellation and assistance data

The satellite constellation shall consist of 24 satellites for GLONASS; 27 satellites for GPS, Modernized GPS and Galileo; 3 satellites for QZSS; and 2 satellites for SBAS. Almanac assistance data shall be available for all these satellites. At least 7 of the satellites per GPS, Modernized GPS, Galileo or GLONASS constellation shall be visible to the MS (that is, above 15 degrees elevation with respect to the MS). At least 1 of the satellites for QZSS shall be within 15 degrees of zenith; and at least 1 of the satellites for SBAS shall be visible to the MS.  All other satellite specific assistance data shall be available for all visible satellites.  In each test, signals are generated for only 6 satellites (or 7 if SBAS is included). The HDOP for the test shall be calculated using these satellites. The simulated satellites for GPS, Modernized GPS, Galileo and GLONASS shall be selected from the visible satellites for each constellation, consistent with achieving the required HDOP for the test.
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