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Table B.1: Applicability of tests

[…]
	26.7.4.5.5.1
	Higher Priority PLMN / Automatic PLMN Selection Mode / Normal Service
	R99
	All MS supporting at least one European and one North-American band
	
	C474
	TSPC_Type_GSM_E_Band

TSPC_Type_GSM_P_Band

TSPC_Type_DCS_Band

TSPC_Type_GSM_850_Band TSPC_Type_PCS_Band
	

	26.7.4.5.5.2
	Higher Priority PLMN / Automatic PLMN Selection Mode / Limited Service
	R99
	All MS supporting at least one European and one North-American band 
	
	C474
	TSPC_Type_GSM_E_Band

TSPC_Type_GSM_P_Band

TSPC_Type_DCS_Band

TSPC_Type_GSM_850_Band TSPC_Type_PCS_Band
	

	26.7.4.5.5.3
	Higher Priority PLMN / Automatic PLMN Selection Mode / Recovery of Lack of Service
	R99
	All MS supporting at least one European and one North-American band 
	
	C474
	TSPC_Type_GSM_E_Band

TSPC_Type_GSM_P_Band

TSPC_Type_DCS_Band

TSPC_Type_GSM_850_Band TSPC_Type_PCS_Band
	

	26.7.4.5.5.4
	User Selection / Manual PLMN Selection Mode
	R99
	All MS supporting at least one European and one North-American band 
	
	C474
	TSPC_Type_GSM_E_Band

TSPC_Type_GSM_P_Band

TSPC_Type_DCS_Band

TSPC_Type_GSM_850_Band TSPC_Type_PCS_Band
	


[…]

	C473
	IF (A.25/41 OR A.25/42) AND A2/20 THEN A ELSE N/A
	-- (TSPC_AddInfo_ID1 OR TSPC_AddInfo_PlugIn) AND TSPC_Feat_AD

	C474
	IF (A.1/18 OR A.1/55) AND (A.1/1 OR A.1/2 OR A.1/4) THEN A ELSE N/A
	-- (TSPC_Type_PCS_Band OR TSPC_Type_GSM_850_Band) AND (TSPC_Type_GSM_E_Band OR TSPC_Type_GSM_P_Band OR TSPC_Type_DCS_Band)

	C475
	IF A.2/81 AND A.2/84 THEN A ELSE N/A
	-- TSPC_Enhanced_DTM_CS AND TSPC_Latency_Reductions
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