
GP-100609

Chairman’s Report

3GPP TSG GERAN WG1 #45

Berlin, Germany, 02 – 04.03.2010

Werner Kreuzer, 04.03.2010



GP-100609

Document Allocation

5

3

0

30

0

0

28

33

0

3

16

8

8

40

9

0

8

0

0

10

3

3

0 5 10 15 20 25 30 35 40 45

7.1.4.1 TSG-CT, TSG-RAN, TSG-SA and PCG/OP

7.1.4.2 From partners and their bodies

7.1.4.3 Others

7.1.5.1.1 Performance requirements for EGPRS2 and LATRED

7.1.5.1.2 Any other documents related to Rel-7 or earlier features

7.1.5.2.1 GAN Enhancements

7.1.5.2.2 GERAN support for GERAN – 3G Long Term Evolution …

7.1.5.2.3 Introduction of a new multicarrier BTS class

7.1.5.2.4 Support for Additional Navigation Satellite Systems (ANSS) for …

7.1.5.2.5 Small Technical Enhancements and Improvements for Release 8

7.1.5.2.6 Any other Rel-8 documents

7.1.5.3.1 A-GNSS Minimum Performances

7.1.5.3.2 RF requirements for Multicarrier and Multi-RAT BS, GERAN part

7.1.5.3.3 Voice services over Adaptive Multi-user channels on One Slot

7.1.5.3.4 Support of Home NB and Home eNB enhancements - GERAN …

7.1.5.3.5 Hybrid Location

7.1.5.3.6 Small Technical Enhancements and Improvements for Release 9

7.1.5.3.7 Any other Rel-9 documents

7.1.5.4.1 Optimized Transmit Pulse Shape for Downlink EGPRS2-B

7.1.5.4.2 Multi-User Reusing-One-Slot

7.1.5.4.3 Any other studies

7.1.6 Letters to other groups

Incoming: 114

End:  208



GP-100609

• LS on GERAN3 progress on P-Channel removal (GERAN 
WG3)

• Reply LS on progress on P-Channel removal (GERAN WG2)

• LS on E-UTRAN to GSM redirection improvements for CS 
FallBack (SA WG2)

• LS on status of the MSR work item (RAN WG4)

• LS on cell reselection enhancements (RAN WG2)

• LS on spurious emission limits for MCBTS (ETSI ERM/MSG 
TFES)

• LS on European Harmonised Standard for MSR base stations 
(ETSI ERM/MSG TFES)

• LS on updated ETSI Harmonised Standard including MCBTS 
(Chairman ETSI TC MSG)

Letters from other groups
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• EGPRS2

– Corrections to TS 51.021

– Removal of brackets for LATRED, EGPRS2-A

– Reference performance EGPRS2-A USF, sensitivity, 

co-channel, adjacent channel

– Collected performance requirements in GP-100224

• EGPRS2 via repeaters – EVM requirements

– CRs to TS 45.005 agreed

– CRs to TS 51.026 agreed

Rel-7 and earlier releases 
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• 2 correction CRs to TS 45.008 agreed

• Discussion documents
– usage of XXX_REPORTING_OFFSET

– Measurement reporting of cells of more than one RAT

• CR 45.008 Clean up E-UTRAN measurement parameters –
revised and sent to plenary.

• CR 45.008 Corrections to measurement reporting of inter-
RAT cells - postponed

• CR 45.008 Measurement reports for cells known to be CSG 
cells – agreed.

• CSG reselection rules, LS to RAN WG2.

• 2 Discussion documents on SPID handling during inter-RAT 
Handover 

• CR 43.129 SPID handling during PS handover - postponed

Rel-8: GERAN support for GERAN – 3G Long 

Term Evolution Interworking
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• Correction of frequency distribution in the test case for modulation 
accuracy (TS 51.021) – agreed

• Editorial corrections in TS 51.021 – agreed

• Correction of test case for spurious emission for the MCBTS in 
frequency bands, used by UTRA and E-UTRA – agreed

• Correction of test case for spectrum due to modulation and 
wideband noise for MCBTS (45.005, 51.021) – postponed.

• Reduction of the number of multicarrier BTS classes (45.005, 
51.021) – postponed.

• Alignment of definition and requirements for spurious emission with 
CEPT/ERC/REC 71-01 (45.005, 51.021) – postponed

• Correction of test case for spectrum due to modulation and 
wideband noise when testing with the lowest supported number of 
carriers (45.005, 51.021)  - postponed.

• Corrections and clarifications of the MCBTS requirements (45.005, 
51.021) – agreed.

REL-8: Introduction of a new Multicarrier BTS class 
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• Clarification to requirement for reporting of 

UTRAN TDD cells – CR to TS 45.008 agreed for 

Rel-9

TEI8
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• Reception of PWS warning notification in an 

acceptable cell:

– Reception of PWS Warning Notification is added to 

limited service state.

– CRs to TS 43.022 and TS 45.008 agreed

• Correction of references for environmental 

conditions and requirements (51.021) - agreed 

Any other Rel-8 documents
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• CR 45.005 Clarification to satellite constellation 

and assistance data – agreed.

• Two proposals to specify sensitivity and dynamic 

range tests – no consensus on which method to 

select.

• CRs to TS 45.005 postponed.

Rel-9: A-GNSS minimum performances
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• Alignment of blocking requirements in multi-RAT 

operation and in GSM single-RAT operation for 

MSR equipment.

• CRs to TS 45.005 and 51.021 – postponed

• Decision at GERAN #46 meeting.

• Response to LS on status of the MSR work item.

Rel-9: RF Requirements for Multicarrier and 

Multi-RAT BS, GERAN part
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• Work Plan – noted. Conference call proposed for 
15 April 2010.

• Performance requirements 
– Discussion on working assumptions

– Summary in GP-100599

– First set of proposed performance requirements presented.

• CRs to TS 45.004 and TS 45.005 postponed

• SACCH performance – Shifted SACCH
– Performance evaluations, concept papers, set of CRs for Shifted 

SACCH.

– No consensus on the performance gains, complexity, and impact 
to QoS

– All CRs related to Shifted SACCH were postponed

• SACCH performance – DTX based repeated SACCH

Rel-9: VAMOS (1/2)
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• Signalling VAMOS mode in downlink

– Simple signalling mechanism to indicate downlink 

VAMOS mode on a per-call basis.

– No consensus on the justification and benefits for MS 

performance.

• Discussion document on pulse adaptation

• Discussion document on DTX diversity in 

VAMOS.

Rel-9: VAMOS (2/2)
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• Discussion on timer for MIB/SIB reading
– Benefits of a (configurable) timer questioned.

• CR to TS 45.008 Support of inbound mobility to CSG cells rev 1
– Comments invited, postponed.

• CSG reporting: Agreed working assumptions
– The reported CSG cell is the strongest cell on a frequency.

– The thresholds for CSG reporting are different from the ones for macro cell.

– Ec/N0 plus RSCP, RSCP, RSRQ plus RSRP, and RSRQ plus RSRP are 
used to set thresholds for CSG reporting for UTRAN FDD, UTRAN TDD, E-
UTRAN FDD, and E-UTRAN TDD respectively.

• CSG inbound mobility: 2 new timers proposed – not agreed
– NW controls MS to prevent too frequent trials of CSG cell reading

– To restrict the amount of time that MS spends in reading the CSG cell SI 
per each trial.

• CR 43.129 Introduction of PS handover to CSG cells - postponed

Rel-9: Home NB and Home eNB enhancements
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• CR 51.021 Clarification to the blocking test interfering 
signal – agreed.

• Power level for RACH
– maximum limit for MS power used when accessing channel. 

– based on the measured signal strength from the actual BTS

– CR to TS 45.008 was postponed.

• CR 45.002 Clarification of DTM support for EFTA –
agreed.

• CR 45.002 Interpretation of multislot class parameters 
for EFTA – agreed

• CR 45.008 Cell reselection enhancements – postponed.

TEI9
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• Modelling methodology for VAMOS type I 
receiver.

• Optimized pulse performance for OSC – no 
consensus on the introduction of a wide pulse 
shape.

• CRs to TS 45.914
– Soft-pairing concept – postponed

– MAIO hopping methodology – agreed

– Network level simulation for DARP phase I receivers 
– postponed

– Verification of L2S mapping – postponed

Study items: MUROS
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• Precoded EGPRS2

– EGPRS2-A and EGRPS2-B with precoder including 

an Inverse Discrete Fourier transform.

– Study item or work item?

Any other studies
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• LS on reselection to E-UTRAN CSG cells (RAN 

WG2)

• Reply LS to “LS on status of the MSR work item”

Letters to other groups
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GERAN1#46, 18 – 20 May 2010, Jeju, Korea

GERAN1#47, 31 Aug – 2 Sep 2010, Kunming, China

GERAN1#48, 23 – 25 Nov 2010, Sophia Antipolis, France

Future meetings


